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	* * * First Change * * * *	
[bookmark: _Toc50584444][bookmark: _Toc50584788][bookmark: _Toc57673697][bookmark: _Toc131200943]8.8.3.3	Retrieve T-EES procedure
Figure 8.8.3.3-1 illustrates the procedure for the S-EES to retrieve the T-EES information from the ECS.
Pre-condition:
1.	The S-EES has been pre-configured with the address of the ECS; and
2.	The AC at the UE already has on-going application traffic with the S-EAS.


Figure 8.8.3.3-1: Retrieve T-EES procedure
1.	The S-EES sends the Retrieve EES request (UE location information or UE identity, EASID of the S-EAS, target DNAI and UE connectivity information) to the ECS in order to identify the T-EES which has an EAS available to serve the given AC in the UE. For obtaining announcement EES list, the Retrieve EES request includes application group id.
2.	If the request contains the UE identity (e.g. GPSI) but the UE location is not known to the ECS, then the ECS interacts with 3GPP core network to retrieve the UE location. The ECS determines T-EES(s) as per the parameters (e.g. EASID, target DNAI) in the request and the UE location information.
If no central repository is available and when the Retrieve EES request includes application group id to the ECS then the request EES list retrieval is for the announcement of common EAS, ECS determines the list of EESs serving the EASs (with same service) for the Group ID included in the Retrieve EES request.
Editor's Note: The wording "with same service" is to be clarified.
[bookmark: _GoBack]If the ECS does not identify any suitable EES(s) based on EDN configuration available at the ECS and UE’s location, the ECS determines a partner ECS that may satisfy the requirements. Based on ECSP policy, the ECS may use preconfigured or OAM configured information about the partner ECSs or ECS discovery via ECS-ER as specified in clause 8.x.2.3 or both.
If required by the ECSP policies, the ECS may use service provisioning information retrieval procedure as specified in clause 8.X.2.4 to obtain seivice provisioning information from the partner ECS.
3.	The ECS sends the Retrieve EES response. If the ECS has determined the EDN configuration information, the retrieve EES response includes the list of EDN configuration information to the S-EES. The list of EDN configuration information includes the EDN details with the endpoint information of T-EES(s) as described in table 8.3.3.3.3-2. If the ECS has determined suitable partner ECS(s) instead, the retrieve EES response includes a list of ECS configuration information.
If the retrieve EES response contains a list of ECS configuration information, the S-EES may initiate retrieve T-EES procedure with one or more ECS(s) listed in the retrieve EES response.
NOTE:	The Retrieve EES request initiated by the S-EES can be restricted only to its registered ECS.

	* * * Next Change * * * *	
[bookmark: _Toc131200967]8.8.4.6	Retrieve EES request
Table 8.8.4.6-1 describes the information elements to retrieve T-EES information from the ECS. 
Table 8.8.4.6-1: Retrieve EES request
	Information element
	Status
	Description

	EESID
	M
	Unique identifier of the EES.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	EASID
	M
	The identifier of the EAS.

	Application Group ID
	O
	Identity of a group of UEs using the same application. Indicates to the ECS that the request is to obtain EES list for the announcement of common EAS

	Target DNAI
	O
	The target DNAI information which can be associated with potential T-EES(s) and/or T-EAS(s).

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	UE location 
	O
	The location information of the UE. The UE location is described in clause 7.3.2. 



[bookmark: _Toc131200968]8.8.4.7	Retrieve EES response
The information elements specified in the Table 8.3.3.3.3-1 is used as response for T-EES information retrieval.


	* * * End of Changes * * * *	
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