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	Reason for change:
	SA2 agreed to provide the Additional ULI to LMF in addition to the user location informaton as described in the CR to TS23.501 (S2-2311474) and the clause 5.9.1 of TS23.273. However, the Input in the clause 8.3.2.2 still has incorrect information. 
 
Accoring to the S2-2311474,  
5.35A.6	Providing cell ID/TAC of MBSR for services
After the MBSR is authorized as defined in 5.35A.4, when a UE is served by a cell of this MBSR, the IAB-donor-CU may provide 'Additional ULI' in addition to User Location Information, in N2 messages. The 'Additional ULI' is the ULI of the IAB-UE. The AMF may consider the 'Additional ULI' when it determines UE location and manages the UE location related functions (e.g. Mobility Restrictions).
When the AMF provides user location information to other NFs (e.g. LMF as specified in clause 5.9 of TS 23.273 [87]) for a UE connected via MBSR, the AMF may also send the Additional ULI received via N2 messages.

Accoring to the clause 5.9.1 of TS23.273,  
[bookmark: _Toc145928528]5.9.1	General
-	The AMF serving the UE provides the cell ID of serving cell of the UE and indicates, if possible, that the cell-ID belongs to a MBSR to the LMF in the location request. The AMF serving the UE also provides LMF with the additional ULI Information received from NG-RAN, so that the LMF can initiate the positioning procedure to obtain the location information of the MBSR.
Accoring to the clause 8.3.2.2,  

[bookmark: _Toc58920686][bookmark: _Toc145928637]8.3.2.2	Nlmf_Location_DetermineLocation service operation
Service operation name: Nlmf_Location_DetermineLocation
Description: Provides UE location information to the consumer NF.
NOTE:	For deferred location request, this service operation is used to implicitly subscribe to the notification of the UE location information.
Input, Required: Client Type, LCS Correlation Identifier.
Input, Optional: Serving cell identifierof the Primary Cell in the Master RAN node and the Primary Cell in the Secondary RAN node when available based on Dual Connectivity scenarios if the UE is using 3GPP access, required Location QoS instance(s), Supported GAD shapes, service type, indication of requiring reliable UE location information, AMF identity if a UE associated Namf_Communication service is to be invoked by LMF, Type of request for a 5GC-MO-LR, Embedded LPP message(s) for a 5GC-MO-LR (1-3 messages), subscribed assistance data for a 5GC-MO-LR, Deferred location type, Deferred location parameters, indication if UE supports LPP or not, UE connectivity state per access type, Notification Target Address, Notification Correlation ID, indication of UE geographical area determination for PLMN selection verification, UE Positioning Capability, UE User Plane Positioning Capability, TNAPId (see TS 29.571 [33]), TWAPId (see TS 29.571 [33]), Scheduled Location Time, request for user plane reporting to an LCS Client or AF, user plane address of an LCS Client or AF, user plane security information for an LCS Client or AF, cumulative event report timer, maximum number of user plane event reports to an LCS Client or AF, event report allowed area, reporting indication, UE unaware indication, LPHAP indication, the serving cell identity belongs to a MBSR indication, IAB-UE ID of the MBSR.
According to the agreed procedure in clause 6.1.4, the LMF only obtains the MBSR IAB UE ID via the NRPPa TRP Information exchange procedure, instead of from the AMF. 
Therefore, the ‘IAB-UE ID of the MBSR’ in the clause 8.3.2.2 should be replaced by ‘additional ULI’.  

	
	

	Summary of change:
	It is proposed to revise the ‘IAB UE ID’ to ‘additional ULI’ in the clause 8.3.2.2.

	
	

	Consequences if not approved:
	Misalignement of the Nlmf service definition and the procedures in the TS. 
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***** FIRST CHANGE *****
8.3.2.2	Nlmf_Location_DetermineLocation service operation
Service operation name: Nlmf_Location_DetermineLocation
Description: Provides UE location information to the consumer NF.
NOTE:	For deferred location request, this service operation is used to implicitly subscribe to the notification of the UE location information.
Input, Required: Client Type, LCS Correlation Identifier.
Input, Optional: Serving cell identifier of the Primary Cell in the Master RAN node and the Primary Cell in the Secondary RAN node when available based on Dual Connectivity scenarios if the UE is using 3GPP access, required Location QoS instance(s), Supported GAD shapes, service type, indication of requiring reliable UE location information, AMF identity if a UE associated Namf_Communication service is to be invoked by LMF, Type of request for a 5GC-MO-LR, Embedded LPP message(s) for a 5GC-MO-LR (1-3 messages), subscribed assistance data for a 5GC-MO-LR, Deferred location type, Deferred location parameters, indication if UE supports LPP or not, UE connectivity state per access type, Notification Target Address, Notification Correlation ID, indication of UE geographical area determination for PLMN selection verification, UE Positioning Capability, UE User Plane Positioning Capability, TNAPId (see TS 29.571 [33]), TWAPId (see TS 29.571 [33]), Scheduled Location Time, request for user plane reporting to an LCS Client or AF, user plane address of an LCS Client or AF, user plane security information for an LCS Client or AF, cumulative event report timer, maximum number of user plane event reports to an LCS Client or AF, event report allowed area, reporting indication, UE unaware indication, LPHAP indication, the serving cell identity belongs to a MBSR indication, IAB-UE ID of the MBSR Additional ULI.
Output, Required: Success/Failure indication
Output, Optional: Geodetic Location, Local Location including Coordinate ID, Civic Location, Indoor/Outdoor indication, LOS/NLOS measurement indication, Position Methods Used (in the case of success indication provided), Serving LMF identification, Failure Cause (in the case of failure indication provided), achieved Location QoS Accuracy, UE geographical area where a PLMN is or is not allowed to operate, UE Positioning Capability, the timestamp of the Location, indication that the location determination will be sent directly to GMLC.
See clause 6.1, clause 6.2. clause 6.3.1 and clause 6.9.1 for examples of usage of this service operation.
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