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Table  6.1.6.2.5.3-2: Definition of type NEFChargingInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	externalIndividualIdentifier
	Gpsi
	OC
	0..10..N
	The external Identifier or the MSISDN associated to the GPSI of the individual UE.
	

	externalGroupIdentifier
	ExternalGroupId
	OC
	0..10.1
	The external Identifier identifying a group of individual UE(s).
	

	groupIdentifier
	GroupId
	OC
	0..1
	The network internal globally unique Identifier identifying a set of IMSIs.
	

	aPIDirection
	APIDirection
	M
	1
	The direction to indicate if it is an API invocation from an AF or notification to an AF.
	

	aPITargetNetworkFunction
	NfInstanceId
	OC
	0..1
	The identifier of the network function that either is the destination of the API invocation or triggers the notification.
	

	aPIResultCode
	Uint32
	OC
	0..1
	The result of API Invocation.
	

	aPIName
	string
	M
	1
	The name of the API invoked.
	

	aPIReference
	Uri
	OC
	0..1
	The reference to the definition of the format of the API invocation.
	

	aPIContent
	string
	OC
	0..1
	The actual content of the API invocation, in the format described by the aPIReference.
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