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 5.1.1
Information provided by the user

The user’s user equipment that is incurring the charge shall provide the following information to the serving network:

-
User identity used for authentication;

-
Home environment identity;

-
Terminal Identity and Terminal Class;

-
Destination endpoint identifier for service requested (e.g. B number);

-
Resource requested (e.g. bandwidth, connectionless); 

· QoS parameters (e.g. maximum delay);

· IP Multimedia capability requested (e.g.media components)

5.1.2
Information provided by the serving network

The serving network serving the user shall provide the following information to the home environment:

-
All of the information listed in section above (Information provided by the user);

-
Serving network identity;

-
Recording network element identity;

-
Universal Time (UT) at which the service request was initiated; 

-
Universal Time (UT) at which resources were provided for the service;

-
Resource allocated to the user;

-
Quantity of data transferred both to and from the user; 

-
QoS provided to the user;

-
Location of the user in the standard format used for UMTS location based services (e.g. geographical
co-ordinates, Cell ID);

-
whether GSM Optimal Routing was applied; 

-
If IN or CAMEL services were applied, the service parameters and the actually used destination number and calling party number identification;

-
Time duration covered by this call record to an accuracy of at least 1 second; 

-
Unique identity of the chargeable event which allows the billing system to correlate all records belonging to the same chargeable event;

· Unique CDR identity (unique per network element in a period of about 100 days).

· IP Multimedia capability provided to the user

·  VAS information
5.2.5  VAS  
It shall be possible to charge  the user  for Value Added Services  offered by the network  in terms of access, surfing, queries etc.  irrespectevely of the  volume  of data sent or received by the user.
5.2.6 Usage of IP Multimedia service
It shall be possible to charge  the usage of  IP multimedia service independently of the  volume  of data sent or received by the user. Information on the IP Multimedia capability provided to the user (e.g. voice, mixture of voice and video  component, numbers of parties) should be available in the CDR.
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