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Reason for change:
(

The description of the GMSC contains an editor's note, which seems to address the issue of MT call routing between IMS and CS.  Given that the IMS is a release 5 issue, this editor's note does not apply to release 4. 




Summary of change:
(

Delete the editor's note from the GMSC description.
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not approved:
An unnecessary editor's note would remain in the specification.
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4.1.2.2
The Gateway MSC (GMSC)

If a network delivering a call to the PLMN cannot interrogate the HLR, the call is routed to an MSC. This MSC will interrogate the appropriate HLR and then route the call to the MSC where the mobile station is located. The MSC which performs the routing function to the actual location of the MS is called the Gateway MSC (GMSC).

The acceptance of an interrogation to an HLR is the decision of the operator.

The choice of which MSCs can act as Gateway MSCs is for the operator to decide (i.e. all MSCs or some designated MSCs).

If the call is a voice group/broadcast call, it is routed directly from the GMSC to the VBS/VGCS Anchor MSC, based on information (VBS/VGCS call reference) contained in the dialled number. See also GSM 03.68 and 03.69.


When needed, the GMSC can be implemented in two different entities: the GMSC Server, handling only signalling, as defined bellow, and the MGW, defined above. A GMSC Server and a MGW make up the full functionality of a GMSC.
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