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	Reason for change:

	The current requirements for CAMEL control of CUG are not clear enough to state that the CSE can only modify CUG information for a CUG call. A CSE can not add CUG information to a non-CUG MO, MT or MF call. The purpose of this change request is to state clearly that a CSE can only modify CUG information for a CUG call. 

	
	

	Summary of change:

	Clarification is added stating that the CSE can only change CUG information for a CUG call.

	
	

	Consequences if 

not approved:
	Confusion on whether or not the CSE can add CUG information to a non-CUG call.
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	Other comments:

	At the last CN2 meeting, Alcatel presented a change request to TS 23.078 for CAMEL3 (R99), "correcting" the handling of CUG, as they believed the stage 2 was not consistent with the stage 1. This prompted a discussion of the stage 1 requirements for CAMEL interactions with CUG. The main change in the Alcatel CR was to allow the CSE to convert a non-CUG call into a CUG-call. This was never the intention of the original service requirements.

Vodafone originally introduced the interaction with CUG requirements, for the Multiple Subscriber Profile supplementary service. Hence, we took the action to clarify the stage 1 requirements, the Alcatel CR was rejected.

We agree that we should only agree essential CRs for R99. We also believe that clarifying the stage 1 specification is preferable to functionally modifying the stage 2 specification. 




**** Modified Section ****
18.6
Closed User Group (CUG)

When a terminating call with CUG information is received for a CAMEL marked subscriber, if the terminating CAMEL based service attempts to modify the called party number then:

-
If the called subscriber subscribes to CUG then the IPLMN shall release the call to the calling party;

-
If the called subscriber does not subscribe to CUG then the IPLMN shall continue the call establishment to the modified called party number. 

$(begin$(CAMEL3$)

For an MO call, an MF call, or an MT call subject to CAMEL forwarding, with CUG information, the CSE shall be able to instruct the VPLMN/IPLMN to:

-
Continue the call establishment with the original CUG information, or

-
Use modified CUG information for that call, or

-
Remove CUG information from the call (i.e. continue the call as a non-CUG call).

For an MT call which is not subject to CAMEL forwarding, the CSE shall not be able to modify the CUG information for the call.

When an MT call with CUG information is received for a CAMEL marked subscriber, if the terminating CAMEL based service attempts to modify the called party number then:

-
If the called subscriber subscribes to CUG then the VPLMN shall release the call to the calling party;

-
If the called subscriber does not subscribe to CUG then the VPLMN shall continue the call establishment to the destination defined by the modified called party number.

$(end$(CAMEL3$)
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