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	Reason for change:

	There is confusion about when the CSE can suppress CAMEL invocations and incoming call barrings for a CSE initiated call.

	
	

	Summary of change:

	· The CSE can instruct the IPLMN or VPLMN to initiate a new call

· The CSE can instruct the HPLMN to suppress invocation of incoming call barrings

· The CSE can instruct the HPLMN to suppress the triggering of terminating CAMEL-based services in the VPLMN for the served subscriber

· The CSE can instruct the IPLMN to suppress the triggering of terminating CAMEL-based services in the IPLMN for the served subscriber
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not approved:
	Confusion remains.
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**** Modified Section ****
8.2
Creating a new call

The purpose of this procedure is to allow the CSE to create a new call to the served subscriber.

It shall be possible for the CSE to instruct the IPLMN/VPLMN of the served subscriber to initiate a new call on behalf of the served subscriber. The IPLMN/VPLMN shall have the possibility to reject this request. The CSE shall be able to instruct the HPLMN to suppress the invocation of Incoming call barrings for a CSE initiated call.

The CSE shall be able to instruct the HPLMN to suppress the triggering of terminating CAMEL-based services in the VPLMN for the served subscriber.
The CSE shall be able to instruct the IPLMN to suppress the triggering of terminating CAMEL-based services in the IPLMN for the served subscriber.
The CSE shall have the possibility to send the information listed in table A-2 (CSE initiated call set-up).

If the CSE sends a request to initiate a call the events relating to unsuccessful call establishment and answer should be armed by the CSE to maintain a control relationship.
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