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Mapping

5.2
Operation parameter mapping

Table 2: Mapping from IS acknowledgeAlarms parameters to SS equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	alarmInformation ReferenceList
	AlarmIRPConstDefs::AlarmInformationIdSeq alarm_information_id_list 
	M

	ackUserId
	string ack_user_id
	M

	ackSystemId
	string ack_system_id
	O

	bad AlarmInformation ReferenceList
	AlarmIRPConstDefs::BadAlarmInformationIdSeq bad_alarm_information_id_list
	M

	status
	CommonIRPConstDefs::Signal

Exceptions:

AcknowledgeAlarms, ParameterNotSupported, InvalidParameter
	M


Table 3: Mapping from IS unacknowledgeAlarms parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	alarm InformationReferenceList
	AlarmIRPConstDefs::AlarmInformationIdSeq alarm_information_id_list
	M

	ackUserId
	string ack_user_id
	M

	ackSystemId
	string ack_system_id
	O

	badAlarm Information ReferenceList
	AlarmIRPConstDefs::BadAlarmInformationIdSeq bad_alarm_information_id_list
	M

	status
	CommonIRPConstDefs::Signal

Exceptions:

UnacknowledgeAlarms, OperationNotSupported, ParameterNotSupported, InvalidParameter
	M


Table 7: Mapping from IS setComment parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	AlarmInformation ReferenceList
	AlarmIRPConstDefs::AlarmInformationIdSeq alarm_information_id_list
	M

	commentUserId
	string comment_user_id
	M

	commentSystemId
	string comment_system_id
	M

	commentText
	string comment_text
	M

	badAlarmInformationReferenceList
	AlarmIRPConstDefs::BadAlarmInformationIdSeq  bad_alarm_information_id_list
	

	status
	Exceptions:

CommentAlarms,OperationNotSupported.
	


Annex A (normative):
IDL specification

[...]

module AlarmIRPConstDefs

{

   [...]

   struct BadAlarmInformationId
   {

      string alarm_information_reference;

      string reason;

   };

   typedef sequence<BadAlarmInformationId> BadAlarmInformationIdSeq;
   [...]

}; 

[...]
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