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(

	Background:

The responsibility for the GSM specifications has, as you know, been transferred from ETSI to 3GPP. The responsibility for the GSM 12-series has been assigned to SA5, except for 12.21 and 12.22  that have been transferred to the TSG GERAN. As you also know, SA5 and SA have already decided to discontinue “SA5’s part of” the 12-series, except for 12.71 which was automatically transferred to 3GPP Release 4 (as 52.071) because we were not sure how to treat this specification. It has however now been sent back to SA5 from SA after SA #11, so the decision what to do with it clearly lies within our responsibility.
Proposal:

It is proposed that the GSM 12.71 specification is discontinued beyond Release 99, and thus that the Rel4 version of 52.071 is withdrawn, for the following reasons:

1. This spec. is a very detailed, low-level Element Mgmt spec., with no connection to the Itf-N interface or the IRP framework which SA5 has agreed to use. SA5 has agreed that the EM-NE interface is NOT to be standardised regarding the information models (i.e. any information, including the functionality, operations, notifications etc.), only regarding the allowed protocols. The Itf-N is currently the only interface for which SA5 is specifying the functionality and models. And that shall be defined by IRPs and Resource Models consistent with the models we have today. It makes little sense, and in fact creates a very difficult standardisation and implementation scenario, to have two principles for telecom management of a UMTS within the 3GPP. The framework we already have built up, with IRPs and Resource Models, covers all general as well as some quite detailed aspects. And more detailed models in the future should be defined within the same framework. 
2. In addition, we already have the basic entities for 3GPP LCS management included in our Rel4 CN NRM (32.632 approved by SA this week) - only on a high level (GMLC, SMLC) to identify their existence - but nevertheless, that's a good start and we should not have the same entities defined in two places in the 3GPP standards. And future more detailed aspects of LCS management could then be reused from 12.71 and placed in relevant parts of the new 3GPP model(s).

3. 12.71 was last developed a year ago, for GSM LCS management, and it is quite clear that the consistency with 3GPP Rel-4  specifications (outside SA5) has not been updated/verified.

4. People who want to really use what’s in the 12.71/52.071 today for some specific reasons, can always refer to the R99 version of 12.71.
5. We are not aware of any company in SA5 that has shown an interest to support update of, and continued work with, 52.071, to be consistent with the rest of the SA5 specifications.

	
	

	Summary of change:
(

	GSM 12.71 is discontinued beyond Release 99, and thus the Rel-4 version of 52.071 is withdrawn.

	
	

	Consequences if 
(

not approved:
	There would exist a Rel-4 specification for LCS management which is 1) inconsistent with the SA5 framework for Itf-N, 2) against the SA5 principle that EM models/functions shall not be standardised, and 3) inconsistent (or not verified that it’s consistent) with Rel-4 network specifications.

	
	

	Clauses affected:
(

	

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Thomas Tovinger (EMW) [Thomas.Tovinger@EMW.ERICSSON.SE]


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





