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4.2.2 Mapping of Attributes

Table 2: Mapping of Attributes

	Attribute defined in 3GPP TS 32.652
	Attribute defined in this CMIP SS

	bssFunctionId
	bssFunctionId

	btsSiteMgrId
	btsSiteMgrId

	latitude
	latitude

	longitude
	longitude

	gsmCellId
	gsmCellId

	cellIdentity
	cellGlobalIdentity (GSM 12.20 : 6.1996)

	lac
	

	mcc
	

	mnc
	

	cellAllocation
	cellAllocation (GSM 12.20 : 6.1996)

	ncc
	bsIdentityCode.ncc (GSM 12.20 : 6.1996)

	bcc
	bsIdentityCode.bcc (GSM 12.20 : 6.1996)

	lac
	lac (3GPP TS32.644:  5.2001)
only for the MOC gsmRelation

	rac
	rac (3GPP TS32.644:  5.2001)

	racc
	racc

	tsc 
	tsc (GSM 12.20 : 6.1996)

	rxLevAccessMin
	rxLevAccessMin (GSM 12.20 : 6.1996)

	msTxPwrMaxCCH
	msTxPwrMaxCCH (GSM 12.20 : 6.1996)

	hoppingSequenceNumber
	hoppingSequenceNumber (GSM 12.20 : 6.1996)

	plmnPermitted
	plmnPermitted (GSM 12.20 : 6.1996)

	gsmRelationId
	gsmRelationId

	relationType
	relationType (3GPP TS32.644:  5.2001)

	adjacentCell
	adjacentCell 

(3GPP TS32.644:  5.2001)

	bcchFrequency
	bcchFrequency (GSM 12.20 : 6.1996)

	externalGsmCellId
	externalGsmCellId


…………………..

5.2.5
gsmCellMandatoryPackage

gsmCellMandatoryPackage PACKAGE

   BEHAVIOUR

      gsmCellMandatoryPackageBehaviour;

   ATTRIBUTES

 

     “ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: cellAllocation GET-REPLACE,


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: bsIdentityCode GET-REPLACE,




“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: cellGlobalIdentity GET-REPLACE,

“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: tsc GET-REPLACE,


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: rxLevAccessMin GET-REPLACE,


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: msTxPwrMaxCCH GET-REPLACE,


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: hoppingSequenceNumber GET-REPLACE,


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: plmnPermitted GET-REPLACE;

REGISTERED AS {ts32-654Package 5};

gsmCellMandatoryPackageBehaviour BEHAVIOUR

   DEFINED AS

      "This package contains the elementary mandatory attributes of a gsmCell.";

…………….

5.2.8
externalGsmCellMandatoryPackage

externalGsmCellMandatoryPackage PACKAGE

   BEHAVIOUR

      externalGsmCellMandatoryPackageBehaviour;

   ATTRIBUTES

 


“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: bsIdentityCode GET-REPLACE,




“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: cellGlobalIdentity GET-REPLACE,

“ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)”: bcchFrequency GET-REPLACE;

REGISTERED AS {ts32-654Package 8};

externalGsmCellMandatoryPackageBehaviour BEHAVIOUR

   DEFINED AS

      "This package contains the elementary mandatory attributes of a externalGsmCell.";

……….

5.2.1 









6
ASN.1 Definitions

TS32-654TypeModule {ccitt (0) identified-organization (4) etsi (0) 

mobileDomain (0) umts-Operation-Maintenance (3) ts-32-654 (654)


       informationModel (0) asn1Module (2) version1 (1)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

--EXPORTS everything

IMPORTS

GeneralObjectId

FROM  TS32-624TypeModule {ccitt (0) identified-organization (4) etsi (0) 

mobileDomain (0) umts-Operation-Maintenance (3) ts32-624 (624)


       informationModel (0) asn1Module (2) version1 (1)}

Rcc 
FROM  TS32-644TypeModule {ccitt (0) identified-organization (4) etsi (0) 

mobileDomain (0) umts-Operation-Maintenance (3) ts-32-644 (644)


       informationModel (0) asn1Module (2) version1 (1)}




-- 3GPP TS 32.654 related Object Identifiers

baseNodeUMTS  OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) 



      



umts-Operation-Maintenance(3)}

ts32-654

OBJECT IDENTIFIER ::= { baseNodeUMTS ts32-654(654)}

ts32-654InfoModel
OBJECT IDENTIFIER ::= { ts32-654 informationModel(0)}

ts32-654ObjectClass  
OBJECT IDENTIFIER ::= { ts32-654InfoModel managedObjectClass(3)}

ts32-654Package

OBJECT IDENTIFIER ::= { ts32-654InfoModel package(4)}

ts32-654Parameter

OBJECT IDENTIFIER ::= { ts32-654InfoModel parameter(5)}

ts32-654NameBinding  
OBJECT IDENTIFIER ::= { ts32-654InfoModel nameBinding(6)}

ts32-654Attribute

OBJECT IDENTIFIER ::= { ts32-654InfoModel attribute(7)}

ts32-654Action

OBJECT IDENTIFIER ::= { ts32-654InfoModel action(9)}

ts32-654Notification
OBJECT IDENTIFIER ::= { ts32-654InfoModel notification(10)}

-- Start of 3GPP SA5 own definitions

Longitude ::= INTEGER

Latitude ::= INTEGER

Racc ::= INTEGER

END
-- of TS32-654TypeModule                                                         
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