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3
Definitions and abbreviations

Operator Specific Service (OSS): Any non-standardised service offered to a mobile user.

Interrogating PLMN (IPLMN): The PLMN which interrogates the HPLMN for information to handle a mobile terminating call.

CAMEL Service Environment (CSE): A CSE is a logical entity which processes activities related to Operator Specific Services (OSS).

Route select failure: A condition when routeing to the called party fails. Route Select Failure can be reported in an existing relationship or a new relationship can be initiated.

Service event: A specific event of a process which may be used as part of an operator specific service.

Initial service event: A service event which triggers the establishment of a relationship between the CSE and the controlled entity.

Subsequent service event: A service event which is reported in the context of an existing relationship between the CSE and the reporting entity.

Service procedure: A part of the CAMEL feature to be used when a specific CAMEL service event is detected.

Network CAMEL Service Information (N-CSI): Identifies services offered by the serving PLMN operator equally for all subscribers. 

NOTE: 
These services may also be provided using a technology other than CAMEL.

CAMEL Subscription Information (CSI): Identifies that CAMEL support is required for the subscriber and the identities of the CSEs to be used for that support. The CSI also contains information related to the OSS of the subscriber, e.g. Service Key.

The OSS may include both services provisioned for individual subscribers and services provisioned equally for all users of a VPLMN.

Location Area Code: Indicates the global identity of that part of the service area of a VLR in which the subscriber is currently located, and in which the subscriber will be paged for mobile terminated traffic

Location Information: The location information shall be an identification of the location of the served subscriber.

The following location information shall be sent to the CSE (if available):

-
Geographical information indicates the location (latitude and longitude) of the served subscriber. When Cell ID or Location Area Code is known the latitude and longitude may be calculated as the nominal central point of the cell or of the location area; alternative mechanisms for determining latitude and longitude may also be supported. The uncertainty of the indicated location is part of the geographical information.

-
Geodetic Information provides the same functional capability as geographical information; however it is encoded differently.

-
Cell ID indicates the global identity of the current or last cell which the subscriber is using or has used if the subscriber is using GSM radio access. The VPLMN shall update the stored Cell ID at establishment of every radio connection and whenever the subscriber is handed over between cells.

-
Routing Area ID indicates the global identity of the current or last GPRS routing area which the subscriber is using or has used if the subscriber is using GSM radio access in a GPRS serving network.

-
Service Area ID indicates the global identity of the current or last service area which the subscriber is using or has used if the subscriber is using UMTS radio access. The VPLMN shall update the stored Service Area ID at establishment of every radio connection and whenever the subscriber is handed over between service areas.

-
VLR number is the number of the serving VLR stored in the HPLMN.

-
Location status indicates whether or not the location information has been confirmed by radio contact. If the location information has not been confirmed by radio contact a time stamp is sent indicating the time elapsed since the last radio contact with the subscriber.

-
Location number is the number received on the incoming circuit (for an incoming call) or to be sent on the outgoing circuit (for an outgoing call).

Service Key: An identifier of the OSS which shall be transparent to the IPLMN/VPLMN.

Subscriber Status: An indication of the status of a subscriber, determined by the state of the subscriber’s MS. The subscriber status can take one of three values:

-
CAMEL-busy: The MS is engaged in a mobile-originated or mobile-terminated circuit-switched call.

-
Network determined not reachable: The network can determine from its internal data that the MS is not reachable. This includes detached and purged mobile stations.

-
Assumed idle: The MS is not CAMEL-busy or network determined not reachable.

GPRS session: The period during which the GPRS subscriber is registered to the GPRS data network. A GPRS session starts when the GPRS subscriber attaches to the GPRS data network. It ends when the GPRS subscriber detaches from the GPRS data network. 

PDP Context: A transaction for the exchange of data between an MS and a peer entity, which is addressed by the Access Point Name. A PDP context starts when the request from a GPRS subscriber successfully establishes the PDP context and ends when the subscriber deactivates the PDP context. 

PDP: Packet Data Protocol (as defined in TS 22.060 [6]) 

Carrier Identification Code: Identifies uniquely the Carrier (NAEA).

Carrier Selection Information: An indication of whether the subscriber selected a carrier, or the carrier is predefined for the subscriber (NAEA).

Originating Line Identification: Identifies uniquely the subscriber to be charged for the usage of the carrier (NAEA).

Charge Number: Identifies uniquely the organisation to be charged for the usage of the carrier (NAEA).

North American Equal Access (NAEA): A service used in the North American region whereby a subscriber may select the carrier to be used for long distance calls.

Subscribed Dialled Services: Identifies a set of at most ten service numbers. The served subscriber can originate calls by entering a service number for the destination. This is in addition to the possibility to route calls by entering the destination number. Each service number is defined at the HPLMN operator's discretion. The set of service numbers forms part of the subscriber's profile, whether she is registered in the HPLMN or another PLMN.
Call Party Handling (CPH): A method of manipulating call legs which includes creating new parties in a call, placing individual call parties on hold, reconnecting them to the group of call parties and disconnecting individual call parties.
CPH Configuration: One or more groups of call legs that share a common dialogue to the CSE.

Call Leg: The connection joining the call party to the CPH configuration.

Call Party: A party (e.g. served subscriber, called party, PSTN subscriber etc.) in the CPH configuration.
**** End of Document ****






CR page 2

