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5.4.7
Interaction between QoS and session signalling

______________________________________________________________

Skip text

_____________________________________________________________
5.4.8
QoS-Assured Preconditions 

This section contains concepts for the relation between the resource reservation procedure and the procedure for end-to-end calls.
The concept of "QoS-Assured" sessions are introduced. A “QoS-Assured” session will not complete until required resources have been allocated to the session. This is termed  a “precondition” for the session to complete. 

In a QoS-Assured session, the UE must succeed in establishing the QoS bearer for the media stream according to the QoS preconditions defined at the session level before it may indicate a successful response with the Resource Reservation Successful message. The principles for when a UE shall regard QoS preconditions to be met are: 
· A minimum requirement to meet the QoS preconditions defined for a media stream in a certain direction, is that a satisfactory PDP context is established at the local access for that direction.

· 
· The action to take in case a UE fails to fulfil the pre-conditions (e.g. failure in establishment of an RSVP session) depends on the reason for failure. If the reason is lack of resources in the network (e.g. an admission control function in the network rejects the request for resources), the UE shall fail to complete the session. For other reasons (e.g. lack of RSVP host or proxy along the path) the action to take is local decision within the UE. It may for example 1) choose to fail to complete the session, 2) attempt to complete the session by no longer requiring some of the additional actions (e.g. fall back to satisfactory establishment of PDP context only).
5.4.9
Event and information distribution within IMS during a Session

The S-CSCF shall be able to send service information messages to endpoints. This shall be done based on a SIP Request/Response information exchange containing the service information and/or a list of URI(s) pointing to the location of information represented in other media formats. The stimulus for initiating the service event related information message may come from e.g. an application server or some other network entity.  

______________________________________________________________

Skip to next chapter

_____________________________________________________________

5.4.10
Overview of session flow procedures

This section contains the overview description and list of individual procedures for the end-to-end session flows. 

For an IP Multi-Media Subsystem session, the session flow procedures are shown in the following diagram.

………………………
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