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Impacted Umts Specifications

Below is a list of identified impacts on other specifications.  There were identified during the study and have been captured here so as not to loose the information.

Impact on TS 23.002 “Network architecture”

Pool-area has to be introduced as new concept in chapter 3 “Definitions and abbreviations”. In addition the descriptions for BSS and RNS have to be modified to reflect the Intra Domain Connection of RAN Nodes to Multiple CN Nodes.

Impact on TS 23.003 “Numbering, addressing and identification”

Structure of the TMSI in chapter 2.4 has to be updated reflecting the changes by introduction of the NRI. 
Add the naming convention that new SGSN could query DNS with old RAI and old NRI and could get the address of the old SGSN. 

Impact on TS 23.060 “General Packet radio Service”

The definition and the concept of the Intra Domain Connection of RAN Nodes to Multiple CN Nodes, i.e. the parts relevant for the PS domain, have to be inserted in chapter 5. Procedures like e.g. RA update have to be modified since the NRI has to be taken into account to determine the previous SGSN if SGSN-pooling is used. In addition the combined RA/LA update procedure requires updates.
Chapter on CS paging requires update: MSC/VLR-identity should be sent to RAN nodes in case of paging with IMSI is received.

Impact on TS 24.007 “Mobile Radio Interface signalling layer 3”

A description on how to derive the information in the Intra Domain NAS Node Selector (IDNNS) is required

Impact on TS 24.008 “Mobile Radio Interface layer 3 specification”

Add a clarification that the usage of TMSI is mandatory for networks using Iu-Flexibility..

Impact on TS 25.401 “UTRAN overall description”

This architecture document has to be updated to incorporate the NAS Node Selection Function (NNSF) as a new logical function in the RNC. 

Impact on TS 25.413 “UTRAN Iu-Interface RANAP Signalling”

Add MSC/VLR-identity to Paging message and update chapter 8.15 ‘paging’ accordingly. 

Impact on TS 29.002 “Mobile Application Part (MAP) specification”

The G-interface (VLR-VLR) may need enhancements to carry TMSI plus LAI to identify a subscriber (e.g. in MAP-send-identification service) if the TMSI space requires extensions.

Impact on TS 43.051 “GSM/EDGE Radio Access Network (GERAN)”

Add the NNSF as logical function to the architectural description of BSS.

Impact on TS 48.018 “BSS GPRS Protocol (BSSGP)”

Add MSC/VLR-identity to CS paging PDU and update chapter 7.1 ‘paging procedure’ accordingly.

Others

There are potential impacts to the lower layers of A, Iu and Gb interfacess

