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SA2 has developped the outlines of a mechanism for providing local non-home-environment services in the IMS.

At the same time, SA1 has been working on clarifying the definition of local services within its own specifications. 

Due to the different focus of these working groups, there is a slight divergence between the mechanisms developped by SA2 and the "local service" definition provided by SA1.

SA2's main focus is to keep further developping the actual mechanism for providing local non-HE services in the IMS. At the same time, clarification is needed on the relation of these mechanisms and the service definition SA1 has provided.  
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Clarification added on the relation of the mechanisms described in Section 4.2.2 and the provisioning of local services 
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4.2.2
Support of Local Services in the IMS

Visited network provided services offer an opportunity for revenue generation by allowing access to services of a local nature to visiting users (inbound roamers). There shall be a standardised means to access local services. The mechanism to access local services shall be exactly the same for home users and inbound roamers.

Access to local Services shall be provided in the following manner

1.
It shall be possible for the network to determine whether the subscriber is requesting a local service in the visited IMS or the home IMS network based upon information received from the UE. This information may be included in e.g. the Request URI.

2.
In the case where the service is to be provided by the visited IMS network, the P-CSCF, if required, will modify the “routing information” to a globally routable address. This will result in the S-CSCF in the home network routing the request back to the visited network.

3.
The P-CSCF shall route the session towards the S-CSCF as per the session origination procedures, where the execution of the originating subscriber's home services are to be executed.

For the mechanisms defined above local services may be provided by the visited and/or the home network based on the end-user's selection.The local services provided by the mechanism above do not depend on a profile of the home environment services. 
There shall be a standardised mechanism for the UE that is registered in the IM Subsystem, to receive and/or retrieve information about the available local services. It shall be possible to advertise local services to a registered UE independent of whether the UE has an active SIP session. Local services may be presented e.g. by directing the user to a web page.

Note: For users who have roamed, local services may also be provided by the home network.
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