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In network initiated de-registrations, the end user should be informed about the  de-registration and about the reason of the de-registration.

Two cases are considered:

· Network initiated application de-registration by HSS, administrative:In this case, HSS would include the reason for deregistration (e.g. subscription termination). This information would be carried along the way to the UE.

· Network initiated application de-registration by S-CSCF: in this case, the Service Platform decides to clear a user´s SIP session. AS would send the reason for deregistration to the S-CSCF and this information would be carried along the way to the UE. 
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5.3.2.2
Network Initiated Application (SIP) De-registration, Administrative

For different reasons (e.g., subscription termination, lost terminal, etc.) a home network administrative function may determine a need to clear a user's SIP registration. This function initiates the de-registration procedure and may reside in various elements depending on the exact reason for initiating the de-registration.

One such home network element is the HSS, which already knows the S-CSCF serving the user and that for this purpose makes use of the Cx-Deregister. Another home network element that could initiate the de-registration is the S-CSCF, in which case it makes use of the Cx-Put to inform the HSS. Other trusted/secured parties may also initiate de-registration to the S-CSCF.

The following flow shows a network initiated IM CN subsystem terminal application (SIP) de-registration based on an administrative action for example. The IP transport infrastructure (e.g., GGSN, SGSN) is not notified. If complete packet access is to be denied, a transport layer administrative mechanism would be used. This scenario does not address the administrative mechanisms used for updating any subscriber records, EIR records, access authorisation, etc. This scenario only addresses the specific action of clearing the SIP application registration that is currently in effect.

Editor’s note: Release of ongoing multimedia sessions during this procedure is FFS.

5.3.2.2.1
Network Initiated De-registration by HSS, administrative
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Figure 5.5: Network initiated application de-registration by HSS, administrative

1.
HSS initiates the de-registration, sending a Cx-Deregister (subscriber identity) which may include the reason for the de-registration. 

2. 
Based on the filter criteria, the S-CSCF shall send de-registration information to the service control platform and perform whatever service control procedures are appropriate. 
3.
The S-CSCF issues a de-registration towards the P-CSCF for this UE and updates its internal database to remove the UE from being registered. The reason for the de-registration received from the HSS shall be included if available.
4.
The P-CSCF informs the UE of the de-registration and without modification forwards  the reason for the de-registration, if available. 
Editors note: Due to loss of contact with the mobile, it might be possible that the UE does not receive the information of the deregistration. Implications of this is for FFS.

5.
The P-CSCF sends a response to the S-CSCF and updates its internal database to remove the UE from being registered.

6.
When possible, the UE sends a response to the P-CSCF to acknowledge the de-registration. A misbehaving UE or a UE that is out of P-CSCF coverage could not answer properly to the de-registration request. The P-CSCF should perform the de-registration in any case, e.g., after the timer for this request expires.

If the UE does not perform automatic re-registration due to the de-registration the user shall be informed about the de-registration and of the reason, if available.
Note: Steps 4 and 5 may be done in parallel: the P-CSCF does not wait for an answer from the UE before answering to the S-CSCF

7.
The S-CSCF returns a response to the entity that initiated the process.

Note that another trusted/secured party may also request for de-registration via HSS through administrative mechanisms provided by the operator.

5.3.2.2.2
Network Initiated De-registration by S-CSCF

 A service platform may determine a need to clear a user's SIP registration. This function initiates the de-registration procedure and resides in a service platform.

The following flow shows a service control initiated IMS terminal application (SIP) de-registration. The IP transport infrastructure (e.g., GGSN, SGSN) is not notified. If complete packet access is to be denied, a transport layer administrative mechanism would be used. This scenario does not address the administrative mechanisms used for updating any subscriber records, EIR records, access authorisation, etc. This scenario only addresses the specific action of clearing the SIP application registration that is currently in effect.

Editor’s note: Release of ongoing multimedia sessions during this procedure is FFS.
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Figure 5.5a: Network initiated application de-registration, service platform

1. The S-CSCF receives de-registration information from the service platform and performs whatever service control procedures are appropriate. This information may include the reason for the de-registration.
2. 2.
The S-CSCF issues a de-registration towards the P-CSCF for this UE and updates its internal database to remove the UE from being registered. The reason for the de-registration shall be included, if available.

3. The P-CSCF informs the UE of the de-registration, and without modification forwards  the reason for the de-registration, if available. 

Editors note: Due to loss of contact with the mobile, it might be possible that the UE does not receive the information of the deregistration. Implications of this is for FFS.

4.
The P-CSCF sends a response to the S-CSCF and updates its internal database to remove the UE from being registered.

5.
When possible, the UE sends a response to the P-CSCF to acknowledge the de-registration. A misbehaving UE or a UE that is out of P-CSCF coverage could not answer properly to the de-registration request. The P-CSCF should perform the de-registration in any case, e.g., after the timer for this request expires.

If the UE does not perform automatic re-registration due to the de-registration the user shall be informed about the de-registration and of the reason, if available.
Note: Steps 4 and 5 may be done in parallel: the P-CSCF does not wait for an answer from the UE before answering to the S-CSCF

6.
The S-CSCF sends an update to the HSS to remove itself as the registered S-CSCF for this UE.

7.
The HSS confirms the update.

Note that another trusted/secured party may also initiate the de-registration, for example,  by issuing a third party SIP registration with timer set to 0 via S-CSCF.
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