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3.3
Abbreviations

For the purposes of the present document the following abbreviations apply. Additional applicable abbreviations can be found in GSM 01.04 [1].

AMR
Adaptive Multi-rate

API
Application Program Interface

AS
Application Server

BCSM
Basic Call State Model

BG
Border Gateway

BGCF
Breakout Gateway Control Function

BS
Bearer Service

CAMEL
Customised Application Mobile Enhanced Logic

CAP
Camel Application Part

CDR
Charging DataRecord

CN
Core Network

CS
Circuit Switched

CSCF
Call Session Control Function (??)

CSE
CAMEL Service Environment

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

ENUM
E.164 Number

GGSN
Gateway GPRS Support Node

HSS
Home Subscriber Server

I-CSCF
Interrogating-CSCF

IETF
Internet Engineering Task Force

IM
IP Multimedia

IM CN SS
IP Multimedia Core Network Subsystem

IMS
IP Multimedia Core Network Subsystem

IMSI
International Mobile Subscriber Identifier

IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISDN
Integrated Services Digital Network

ISP
Internet Service Provider

ISUP
ISDN User Part

MAP
Mobile Application Part

MGCF
Media Gateway Control Function

MGF
Media Gateway Function

NAI
Network Access Identifier

OSA
Open Services Architecture

P-CSCF
Proxy-CSCF

PCF
Policy Control Function

PDN
Packet Data Network

PDP
Packet Data Protocol e.g., IP

PEF
Policy Enforcement Function

PLMN
Public Land Mobile Network

PSTN
Public Switched Telephone Network

QoS
Quality of Service

RAB
Radio Access Bearer

RFC
Request for Comments

SCS
Service Capability Server

S-CSCF
Serving-CSCF

SGSN
Serving GPRS Support Node

SLF
Subscription Locator Function

SSF
Service Switching Function

SS7
Signalling System 7

SIM
Subscriber Identity Module

SIP
Session Initiation Protocol

TSGW
Transport Signalling Gateway

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

URL
Universal Resource Locator

USIM
UMTS SIM
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