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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

SCR
Source Controlled Rate operation (synonym to DTX )

DTX
Discontinuous Transmission

SID
Silence Descriptor

RX
Receive

TX
Transmit

OID
Organisation IDentifier (e.g. ITU-T, 3GPP)

CoID
Codec IDentifier

TFO
Tandem Free Operation 
(also sometimes called “Transcoder-Through” or “Codec-Bypass”)

TrFO
Transcoder Free Operation

GSM
Global System for Mobile communication

UMTS
Universal Mobile Telecommunications System

SysID
System Identifier

TDMA
Time Division Multiple Access (synonym for ...)

PDC
Personal Digital Communication (synonym for ...)

OoBTC
Out of Band Transcoder Control
BWM
BandWidth Multiplier
MuMe
Multi-Media

5.8 MuMe Dummy Codec (3G.324M)
The Codec Identification (CoID) code is defined to be: MuMe_CoID:= 0x1111.1111.

The MuMe codec has one additional mandatory parameter:
B/W Multiplier, BWM: eight bits.


This defines the required bandwidth for the bearer; the value is a factor of 64K b/s when not equal to 0. When equal to zero then a 32k b/s.
The ”Single Codec” information element consists of 6 octets in case of the MuMe Dummy Codec (table 5.8):

Table 5.8: Coding of “Single Codec” for the MuMe Dummy Codec Type


	Octet
	Parameter
	MSB 8
	7
	6
	5
	4
	3
	2
	1 LSB

	1 m
	Single Codec
	Single Codec (see ITU-T Q.765.5)

	2 m
	Length Indication
	8

	3 m
	Compat. Info
	Compatibility Information

	4 m 
	OID
	ETSI OID (See ITU-T Q.765.5 [6])

	5 m
	CoID
	MuMe_CoID

	6 m
	BWM
	BandWidth Multiplier – see note1


with “m” = mandatory
Note 1: 
BWM
== 0 

=> 32Kb/s

BWM  ==
1-255  =>  factor n (multiplier of 64Kb/s)
The procedures for use of this codec are defined in TR 23.972.
This MuMe Dummy codec type is only for use in Core Network OoBTC procedures it shall NOT be used across the radio interface. 
The MuMe Dummy codec indicates that an Unrestricted multimedia path (UDI) is required, subsequent codec negotiation may occur within this path using MuMe protocols, e.g H.324M.  There are no encoding properties or codec specifications associated to this codec type; it is purely an indication for a MuMe pipe.

6.3
Selected Codec Type

The Selected Codec Type is coded as shown in Table 6.3-1. The same coding is used also in 3GPP TS 28.062 [7].
Table 6.3-1: Coding of the selected Codec_Type (long form)

	Bit 8…Bit 1
CoID
	Codec_Type
	Name

	0000.0000
	GSM Full Rate (13.0 kBit/s)
	GSM FR

	0000.0001
	GSM Half Rate (5.6 kBit/s)
	GSM HR

	0000.0010
	GSM Enhanced Full Rate (12.2 kBit/s)
	GSM EFR

	0000.0011
	Full Rate Adaptive Multi-Rate
	FR AMR

	0000.0100
	Half Rate Adaptive Multi-Rate
	HR AMR

	0000.0101
	UMTS Adaptive Multi-Rate
	UMTS AMR

	0000.0110
	UMTS Adaptive Multi-Rate 2
	UMTS AMR 2

	0000.0111
	TDMA Enhanced Full Rate (7.4 kBit/s)
	TDMA EFR

	0000.1000
	PDC Enhanced Full Rate (6.7 kBit/s)
	PDC EFR

	0000.1001
	Full Rate Adaptive Multi-Rate WideBand
	FR AMR-WB

	0000.1010
	UMTS Adaptive Multi-Rate WideBand
	UMTS AMR-WB

	0000.1011 –1111.1110
	reserved for future use.
	

	1111.1111
	Reserved forMuMe dummy Codec Type. NOTE: codec not to be used across radio interface.
	MuMe
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