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FIRST MODIFICATION

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.105 “Services and Service Capabilities”

[2]
3GPP TS 22.121: "Virtual Home Environment (VHE), Stage 1"

[3]
3GPP TS 22.038: "SIM application toolkit, stage 1"

[4]
3GPP TS 22.001: " Principles of Circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[5]
3GPP TS 22.004: General on supplementary services"

[6]
3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)"

[7]
3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"

[8]
3GPP TS 22.079: " Support of Optimal Routing; Stage 1"

[9]
3GPP TS 22.129: "Handover Requirements between UMTS and GSM or other Radio Systems"

[10]
3GPP TS 33.102: "Security Architecture"

[11]
3GPP TS 22.011: "Service Accessibility"

[12]
3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)"

[13]
3GPP TS 24.008: " Mobile Radio Interface Layer 3 Specification"

[14]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)"

[15]
3GPP TS 21.133: "Security Threats and Requirements" 

[16]
3GPP TS 33.120: "Security Principles"

[17]
3GPP TS 22.042: "Network Identity and Time Zone, Service Description, Stage 1"

[18]
GSM 02.09: "Digital cellular telecommunications system (Phase 2+); Security Aspects"

[19] 
3GPP TS 31.102: "USIM Application Characteristics"

[20]
3GPP TS 23.221 “Architectural Requirements”

[21]
3GPP TS 22.002: “Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)”

[22]
3GPP TS 22.060: “General Packet Radio Service (GPRS)”

[23]
3GPP TS 29.002: “Mobile Application Part (MAP) specification ”

[24]
3GPP TR 23.972: "Circuit Switched Multimedia Telephony".

[25]
3GPP TS 22.140: "Multimedia messaging service; Stage 1".

[26]
3GPP TS 22.226: “Global Text Telephony, Stage 1.”

[27]
3GPP TS 22.IM: "IP multimedia (IM) CN subsystem, stage 1"

[28]
RFC 3261: "SIP: Session Initiation Protocol"

[29]
3GPP TR 21.905: “ Vocabulary for 3GPP Specifications”

[30]     
3GPP TS 26.233: "Packet Switched Streaming Service (PSS) ; General Description"

[31]     
3GPP TS 26.234: "Packet Switched Streaming Service (PSS) ; Protocols and Codecs"

END OF MODIFICATION

7.2.2
IP multimedia (IM) sessions

IP multimedia services are not the evolution of the circuit switched services but represent a new category of services, mobile terminals, services capabilities, and user expectations. Any new multimedia service, which may have a similar name or functionality to a comparable standardised service, does not necessarily have to have the same look and feel from the user's perspective of the standardised service. Voice communications (IP telephony) is one example of real-time service that would be provided as an IP multimedia application. 

The following basic requirements are be supported for IP multimedia [27]:

· IP multimedia session control shall be based on SIP [28].
· All session scenarios shall be supported, i.e. Mobile Originating and Mobile Terminating sessions against Internet/Intranet, CS or IM Mobile, ISDN, PSTN call party.

· MSISDN and SIP URL numbering and addressing schemes shall be supported.

· IP multimedia applications shall as a principle, not be standardised, allowing service provider specific variations.

7.2.4
Text Conversation

Global Text Telephony ( GTT ) is a feature that enables real-time text conversation [28].
· GTT enables real time, character by character, text conversation to be included in any conversational service, Circuit Switched as well as IP based.

· It is possible to use the text component in a session together with other media components, especially video and voice. 

· Interworking with existing text telephony in PSTN as well as emerging forms of standardised text conversation in all networks is within the scope of this feature.

· The text media component can be included initially in the session, or added at any stage during the session.

· The text component is intended for human input and reading, and therefore supports human capabilities in text input speed. The character set support is suitable for the languages the users communicate in.

· GTT specifies limited interoperation with Multimedia Messaging Services including a possibility to divert to messaging in case of call failure and sharing user interface equipment and external UE interfaces. 

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


