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7
Normal procedures with successful outcome

7.1
Provision

The GPRS services shall be provided to the subscriber after prior arrangement with the service provider. The provision of each of the following GPRS services independently or any combination thereof shall be possible:

1)
Point To Point - Connectionless Network Service (PTP-CLNS);

2)
Point To Multipoint (PTM).

It shall be possible to subscribe to GPRS services with or without subscription to other services. 

It shall be possible for the network operator to offer GPRS to the Service Provider(s) who may then offer GPRS-based services to the end-user.

GPRS services can be offered to a subscriber with the subscription option of using a password to control the services. A single GPRS-password per subscriber is supported by the network for all GPRS services.

As a subscription option modification of the subscriber’s service profile (e.g., registration) shall be possible only in conjunction with the GPRS-password.

The following Quality of Service (QoS) parameters shall be assigned to the subscriber profile upon provision of the GPRS service(s). These parameters may be negotiated or set to default values:

-
service precedence (priority), 

-
reliability, 

-
delay,

-
user data throughput.

-
scheduled repeated transmission.
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7.4
Registration

Registration of the service parameters shall enable the subscriber to optimize the actual (dynamic) service profile to the subscriber's present, actual requirements within the limitations of the (static) subscription profile (see subclause 6.1). The result of the registration shall be indicated (i.e. accepted/registered or rejected/not registered). The registered service profile is valid for all GPRS transactions until modified by re-registration or changes to the subscription profile.

As a subscription option registration of the service parameters shall be possible only in conjunction with a GPRS-password.

It shall be possible for the user to activate connections to non-preconfigured external networks by using non-subscribed Access Point Names (APN's).

Table 7 defines which service parameters shall be able to be registered for the different GPRS services. The range of values for the service parameters is specified in subclause 5.6.

Table 7: Registration of service parameters

	Service Parameter
	PTP-CLNS 
	IP-M

	Service precedence (priority)
	2,3,4
	2,3,4

	Reliability
	2,4
	2,4

	Throughput
	2, 3, 4
	2, 3, 4

	Simultaneous use class
	2
	2

	Delay
	2, 4
	2, 4

	Security management / encryption
	1
	1

	Interworking profile
(a)
	2
	2

	Password Active / De-active
	2
	2

	
	
	


Legend:
1
Network determined.



2
User determined per subscription and registration.



3
User determined per request.



4
Negotiable.



N/A
Not applicable.

a)
This is the set of subscription attributes (including a user-ID and/or address valid in the external data network if necessary) adopted by the subscriber when utilizing a particular destination network. A set of subscription attributes is required for each destination network. Multiple user-IDs and/or addresses for each destination network are allowed.


Registration of an identity other than the IMSI (i.e. a user-ID/address in an external data network, e.g. Internet, etc.) is performed to couple this identity to the IMSI for the purpose of accessing (MO and/or MT) the external data network. Registration of an identity other than the IMSI is subject to valid subscription agreements with the network operator. This also provides an effective operator determined barring of access to external data networks.


Each of the registered interworking profiles can be individually activated and de-activated.


Screening parameters can be assigned to a particular interworking profile as a user protection against unwanted costs and/or data.
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7.10
PIN and Password Management

GPRS-Attach shall only be possible after correct subscriber identification has been confirmed by entry of the current PIN if this option is active. Thus only one PIN is required to gain access to either the -Circuit Switched Services/SMS or the -GPRS Services or both.

GPRS services can be offered to a subscriber with the subscription option of using a password to control the services. One password per subscriber is supported by the network for all GPRS services. The GPRS password shall be the specified password for supplementary services according to 3GPP TS 22.004 [5] and 3GPP TS 22.030 [6].

When this option is selected the following actions shall only be performed with the concurrent entry of the password:

-
registration, de-registration;
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