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4.2.3
Support of roaming subscribers 

The architecture shall be based on the principle that the service control for Home subscribed services for a roaming subscriber is in the Home network, e.g., the Serving-CSCF is located in the Home network. 
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Figure 4-1: Service Platform in Home Network
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Figure 4-2: External Service Platform

There are two possible scenarios to provide services:

- via the service platform in the Home Network

- via an external service platform (e.g. third party or visited network)

The box representing the external service platform could be located in either the visited network or in the 3rd party platform. The standardised way for secure 3rd party access to IMS services is the OSA framework, see sub-clause 4.2.4 . 
The roles that the CSCF plays are described below. 

-
The Proxy-CSCF is located in the same network as the GGSN. The Proxy-CSCF shall enable the session control to be passed to the Serving-CSCF.

-
The Serving-CSCF is located in the home network. The Serving-CSCF shall provide the service control.

A Proxy-CSCF shall be supported in both roaming and non-roaming case, even when the Serving-CSCF is located in the same IM CN SS.

Reassigning the Proxy-CSCF assigned during CSCF discovery is not a requirement in this release. Procedures to allow registration time Proxy-CSCF reassignment may be considered in future releases.

Network initiated Proxy-CSCF reassignment is not a requirement.

The use of additional CSCFs, that is Interrogating-CSCFs, to be included in the SIP signalling path is optional. Such additional CSCFs may be used to shield the internal structure of a network from other networks.
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