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5.3.3
SDP

5.3.3.1
General

RTSP requires a presentation description. SDP shall be used as the format of the presentation description for both PSS clients and servers. PSS servers shall provide and clients interpret the SDP syntax according to the SDP specification [6] and appendix C of [5]. The SDP delivered to the PSS client shall declare the media types to be used in the session using a codec specific MIME media type for each media. MIME media types to be used in the SDP file are described in clause 5.4 of the present document.

The SDP [6] specification requires certain fields to always be included in an SDP file. Apart from this a PSS server shall always include the following fields in the SDP:

-
"a=control:" according to clauses C.1.1, C.2 and C.3 in [5];

-
"a=range:" according to clause C.1.5 in [5];

-
"a=rtpmap:" according to clause 6 in [6];

-
"a=fmtp:" according to clause 6 in [6].


The bandwidth field in SDP is needed by the client in order to properly set up QoS parameters.  Therefore, a PSS server shall include the “b=AS:” field at the media level for each media stream in SDP, and a PSS client shall interpret this field.  When a client receives SDP, it should ignore the session level “b=AS:” parameter (if present), and instead calculate session bandwidth from the media level bandwidth values of the relevant streams.  Note that for RTP based applications , ‘b=AS:’ gives the RTP "session bandwidth'' (including UDP/IP overhead) as defined in section 6.2 of [9].

NOTE: The SDP parsers and/or interpreters shall be able to accept NULL values in the 'c=' field (e.g. 0.0.0.0 in IPv4 case). This may happen when the media content does not have a fixed destination address. For more details, see Section C.1.7 of [5] and Section 6 of [6].

5.3.3.2
Additional SDP fields

The following Annex G-related media level SDP fields are defined for PSS:

…

Annex A (informative):
Protocols

A.1
SDP

This clause gives some background information on SDP for PSS clients.

Table A.1 provides an overview of the different SDP fields that can be identified in a SDP file. The order of SDP fields is mandated as specified in RFC 2327 [6].

Table A.1: Overview of fields in SDP for PSS clients

	Type
	Description
	Requirement according to [6]
	Requirement according to the present document

	Session Description

	V
	Protocol version
	R
	R

	O
	Owner/creator and session identifier
	R
	R

	S
	Session Name
	R
	R

	I
	Session information
	O
	O

	U
	URI of description
	O
	O

	E
	Email address
	O
	O

	P
	Phone number
	O
	O

	C
	Connection Information
	R
	R

	B
	Bandwidth information
	AS
	O
	O

	One or more Time Descriptions (See below)

	Z
	Time zone adjustments
	O
	O

	K
	Encryption key
	O
	O

	A
	Session attributes
	control
	O
	R

	
	
	range
	O
	R

	One or more Media Descriptions (See below)

	

	Time Description

	T
	Time the session is active
	R
	R

	R
	Repeat times
	O
	O

	

	Media Description

	M
	Media name and transport address
	R
	R

	I
	Media title
	O
	O

	C
	Connection information
	R
	R

	B
	Bandwidth information
	AS
	O
	R

	K
	Encryption Key
	O
	O

	A
	Attribute Lines
	control
	O
	R

	
	
	range
	O
	R

	
	
	fmtp
	O
	R

	
	
	rtpmap
	O
	R

	
	
	X-predecbufsize
	ND
	O

	
	
	X-initpredecbufperiod
	ND
	O

	
	
	X-initpostdecbufperiod
	ND
	O

	
	
	X-decbyterate 
	ND
	O

	Note 1: R = Required, O = Optional, ND = Not Defined
Note 2: The "c" type is only required on the session level if not present on the media level.

Note 3: The "c" type is only required on the media level if not present on the session level.

Note 4: According to RFC 2327, either an 'e' or 'p' field must be present in the SDP description. On the other hand, both fields will be made optional in the future release of SDP. So, for the sake of robustness and maximum interoperability, either an 'e' or 'p' field shall be present during the server's SDP file creation, but the client should also be ready to receive SDP content containing neither 'e' nor 'p' fields.


The example below shows an SDP file that could be sent to a PSS client to initiate unicast streaming of a H.263 video sequence.

EXAMPLE:
v=0
o=ghost 2890844526 2890842807 IN IP4 192.168.10.10
s=3GPP Unicast SDP Example
i=Example of Unicast SDP file
u=http://www.infoserver.com/ae600
e=ghost@mailserver.com
c=IN IP4 0.0.0.0
 
t=0 0

a=range:npt=0-45.678
m=video 1024 RTP/AVP 96

b=AS:128
a=rtpmap:96 H263-2000/90000
a=fmtp:96 profile=3;level=10
a=control:rtsp://mediaserver.com/movie
a=recvonly

A.2
RTSP

…
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