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The following Change Requests (CRs) have been approved by TSG SA WG2 and are requested to be approved by TSG SA plenary #17.

Note: the source of all these CRs is now S2, even if the name of the originating company(ies) is still reflected on the cover page of all the attached CRs.

This document replaces SP-020528.

CRs on 03.60 and 23.060:

	Tdoc #
	Title
	Spec
	CR #
	cat
	Version in
	WI
	S2 meeting

	S2-022332
	No MT calls after resumption of GPRS when using NMO=1
	03.60
	215
	F
	R97
	TEI
	26

	S2-022419
	No MT calls after resumption of GPRS when using NMO=1
	03.60
	216
	A
	R98
	TEI
	26

	S2-022586
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	407r1
	A
	R99
	TEI
	26

	S2-022587
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	408r1
	A
	4
	TEI4
	26

	S2-022588
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	409r1
	A
	5
	TEI5
	26


CRs on 23.060 only:

	Tdoc #
	Title
	Spec
	CR #
	cat
	Version in
	WI
	S2 meeting

	S2-021999
	Clarification to preserved real-time PDP contexts RAB establishment
	23.060
	373r2
	F
	3.12.0
	TEI
	25

	S2-021776
	Clarification to preserved real-time PDP contexts RAB establishment
	23.060
	374
	A
	4.5.0
	TEI4
	25

	S2-021777
	Clarification to preserved real-time PDP contexts RAB establishment
	23.060
	375
	A
	5.2.0
	TEI5
	25

	S2-021781
	Addition of PCO IE to PDP Modification procedure
	23.060
	379
	F
	5.2.0
	IMS-CCR
	25

	S2-021891
	Handling of PDP contexts using a extended TI
	23.060
	383r1
	F
	3.12.0
	TEI
	25

	S2-021892
	Handling of PDP contexts using a extended TI
	23.060
	384r1
	A
	4.5.0
	TEI4
	25

	S2-021893
	Handling of PDP contexts using a extended TI
	23.060
	385r1
	A
	5.2.0
	TEI5
	25

	S2-021894
	Clarification on MS Initiated Service Request Procedure
	23.060
	388r1
	F
	5.2.0
	TEI5
	25

	S2-021895
	Considering Gb mode in description of PDP context modification and deactivation
	23.060
	391r1
	F
	5.2.0
	TEI5
	25

	S2-021829
	Correction of LCS reference
	23.060
	392
	F
	4.5.0
	TEI4
	25

	S2-021830
	Correction of LCS reference
	23.060
	393
	A
	5.2.0
	TEI5
	25

	S2-021956
	Sending downlink packet during SRNS relocation
	23.060
	394
	F
	5.2.0
	TEI5
	25

	S2-021863
	Introduction of flow control per PFC between the SGSN and BSS
	23.060
	395
	F
	5.2.0
	TEI5
	25

	S2-022058
	QoS attributes requested in case of RT QoS
	23.060
	396r1
	F
	3.12.0
	E2EQoS
	25

	S2-022059
	QoS attributes requested in case of RT QoS
	23.060
	397r1
	A
	4.5.0
	E2EQoS
	25

	S2-022060
	QoS attributes requested in case of RT QoS
	23.060
	398r1
	A
	5.2.0
	E2EQoS
	25

	S2-022271
	Handling of preserved PDP contexts
	23.060
	400
	F
	3.12.0
	TEI
	26

	S2-022272
	Handling of preserved PDP contexts
	23.060
	401
	A
	4.5.0
	TEI4
	26

	S2-022273
	Handling of preserved PDP contexts
	23.060
	402
	A
	5.2.0
	TEI5
	26

	S2-022390
	Removal of Forward SRNS Context Acknowledge message
	23.060
	405
	F
	4.5.0
	TEI4
	26

	S2-022421
	Removal of Forward SRNS Context Acknowledge message
	23.060
	406r1
	A
	5.2.0
	TEI5
	26

	S2-022567
	Setting of PDP Context Identifier after inter-SGSN RAU from GTPv0-only SGSN
	23.060
	410
	F
	3.12.0
	TEI
	26

	S2-022568
	Setting of PDP Context Identifier after inter-SGSN RAU from GTPv0-only SGSN
	23.060
	411
	A
	4.5.0
	TEI4
	26

	S2-022569
	Setting of PDP Context Identifier after inter-SGSN RAU from GTPv0-only SGSN
	23.060
	412
	A
	5.2.0
	TEI5
	26

	S2-021955
	Correction of reference in the Scope
	23.060
	372r1
	F
	5.2.0
	TEI5
	26


