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	Based on recent developments in IETF, it seems that some SIP-based services that are also supported by IMS may take different URI schemes into use. In fact, there are strong initiatives to support protocol-independent URI schemes for services like Presence and Messaging (e.g. “im” and “pres” URIs). 

As specified in RFC 3261, non-sip URIs are also allowed to be used as Request-URI for SIP protocol (RFC3261). Hence, there is a need for IMS to support non-SIP URI schemes to allow routing of SIP-communications that use these URI schemes.
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******* First change *********
4.3.3.3
Routing of SIP signalling within the IP multimedia subsystem

Routing of SIP signalling within the IMS shall use SIP URIs or AbsoluteURI RFC 2396 [13]. AbsoluteURI (non SIP URI) shall only be supported for IMS signalling from IMS user to external networks. E.164 [2] format public user identities shall not be used for routing within the IMS, and session requests based upon E.164 format public user identities will require conversion into SIP URL format for internal IMS usage. 

******* Second change *********
4.3.5
E.164 address to SIP-URI resolution in an IM CN subsystem

The S-CSCF shall support the ability to translate the E.164 address contained in a Request-URI in the non-SIP URL “tel:” format [15] to a SIP routable SIP URL using an ENUM DNS translation mechanism with the format as specified in RFC 2916 [16], (E.164 number and DNS). If this translation fails, then the session may be routed to the PSTN or appropriate notification shall be sent to the mobile. 

The databases used to perform the ENUM DNS address translation mechanisms are a matter for the IM operator and this does not require that Universal ENUM service be used. Database aspects of ENUM are outside the scope of 3GPP.
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