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	The text in 23.228 5.2.1 'requirements considered for registration', reads:
6. The Serving-CSCF understands a service profile and the address of the functionality of the Proxy-CSCF. 

It is not clear what is meant by “understands” and “address of the functionality of the P-CSCF” that the S-CSCF knows about and how is this relevant for registration.
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	State that the S-CSCF has access to a service profile of the user, and that the S-CSCF knows how to reach the P-CSCF currently serving the user. 
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5.2.1
Requirements considered for registration

The following points are considered as requirements for the purpose of the registration procedures.

1. The architecture shall allow for the Serving-CSCFs to have different capabilities or access to different capabilities. E.g. a VPN CSCF or CSCFs in different stages of network upgrade.

2. The network operator shall not be required to reveal the internal network structure to another network. Association of the node names of the same type of entity and their capabilities and the number of nodes will be kept within an operator’s network. However disclosure of the internal architecture shall not be prevented on a per agreement basis.

3. A network shall not be required to expose the explicit IP addresses of the nodes within the network (excluding firewalls and border gateways).

4. It is desirable that the UE will use the same registration procedure(s) within its home and visited networks.

5. It is desirable that the procedures within the network(s) are transparent to the UE, when it register with the IM CN subsystem.

6. The Serving-CSCF is able to retrieve a service profile of the user who has IMS subscription. The Serving-CSCF knows  how to reach the Proxy-CSCF currently serving the user who is registered.

7. The HSS shall support the possibility to bar a public user identity from being used for IMS non-registration procedures.  The S-CSCF shall enforce these barring rules for IMS.  Examples of use for the barring function are as follows:

-Currently it is required that at least one public user identity shall be stored in the ISIM application.  In case the user/operator wants to prevent this public user identity from being used for IMS communications, it shall be possible to do so in the network without affecting the ISIM application directly.

-In order to support pre-Rel 5 UICC accessing IMS services, a temporary public user identity is generated using IMSI. It is strongly recommended that the temporary public user identity be set to barred for IMS non-registration procedures.

8. 
When a Temporary Public Identity has been used to register an IMS user, the implicit registration will ensure that the UE, P-CSCF & S-CSCF have public user Identity(s) for all IMS procedures after the initial registration has been completed

9.  It shall be possible to register multiple public identities via single IMS registration procedure from the UE.
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