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*** FIRST MODIFICATION ***

5
IP multimedia subsystem procedures

This section documents the main procedures that are used for the provision of services in the IP multimedia subsystem. These procedures are described using text description as well as information flow diagrams. The procedures described in this document are meant to provide a high level description and are not intended to be exhaustive. Additional procedures and details are provided in TS 24.228 [10].

In the following sections, user roaming procedures apply to cases where P-CSCF is located in the visited network. Procedures for cases where the user is roaming and the P-CSCF is located in the home network are similar to procedures for a non-roaming user.
*** SECOND MODIFICATION ***

5.2.2.5
Stored information.

Table 5.1 provides an indication of the information stored in the indicated nodes during and after the registration process.

Table 5.1 Information Storage before, during and after the registration process

	Node
	Before Registration
	During Registration
	After Registration

	UE - in local network
	Credentials

Home Domain

Proxy Name/Address
	Same as before registration
	Credentials

Home Domain

Proxy Name/Address

Same as before registration

	Proxy-CSCF

- in Home or Visited network
	Routing Function


	Initial Network Entry point

UE Address

Public and Private User IDs


	Final Network Entry point 

UE Address

Public and Private User IDs

	Interrogating-CSCF - in Home network
	HSS or SLF  Address
	Serving-CSCF address/name

P-CSCF Network ID

Home Network contact Information
	No State Information

	HSS
	User Service Profile
	P-CSCF Network ID


	Serving-CSCF address/name\

	Serving-CSCF (Home)
	No state information
	HSS Address/name

User profile (limited – as per network scenario)

Proxy address/name

P-CSCF Network ID

Public/Private User ID

UE IP Address
	May have session state Information

Same as during registration





*** END OF MODIFICATION ***
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