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*** FIRST CHANGE ***

5.1.5
Usage of Identifiers

The identifiers are exchanged between the mediation function and the LEMF via the interfaces HI1, HI2 and HI3. There exist several interface options for the exchange of information. Tables 5.1 and 5.2 define the usage of numbers and identifiers depending on these options.

NOTE:
X in tables 5.1 and 5.2: Identifier used within parameters of the interface.

Table 5.1: Usage of identifiers, IRI and CC transmitted; options A, B (see clause 5.4.4)

	Identifier
	IRI and CC transmitted (option A)
	IRI and CC transmitted (option B)

	
	HI1
	HI2
	HI3
	HI1
	HI2
	HI3

	LIID
	X
	X
	X
	X
	X
	X

	NID
	
	X
	X
	
	X
	X

	CIN
	
	X
	X
	
	X
	X (see note 1)

	CCLID
	
	
	
	
	X
	X (see note 2)

	NOTE 1:
The CIN of the 1st call for which this CC link has been set-up.

NOTE 2:
The CCLID may be omitted, see clause 5.1.3.


Table 5.2: Usage of identifiers, only IRI transmitted

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Identifier
	Only IRI transmitted

	
	HI1
	HI2

	LIID
	X
	X

	NID
	
	X

	CIN
	
	X

	CCLID
	
	


*** END OF CHANGES ***
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