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Start of Change in Annex C

Annex C (normative):
CORBA IDL, NRM Definitions

#ifndef BasicCmNRMDefs_idl

#define BasicCmNRMDefs_idl

#pragma prefix "3gppsa5.org"

/**

 * This module defines constants for each MO class name and

 * the attribute names for each defined MO class.

 */

module BasicCmNRMDefs

{



      /**

       *  Definitions for MO class G3SubNetwork

       */ 

      interface G3SubNetwork

      {

         const string CLASS = "G3SubNetwork";

         // Attribute Names

         // 

         const string g3SubNetworkId = "g3SubNetworkId";

         const string dnPrefix = "dnPrefix";

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class G3ManagedElement

       */ 

      interface G3ManagedElement

      {

         const string CLASS = "G3ManagedElement";

         // Attribute Names

         // 

         const string g3ManagedElementId = "g3ManagedElementId";

         const string dnPrefix = "dnPrefix";

         const string managedElementType = "managedElementType";

         const string userLabel = "userLabel";

         const string vendorName = "vendorName";

         const string userDefinedState ="userDefinedState";

         const string locationName ="locationName"; 

         const string managedBy = "managedBy";

      };

      /**

       *  Definitions for MO class MeContext

       */ 

      interface MeContext 

      {

         const string CLASS = "MeContext";

         // Attribute Names

         // 

         const string meContextId = "meContextId";  

         const string dnPrefix = "dnPrefix";

      };

      /**

       *  Definitions for MO class ManagementNode

       */ 

      interface ManagementNode 

      {

         const string CLASS = "ManagementNode";

         // Attribute Names

         // 

         const string managementNodeId = "managementNodeId";

         const string userLabel = "userLabel";

         const string vendorName = "vendorName";

         const string userDefinedState = "userDefinedState";

         const string locationName = "locationName";              

         const string manages = "manages";

      };

      /**

       *  Definitions for abstract MO class ManagedFunction

       *  

       */ 

      interface ManagedFunction 

      {

         const string CLASS = "ManagedFunction";

         // Attribute Names

         // 

         const string userLabel = "userLabel";      

      };

      /**

       *  Definitions for MO class RncFunction

       */       

      interface IRPAgent

      {

         const string CLASS = "IRPAgent";

         // Attribute Names

         // 

         const string irpAgentId = "irpAgentId";

         const string systemDN = "systemDN";

      };

      /**

       *  Definitions for MO class NotificationIRP

       */       

      interface NotificationIRP

      {

         const string CLASS = "NotificationIRP";

         // Attribute Names

         // 

         const string notificationIRPId = "notificationIRPId";

         const string irpVersion = "irpVersion";

      };

      /**

       *  Definitions for MO class AlarmIRP

       */       

      interface AlarmIRP

      {

         const string CLASS = "AlarmIRP";

         // Attribute Names

         // 

         const string alarmIRPId = "alarmIRPId";

         const string irpVersion = "irpVersion";

      };

      /**

       *  Definitions for MO class BasicCmIRP

       */       

      interface BasicCmIRP

      {

         const string CLASS = "BasicCmIRP";

         // Attribute Names

         // 

         const string basicCmIRPId = "basicCmIRPId";

         const string irpVersion = "irpVersion";

      };

      /**

       *  Definitions for MO class RncFunction

       */ 

      interface RncFunction

      {

         const string CLASS = "RncFunction";

         // Attribute Names

         // 

         const string rncFunctionId = "rncFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class UtranCell

       */ 

      interface UtranCell 

      {

         const string CLASS = "UtranCell";

         // Attribute Names

         //         

         const string utranCellId = "utranCellId";

         const string userLabel = "userLabel";

         const string utranCellIubLink = "utranCellIubLink";

      };

      /**

       *  Definitions for MO class NodeBFunction

       */

      interface NodeBFunction

      {         

         const string CLASS = "NodeBFunction";

         // Attribute Names

         //          

         const string nodeBFunctionId = "nodeBFunctionId";

         const string userLabel = "userLabel";

         const string nodeBFunctionIubLink = "nodeBFunctionIubLink";

      };

      /**

       *  Definitions for MO class IubLink

       */

      interface IubLink 

      {

         const string CLASS = "IubLink";

         // Attribute Names

         //          

         const string iubLinkId = "iubLinkId"; 

         const string userLabel = "userLabel";

         const string iubLinkNodeBFunction = "iubLinkNodeBFunction";

         const string iubLinkUtranCell = "iubLinkUtranCell";

      };

      /**

       *  Definitions for MO class MscFunction

       */ 

      interface MscFunction

      {

         const string CLASS = "MscFunction";

         // Attribute Names

         // 

         const string mscFunctionId = "mscFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class HlrFunction

       */ 

      interface HlrFunction

      {

         const string CLASS = "HlrFunction";

         // Attribute Names

         // 

         const string hlrFunctionId = "hlrFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class VlrFunction

       */ 

      interface VlrFunction

      {

         const string CLASS = "VlrFunction";

         // Attribute Names

         // 

         const string vlrFunctionId = "vlrFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class AucFunction

       */ 

      interface AucFunction

      {

         const string CLASS = "AucFunction";

         // Attribute Names

         // 

         const string aucFunctionId = "aucFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class EirFunction

       */ 

      interface EirFunction

      {

         const string CLASS = "EirFunction";

         // Attribute Names

         // 

         const string eirFunctionId = "eirFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class SmsIwmscFunction

       */ 

      interface SmsIwmscFunction

      {

         const string CLASS = "SmsIwmscFunction";

         // Attribute Names

         // 

         const string smsIwmscFunctionId = "smsIwmscFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class SmsGmscFunction

       */ 

      interface SmsGmscFunction

      {

         const string CLASS = "SmsGmscFunction";

         // Attribute Names

         // 

         const string smsGmscFunctionId = "smsGmscFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class SgsnFunction

       */ 

      interface SgsnFunction

      {

         const string CLASS = "SgsnFunction";

         // Attribute Names

         // 

         const string sgsnFunctionId = "sgsnFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class GgsnFunction

       */ 

      interface GgsnFunction

      {

         const string CLASS = "GgsnFunction";

         // Attribute Names

         // 

         const string ggsnFunctionId = "ggsnFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class BgFunction

       */ 

      interface BgFunction

      {

         const string CLASS = "BgFunction";

         // Attribute Names

         // 

         const string bgFunctionId = "bgFunctionId";         

         const string userLabel = "userLabel";

      };

      /**

       *  Definitions for MO class GmscFunction

       */ 

      interface GmscFunction

      {

         const string CLASS = "GmscFunction";

         // Attribute Names

         // 

         const string gmscFunctionId = "gmscFunctionId";         

         const string userLabel = "userLabel";

      };

};

#endif
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