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Change in Clause 6.1.3.7
6.1.3.7
SubNetwork

6.1.3.7.1
Definition

This information object class represents a set of managed entities as seen over the Itf-N.

There may be zero or more instances of a SubNetwork. It shall be present if either a ManagementNode or multiple ManagedElements are present (i.e. ManagementNode and multiple ManagedElement instances shall have SubNetwork as parent).

The SubNetwork instance not contained in any other instance of SubNetwork is referred to as "the root SubNetwork instance".

6.1.3.7.2
Attributes

Table 6.11: Attributes of SubNetwork
	Attribute Name
	Support Qualifier
	Read
	Write

	subNetworkId
	M
	M
	-

	dnPrefix
	C
	M
	-

	userLabel
	M
	M
	M

	userDefinedNetworkType
	M
	M
	-

	setOfMcc
	M
	M
	-


6.1.3.7.3
Attribute constraints
Attribute constrains for “setOfMcc”: If there may be more than one MCC value in the SubNetwork instance, the attribute setOfMcc is mandatory. Otherwise it is optional.
6.1.3.7.4
Notifications
Table 6.12: Notifications of SubNetwork
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


End of Change in Clause 6.1.3.7
Change in Clause 6.1.5
6.1.5
Information attribute definitions

6.1.5.1
Definitions and legal values

The table below defines the attributes that are present in several information object classes of the present document.

Table 6.16: Attributes
	Attribute Name
	Definition
	Legal Values

	dnPrefix
	It carries the DN Prefix information as defined in Annex C of 32.300 [13]. It shall only be specified if the instance of the information object class supporting this attribute is a local root instance of the MIB. Otherwise the value shall carry the NULL semantics.
	

	managedElementId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the ManagedElement object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	managedElementType
	The type of managed element. It is a multi-valued attribute with one or more elements. Thus, it may represent one ME functionality, e.g. an RNC, or a combination of more than one functionality e.g. an MSC/HLR. 

The actual syntax and encoding of this attribute is Solution Set specific.
	RNC, NodeB, BSS, MSC, HLR, VLR, AuC, EIR, SMS-IWMSC, SMS-GMSC, GMSC, SGSN, GGSN, BG, BS, CBC, CGF, GMLC, GMSC Server, IWF, MGW, MNP-SRF, MSC Server, NPDB, R-SGW, SCF, SMLC, SRF, SSF.

	irpAgentId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	irpId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	locationName
	The physical location of this entity (e.g. an address).
	

	managementNodeId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	meContextId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	objectClass
	An attribute which captures the name of the class from which the object instance is an occurrence of.
	

	objectInstance
	An information which captures the Distinguished Name of any object.
	

	setOfMcc
	Set of Mobile Country Code (MCC). The MCC uniquely identifies  the country of domicile of the mobile subscriber. MCC is part of the IMSI (Ref. 3GPP TS 23.003).

This list contains all the MCC values in subordinate object instances to this SubNetwork instance.

Every unique value of MCC shall only appear once in the list.
	

	subNetworkId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SubNetwork object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	swVersion
	The software version of the ManagementNode or ManagedElement (this is used for determining which version of the vendor specific information is valid for the ManagementNode or ManagedElement).
	

	systemDN
	The Distinguished Name (DN) of IRPAgent. defined in 3GPP TS.32.300.
	

	userDefinedNetworkType
	Textual information regarding the type of network, e.g. UTRAN.
	

	userDefinedState
	An operator defined state for operator specific usage. (See also Note below)
	

	userLabel
	A user-friendly name of this object.
	

	vendorName
	The name of the vendor.
	

	vsData
	Vendor specific attributes of the type vsDataType. The attribute definitions including constraints (value ranges, data types, etc.) are specified in a vendor specific data format file. 
	

	vsDataContainerId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	vsDataFormatVersion
	Name of the data format file, including version.
	

	vsDataType
	Type of vendor specific data contained by this instance, e.g. relation specific algorithm parameters, cell specific parameters for power control or re-selection or a timer. The type itself is also vendor specific.
	


Change in Clause 6.1.5
End of Document
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