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	Reason for change:
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	Release 99 ME default emergency number list contains some emergency numbers that are not needed and that will cause problems to some operators because they overlap used service or typed emergency call numbers (e.g. 110 is used as a typed emergency number in manu countries). These numbers are not needed in the list since operators that want to use these emergency numbers must anyway include them in the SIM list of emergency numbers since phones of earlier releases do not have these numbers but they are capable of reading the numbers from the SIM list. Removing these numbers eliminates the risk of unintentional (untyped emergency) calls to the emergency centre.

	
	

	Summary of change:
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	Numbers 000, 08, 110 and 999 are removed from the list of emergency numbers that shall be stored in the ME (and used when SIM/USIM is present but does not contain emergenvy numbers).

With this change the conflict is removed and we still leave the possibility to use the numbers that were removed from the default list as emergency numbers in those countries where it is necessary.
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Emergency Calls

PLMNs shall support an emergency call teleservice as defined in TS 22.003 [14] (TS12), which fulfils the following additional service requirements: 

It shall be possible to establish an emergency speech call to the serving network. Emergency calls will be routed to the emergency services in accordance with national regulations. This may be based upon one or more default numbers stored in the ME. It may also be possible to establish an emergency call without the need to dial a dedicated number, such as by use of a 'red button', or a linkage to a car air bag control. Emergency Calls shall be available without a SIM/USIM being present. No other type of calls shall be accepted without a SIM/USIM. 

The Emergency call teleservice is required only if the UE supports telephony.

Note: 
It will be left to the national authorities to decide whether the network should accept emergency calls without the SIM/USIM.

When a SIM/USIM is present, subscriber specific emergency call set-up MMI shall be provided.  The operator shall specify preferred emergency call MMI(s) (e.g. 911 for US citizens or  110, 118 and 119 for Japanese citizens) for use in any (i.e. home or visited) PLMN. This shall be stored in the SIM/USIM and the ME shall read this and use any entry of these digits to set up an emergency call. It shall be possible to store more than one instance of this field.

Note: 
Release '98 and earlier SIM cards have the capability to store additional emergency  call set-up MMI. However in many cases this has not been used. 

Note:
The ME contains the following emergency numbers: 000, 08, 112, 110, 118, 119, 911 and 999. The availability of these numbers varies depending on the presence of the SIM/USIM and operator provisioned emergency numbers on the SIM/USIM. 

When a SIM/USIM containing stored emergency numbers is present, those numbers are identified as emergency numbers. As an optional requirement, the ME shall also identify 112 and 911 as emergency numbers irrespective of whether these are stored in the SIM/USIM. Any other emergency numbers stored in the ME shall be ignored.
The following  emergency numbers shall be stored in the ME for use when no emergency numbers are stored in the SIM/USIM: 112 and 911. 

Note: 
Emergency numbers stored in the ME, for use when no emergency numbers are stored in the SIM/USIM, should not overlap with existing service numbers used by any operator.

The following emergency numbers shall be stored in the ME for use without SIM/USIM: 000, 08, 112, 110, 118, 119, 911 and 999. 
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