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5.3a.2
Information Exchanged via Gq interface

Service information:

The AF provides the following service information to the PDF to be used as a basis for the service-based local policy decisions.

a) Description of session: the AF may provide one or more of the following information when describing the session (the set of information that needs to be sent in different cases depends on a service for which the media authorisation is required):
· Application identifier: identifies the particular service that the session belongs to. This information may be used by the PDF to differentiate QoS for different application services. For example application identifier may be used as additional information together with the indication of the type of service information when QoS class for the bearer authorisation in Go interface is decided. The application identifier may be used also to complete the QoS authorisation with application specific default settings in the PDF if the AF does not provide all or any of the following information.
· Information defining the media stream
· Media stream Id (to uniquely identify the media stream within the session)

· Information defining the IP flows of the media stream.

· direction (bi-directional, uplink / downlink)

· 5-tuple (source/destination address and port number, protocol Id)

· indication of the maximum and/or mean bandwidth required

· An indication of the requested type of service information per service-flow, e.g., conversational voice or video, streaming voice or video



b) Definition of whether PDF shall contact the AF at resource reservation during the session.

c) Install Gating Policy: Definition of whether gating control is used or not in the session. If gating control is not used, the PDF opens the gates in the GGSN at the bearer authorisation.

Authorisation token:

The PDF generates one or more Authorisation token(s) on request from the AF. The Authorization token contains the fully qualified domain name of the PDF and a reference in the PDF, which allows the PDF to uniquely identify the AF session.
Charging correlation related information:

The AF and PDF may exchange charging correlation related information. The AF charging identifier (e.g. ICID in case of IMS), if available, shall be transferred from the AF to the PDF, which shall forward it to the GGSN. GPRS charging identifier, if available in the PDF, shall be transferred to the AF.

Gate control indications:

The AF indicates when a media is to be enabled or disabled to pass through the access network. The indication contains information defining the media and its required status (enabled/disabled). The PDF opens or closes the gate in the GGSN based on this indication. The PDF shall respond with the result of the operation to the AF.

Bearer reservation indication:

The PDF shall send bearer reservation indication to the AF to indicate that the bearer resources have been reserved, if the AF in the initial authorisation request had requested it.
Bearer release indication:

Information available at the PDF on the bearer resource release is forwarded to the AF. The indication may contain information about the reason of the release.

Revoke authorisation command:

The AF determines when all authorisations related to an authorization token and all related authorizationsneed to be removed e.g. due to the AF session release, and shall instruct the PDF to remove the resources previously authorised for the session. The revoke authorisation command may contain information about the reason of the revoking.
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