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6
Charging Data Record Structure

6.1
ASN.1 definitions for CDR information

……….

RoamingRecord


::= SET

{


recordType



[0] CallEventRecordType,


servedIMSI



[1] IMSI,


servedMSISDN


[2] MSISDN OPTIONAL,


callingNumber


[3] CallingNumber OPTIONAL,




roamingNumber


[4] RoamingNumber OPTIONAL,


recordingEntity


[5] RecordingEntity,


mscIncomingTKGP


[6] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[7] TrunkGroup OPTIONAL,


basicService


[8] BasicServiceCode OPTIONAL,


transparencyIndicator
[9] TransparencyInd OPTIONAL,


changeOfService


[10] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed

[11] SEQUENCE OF  SuppServiceUsed OPTIONAL,


seizureTime



[12] TimeStamp OPTIONAL,


answerTime



[13] TimeStamp OPTIONAL,


releaseTime



[14] TimeStamp OPTIONAL,


callDuration


[15] CallDuration,


dataVolume



[16] DataVolume OPTIONAL,


causeForTerm


[17] CauseForTerm,


diagnostics



[18] Diagnostics OPTIONAL,


callReference


[19] CallReference,


sequenceNumber


[20] INTEGER OPTIONAL,


recordExtensions

[21] ManagementExtensions OPTIONAL,


networkCallReference
[22] NetworkCallReference OPTIONAL,


mSCAddress



[23] MSCAddress OPTIONAL,


locationRoutNum


[24] LocationRoutingNumber OPTIONAL,


lrnSoInd



[25] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[26] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[27] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[28] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[29] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType

[30] PartialRecordType OPTIONAL

}

TermCAMELRecord
::= SET

{


recordtype




[0] CallEventRecordType,


servedIMSI




[1] IMSI,


servedMSISDN



[2] MSISDN OPTIONAL,


recordingEntity



[3] RecordingEntity,


interrogationTime


[4] TimeStamp,


destinationRoutingAddress
[5] DestinationRoutingAddress,


gsm-SCFAddress



[6] Gsm-SCFAddress,


serviceKey




[7] ServiceKey,


networkCallReference

[8] NetworkCallReference OPTIONAL,


mSCAddress




[9] MSCAddress OPTIONAL,


defaultCallHandling


[10] DefaultCallHandling OPTIONAL,


recordExtensions


[11] ManagementExtensions OPTIONAL,


calledNumber



[12] CalledNumber,


callingNumber



[13] CallingNumber OPTIONAL,


mscIncomingTKGP



[14] TrunkGroup OPTIONAL,


mscOutgoingTKGP



[15] TrunkGroup OPTIONAL,


seizureTime




[16] TimeStamp OPTIONAL,


answerTime




[17] TimeStamp OPTIONAL,


releaseTime




[18] TimeStamp OPTIONAL,


callDuration



[19] CallDuration,


dataVolume




[20] DataVolume OPTIONAL,


causeForTerm



[21] CauseForTerm,


diagnostics




[22] Diagnostics OPTIONAL,


callReference



[23] CallReference,


sequenceNumber



[24] INTEGER OPTIONAL,


numberOfDPEncountered

[25] INTEGER OPTIONAL,


levelOfCAMELService


[26] LevelOfCAMELService OPTIONAL,


freeFormatData



[27] FreeFormatData OPTIONAL,


cAMELCallLegInformation

[28] SEQUENCE OF CAMELInformation OPTIONAL,


freeFormatDataAppend

[29] BOOLEAN OPTIONAL,




defaultCallHandling-2

[30] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[31] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[32] ServiceKey OPTIONAL,


freeFormatData-2


[33] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[34] BOOLEAN OPTIONAL, 

mscServerIndication


[35] BOOLEAN OPTIONAL,

locationRoutNum



[36] LocationRoutingNumber OPTIONAL,


lrnSoInd




[37] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus



[38] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara





[39] JurisdictionInformationParameter OPTIONAL,


jIPSoInd




[40] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus



[41] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType


[42] PartialRecordType OPTIONAL

}
IncGatewayRecord

::= SET

{


recordType


[0] CallEventRecordType,


callingNumber

[1] CallingNumber OPTIONAL,


calledNumber

[2] CalledNumber,


recordingEntity

[3] RecordingEntity,


mscIncomingTKGP

[4] TrunkGroup OPTIONAL,


mscOutgoingTKGP

[5] TrunkGroup OPTIONAL,


seizureTime


[6] TimeStamp OPTIONAL,


answerTime


[7] TimeStamp OPTIONAL,


releaseTime


[8] TimeStamp OPTIONAL,


callDuration

[9] CallDuration,


dataVolume


[10] DataVolume OPTIONAL,


causeForTerm

[11] CauseForTerm,


diagnostics


[12] Diagnostics OPTIONAL,


callReference

[13] CallReference,


sequenceNumber

[14] INTEGER OPTIONAL,


recordExtensions
[15] ManagementExtensions OPTIONAL,


locationRoutNum

[16] LocationRoutingNumber OPTIONAL,


lrnSoInd


[17] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus

[18] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara



[19] JurisdictionInformationParameter OPTIONAL,


jIPSoInd


[20] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus

[21] JurisdictionInformationParameterQueryStatus OPTIONAL,


partialRecordType
[22] PartialRecordType OPTIONAL,


iSDN-BC



[23] ISDN-BC OPTIONAL,


lLC




[24] LLC OPTIONAL,


hLC




[25] HLC OPTIONAL

}

………….
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