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Change in Clause A.1

A.1
IDL specification (file name "TestManagementIRPConstDefs.idl")

#ifndef TestManagementIRPConstDefs_idl

#define TestManagementIRPConstDefs_idl

#include "CosNotification.idl"

#include "ManagedGenericIRPConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: TestManagementIRPConstDefs

This module contains commonly used definitions for Test Management IRP

======================================================================

*/

module TestManagementIRPConstDefs

{

   /*

   This defines the notification type of this Test Management 

      IRP.

   */

   const string NOTIFY_TM_TEST_RESULT = "x1";

   /*

   This enum defines the test state

   */

   enum TestStateType {

      NotInitialized,

      Idle,

      Initializing,

      Testing,

      Terminating,

      Disabled

   };

   /*

   This enum defines the test outcome

   */

   enum TestOutcomeType {

      Inconclusive,

      Pass,

      Fail,

      TimeOut,

      PrematureTermination

   };

   /*

   This block defines notification attributes of this IRP.

   These attribute values should not clash with those used

       in Notification header (see IDL of Notification IRP).

   */

   const string TEST_INVOCATION_INITIATOR = "f";

   const string TEST_INVOCATION_ID = "g";

   const string TEST_ACTUAL_START_TIME = "h";

   const string TEST_ACTUAL_STOP_TIME = "i";

   const string TEST_OUTCOME = "j";

   const string MORT = "k";

   const string PROPOSED_REPAIR_ACTIONS = "l";

   const string ADDITIONAL_INFORMATION = "m";

   const string FILE_REFERENCE = "n";

   const string FILE_EXPIRY_DATE = "o";

   typedef string TestInvocationInitiator;

   typedef string ToBeMonitoredTO;

   typedef CosNotification::PropertySeq NVPairs;

   /*

   Define a seq of to-be-initiated-test

   */

   struct ToBeInitiatedTest 

   {

       unsigned long max_testing_state_duration;//seconds;0->no limit 

       string  toBeTestedMORT; //MORT DN

       string  tOClass;        //Tester object class
       string  tODN;           //Tester object DN
       NVPairs tONVPair;       //Tester object attributes in NV pairs

   };

   typedef sequence <ToBeInitiatedTest> ToBeInitiatedTestSeq;

   /*

   Define the structure returned by initiate_tests

   */

   struct InitiateTestsResponseElement 

   {

      // If failureReason is NULL, the test is initiated successfully and

      //     testInvocationId contains the invocation id. In case the tester object name is not

      //     provided in the request, it shall be carried by testerObjectDN. In case the tester

      //     object name is provided in the request tODN shall be NULL.
      // Else, the test initiation fails and failureReason contains 

      //     the failure reason and testInvocationId contains garbage.

      string failureReason;

      string testInvocationId;
      string tODN;
   };

   typedef sequence <InitiateTestsResponseElement> InitiateTestsResponse;

   /*

   Define a seq of to-be-terminated-test

   */

   typedef string TestInvocationId;

   typedef sequence <TestInvocationId> ToBeTerminatedTestSeq;   

   /*

   Define the structure returned by terminate_tests

   */

   struct TerminateTestsResponseElement 

   {

      // If failureReason is NULL, the test has terminated successfully and

      //     testInvocationId identifies the terminated invocation.

      // Else, the test termination fails and failureReason contains 

      //     the failure reason and testInvocationId contains garbage.

      string failureReason;  

      string testInvocationId;

   };

   typedef sequence <TerminateTestsResponseElement> TerminateTestsResponse;  

   /*

   Define the structure of a TOAttributes.

   */

   struct TOAttributes

   {

       TestStateType   testState;   

       TestOutcomeType testOutcome; 

       NVPairs         attributesInNVPairs;

   };

};

#endif
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Annex B (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Jun 2002
	S_16
	SP-020328
	--
	--
	Submitted to TSG SA #16 for Information
	1.0.0
	

	Sep 2002
	S_17
	SP-020458
	--
	--
	Submitted to TSG SA #17 for Approval
	2.0.0
	5.0.0

	Dec 2002
	--
	--
	--
	--
	Cosmetics
	5.0.0
	5.0.1

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	















































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


