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Change in Clause 6.3.8

6.3.8
Monitor

6.3.8.1
Definition

It represents a capability to determine the threshold-crossing or threshold-reaching and threshold-clearing. This class is abstract in that it cannot be instantiated. The ThresholdMonitor inherits this class.

The instances of a class derived from this abstract class shall emit notifyObjectCreation when they are first created; and shall emit a notifyObjectDeletion when deleted.

The instances of a class derived from this abstract class shall also emit notifyNewAlarm, notifyChangedAlarm and notifyClearedAlarm according to the rules specified in Annex B: Threshold Alarm Triggering Events.  The objectClass and objectInstance parameter of these notifications carry the class and DN of the ManagedEntity whose measurementType is being monitored and whose threshold condition has been triggered.

6.3.8.2
Attribute

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	monitorId
	+
	M
	M
	-

	monitorGranularityPeriod
	+
	M
	M
	-

	eventType
	+
	M
	M
	-

	probableCause
	+
	M
	M
	-

	specificProblem
	+
	M
	M
	-

	direction
	+
	M
	M
	-


6.3.8.3
Notification

	Notification name
	Note

	notifyObjectCreation
	See clause 7.1 (class diagram).  

	notifyObjectDeletion
	See clause 7.1 (class diagram).  

	
	

	
	

	
	


End of change in Clause 6.3.8
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