Page 1



3GPP TSG-SA WG2 Meeting #43 
Tdoc (
S2-043866
Seoul, Korea, 15 – 19 November 2004

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	23.246
	CR
	133
	(

rev
	2
	(

Current version:
	6.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	List of number of PMM-IDLE UEs per RA parameter for RAN

	
	

	Source:
(

	Samsung

	
	

	Work item code:
(

	MBMS
	
	Date: (

	15/11/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	“Currently when the RAN Resources are setup, the RNC has information about the amount of PMM_CONNECTED mode Ues (by UE Linking), but the information about the amount PMM_IDLE mode Ues in RNC is not availabe. The “List of RAs” gives RNC the information that at least one PMM_IDLE mode UE is located in RA, but not the total amount. As the SGSN already have that information, it would be beneficial to transfer it to the RAN side, with this way enables more efficient RAN Resource Setup.

Within the RAN node the difference between the “List of RAs” and “List of number of PMM-IDLE UEs per RA” is the following:

*The RA in “the List of RAs” when received in the RNC, is the trigger to start/stop transmitting MBMS Notifications in the RA

*The number of UEs  is used when RNC makes the MBMS Radio Bearer selection (ptp/ptm) and in this process, both the PMM_CONNECTED and PMM_IDLE Ues should be taken into account.
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6.2
MBMS Bearer Context

The MBMS Bearer Context, which is referred to as MBMS Service Context in RAN, contains all information describing a particular MBMS bearer service and is created in each node involved in the delivery of the MBMS data.

An MBMS Bearer Context is created in the SGSN and GGSN when the first MBMS UE Context is created in the node or when a downstream node requests it. The MBMS Bearer Context is statically configured in the BM-SC; how this is done is out of the scope of this specification. The MBMS Bearer Context is created in the Iu mode BSC and in SRNC when a first MBMS UE Context is created in BSC/SRNC. Session Start procedure may create MBMS Bearer Context in a BSC/RNC which has no MBMS Bearer Context yet.

An MBMS Bearer Context, once created, can be in one of two states reflecting the bearer plane resource status of the corresponding MBMS bearer service.
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Figure 6: MBMS Bearer Context State Model

'Active' reflects the state of an MBMS Bearer Context in which bearer plane resources are required in the network for the transfer of MBMS data. This state is maintained as long as there is a corresponding MBMS session ongoing.

'Standby' reflects the state of an MBMS Bearer Context in which no bearer plane resources are required in the network for the transfer of MBMS data. This state is maintained as long as there is no corresponding MBMS session ongoing.

The content of the MBMS Bearer Context is described in Table 2.

Table 2: MBMS Bearer Context

	Parameter
	Description
	RAN
	SGSN
	GGSN
	BM-SC

	IP multicast address
	IP multicast address identifying the MBMS bearer described by this MBMS Bearer Context.
	X
	X
	X
	X

	APN
	Access Point Name on which this IP multicast address is defined.
	X
	X
	X
	X

	TMGI
	Temporary Mobile Group Identity allocated to the MBMS bearer service.
	X
	X
	X
	X

	State
	State of bearer plane resources  (‘standby’ or ‘active’)
	X
	X
	X
	X

	Required MBMS Bearer Capabilities
	Minimum bearer capabilities the UE needs to support 
	
	X
	X
	X

	QoS
	Quality of Service required for the MBMS bearer service.
	X
	X
	X
	X

	MBMS Service Area
	Area over which the MBMS bearer service has to be distributed.
	X
	X
	X
	X

	List of downstream nodes
	List of downstream nodes that have requested the MBMS bearer service and to which notifications and MBMS data have to be forwarded.
	
	X
	X
	X

	Number of UEs
	Number of UEs hosted by the node that have joined the multicast MBMS bearer service.
	
	X
	X
	

	Number of PMM-IDLE UEs per RA
	Number of PMM-IDLE UEs that have joined the multicast MBMS bearer service in each RA. 
	
	X1)
	
	

	List of RAs
	List of RAs, each of which contains at least one UE that has joined the MBMS bearer service.
	X1)
	
	
	


Note 1:
It is an optional parameter. 
8.3
MBMS Session Start Procedure

The BM-SC initiates the MBMS Session Start procedure when it is ready to send data. This is a request to activate all necessary bearer resources in the network for the transfer of MBMS data and to notify interested UEs of the imminent start of the transmission.

Through this procedure, MBMS session attributes such as QoS, MBMS service Area, estimated session duration if available are provided to the GGSN(s) and SGSN(s) that have previously registered for the corresponding MBMS bearer service and to all BSCs/RNCs that are connected to a registered SGSN. In addition the procedure allocates the bearer plane to all registered GGSNs and all registered SGSNs and to BSCs/RNCs that respond to the session start accordingly.

The overall Session Start procedure is presented in the following figure:
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Figure 8 Session Start procedure

1.
The BM-SC sends a Session Start Request message to indicate the impending start of the transmission and to provide the session attributes (QoS, MBMS service Area, estimated session duration…) to the GGSNs listed in the “list of downstream nodes” parameter of the corresponding MBMS Bearer Context. The BM-SC sets the state attribute of its MBMS Bearer Context to ‘Active’. The GGSN stores the session attributes in the MBMS Bearer Context, sets the state attribute of its MBMS Bearer Context to ‘Active’ and sends a Session Start Response message to the BM-SC.

2.
The GGSN sends an MBMS Session Start Request message to the SGSNs listed in the “list of downstream nodes” parameter of the corresponding MBMS Bearer Context. The SGSN stores the session attributes in the MBMS Bearer Context, sets the state attribute of its MBMS Bearer Context to ‘Active’ and responds with an MBMS Session Start Response message providing the TEID for bearer plane that the GGSN shall use for forwarding the MBMS data.

3.
The SGSN sends an MBMS Session Start Request message including the session attributes to each BSC/RNC that is connected to this SGSN. The SGSN may include the number of PMM-IDLE UEs that have joined the MBMS bearer service in each RA.  The BSC/RNC responds with an MBMS Session Start Response to the SGSN. If the BSC/RNC serves the MBMS Service Area it stores the session attributes in the MBMS Service Context, sets the state attribute of its MBMS Service Context to ‘Active’ and responds with an MBMS Session Start Response message and the RNC includes the TEID in the MBMS Session Start Response message for the Iu bearer plane that the SGSN shall use for forwarding the MBMS data. An RNC receiving multiple MBMS Session Start Request messages includes Iu bearer plane parameters only into one MBMS Session Start Response message to establish only one Iu bearer plane to one SGSN.
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