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Change in Clause 1

1
Scope

The purpose of this UTRAN Network Resources IRP: CORBA Solution Set is to define the mapping of the IRP information model (see 3GPP TS 32.642 [4]) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment. 

This Solution Set specification is related to 3GPP TS 32.642 V6.4.X.

End of Change in Clause 1

Change in Clause 5.2.2

5.2.2
IOC UtranCell 

Mapping from NRM IOC UtranCell attributes and associations to SS equivalent MOC UtranCell attributes

	NRM Associations/Attributes of IOC UtranCell in 3GPP TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	utranCellId
	utranCellId
	string
	M
	M
	_

	userLabel
	userLabel
	string
	M
	M
	M

	cId
	cId
	long
	M
	M
	M

	localCellId
	localCellId
	long
	M
	M
	M

	uarfcnUl
	uarfcnUl
	long
	O
	M
	M

	uarfcnDl
	uarfcnDl
	long
	O
	M
	M

	primaryScramblingCode
	primaryScramblingCode
	long
	O
	M
	M

	primaryCpichPower
	primaryCpichPower
	long
	O
	M
	M

	retAntennaFunctionList
	retAntennaFunctionList
	GenericNRIRPSystem::AttributeTypes::MOReference
	O
	M
	-

	maximumTransmissionPower
	maximumTransmissionPower
	long
	M
	M
	M

	primarySchPower
	primarySchPower
	long
	O
	M
	M

	secondarySchPower
	secondarySchPower
	long
	O
	M
	M

	bchPower
	bchPower
	long
	O
	M
	M

	lac
	lac
	long
	M
	M
	M

	rac
	rac
	long
	O
	M
	M

	sac
	sac
	long
	M
	M
	M

	uraList
	uraList
	List of long
	O
	M
	M

	AssociatedWith/
utranCell-IubLink
	utranCellIubLink
	GenericNRIRPSystem::AttributeTypes::MOReference
	M
	M
	-

	cellMode
	cellMode
	GenericNRMAttributeTypes:: 
cellModeEnumType
	M
	M
	-

	uarfcn
	uarfcn
	long
	O
	M
	M

	cellParameterId
	cellParameterId
	long
	O
	M
	M

	primaryCcpchPower
	primaryCcpchPower
	long
	O
	M
	M

	dwPchPower
	dwPchPower
	long
	O
	M
	M

	timeSlotList
	timeSlotList
	TDDNRMAttributeTypes:: TimeSlotListConfigStructType
	O
	M
	M

	schPower
	schPower
	long
	O
	M
	M

	operationalState
	operationalState
	StateManagementIRPOptConstDefs::OperationalStateTypeOpt
	O
	M
	-

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.642 [4].




End of Change in Clause 5.2.2

Change in Clause 5.2.6

5.2.6
IOC ExternalUtranCell 

Mapping from NRM IOC ExternalUtranCell attributes and associations to SS equivalent MOC ExternalUtranCell attributes

	NRM Attributes of IOC ExternalUtranCell in 3GPP TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	externalUtranCellId
	externalUtranCellId
	string
	M
	M
	-

	userLabel
	userLabel
	string
	M
	M
	M

	cId
	cId
	long
	M
	M
	M

	mcc
	mcc
	long
	M
	M
	M

	mnc
	mnc
	long
	M
	M
	M

	rncId
	rncId
	long
	M
	M
	M

	uarfcnUl
	uarfcnUl
	long
	O
	M
	M

	uarfcnDl
	uarfcnDl
	long
	O
	M
	M

	primaryScramblingCode
	primaryScramblingCode
	long
	O
	M
	M

	primaryCpichPower
	primaryCpichPower
	long
	O
	M
	M

	uarfcn
	uarfcn
	long
	O
	M
	M

	cellParameterId
	cellParameterId
	long
	O
	M
	M

	primaryCcpchPower
	primaryCcpchPower
	long
	O
	M
	M

	cellMode
	cellMode
	GenericNRMAttributeTypes:: cellModeEnumType
	M
	M
	-

	lac
	lac
	long
	M
	M
	M

	rac
	rac
	long
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.642 [4].



End of Change in Clause 5.2.6
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