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Change in Clause 5.4.12
5.4.12
Ciphering procedures started by the SGSN
5.4.12.1
Attempted GSM ciphering procedures started by the SGSN

a) This measurement provides the number of GSM ciphering procedures started by the SGSN.

b) CC.

c) Transmission of an "AUTHENTICATION AND CIPHERING REQUEST" message with ciphering activated ("Ciphering algorithm" is not "ciphering not used (0)") to the MS (TS 24.008).

d) A single integer value.

e) SEC.AttGsmCiphering.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM.

5.4.12.2
Successful GSM ciphering procedures started by the SGSN

a) This measurement provides the number of successful GSM ciphering procedures started by the SGSN.

b) CC.

c) Receipt of an "AUTHENTICATION AND CIPHERING RESPONSE" message with ciphering activated from the MS (TS 24.008).

d) A single integer value.

e) SEC.SuccGsmCiphering.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM.

5.4.12.3
Attempted UMTS ciphering procedures started by the SGSN

a) This measurement provides the number of UMTS ciphering procedures started by the SGSN.

b) CC.

c) Transmission of a "SECURITY MODE COMMAND" message with ciphering activated ("Encryption Algorithm" is not "no encryption (0)") to the MS (TS 25.413 [5]).

d) A single integer value.

e) SEC.AttUmtsCiphering.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.4.12.4
Successful UMTS ciphering procedures started by the SGSN

a) This measurement provides the number of successful UMTS ciphering procedures started by the SGSN.

b) CC.

c) Receipt of a "SECURITY MODE COMPLETE" message with ciphering activated from the MS (TS 25.413 [5]).

d) A single integer value.

e) SEC.SuccUmtsCiphering.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

End of Change in Clause 5.4.12
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