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	Reason for change:
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	Correction of measurement type name to RAB.SuccRelPSNoQueuing
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	Correct measurement type name for measurement "Successful RAB releases without queuing for PS domain" from RAB.AttRelPSNoQueuing to RAB.SuccRelPSNoQueuing
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Change in Clause 4.1.7
4.1.7
RAB release request by CN for PS domain

[…]

4.1.7.1
Attempted RAB releases for PS domain

[…]

e)
The measurement name has the form RAB.AttRelPS.Cause
where Cause identifies the release cause.

[…]

4.1.7.2
Successful RAB releases without queuing for PS domain

[…]

e)
The measurement name has the form RAB.SuccRelPSNoQueuing.Cause
where Cause identifies the release cause.

[…]

4.1.7.3
Failed RAB releases without queuing for PS domain

[…]

e)
The measurement name has the form RAB.FailRelPSNoQueuing.Cause
where Cause identifies the failure cause.

[…]

4.1.7.4
Successful RAB releases with queuing for PS domain

[…]

e)
The measurement name has the form RAB.SuccRelPSQueuing.Cause
where Cause identifies the release cause.

[…]

4.1.7.5
Failed RAB releases with queuing for PS domain

[…]

e)
The measurement name has the form RAB.FailRelPSQueuing.Cause
where Cause identifies the failure cause.

[…]

End of Change in Clause 4.1.7
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