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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1".

[3]
3GPP TS 23.107: "Quality of Service (QoS) concept and architecture".

[4]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[5]
3GPP TS 33.246: "Security of Multimedia Broadcast/Multicast Service”

[6]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services".
[7]
3GPP TS 26.346: "MBMS: Protocols and Codecs".
[8]
void

[9]
void

[10]
3GPP TS 25.346: "Introduction of the Multimedia Broadcast Multicast Service (MBMS) in the Radio Access Network".
[11]
3GPP TS 43.246: "Technical Specification Group GSM/EDGE Radio Access Network; Multimedia Broadcast Multicast Service (MBMS) in the GERAN".
[12]
3GPP TS 23.125: "Overall high level functionality and architecture impacts of flow based charging; Stage 2".
[xx]
3GPP TS 23.003: "Numbering, addressing and identification".
**** Last Modified Section ****
6.4
Temporary Mobile Group Identity

Temporary Mobile Group Identity (TMGI) is used for MBMS notification purpose. The BM-SC allocates a globally unique TMGI per MBMS bearer service. The structure of the TMGI is defined in 3GPP TS 23.003 [xx].

For Multicast MBMS bearer services the TMGI is transmitted to UE via the MBMS Multicast Service Activation procedure. For Broadcast Service the TMGI can be obtained via service announcement see " Service Announcement".
The TMGI is a radio resource efficient MBMS bearer service identification, which is equivalent to the MBMS bearer service identification consisting of IP multicast address and APN.
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