version 0.0.3
1
Draft Report for TSG SA meeting #14
Draft Report for TSG SA meeting #28
231
version 0.0.6

Annex F:
Status of all 3GPP CRs after TSG SA #28 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-050356
	01.01
	0025
	-
	8.16.0
	R99
	Corrections to list of specifications
	approved
	F
	8.17.0
	TEI
	SP

	CP-050136
	02.19
	A003
	-
	8.0.0
	R99
	ISO/IEC 7816-series revision
	Approved
	F
	8.1.0
	TEI
	C6

	SP-050209
	02.68
	A015
	-
	8.1.0
	R99
	Correction on the use of calling subscriber and destination subscriber
	approved
	F
	8.2.0
	ASCI
	S1

	SP-050210
	02.69
	A016
	-
	8.1.0
	R99
	Correction on the use of calling subscriber and destination subscriber
	approved
	F
	8.2.0
	ASCI
	S1

	CP-050136
	03.48
	A023
	-
	8.8.0
	R99
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	F
	8.9.0
	TEI
	C6

	CP-050057
	03.68
	A042
	2
	8.5.1
	R99
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	F
	8.6.0
	ASCI
	C1

	CP-050057
	03.69
	A030
	-
	8.4.0
	R99
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	F
	8.5.0
	ASCI
	C1

	CP-050212
	11.10-4
	A106
	-
	8.11.0
	R99
	Correction of coding in MT Call Event
	approved
	F
	8.12.0
	TEI
	C6

	CP-050142
	11.10-4
	A106
	-
	8.11.0
	R99
	Correction of coding in MT Call Event
	withdrawn
	F
	
	TEI
	C6

	CP-050142
	11.10-4
	A107
	-
	8.11.0
	R99
	Essential corrections
	withdrawn
	F
	
	TEI
	C6

	CP-050212
	11.10-4
	A107
	-
	8.11.0
	R99
	CR 11.10-4, R99: Essential corrections
	approved
	F
	8.12.0
	TEI
	C6

	CP-050212
	11.10-4
	A108
	-
	8.11.0
	R99
	CR 11.10-4, R99: Too many digits in PCS 1900 for the Called Party BCD number
	approved
	F
	8.12.0
	TEI
	C6

	CP-050142
	11.10-4
	A108
	-
	8.11.0
	R99
	Too many digits in PCS 1900 for the Called Party BCD number
	withdrawn
	F
	
	TEI
	C6

	CP-050142
	11.10-4
	A109
	-
	8.11.0
	R99
	Essential Corrections
	Withdrawn
	F
	
	TEI
	C6

	CP-050136
	11.11
	A140
	-
	8.12.0
	R99
	ISO/IEC 7816-series revision
	Approved
	F
	8.13.0
	TEI
	C6

	CP-050136
	11.11
	A141
	-
	8.12.0
	R99
	ISO/IEC 7811-Series Revision
	Approved
	F
	8.13.0
	TEI
	C6

	CP-050142
	11.17
	A003
	-
	8.1.0
	R99
	Update of references
	withdrawn
	F
	
	TEI
	C6

	CP-050212
	11.17
	A003
	-
	8.1.0
	R99
	CR to 11.17: Update of references
	approved
	F
	8.2.0
	TEI
	C6

	SP-050356
	21.101
	0030
	-
	5.9.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.10.0
	TEI5
	SP

	SP-050356
	21.101
	0031
	-
	6.1.0
	Rel-6
	Corrections to list of specifications
	revised
	F
	
	TEI6
	SP

	SP-050409
	21.101
	0031
	1
	6.1.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.2.0
	TEI6
	SP

	CP-050136
	21.111
	0012
	-
	3.4.0
	R99
	ISO/IEC 7816-Series Revision
	Approved
	F
	3.5.0
	TEI
	C6

	CP-050136
	21.111
	0013
	-
	4.1.0
	Rel-4
	ISO/IEC 7816-Series Revision
	Approved
	A
	4.2.0
	TEI
	C6

	CP-050136
	21.111
	0014
	-
	5.1.0
	Rel-5
	ISO/IEC 7816-Series Revision
	Approved
	A
	5.2.0
	TEI
	C6

	CP-050136
	21.111
	0015
	-
	6.1.0
	Rel-6
	ISO/IEC 7816-Series Revision
	Approved
	A
	6.2.0
	TEI
	C6

	SP-050382
	21.801
	0000
	-
	6.0.0
	Rel-7
	Clarify the usage of specific references
	withdrawn
	F
	
	OAM-NIM
	SP

	SP-050401
	21.801
	0009
	-
	6.0.0
	Rel-7
	The use of 'void'
	approved
	F
	7.0.0
	TEI7
	SP

	SP-050401
	21.801
	0010
	-
	6.0.0
	Rel-7
	Introduction of MS Visio
	rejected
	F
	
	TEI7
	SP

	SP-050401
	21.801
	0011
	-
	6.0.0
	Rel-6
	Make document a pointer to latest Release
	approved
	F
	6.1.0
	TEI6
	SP

	SP-050402
	21.801
	0012
	-
	6.0.0
	Rel-7
	Clarify the usage of specific references
	rejected
	F
	
	OAM-NIM
	SP

	SP-050213
	21.905
	0062
	-
	6.8.0
	Rel-6
	Correction of OSA acronym
	approved
	F
	6.9.0
	Vocab
	S1

	SP-050213
	21.905
	0063
	-
	6.8.0
	Rel-7
	Correction of OSA acronym
	approved
	A
	7.1.0
	Vocab
	S1

	SP-050211
	22.024
	0002
	-
	5.0.0
	Rel-5
	AoC for SCUDIF
	approved
	F
	5.1.0
	TEI
	S1

	SP-050211
	22.024
	0003
	-
	6.0.0
	Rel-6
	AoC for SCUDIF
	approved
	A
	6.1.0
	TEI
	S1

	SP-050220
	22.038
	0028
	-
	7.3.0
	Rel-7
	Correction of WLAN into I-WLAN
	approved
	F
	7.4.0
	WLAN
	S1

	SP-050221
	22.071
	0073
	-
	7.1.0
	Rel-7
	Introducing notification based on current location of target UE
	approved
	C
	7.2.0
	LCS3
	S1

	SP-050214
	22.078
	0185
	-
	6.7.0
	Rel-6
	Correction to interworking between CAMEL and SCUDIF calls
	approved
	F
	6.8.0
	CSCAMEL
	S1

	SP-050214
	22.078
	0186
	-
	7.3.0
	Rel-7
	Correction to interworking between CAMEL and SCUDIF calls
	approved
	A
	7.4.0
	CSCAMEL
	S1

	SP-050212
	22.086
	0003
	-
	5.0.0
	Rel-5
	AoC for SCUDIF
	approved
	F
	5.1.0
	TEI
	S1

	SP-050212
	22.086
	0004
	-
	6.0.0
	Rel-6
	AoC for SCUDIF
	approved
	A
	6.1.0
	TEI
	S1

	SP-050215
	22.101
	0161
	-
	6.9.0
	Rel-6
	Removal of requirements for emergency calls for IMS in Rel-6
	approved
	F
	6.10.0
	IMS2
	S1

	SP-050216
	22.101
	0162
	-
	6.9.0
	Rel-6
	Clarification on optionality of Service Provider Name indication
	approved
	F
	6.10.0
	TEI6
	S1

	SP-050216
	22.101
	0163
	-
	7.1.0
	Rel-7
	Clarification on optionality of Service Provider Name indication
	approved
	A
	7.2.0
	TEI6
	S1

	SP-050225
	22.101
	0164
	-
	7.1.0
	Rel-7
	Voice call continuity requirements
	approved
	B
	7.2.0
	VCC
	S1

	SP-050219
	22.127
	0076
	2
	6.8.0
	Rel-7
	Add requirement for OSA Service Broker
	revised
	B
	
	OSA4
	S1

	SP-050324
	22.127
	0076
	2
	6.8.0
	Rel-7
	Add consistent support for requirement for OSA Service Broker
	withdrawn
	B
	
	OSA4
	S1

	SP-050394
	22.127
	0076
	3
	6.8.0
	Rel-7
	Add requirement for OSA Service Broker
	approved
	B
	7.0.0
	OSA4
	S1

	SP-050217
	22.228
	0031
	-
	6.8.0
	Rel-6
	Requirements for the handling of SIP URIs with Presence or IM prefixes
	approved
	F
	6.9.0
	IMS2
	S1

	SP-050218
	22.234
	0015
	-
	6.2.0
	Rel-6
	Explicit wording of requirements for access to 3GPP PS services
	approved
	F
	6.3.0
	WLAN
	S1

	SP-050215
	22.234
	0016
	-
	6.2.0
	Rel-6
	Removal of reference to requirement for emergency calls in Rel-6
	approved
	F
	6.3.0
	TEI6
	S1

	SP-050222
	22.234
	0017
	-
	7.1.0
	Rel-7
	Correction of a faulty reference in 22.234
	approved
	F
	7.2.0
	TEI7
	S1

	SP-050222
	22.234
	0018
	-
	7.1.0
	Rel-7
	Clarification of LCS in I-WLAN
	approved
	B
	7.2.0
	I-WLAN, LCS
	S1

	SP-050223
	22.978
	0001
	-
	7.0.0
	Rel-7
	Corrections to TR 22.978
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0002
	-
	7.0.0
	Rel-7
	Improvements to Key Aspects of an AIPN
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0003
	-
	7.0.0
	Rel-7
	Improvement of TR 22.978 Annexes
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0004
	-
	7.0.0
	Rel-7
	Alignment and improvement of recommended requirements and conclusions of TR 22.978
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0005
	-
	7.0.0
	Rel-7
	Content-based Charging between Operators
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0006
	-
	7.0.0
	Rel-7
	Modification of AIPN session adaptation
	approved
	C
	7.1.0
	AIPN
	S1

	SP-050223
	22.978
	0007
	-
	7.0.0
	Rel-7
	Multiple Public Addresses for Single User
	approved
	C
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0008
	-
	7.0.0
	Rel-7
	Enabling integrated services in AIPN
	approved
	F
	7.1.0
	AIPFS
	S1

	SP-050223
	22.978
	0009
	-
	7.0.0
	Rel-7
	Introduce Group Communication Services to AIPN
	approved
	B
	7.1.0
	AIPFS
	S1

	SP-050332
	23.002
	0154
	-
	6.7.0
	Rel-6
	Missing MBMS Architecture entities
	approved
	F
	6.8.0
	MBMS
	S2

	SP-050332
	23.002
	0156
	1
	6.7.0
	Rel-6
	Addition of Flow Based Charging architecture
	approved
	F
	6.8.0
	CH-FBC
	S2

	CP-050094
	23.003
	0099
	2
	6.6.0
	Rel-6
	W-APN definition
	revised
	F
	
	WLAN
	C4

	CP-050175
	23.003
	0099
	3
	6.6.0
	Rel-6
	W-APN definition
	revised
	F
	
	WLAN
	C4

	CP-050197
	23.003
	0099
	4
	6.6.0
	Rel-6
	W-APN definition
	APPROVED
	F
	6.7.0
	WLAN
	C4

	CP-050089
	23.003
	0100
	4
	6.5.0
	Rel-6
	Correction to wildcards in PSI
	WITHDRAWN
	F
	
	IMS2-CCR
	C4

	CP-050198
	23.003
	0100
	5
	6.6.0
	Rel-6
	Correction to wildcards in PSI
	APPROVED
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050089
	23.008
	0144
	4
	6.5.0
	Rel-6
	Public Service Identity within the data stored in HSS
	revised
	F
	
	IMS2-CCR
	C4

	CP-050217
	23.008
	0144
	4
	6.5.0
	Rel-6
	Public Service Identity within the data stored in HSS
	APPROVED
	F
	6.6.0
	IMS2-CCR
	C4

	CP-050196
	23.008
	0145
	2
	6.5.0
	Rel-6
	Corrections on Serving WAG
	APPROVED
	F
	6.6.0
	WLAN
	C4

	CP-050094
	23.008
	0145
	2
	6.5.0
	Rel-6
	Corrections on Serving WAG
	revised
	F
	
	WLAN
	C4

	CP-050094
	23.008
	0146
	1
	6.5.0
	Rel-6
	Corrections on WLAN UE Remote IP Address
	revised
	F
	
	WLAN
	C4

	CP-050196
	23.008
	0146
	1
	6.5.0
	Rel-6
	Corrections on WLAN UE Remote IP Address
	APPROVED
	F
	6.6.0
	WLAN
	C4

	CP-050089
	23.008
	0147
	1
	6.5.0
	Rel-6
	Default Public User Identity per Implicit Registration Set
	revised
	F
	
	IMS2-CCR
	C4

	CP-050217
	23.008
	0147
	1
	6.5.0
	Rel-6
	Default Public User Identity per Implicit Registration Set
	APPROVED
	F
	6.6.0
	IMS2-CCR
	C4

	CP-050096
	23.008
	0148
	-
	6.5.0
	Rel-6
	The type of some MSISDN related parameters is wrong for GPRS data
	APPROVED
	F
	6.6.0
	TEI6
	C4

	CP-050084
	23.008
	0149
	-
	5.7.0
	Rel-5
	Removal of implied link between MS and IMS subscription
	APPROVED
	F
	5.8.0
	IMS-CCR
	C4

	CP-050084
	23.008
	0150
	-
	6.5.0
	Rel-6
	Removal of implied link between MS and IMS subscription
	APPROVED
	A
	6.6.0
	IMS-CCR
	C4

	CP-050196
	23.008
	0151
	1
	6.5.0
	Rel-6
	Limit on the number of sessions in WLAN 3GPP IP Access
	APPROVED
	F
	6.6.0
	WLAN
	C4

	CP-050094
	23.008
	0151
	1
	6.5.0
	Rel-6
	Limit on the number of sessions in WLAN 3GPP IP Access
	revised
	F
	
	WLAN
	C4

	CP-050071
	23.009
	0104
	2
	6.0.0
	Rel-6
	Full RANAP support of network initiated SCUDIF
	APPROVED
	F
	6.1.0
	TEI6
	C1

	CP-050072
	23.009
	0105
	1
	6.0.0
	Rel-6
	Directed Retry Handover for Bearer Service
	APPROVED
	F
	6.1.0
	CS_VSS
	C1

	CP-050103
	23.018
	0145
	1
	6.4.0
	Rel-7
	Trunk Originated CAMEL triggering - SDLs
	APPROVED
	B
	7.0.0
	CAMELR7
	C4

	CP-050136
	23.048
	0037
	-
	4.4.0
	Rel-4
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	A
	4.5.0
	TEI
	C6

	CP-050136
	23.048
	0038
	-
	5.8.0
	Rel-5
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	A
	5.9.0
	TEI
	C6

	SP-050333
	23.060
	0527
	2
	6.8.0
	Rel-6
	Activation of secondary PDP context without TFT
	approved
	F
	6.9.0
	TEI6
	S2

	CP-050097
	23.078
	0763
	1
	6.5.0
	Rel-6
	DP T_No_Answer
	APPROVED
	F
	6.6.0
	TEI6
	C4

	CP-050103
	23.078
	0764
	1
	6.5.0
	Rel-7
	CAMEL procedures for trunk originated services
	APPROVED
	B
	7.0.0
	CAMELR7
	C4

	CP-050097
	23.078
	0765
	-
	6.5.0
	Rel-6
	Correction toConditional triggering for SCUDIF calls
	APPROVED
	F
	6.6.0
	TEI6
	C4

	CP-050083
	23.078
	0766
	1
	5.9.0
	Rel-5
	Correction to CAMEL_MO_Dialled_Services
	APPROVED
	F
	5.10.0
	TEI6
	C4

	CP-050083
	23.078
	0767
	1
	6.5.0
	Rel-6
	Correction to CAMEL_MO_Dialled_Services
	APPROVED
	A
	6.6.0
	TEI6
	C4

	CP-050097
	23.078
	0769
	-
	6.5.0
	Rel-6
	Correction to Outstanding Request Counter setting at IDP
	APPROVED
	F
	6.6.0
	TEI6
	C4

	CP-050103
	23.078
	0770
	1
	6.5.0
	Rel-7
	Trunk Originated CAMEL triggering - SDLs
	APPROVED
	B
	7.0.0
	CAMELR7
	C4

	CP-050083
	23.078
	0771
	1
	5.9.0
	Rel-5
	correction to No_Answer handling in CAMEL_ICA_MSC2
	APPROVED
	F
	5.10.0
	TEI5
	C4

	CP-050083
	23.078
	0772
	-
	6.5.0
	Rel-6
	correction to No_Answer handling in CAMEL_ICA_MSC2
	APPROVED
	A
	6.6.0
	TEI5
	C4

	CP-050083
	23.078
	0773
	1
	5.9.0
	Rel-5
	correction to CAMEL_ICA_MSC1 and CAMEL_ICA_MSC2 for gsmSSF process checking
	APPROVED
	F
	5.10.0
	TEI5
	C4

	CP-050083
	23.078
	0774
	-
	6.5.0
	Rel-6
	correction to CAMEL_ICA_MSC1 and CAMEL_ICA_MSC2 for gsmSSF process checking
	APPROVED
	A
	6.6.0
	TEI5
	C4

	CP-050083
	23.078
	0775
	1
	5.9.0
	Rel-5
	correction to EDP-N handling for ICA legs in Process CS_gsmSSF
	APPROVED
	F
	5.10.0
	TEI5
	C4

	CP-050083
	23.078
	0776
	-
	6.5.0
	Rel-6
	correction to EDP-N handling for ICA legs in Process CS_gsmSSF
	APPROVED
	A
	6.6.0
	TEI5
	C4

	CP-050097
	23.078
	0780
	4
	6.5.0
	Rel-6
	No Reply timer clarification
	APPROVED
	F
	6.6.0
	TEI6
	C4

	SP-050334
	23.107
	0154
	2
	6.2.0
	Rel-6
	RAB Allocation/Retention Priority
	approved
	F
	6.3.0
	TEI6
	S2

	SP-050334
	23.107
	0156
	1
	6.2.0
	Rel-6
	Addition of GERAN to the scope section
	approved
	F
	6.3.0
	TEI6
	S2

	CP-050068
	23.122
	0090
	-
	6.4.0
	Rel-6
	Correction of the PLMN Selection State diagram (automatic mode)
	APPROVED
	F
	6.5.0
	TEI6
	C1

	CP-050068
	23.122
	0091
	-
	7.1.0
	Rel-7
	Correction of the PLMN Selection State diagram (automatic mode)
	APPROVED
	A
	7.2.0
	TEI6
	C1

	SP-050335
	23.125
	0126
	2
	6.4.0
	Rel-6
	TPF behaviour in case of no charging rules for a bearer
	approved
	F
	6.5.0
	CH-FBC
	S2

	SP-050335
	23.125
	0127
	1
	6.4.0
	Rel-6
	FBC Terminology amendments
	approved
	F
	6.5.0
	CH-FBC
	S2

	SP-050335
	23.125
	0128
	1
	6.4.0
	Rel-6
	Alignment of Re-authorisation triggers
	approved
	F
	6.5.0
	CH-FBC
	S2

	SP-050335
	23.125
	0129
	1
	6.4.0
	Rel-6
	OCS initiated bearer removal
	approved
	F
	6.5.0
	CH-FBC
	S2

	CP-050183
	23.140
	0198
	-
	6.9.0
	Rel-6
	Outdated reference to the XML schema
	APPROVED
	F
	6.10.0
	MMS6
	C1

	CP-050204
	23.140
	0199
	-
	6.9.0
	Rel-6
	Correcting Extended Canceling and Replacing
	approved
	F
	6.10.0
	MMS6
	CP

	SP-050336
	23.141
	0071
	2
	6.7.0
	Rel-6
	Correction of description of PNA indirect control of Presence Information flow
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0072
	-
	6.7.0
	Rel-6
	Alignment with Stage 3
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0073
	1
	6.7.0
	Rel-6
	Update of references
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0074
	1
	6.7.0
	Rel-6
	Location of Presence entities
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0075
	-
	6.7.0
	Rel-6
	Locating the Presence Server
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0076
	1
	6.7.0
	Rel-6
	UE based PUA/Network based PUA
	approved
	F
	6.8.0
	PRESNC
	S2

	SP-050336
	23.141
	0077
	1
	6.7.0
	Rel-6
	Modification about reference link in 24.141
	approved
	F
	6.8.0
	PRESNC
	S2

	CP-050079
	23.153
	0090
	1
	4.12.0
	Rel-4
	Codec Selection at Terminating Call Control Node for OoBTC
	APPROVED
	F
	4.13.0
	TEI
	C4

	CP-050079
	23.153
	0091
	1
	5.10.0
	Rel-5
	Codec Selection at Terminating Call Control Node for OoBTC
	APPROVED
	A
	5.11.0
	TEI
	C4

	CP-050079
	23.153
	0092
	1
	6.1.0
	Rel-6
	Codec Selection at Terminating Call Control Node for OoBTC
	APPROVED
	A
	6.2.0
	TEI
	C4

	CP-050033
	23.172
	0035
	1
	5.5.0
	Rel-5
	Wrong Bearer Capability in MODIFY REJECT message
	approved
	F
	5.6.0
	
	C3

	CP-050033
	23.172
	0036
	1
	6.2.0
	Rel-6
	Wrong Bearer Capability in MODIFY REJECT message
	approved
	A
	6.3.0
	
	C3

	CP-050035
	23.172
	0038
	1
	6.2.0
	Rel-6
	Network initiated downgrade procedures for SCUDIF, signaling flows
	approved
	F
	6.3.0
	
	C3

	CP-050036
	23.172
	0040
	4
	6.2.0
	Rel-6
	Network-initiated upgrade for SCUDIF
	approved
	F
	6.3.0
	
	C3

	CP-050101
	23.205
	0065
	-
	6.1.0
	Rel-6
	Multi-Party Conference Call Implementation
	APPROVED
	F
	6.2.0
	TEI6
	C4

	SP-050337
	23.207
	0087
	-
	6.4.0
	Rel-6
	Update of binding information handling
	approved
	F
	6.5.0
	TEI-6
	S2

	SP-050338
	23.228
	0483
	1
	6.9.0
	Rel-6
	Alignment of Session-based Messaging flows with stage 3
	approved
	F
	6.10.0
	IMS2
	S2

	SP-050338
	23.228
	0490
	1
	6.9.0
	Rel-6
	On AS forking
	approved
	F
	6.10.0
	IMS2
	S2

	SP-050338
	23.228
	0491
	-
	6.9.0
	Rel-6
	Corrections to wildcarded PSIs
	approved
	F
	6.10.0
	IMS2
	S2

	SP-050338
	23.228
	0494
	3
	6.9.0
	Rel-6
	Clarification to the routing of SIP signalling within the IMS network
	approved
	F
	6.10.0
	IMS2
	S2

	SP-050338
	23.228
	0496
	1
	6.9.0
	Rel-6
	Session setup with media set to inactive
	approved
	F
	6.10.0
	PoC
	S2

	SP-050338
	23.228
	0497
	-
	6.9.0
	Rel-6
	Correction to ENUM resolution for Infrastructure ENUM
	approved
	F
	6.10.0
	IMS2
	S2

	SP-050338
	23.228
	0498
	-
	6.9.0
	Rel-7
	Support of Access Network NAT traversal
	approved
	F
	7.0.0
	FBI
	S2

	SP-050339
	23.234
	0122
	1
	6.4.0
	Rel-6
	Correction to Wn Reference Point
	approved
	F
	6.5.0
	WLAN
	S2

	SP-050339
	23.234
	0124
	2
	6.4.0
	Rel-6
	User authentication for tunnel establishement
	approved
	F
	6.5.0
	WLAN
	S2

	SP-050339
	23.234
	0125
	-
	6.4.0
	Rel-6
	Mandating Immediate Purging
	approved
	F
	6.5.0
	WLAN
	S2

	SP-050339
	23.234
	0126
	1
	6.4.0
	Rel-6
	Detecting the start of a WLAN Direct IP Access session based on Wa/Wd Accounting Messages
	approved
	F
	6.5.0
	WLAN
	S2

	SP-050340
	23.246
	0142
	3
	6.6.0
	Rel-6
	Extension of the use of MBMS support indication from SGSN to UE
	approved
	F
	6.7.0
	MBMS
	S2

	SP-050340
	23.246
	0144
	1
	6.6.0
	Rel-6
	Clarification of the TMGI
	approved
	F
	6.7.0
	MBMS
	S2

	SP-050353
	23.246
	0147
	2
	6.6.0
	Rel-6
	Corrections to Inter SGSN Routeing Area Update procedure
	withdrawn
	F
	
	MBMS
	S2

	SP-050340
	23.246
	0148
	3
	6.6.0
	Rel-6
	MBMS Join clarification
	approved
	F
	6.7.0
	TEI6
	S2

	SP-050340
	23.246
	0152
	4
	6.6.0
	Rel-6
	UE needs to join again for MBMS bearer service it has locally deactivated
	approved
	F
	6.7.0
	TEI6
	S2

	SP-050340
	23.246
	0153
	1
	6.6.0
	Rel-6
	On Estimated Session Duration
	approved
	F
	6.7.0
	MBMS
	S2

	SP-050353
	23.246
	0154
	-
	6.6.0
	Rel-6
	Combined CR on MBMS Trace and Charging Information
	withdrawn
	F
	
	MBMS
	S2

	SP-050340
	23.246
	0155
	2
	6.6.0
	Rel-6
	Corrections to MBMS
	approved
	F
	6.7.0
	MBMS
	S2

	SP-050355
	23.246
	0157
	-
	6.6.0
	Rel-6
	Combined CR on MBMS Trace and Charging Information (Combining CR0147R2 and CR0154)
	approved
	F
	6.7.0
	MBMS
	S2

	SP-050341
	23.251
	0012
	4
	6.3.0
	Rel-6
	Clarification of PS and CS domain registration coordination
	approved
	F
	6.4.0
	NTShar
	S2

	SP-050342
	23.271
	0303
	2
	6.11.0
	Rel-6
	Clarifications on the use of non-dialable callback number
	approved
	F
	6.12.0
	LCS2
	S2

	SP-050342
	23.271
	0304
	1
	7.0.0
	Rel-7
	Clarifications on the use of non-dialable callback number
	approved
	A
	7.1.0
	LCS3
	S2

	SP-050342
	23.271
	0306
	1
	7.0.0
	Rel-7
	MT-LR without HLR query - appropriate clarifications for EU
	approved
	C
	7.1.0
	LCS3
	S2

	SP-050342
	23.271
	0307
	3
	7.0.0
	Rel-7
	NI-LR - appropriate clarifications for EU
	approved
	C
	7.1.0
	LCS3
	S2

	SP-050342
	23.271
	0308
	-
	7.0.0
	Rel-7
	Missing definition of the abbreviation for RTT
	approved
	D
	7.1.0
	TEI-7
	S2

	CP-050097
	23.278
	0048
	1
	6.0.0
	Rel-6
	Removal of references to HLR for CAMEL control of IMS
	APPROVED
	F
	6.1.0
	TEI6
	C4

	SP-050343
	23.979
	0004
	1
	6.1.0
	Rel-6
	Correction of OMA PoC references
	approved
	F
	6.2.0
	POC
	S2

	CP-050069
	24.008
	0916
	4
	6.8.0
	Rel-6
	Attach type and Update type IEs
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050072
	24.008
	0937
	3
	6.8.0
	Rel-6
	SETUP Message Enhancement for Voice Video Switching
	APPROVED
	B
	6.9.0
	CS_VSS
	C1

	CP-050070
	24.008
	0962
	2
	6.8.0
	Rel-6
	Transparent data call request in dual mode case
	REVISED
	F
	
	TEI6
	C1

	CP-050207
	24.008
	0962
	3
	6.8.0
	Rel-6
	Transparent data call request in dual mode case
	REVISED
	F
	
	TEI6
	C1

	CP-050231
	24.008
	0962
	4
	6.8.0
	Rel-6
	Transparent data call request in dual mode case
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050069
	24.008
	0972
	1
	6.8.0
	Rel-6
	Corrections of designations and references of figures and tables
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050069
	24.008
	0973
	1
	6.8.0
	Rel-6
	Handling of duplicated RAU on the network side
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050069
	24.008
	0974
	1
	6.8.0
	Rel-6
	Cell Update triggered by low layers
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050069
	24.008
	0975
	-
	6.8.0
	Rel-6
	MS initiated RAU for re-negotiation of MS configuration 
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050062
	24.008
	0977
	1
	6.8.0
	Rel-6
	Introduction of MBMS support indication to the UE
	APPROVED
	F
	6.9.0
	MBMS
	C1

	CP-050069
	24.008
	0978
	2
	6.8.0
	Rel-6
	Clarification on locking shift procedure
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050067
	24.008
	0982
	-
	6.8.0
	Rel-6
	Correction on handling of forbidden lists
	APPROVED
	F
	6.9.0
	NTShar
	C1

	CP-050071
	24.008
	0983
	1
	6.8.0
	Rel-6
	SCUDIF: Introduction of a new timer for service change
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050069
	24.008
	0984
	1
	6.8.0
	Rel-6
	Mobile identity IE length when 'No identity'
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050058
	24.008
	0985
	-
	4.14.0
	Rel-4
	GSM 750 corrections
	APPROVED
	F
	4.15.0
	GSM710
	C1

	CP-050058
	24.008
	0986
	-
	5.12.0
	Rel-5
	GSM 750 corrections
	APPROVED
	A
	5.13.0
	GSM710
	C1

	CP-050058
	24.008
	0987
	-
	6.8.0
	Rel-6
	GSM 750 corrections
	APPROVED
	A
	6.9.0
	GSM710
	C1

	CP-050058
	24.008
	0988
	-
	6.8.0
	Rel-7
	Introduction of GSM 710
	APPROVED
	B
	7.0.0
	GSM710
	C1

	CP-050069
	24.008
	0989
	-
	6.8.0
	Rel-6
	Extension of DTM to high multislot classes
	APPROVED
	C
	6.9.0
	TEI6
	C1

	CP-050071
	24.008
	0990
	1
	6.8.0
	Rel-6
	SCUDIF: Introduction of a Network-initiated Service Upgrade capability
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050071
	24.008
	0991
	1
	6.8.0
	Rel-6
	SCUDIF: Introduction of a Network-initiated Service Upgrade indicator
	APPROVED
	F
	6.9.0
	TEI6
	C1

	CP-050126
	24.008
	0992
	-
	6.8.0
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050149
	24.008
	0993
	-
	6.8.0
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050068
	24.011
	0033
	-
	6.0.0
	Rel-6
	Multiple SMS via Gb mode
	APPROVED
	F
	6.1.0
	TEI6
	C1

	CP-050066
	24.109
	0013
	1
	6.2.0
	Rel-6
	Format of lifetime values
	APPROVED
	F
	6.3.0
	SEC1-SC
	C1

	CP-050066
	24.109
	0015
	1
	6.2.0
	Rel-6
	User identify reference
	APPROVED
	F
	6.3.0
	SEC1-SC
	C1

	CP-050066
	24.109
	0016
	-
	6.2.0
	Rel-6
	Key material - Ks only
	APPROVED
	F
	6.3.0
	SEC1-SC
	C1

	CP-050066
	24.109
	0017
	1
	6.2.0
	Rel-6
	Usage of Ks_int_NAF
	APPROVED
	F
	6.3.0
	SEC1-SC
	C1

	CP-050063
	24.141
	0040
	1
	6.3.0
	Rel-6
	Editorial corrections
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0041
	-
	6.3.0
	Rel-6
	SPI to SPT
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0042
	1
	6.3.0
	Rel-6
	xcap-change substitution
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0043
	-
	6.3.0
	Rel-6
	Reference update: event-list
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0044
	-
	6.3.0
	Rel-6
	Reference update: filter
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0045
	-
	6.3.0
	Rel-6
	Reference update: xcap
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0046
	-
	6.3.0
	Rel-6
	Reference update: xcap-list-usage
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0047
	-
	6.3.0
	Rel-6
	Reference update: policy
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050063
	24.141
	0048
	-
	6.3.0
	Rel-6
	Reference update: config-framework
	APPROVED
	F
	6.4.0
	PRESNC
	C1

	CP-050060
	24.147
	0024
	-
	6.2.0
	Rel-6
	Removal of references related to bootstrapping for the conference service in Release 6
	APPROVED
	F
	6.3.0
	IMS2
	C1

	CP-050060
	24.167
	0001
	1
	6.0.0
	Rel-6
	Corrections to TS 24.167 due to comments from OMA DM
	APPROVED
	F
	6.1.0
	IMS2
	C1

	CP-050060
	24.167
	0002
	1
	6.0.0
	Rel-6
	Miscellaneous corrections
	APPROVED
	F
	6.1.0
	IMS2
	C1

	CP-050060
	24.167
	0003
	1
	6.0.0
	Rel-6
	Removal of APN from the IMS MO
	APPROVED
	F
	6.1.0
	IMS2
	C1

	CP-050170
	24.167
	0005
	-
	6.0.0
	Rel-6
	Adding Client Provisioning Application Characteristics to IMS MO Rel-6
	rejected
	B
	
	IMS2
	C1

	CP-050059
	24.228
	0138
	1
	5.12.0
	Rel-5
	SDP representation of AMR
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.228
	0138
	1
	5.12.0
	Rel-5
	SDP representation of AMR
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050061
	24.229
	0787
	6
	6.6.0
	Rel-6
	MT- SDP offer with IPv4 address.
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0787
	6
	6.6.0
	Rel-6
	MT- SDP offer with IPv4 address.
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050214
	24.229
	0856
	2
	6.6.0
	Rel-6
	Notification about registration state
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0856
	2
	6.6.0
	Rel-6
	Notification about registration state
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050061
	24.229
	0858
	1
	6.6.0
	Rel-6
	S-CSCF redirecting
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0858
	1
	6.6.0
	Rel-6
	S-CSCF redirecting
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050213
	24.229
	0859
	2
	5.12.0
	Rel-5
	S-CSCF failure
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0859
	2
	5.12.0
	Rel-5
	S-CSCF failure
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050061
	24.229
	0860
	1
	6.6.0
	Rel-6
	P-CSCF - routing of REGISTER requests
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0860
	1
	6.6.0
	Rel-6
	P-CSCF - routing of REGISTER requests
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050214
	24.229
	0861
	3
	6.6.0
	Rel-6
	Registration failure at UE
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0861
	3
	6.6.0
	Rel-6
	Registration failure at UE
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0862
	-
	6.6.0
	Rel-6
	Shared public user identities
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0862
	-
	6.6.0
	Rel-6
	Shared public user identities
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050061
	24.229
	0863
	3
	6.6.0
	Rel-6
	Error handling in UE in case of RFC 3524
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0863
	3
	6.6.0
	Rel-6
	Error handling in UE in case of RFC 3524
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050214
	24.229
	0865
	1
	6.6.0
	Rel-6
	Unsubscribe by P-CSCF
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0865
	1
	6.6.0
	Rel-6
	Unsubscribe by P-CSCF
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0866
	1
	6.6.0
	Rel-6
	Protected initial registration
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0866
	1
	6.6.0
	Rel-6
	Protected initial registration
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050059
	24.229
	0869
	1
	5.12.0
	Rel-5
	Port 5060
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0869
	1
	5.12.0
	Rel-5
	Port 5060
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050061
	24.229
	0870
	1
	6.6.0
	Rel-6
	Correction of table A.104A
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0870
	1
	6.6.0
	Rel-6
	Correction of table A.104A
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050059
	24.229
	0871
	1
	6.6.0
	Rel-6
	Port 5060
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0871
	1
	6.6.0
	Rel-6
	Port 5060
	WITHDRAWN
	A
	
	IMS-CCR
	C1

	CP-050064
	24.229
	0872
	2
	6.6.0
	Rel-6
	I-WLAN information for IMS
	APPROVED
	B
	6.7.0
	WLAN
	C1

	CP-050213
	24.229
	0878
	-
	5.12.0
	Rel-5
	Correction Reg-Await-Auth Timer
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0878
	-
	5.12.0
	Rel-5
	Correction Reg-Await-Auth Timer
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0879
	-
	6.6.0
	Rel-6
	Correction Reg-Await-Auth Timer
	WITHDRAWN
	A
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0879
	-
	6.6.0
	Rel-6
	Correction Reg-Await-Auth Timer
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050059
	24.229
	0880
	-
	5.12.0
	Rel-5
	Security Association In P-CSCF
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0880
	-
	5.12.0
	Rel-5
	Security Association In P-CSCF
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050213
	24.229
	0881
	-
	6.6.0
	Rel-6
	Security Association in P-CSCF 
	WITHDRAWN
	A
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0881
	-
	6.6.0
	Rel-6
	Security Association in P-CSCF 
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0885
	2
	5.12.0
	Rel-5
	Handling of P-Associated URI
	withdrawn
	F
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0885
	2
	5.12.0
	Rel-5
	Handling of P-Associated URI header
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0886
	2
	6.6.0
	Rel-6
	Handling of P-Associated URI
	withdrawn
	A
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0886
	2
	6.6.0
	Rel-6
	Handling of P-Associated URI header
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050214
	24.229
	0887
	1
	6.6.0
	Rel-6
	Contact address in REGISTER response
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0887
	1
	6.6.0
	Rel-6
	Contact address in REGISTER response
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050061
	24.229
	0890
	1
	6.6.0
	Rel-6
	P-CSCF Record-Route processing for target refresh requests/responses
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050215
	24.229
	0890
	2
	6.6.0
	Rel-6
	P-CSCF Record-Route processing for target refresh requests/responses
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050059
	24.229
	0891
	2
	6.6.0
	Rel-6
	SIP headers storage for P-CSCF initiated session release
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050215
	24.229
	0891
	2
	6.6.0
	Rel-6
	SIP headers storage for P-CSCF initiated session release
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050061
	24.229
	0892
	-
	6.6.0
	Rel-6
	Completion of status-code tables in SIP profile
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0892
	-
	6.6.0
	Rel-6
	Completion of status-code tables in SIP profile
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050214
	24.229
	0893
	1
	6.6.0
	Rel-6
	AS originated requests on behalf of PSI
	withdrawn
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0893
	1
	6.6.0
	Rel-6
	AS originated requests on behalf of PSI
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0894
	1
	6.6.0
	Rel-6
	Re-registration failure
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0894
	1
	6.6.0
	Rel-6
	Re-registration failure
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050061
	24.229
	0895
	3
	6.6.0
	Rel-6
	UE registration failure because the selected S-CSCF is unreachable
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0895
	3
	6.6.0
	Rel-6
	UE registration failure because the selected S-CSCF is unreachable
	withdrawn
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0896
	1
	6.6.0
	Rel-6
	Routing PSI at terminating side
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050214
	24.229
	0896
	1
	6.6.0
	Rel-6
	Routing of PSI at the terminating side
	withdrawn
	F
	
	IMS2
	C1

	CP-050214
	24.229
	0899
	2
	6.6.0
	Rel-6
	Correction of the references for the integration of resource management procedures
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0899
	2
	6.6.0
	Rel-6
	Correction of the references for the integration of resource management procedures
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050074
	24.229
	0901
	-
	6.6.0
	Rel-7
	MWI RFC3842
	APPROVED
	B
	7.0.0
	FBI
	C1

	CP-050214
	24.229
	0902
	2
	6.6.0
	Rel-6
	Clarification on P-CSCF-intiated call release
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0902
	2
	6.6.0
	Rel-6
	Clarification on P-CSCF-intiated call release
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050075
	24.229
	0905
	1
	6.6.0
	Rel-7
	3xx response and non-SDP bodies handking by proxies
	APPROVED
	B
	7.0.0
	IMSProtoc
	C1

	CP-050059
	24.229
	0906
	2
	5.12.0
	Rel-5
	Clarification to the procedures at the I-CSCF
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0906
	2
	5.12.0
	Rel-5
	Clarification to the procedures at the I-CSCF
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050213
	24.229
	0907
	2
	6.6.0
	Rel-6
	Clarification to the procedures at the I-CSCF
	WITHDRAWN
	A
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0907
	2
	6.6.0
	Rel-6
	Clarification to the procedures at the I-CSCF
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050214
	24.229
	0916
	1
	6.6.0
	Rel-6
	Clarify that S-CSCF shall support Supported and Require headers
	WITHDRAWN
	F
	
	IMS2
	C1

	CP-050061
	24.229
	0916
	1
	6.6.0
	Rel-6
	Clarify that S-CSCF shall support Supported and Require headers
	APPROVED
	F
	6.7.0
	IMS2
	C1

	CP-050213
	24.229
	0917
	1
	5.12.0
	Rel-5
	Call-Id mismatch in the protected REGISTER when reg-await-auth timer is running
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0917
	1
	5.12.0
	Rel-5
	Call-Id mismatch in the protected REGISTER when reg-await-auth timer is running
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050059
	24.229
	0920
	1
	5.12.0
	Rel-5
	Correction of error in the specification of the extension to Authorization header
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0920
	1
	5.12.0
	Rel-5
	Correction of error in the specification of the extension to Authorization header
	WITHDRAWN
	F
	
	IMS-CCR
	C1

	CP-050213
	24.229
	0921
	1
	6.6.0
	Rel-6
	Correction of error in the specification of the extension to Authorization header
	WITHDRAWN
	A
	
	IMS-CCR
	C1

	CP-050059
	24.229
	0921
	1
	6.6.0
	Rel-6
	Correction of error in the specification of the extension to Authorization header
	APPROVED
	A
	6.7.0
	IMS-CCR
	C1

	CP-050059
	24.229
	0922
	-
	5.12.0
	Rel-5
	SIP headers storage for P-CSCF initiated session release
	APPROVED
	F
	5.13.0
	IMS-CCR
	C1

	CP-050213
	24.229
	0922
	-
	5.12.0
	Rel-5
	SIP headers storage for P-CSCF initiated session release
	withdrawn
	F
	
	IMS-CCR
	C1

	CP-050064
	24.234
	0022
	1
	6.2.0
	Rel-6
	Clarifications to network discovery & selection to enable successful inter-operator AAA
	APPROVED
	F
	6.3.0
	WLAN
	C1

	CP-050065
	24.234
	0023
	1
	6.2.0
	Rel-6
	Pointer to new W-APN definition in 24.234
	APPROVED
	F
	6.3.0
	WLAN
	C1

	CP-050064
	24.234
	0024
	1
	6.2.0
	Rel-6
	Revision of definitions
	APPROVED
	F
	6.3.0
	WLAN
	C1

	CP-050064
	24.234
	0025
	1
	6.2.0
	Rel-6
	Limiting of IP sec SA per IKE SA in scenario 3
	APPROVED
	B
	6.3.0
	WLAN
	C1

	CP-050060
	24.247
	0013
	1
	6.1.0
	Rel-6
	List server - sending requests
	APPROVED
	F
	6.2.0
	IMS2
	C1

	CP-050060
	24.247
	0015
	1
	6.1.0
	Rel-6
	Adding of reference TS 26.241 to TS 24.247
	APPROVED
	F
	6.2.0
	IMS2
	C1

	CP-050060
	24.247
	0016
	1
	6.1.0
	Rel-6
	Corrections to Message Session Flows to Align with draft-IETF-simple-message-sessions-10
	APPROVED
	F
	6.2.0
	IMS2
	C1

	RP-050207
	25.101
	0408
	2
	6.7.0
	Rel-6
	UE maximum output power with HS-DPCCH & EDCH
	revised
	F
	
	EDCH-RF
	R4

	RP-050027
	25.101
	0408
	3
	6.7.0
	Rel-6
	UE maximum output power power with HS-DPCCH and E-DCH
	approved
	F
	6.8.0
	EDCH
	R4

	RP-050206
	25.101
	0409
	1
	6.7.0
	Rel-7
	Introduction of UMTS 2.6 GHz requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050213
	25.101
	0410
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050213
	25.101
	0411
	-
	6.7.0
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	6.8.0
	TEI6
	R4

	RP-050211
	25.101
	0412
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of SSDT
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050211
	25.101
	0413
	-
	6.7.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	approved
	C
	6.8.0
	TEI6
	R4

	RP-050216
	25.101
	0414
	1
	5.14.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050216
	25.101
	0415
	-
	6.7.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.8.0
	TEI6
	R4

	RP-050214
	25.101
	0416
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of Tx diversity closed loop mode2
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050214
	25.101
	0417
	-
	6.7.0
	Rel-6
	Feature Clean Up: Removal of Tx diversity closed loop mode2
	approved
	C
	6.8.0
	TEI6
	R4

	RP-050215
	25.101
	0418
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050215
	25.101
	0419
	-
	6.7.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	6.8.0
	TEI6
	R4

	RP-050208
	25.101
	0420
	-
	6.7.0
	Rel-6
	Correction of error in the implementation of CR 368 (in R4-040779) to 25.101
	approved
	F
	6.8.0
	TEI6
	R4

	RP-050202
	25.101
	0424
	1
	5.14.0
	Rel-5
	Clarification to HS-DPCCH time mask requirements
	approved
	F
	5.15.0
	TEI5
	R4

	RP-050202
	25.101
	0425
	1
	6.7.0
	Rel-6
	Clarification to HS-DPCCH time mask requirements
	approved
	A
	6.8.0
	TEI5
	R4

	RP-050205
	25.101
	0430
	-
	6.7.0
	Rel-6
	Specification of enhanced performance requirements type 2
	approved
	B
	6.8.0
	RInImp-HSPerf-10code
	R4

	RP-050208
	25.101
	0431
	-
	6.7.0
	Rel-6
	Addition of DL power control response time
	approved
	F
	6.8.0
	TEI6
	R4

	RP-050203
	25.102
	0147
	-
	5.6.0
	Rel-5
	Correction of parameters for HSDPA fixed reference channel test
	approved
	F
	5.7.0
	TEI5, HSDPA-RF
	R4

	RP-050203
	25.102
	0148
	-
	6.0.0
	Rel-6
	Correction of parameters for HSDPA fixed reference channel test
	approved
	A
	6.1.0
	TEI5, HSDPA-RF
	R4

	RP-050203
	25.102
	0149
	-
	5.6.0
	Rel-5
	Correction of parameters for TDD 1.28 Mcps HSDPA fixed and variable reference channel tests
	approved
	F
	5.7.0
	TEI5, HSDPA-RF
	R4

	RP-050203
	25.102
	0150
	-
	6.0.0
	Rel-6
	Correction of parameters for TDD 1.28 Mcps HSDPA fixed and variable reference channel tests
	approved
	A
	6.1.0
	TEI5, HSDPA-RF
	R4

	RP-050206
	25.104
	0231
	1
	6.8.0
	Rel-7
	Introduction of UMTS 2.6 GHz requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050216
	25.104
	0233
	-
	5.9.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050216
	25.104
	0234
	-
	6.8.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.9.0
	TEI6
	R4

	RP-050211
	25.104
	0235
	-
	5.9.0
	Rel-5
	Feature Clean Up: Removal of SSDT
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050211
	25.104
	0236
	-
	6.8.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	approved
	C
	6.9.0
	TEI6
	R4

	RP-050206
	25.104
	0237
	-
	6.8.0
	Rel-7
	Introduction of UMTS 2.6 GHz adjacent band services
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050206
	25.104
	0238
	-
	6.8.0
	Rel-7
	Introduction of UMTS 2.6 GHz blocking requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050259
	25.104
	0239
	-
	5.9.0
	Rel-5
	Feature Clean-Up for TS25.104, 80 ms TTI
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050259
	25.104
	0240
	-
	6.8.0
	Rel-6
	Feature Clean-Up for TS25.104, 80 ms TTI
	approved
	C
	6.9.0
	TEI6
	R4

	RP-050206
	25.113
	0025
	-
	6.1.0
	Rel-7
	Introduction of UMTS 2.6 GHz requirements in 25.113
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050201
	25.133
	0733
	-
	3.20.0
	R99
	Removing of event triggered reporting testcase in fading A.8.1.4
	approved
	F
	3.21.0
	TEI
	R4

	RP-050253
	25.133
	0734
	1
	6.9.0
	Rel-6
	New requirements Fast L1 Sync
	Approved
	F
	6.10.0
	TEI6
	R4

	RP-050254
	25.133
	0735
	2
	6.9.0
	Rel-6
	New requirements Timing-maintained hard handover
	Approved
	F
	6.10.0
	TEI6
	R4

	RP-050207
	25.133
	0736
	1
	6.9.0
	Rel-6
	E-TFC selection in the UE
	approved
	F
	6.10.0
	EDCH-RF
	R4

	RP-050209
	25.133
	0738
	-
	6.9.0
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.10.0
	RANimp-RABSE-CodeOptFDD
	R4

	RP-050208
	25.133
	0739
	-
	6.9.0
	Rel-6
	Definition of the Reference Cell in case of initial Macro Diversity allocation
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050208
	25.133
	0740
	-
	6.9.0
	Rel-6
	Alignment of Requirements for Inter Frequency Cell Identification Test Case
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050206
	25.133
	0741
	-
	6.9.0
	Rel-7
	Introduction of UMTS2600 requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050208
	25.133
	0742
	-
	6.9.0
	Rel-6
	Correction of CPICH RSCP absolute accuracy condition
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050201
	25.133
	0744
	-
	3.20.0
	R99
	Removal of UTRA carrier RSSI relative accuracy testcase
	approved
	F
	3.21.0
	TEI
	R4

	RP-050201
	25.133
	0745
	-
	4.14.0
	Rel-4
	Removal of UTRA carrier RSSI relative accuracy testcase
	approved
	A
	4.15.0
	TEI
	R4

	RP-050201
	25.133
	0746
	-
	5.14.0
	Rel-5
	Removal of UTRA carrier RSSI relative accuracy testcase
	approved
	A
	5.15.0
	TEI
	R4

	RP-050212
	25.133
	0748
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of Observed time difference to GSM cell
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050212
	25.133
	0749
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of Observed time difference to GSM cell
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050215
	25.133
	0750
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050215
	25.133
	0751
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050216
	25.133
	0752
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050216
	25.133
	0753
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050213
	25.133
	0754
	-
	5.14.0
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	5.15.0
	TEI5
	R4

	RP-050213
	25.133
	0755
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050208
	25.133
	0756
	1
	6.9.0
	Rel-6
	PRACH Burst timing Accuracy
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050204
	25.133
	0757
	3
	5.14.0
	Rel-5
	UE transmitted power measurement report mapping.
	approved
	F
	5.15.0
	TEI5
	R4

	RP-050204
	25.133
	0758
	2
	6.9.0
	Rel-6
	UE transmitted power measurement report mapping.
	approved
	A
	6.10.0
	TEI5
	R4

	RP-050208
	25.133
	0759
	1
	6.9.0
	Rel-6
	Clarification of Test requirements on FDD/FDD Soft Handover test
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050208
	25.133
	0760
	-
	6.9.0
	Rel-6
	Correction of CPICH_RSCP Intra frequency absolute measurement accuracy side conditions for Band III
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050206
	25.141
	0364
	1
	6.9.0
	Rel-7
	Introduction of UMTS 2.6 GHz requirements in 25.141
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050208
	25.141
	0365
	-
	6.9.0
	Rel-6
	Correction of spectrum mask requirements for Bands I and III
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050216
	25.141
	0366
	-
	5.9.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050216
	25.141
	0367
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050211
	25.141
	0368
	-
	5.9.0
	Rel-5
	Feature Clean Up: Removal of SSDT
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050211
	25.141
	0369
	-
	6.9.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050210
	25.141
	0370
	1
	6.9.0
	Rel-6
	Test configuration for BS with integrated Iuant BS Modem
	approved
	F
	6.10.0
	RANimp-TiltAnt
	R4

	RP-050208
	25.141
	0371
	-
	6.9.0
	Rel-6
	Correction for the description of HS-DPCCH requirements
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050206
	25.141
	0373
	-
	6.9.0
	Rel-7
	Introduction of UMTS 2.6 GHz blocking requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050206
	25.141
	0374
	-
	6.9.0
	Rel-7
	Introduction of UMTS 2.6 GHz adjacent band services
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050259
	25.141
	0375
	-
	5.9.0
	Rel-5
	Feature Clean-Up for TS25.141, 80 ms TTI
	approved
	C
	5.10.0
	TEI5
	R4

	RP-050259
	25.141
	0376
	-
	6.9.0
	Rel-6
	Feature Clean-Up for TS25.141, 80 ms TTI
	approved
	C
	6.10.0
	TEI6
	R4

	RP-050250
	25.201
	0020
	-
	5.2.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.3.0
	TEI5
	R1

	RP-050250
	25.201
	0021
	-
	6.1.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.2.0
	TEI6
	R1

	RP-050252
	25.211
	0203
	1
	6.4.0
	Rel-6
	Correction of text on E-RGCH duration
	revised
	F
	
	EDCH-Phys
	R1

	RP-050357
	25.211
	0203
	2
	6.4.0
	Rel-6
	Correction of text on E-RGCH duration
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050250
	25.211
	0204
	1
	5.6.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050250
	25.211
	0205
	1
	6.4.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050248
	25.211
	0206
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050248
	25.211
	0207
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050252
	25.211
	0210
	1
	6.4.0
	Rel-6
	Clarification on EACGH transmission interval
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050256
	25.211
	0211
	2
	6.4.0
	Rel-6
	Clarification on phase reference for downlink channels
	Approved
	F
	6.5.0
	TEI6
	R1

	RP-050252
	25.211
	0212
	1
	6.4.0
	Rel-6
	Clarification on E-DCH timing
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050244
	25.211
	0213
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of SSDT
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050244
	25.211
	0214
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050247
	25.211
	0216
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050247
	25.211
	0217
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050249
	25.211
	0218
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050249
	25.211
	0219
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050246
	25.211
	0220
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050246
	25.211
	0221
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050241
	25.212
	0202
	-
	5.9.0
	Rel-5
	Correction of HSDPA Bit Separation
	Approved
	F
	5.10.0
	HSDPA-Phys
	R1

	RP-050241
	25.212
	0203
	-
	6.4.0
	Rel-6
	Correction of HSDPA Bit Separation
	Approved
	A
	6.5.0
	HSDPA-Phys
	R1

	RP-050252
	25.212
	0204
	2
	6.4.0
	Rel-6
	E-DCH Corrections
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050252
	25.212
	0205
	1
	6.4.0
	Rel-6
	Compressed Mode Operation for the Enhanced Uplink
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050252
	25.212
	0206
	-
	6.4.0
	Rel-6
	E-HICH and E-RGCH serving/non-serving definition clarification
	revised
	F
	
	EDCH-Phys
	R1

	RP-050357
	25.212
	0206
	1
	6.4.0
	Rel-6
	E-HICH and E-RGCH serving/non-serving definition clarification
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050250
	25.212
	0207
	1
	5.9.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.10.0
	TEI5
	R1

	RP-050250
	25.212
	0208
	1
	6.4.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050248
	25.212
	0209
	-
	5.9.0
	Rel-5
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	5.10.0
	TEI5
	R1

	RP-050248
	25.212
	0210
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050243
	25.212
	0211
	1
	5.9.0
	Rel-5
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	Approved
	C
	5.10.0
	TEI5
	R1

	RP-050243
	25.212
	0212
	1
	6.4.0
	Rel-6
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050249
	25.212
	0213
	1
	5.9.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	5.10.0
	TEI5
	R1

	RP-050252
	25.212
	0215
	-
	6.4.0
	Rel-6
	Clarification on E-AGCH bit mapping
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050252
	25.212
	0216
	-
	6.4.0
	Rel-6
	Determination of SF and number of PhCHs considering SF2
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050251
	25.212
	0217
	1
	6.4.0
	Rel-6
	MBMS related corrections
	Approved
	F
	6.5.0
	MBMS-RAN
	R1

	RP-050249
	25.212
	0218
	1
	6.4.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	6.5.0
	TEI6
	R1

	RP-050252
	25.212
	0219
	-
	6.4.0
	Rel-6
	Re-ordering of the E-DPCCH bit mapping
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050252
	25.212
	0220
	-
	6.4.0
	Rel-6
	Coding for E-AGCH
	Approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050252
	25.213
	0074
	2
	6.2.0
	Rel-6
	Power Offset values for E-PDDCH/E-DPCCH
	Approved
	F
	6.3.0
	EDCH-Phys
	R1

	RP-050252
	25.213
	0075
	3
	6.2.0
	Rel-6
	Support of different HARQ profiles
	Approved
	F
	6.3.0
	EDCH-Phys
	R1

	RP-050250
	25.213
	0076
	1
	5.5.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.6.0
	TEI5
	R1

	RP-050250
	25.213
	0077
	2
	6.2.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.3.0
	TEI6
	R1

	RP-050248
	25.213
	0078
	-
	5.5.0
	Rel-5
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	5.6.0
	TEI5
	R1

	RP-050248
	25.213
	0079
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	6.3.0
	TEI6
	R1

	RP-050256
	25.213
	0080
	-
	6.2.0
	Rel-6
	Correction to short scrambling code polynomial
	Approved
	F
	6.3.0
	TEI6
	R1

	RP-050254
	25.214
	0354
	4
	6.5.0
	Rel-6
	Timing Maintained Hard Handover
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050253
	25.214
	0355
	4
	6.5.0
	Rel-6
	Fast L1 DCH synchronization
	Approved
	B
	6.6.0
	TEI6
	R1

	RP-050252
	25.214
	0363
	4
	6.5.0
	Rel-6
	Power control at the maximum power limit
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050373
	25.214
	0365
	1
	5.10.0
	Rel-5
	Correction to computed gain factors quantization
	Rejected
	F
	
	TEI5
	R1

	RP-050373
	25.214
	0366
	1
	6.5.0
	Rel-6
	Correction to computed gain factors quantization
	Rejected
	A
	
	TEI5
	R1

	RP-050252
	25.214
	0372
	4
	6.5.0
	Rel-6
	Support of different HARQ profiles
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050252
	25.214
	0373
	-
	6.5.0
	Rel-6
	Lowest reference E-TFC for the gain factor setting for E-DCH
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050250
	25.214
	0374
	1
	5.10.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050250
	25.214
	0375
	1
	6.5.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050248
	25.214
	0376
	1
	5.10.0
	Rel-5
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050248
	25.214
	0377
	1
	6.5.0
	Rel-6
	Feature Clean Up: Removal of DSCH (FDD mode)
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050333
	25.214
	0378
	1
	6.5.0
	Rel-6
	F-DPCH Downlink Power Control Behaviour in SHO
	Approved
	F
	6.6.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050256
	25.214
	0379
	-
	6.5.0
	Rel-6
	Correction to DL synchronization
	Approved
	F
	6.6.0
	TEI6
	R1

	RP-050252
	25.214
	0380
	3
	6.5.0
	Rel-6
	Clarification on E-DCH timing
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050252
	25.214
	0381
	1
	6.5.0
	Rel-6
	DPCCH gain factor with no DPDCH configured
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050252
	25.214
	0382
	2
	6.5.0
	Rel-6
	Compressed Mode Operation for the Enhanced Uplink
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050244
	25.214
	0383
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of SSDT
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050244
	25.214
	0384
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050247
	25.214
	0386
	1
	5.10.0
	Rel-5
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050247
	25.214
	0387
	1
	6.5.0
	Rel-6
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050249
	25.214
	0388
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050249
	25.214
	0389
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050246
	25.214
	0390
	1
	5.10.0
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	Approved
	C
	5.11.0
	TEI5
	R1

	RP-050246
	25.214
	0391
	1
	6.5.0
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	Approved
	C
	6.6.0
	TEI6
	R1

	RP-050251
	25.214
	0392
	1
	6.5.0
	Rel-6
	Removal of MBMS Rake Combining
	Approved
	F
	6.6.0
	MBMS-RAN
	R1

	RP-050242
	25.214
	0393
	1
	5.10.0
	Rel-5
	HS-DPCCH transmissions on discarding HS-SCCH
	Approved
	F
	5.11.0
	TEI5
	R1

	RP-050242
	25.214
	0394
	1
	6.5.0
	Rel-6
	HS-DPCCH transmissions on discarding HS-SCCH
	Approved
	F
	6.6.0
	TEI6
	R1

	RP-050345
	25.214
	0395
	-
	6.5.0
	Rel-6
	Removal of E-RGCH non-serving radio link set
	Approved
	F
	6.6.0
	EDCH-Phys
	R1

	RP-050250
	25.215
	0160
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050250
	25.215
	0161
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	Approved
	C
	6.3.0
	TEI6
	R1

	RP-050245
	25.215
	0162
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of observed time difference to GSM cell measurement
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050245
	25.215
	0163
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of observed time difference to GSM cell measurement
	Approved
	C
	6.3.0
	TEI6
	R1

	RP-050249
	25.215
	0164
	-
	5.6.0
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	5.7.0
	TEI5
	R1

	RP-050249
	25.215
	0165
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	Approved
	C
	6.3.0
	TEI6
	R1

	RP-050240
	25.221
	0122
	1
	4.7.0
	Rel-4
	Correction to Transmission of SS for 1.28 Mcps TDD
	Approved
	F
	4.8.0
	LCRTDD-Phys
	R1

	RP-050240
	25.221
	0123
	1
	5.5.0
	Rel-5
	Correction to Transmission of SS for 1.28 Mcps TDD
	Approved
	A
	5.6.0
	LCRTDD-Phys
	R1

	RP-050240
	25.221
	0124
	1
	6.3.0
	Rel-6
	Correction to Transmission of SS for 1.28 Mcps TDD
	Approved
	A
	6.4.0
	LCRTDD-Phys
	R1

	RP-050255
	25.221
	0127
	1
	6.3.0
	Rel-6
	Correction to the examples of the association of UL SS commands to UL uplink time slots
	Approved
	F
	6.4.0
	LCRTDD-Phys
	R1

	RP-050239
	25.221
	0128
	1
	4.7.0
	Rel-4
	Correction to transmission of TPC for 1.28 Mcps TDD
	Approved
	F
	4.8.0
	LCRTDD-Phys
	R1

	RP-050239
	25.221
	0129
	1
	5.5.0
	Rel-5
	Correction to transmission of TPC for 1.28 Mcps TDD
	Approved
	A
	5.6.0
	LCRTDD-Phys
	R1

	RP-050239
	25.221
	0130
	1
	6.3.0
	Rel-6
	Correction to transmission of TPC for 1.28 Mcps TDD
	Approved
	A
	6.4.0
	LCRTDD-Phys
	R1

	RP-050255
	25.221
	0133
	1
	6.3.0
	Rel-6
	Correction to the examples of the association of UL TPC commands to UL uplink time slot and CCTrCH pairs
	Approved
	F
	6.4.0
	LCRTDD-Phys
	R1

	RP-050255
	25.224
	0144
	2
	6.4.0
	Rel-6
	Clarification of UpPCH Sub-channel for 1.28 Mcps TDD
	Approved
	F
	6.5.0
	LCRTDD-Phys
	R1

	RP-050308
	25.301
	0076
	-
	5.4.0
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.5.0
	TEI5
	R2

	RP-050308
	25.301
	0077
	-
	6.2.0
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.3.0
	TEI5
	R2

	RP-050309
	25.301
	0078
	-
	5.4.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.5.0
	TEI5
	R2

	RP-050309
	25.301
	0079
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.3.0
	TEI5
	R2

	RP-050318
	25.302
	0152
	-
	6.3.0
	Rel-6
	Correction to the description of RACH transport channel.
	approved
	F
	6.4.0
	TEI6
	R2

	RP-050318
	25.302
	0153
	-
	6.3.0
	Rel-6
	Add physical layer signalling information in the figures of UE’s physical layer model for TDD mode.
	approved
	F
	6.4.0
	TEI6
	R2

	RP-050322
	25.302
	0154
	-
	6.3.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84 Mcps TDD
	approved
	F
	6.4.0
	RANimp-RABSE-CodeOptTDD
	R2

	RP-050306
	25.302
	0155
	-
	5.7.0
	Rel-5
	Feature Clean Up: Removal of observed time difference to GSM cell
	approved
	C
	5.8.0
	TEI5
	R2

	RP-050306
	25.302
	0156
	-
	6.3.0
	Rel-6
	Feature Clean Up: Removal of observed time difference to GSM cell
	approved
	C
	6.4.0
	TEI5
	R2

	RP-050308
	25.302
	0157
	-
	5.7.0
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.8.0
	TEI5
	R2

	RP-050308
	25.302
	0158
	-
	6.3.0
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.4.0
	TEI5
	R2

	RP-050309
	25.302
	0159
	-
	5.7.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.8.0
	TEI5
	R2

	RP-050309
	25.302
	0160
	-
	6.3.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.4.0
	TEI5
	R2

	RP-050311
	25.302
	0161
	-
	5.7.0
	Rel-5
	Feature Clean Up: Removal of DRAC
	approved
	C
	5.8.0
	TEI5
	R2

	RP-050311
	25.302
	0162
	-
	6.3.0
	Rel-6
	Feature Clean Up: Removal of DRAC
	approved
	C
	6.4.0
	TEI5
	R2

	RP-050327
	25.302
	0163
	-
	6.3.0
	Rel-6
	Correction of E-DCH Relative Grants
	approved
	F
	6.4.0
	EUDCH-L23
	R2

	RP-050308
	25.303
	0077
	-
	5.2.0
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.3.0
	TEI5
	R2

	RP-050308
	25.303
	0078
	-
	6.2.0
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.3.0
	TEI5
	R2

	RP-050309
	25.303
	0079
	-
	5.2.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.3.0
	TEI5
	R2

	RP-050309
	25.303
	0080
	-
	6.2.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.3.0
	TEI5
	R2

	RP-050314
	25.304
	0140
	-
	6.5.0
	Rel-6
	Addition of idle mode cell selection due to FLD
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050314
	25.304
	0141
	-
	6.5.0
	Rel-6
	MBMS Frequency Layer Convergence
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050314
	25.304
	0142
	-
	6.5.0
	Rel-6
	Removal of sentences in brackets in 25.304
	approved
	D
	6.6.0
	MBMS-RAN
	R2

	RP-050330
	25.305
	0105
	-
	6.1.0
	Rel-7
	Addition of the U-TDOA location method to the UTRAN
	approved
	B
	7.0.0
	LCS3-UEPos-UTDOA
	R2

	RP-050314
	25.306
	0107
	-
	6.4.1
	Rel-6
	Introduction of MBMS capability Part A and B
	approved
	B
	6.5.0
	MBMS-RAN
	R2

	RP-050305
	25.306
	0108
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050305
	25.306
	0109
	-
	6.4.1
	Rel-6
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050308
	25.306
	0110
	-
	5.10.0
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050308
	25.306
	0111
	-
	6.4.1
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050309
	25.306
	0112
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050309
	25.306
	0113
	-
	6.4.1
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050310
	25.306
	0114
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050310
	25.306
	0115
	-
	6.4.1
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050311
	25.306
	0116
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of DRAC
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050311
	25.306
	0117
	-
	6.4.1
	Rel-6
	Feature Clean Up: Removal of DRAC
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050327
	25.306
	0118
	-
	6.4.1
	Rel-6
	E-DCH L2 Buffer sizes
	approved
	F
	6.5.0
	EUDCH-L23
	R2

	RP-050317
	25.306
	0119
	-
	6.4.1
	Rel-6
	RLC LI Optimization for VoiP
	approved
	B
	6.5.0
	TEI6
	R2

	RP-050326
	25.309
	0006
	3
	6.2.0
	Rel-6
	Introduction of resource management considerations and refinement of the scheduling mechanism
	approved
	F
	6.3.0
	EUDCH-L23
	R2

	RP-050301
	25.321
	0206
	-
	5.10.0
	Rel-5
	Correction of HSDPA state variable
	approved
	F
	5.11.0
	HSDPA-L23
	R2

	RP-050301
	25.321
	0207
	-
	6.4.0
	Rel-6
	Correction of HSDPA state variable
	approved
	A
	6.5.0
	HSDPA-L23
	R2

	RP-050319
	25.321
	0208
	-
	6.4.0
	Rel-6
	Corrections to the description of TCTF field
	approved
	F
	6.5.0
	TEI6
	R2

	RP-050301
	25.321
	0209
	-
	5.10.0
	Rel-5
	Reconfiguration of MAC-hs parameters
	approved
	F
	5.11.0
	HSDPA-L23
	R2

	RP-050301
	25.321
	0210
	-
	6.4.0
	Rel-6
	Reconfiguration of MAC-hs parameters
	approved
	A
	6.5.0
	HSDPA-L23
	R2

	RP-050308
	25.321
	0211
	-
	5.10.0
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050308
	25.321
	0212
	-
	6.4.0
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050309
	25.321
	0213
	-
	5.10.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.11.0
	TEI5
	R2

	RP-050309
	25.321
	0214
	-
	6.4.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.5.0
	TEI5
	R2

	RP-050323
	25.321
	0215
	-
	6.4.0
	Rel-6
	HS-DSCH Provided Bit Rate measurement per Cell Portion
	approved
	B
	6.5.0
	RANimp-BFE
	R2

	RP-050327
	25.321
	0216
	-
	6.4.0
	Rel-6
	Additional text on EUL in MAC specification
	revised
	F
	
	EUDCH-L23
	R2

	RP-050351
	25.321
	0216
	1
	6.4.0
	Rel-6
	Additional text on EUL in MAC specification
	revised
	F
	
	EUDCH
	R2

	RP-050375
	25.321
	0216
	2
	6.4.0
	Rel-6
	Additional text on EUL in MAC specification
	approved
	F
	6.5.0
	EUDCH
	R2

	RP-050319
	25.322
	0272
	-
	6.3.0
	Rel-6
	Correction on actions taken Upon reception of an duplicated AMD PDU within the reception window
	approved
	F
	6.4.0
	TEI6
	R2

	RP-050315
	25.322
	0273
	-
	6.3.0
	Rel-6
	Clarification on a Transmitter Constraint
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050319
	25.322
	0274
	-
	6.3.0
	Rel-6
	Reconfiguration of RLC parameters by upper layers may lead to Logic inconsistency of state variable VrH
	approved
	F
	6.4.0
	TEI6
	R2

	RP-050302
	25.322
	0275
	-
	5.10.0
	Rel-5
	Erroneous Sequence Number definition
	approved
	F
	5.11.0
	TEI5
	R2

	RP-050302
	25.322
	0276
	-
	6.3.0
	Rel-6
	Erroneous Sequence Number definition
	approved
	A
	6.4.0
	TEI5
	R2

	RP-050319
	25.322
	0277
	-
	6.3.0
	Rel-6
	Selecting a PDU to transmit a poll
	approved
	F
	6.4.0
	TEI6
	R2

	RP-050319
	25.322
	0278
	-
	6.3.0
	Rel-6
	Support for out-of-sequence PDUs in RLC-UM
	approved
	B
	6.4.0
	RInImp, RlnImp-IMSRealTime
	R2

	RP-050315
	25.322
	0279
	1
	6.3.0
	Rel-6
	Clarification of the "Out of sequence SDU delivery"
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050317
	25.322
	0280
	-
	6.3.0
	Rel-6
	RLC LI Optimization for VoIP
	approved
	B
	6.4.0
	TEI6
	R2

	RP-050315
	25.322
	0281
	-
	6.3.0
	Rel-6
	Correction to Out Of Sequence Delivery
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050315
	25.322
	0282
	-
	6.3.0
	Rel-6
	Clarification on operations when UE MCCH RLC entity is re-established and OSD_Window_Size is reconfigured
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050315
	25.323
	0060
	1
	6.1.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.2.0
	MBMS-RAN
	R2

	RP-050303
	25.323
	0061
	2
	5.3.0
	Rel-5
	Target mode for ROHC operation
	approved
	C
	5.4.0
	RANimp-RABSE
	R2

	RP-050303
	25.323
	0062
	2
	6.1.0
	Rel-6
	Target mode for ROHC operation
	approved
	C
	6.2.0
	RANimp-RABSE
	R2

	RP-050303
	25.323
	0063
	-
	5.3.0
	Rel-5
	Performance testing of ROHC
	approved
	F
	5.4.0
	RANimp-RABSE
	R2

	RP-050303
	25.323
	0064
	-
	6.1.0
	Rel-6
	Performance testing of ROHC
	approved
	A
	6.2.0
	RANimp-RABSE
	R2

	RP-050319
	25.324
	0025
	-
	6.2.0
	Rel-6
	Clarification of RLC concatenation procedure with BMC
	approved
	F
	6.3.0
	TEI6
	R2

	RP-050253
	25.331
	2539
	3
	6.5.0
	Rel-6
	Faster L1 DCH synchronization
	Approved
	B
	6.6.0
	TEI6
	R2

	RP-050320
	25.331
	2541
	1
	6.5.0
	Rel-6
	Removal of unnecessary Start values
	approved
	C
	6.6.0
	TEI6
	R2

	RP-050329
	25.331
	2542
	-
	6.5.0
	Rel-6
	Merged CR alignement w.r.t. network sharing functionality
	approved
	F
	6.6.0
	NTShar-UTRANEnh
	R2

	RP-050302
	25.331
	2544
	-
	5.12.1
	Rel-5
	Timing Reinitialized Handover & Radio Link Timing Adjustment
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2545
	-
	6.5.0
	Rel-6
	Timing Reinitialized Handover & Radio Link Timing Adjustment
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050302
	25.331
	2546
	-
	5.12.1
	Rel-5
	Addition of omitted IE “report criteria” in MEASUREMENT CONTROL message “modify” command
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2547
	-
	6.5.0
	Rel-6
	Addition of omitted IE “report criteria” in MEASUREMENT CONTROL message “modify” command
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050316
	25.331
	2548
	2
	6.5.0
	Rel-6
	Miscellaneous MBMS corrections (set II)
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2549
	1
	6.5.0
	Rel-6
	Correction to MBMS notification procedure
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2550
	1
	6.5.0
	Rel-6
	FACH Measurement Occasion when UE receives MBMS
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2551
	-
	6.5.0
	Rel-6
	Frequency layer dispersion
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050303
	25.331
	2552
	2
	5.12.1
	Rel-5
	Signalling of target mode for ROHC operation
	approved
	C
	5.13.0
	RANimp-RABSE
	R2

	RP-050303
	25.331
	2553
	2
	6.5.0
	Rel-6
	Signalling of target mode for ROHC operation
	approved
	C
	6.6.0
	RANimp-RABSE
	R2

	RP-050320
	25.331
	2554
	2
	6.5.0
	Rel-6
	Introduction of inter-frequency RACH measurement reporting
	approved
	B
	6.6.0
	TEI6
	R2

	RP-050324
	25.331
	2555
	-
	6.5.0
	Rel-6
	Closed-Loop Power Control Improvements for 1.28 Mcps TDD – ASN1 Corrections
	approved
	F
	6.6.0
	LCRTDD-L23
	R2

	RP-050322
	25.331
	2556
	-
	6.5.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84 Mcps TDD – Setting of Dhs-sync
	approved
	F
	6.6.0
	RANimp-RABSE-CodeOPTTDD
	R2

	RP-050320
	25.331
	2557
	1
	6.5.0
	Rel-6
	Correction to the Amount of Reporting
	approved
	F
	6.6.0
	RInImp
	R2

	RP-050320
	25.331
	2558
	-
	6.5.0
	Rel-6
	Measurement report message definition when Inter-RAT cell info indication is used
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050320
	25.331
	2559
	-
	6.5.0
	Rel-6
	Direct transition to DCH
	revised
	C
	
	TEI6
	R2

	RP-050316
	25.331
	2560
	1
	6.5.0
	Rel-6
	Addition of the number of MBMS Neighbour Cell PTM Information messages to the MBMS Modified Services Information message.
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2561
	1
	6.5.0
	Rel-6
	Addition of MBMS counting for UEs in Cell_PCH and Cell_FACH states and addition of UE requested p-t-p bearer establishment
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050320
	25.331
	2562
	-
	6.5.0
	Rel-6
	Introduction of IE “RB information to reconfigure” in RB SETUP, RB RELEASE messages
	approved
	B
	6.6.0
	TEI6
	R2

	RP-050320
	25.331
	2564
	-
	6.5.0
	Rel-6
	Including HS-DSCH serving cell change in ASU
	approved
	B
	6.6.0
	TEI6
	R2

	RP-050323
	25.331
	2565
	-
	6.5.0
	Rel-6
	radio bearer release F-DPCH asn1
	approved
	F
	6.6.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-050320
	25.331
	2566
	1
	6.5.0
	Rel-6
	Detection of Activation CFN wraparound in the UE during HS-DSCH cell change
	approved
	C
	6.6.0
	TEI6
	R2

	RP-050304
	25.331
	2567
	-
	5.12.1
	Rel-5
	Correction to handling of keys at inter-RAT handover
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050304
	25.331
	2568
	-
	6.5.0
	Rel-6
	Correction to handling of keys at inter-RAT handover
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050302
	25.331
	2571
	-
	5.12.1
	Rel-5
	CTFC calculation for DCH
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2572
	-
	6.5.0
	Rel-6
	CTFC calculation for DCH
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050302
	25.331
	2573
	-
	5.12.1
	Rel-5
	Default RB identity in IE 'Signalling RB information to setup'
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2574
	-
	6.5.0
	Rel-6
	Default RB identity in IE 'Signalling RB information to setup'
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050302
	25.331
	2575
	-
	5.12.1
	Rel-5
	Default configuration 13
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2576
	-
	6.5.0
	Rel-6
	Default configuration 13
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050320
	25.331
	2577
	-
	6.5.0
	Rel-6
	UE L3 requirements for HS-DSCH mobility
	approved
	C
	6.6.0
	TEI6
	R2

	RP-050320
	25.331
	2579
	-
	6.5.0
	Rel-6
	Support for out-of-sequence PDUs in RLC-UM
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050359
	25.331
	2579
	2
	6.5.0
	Rel-6
	Support for out-of-sequence PDUs in RLC-UM
	revised
	B
	
	TEI6
	R2

	RP-050374
	25.331
	2579
	3
	6.5.0
	Rel-6
	Support for out-of-sequence PDUs in RLC-UM
	approved
	B
	6.6.0
	TEI6
	R2

	RP-050305
	25.331
	2580
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050305
	25.331
	2581
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050306
	25.331
	2582
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of observed time difference to GSM cell
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050306
	25.331
	2583
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of observed time difference to GSM cell
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050307
	25.331
	2584
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of SSDT
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050307
	25.331
	2585
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of SSDT
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050308
	25.331
	2586
	-
	5.12.1
	Rel-5
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050308
	25.331
	2587
	-
	6.5.0
	Rel-6
	Feature Clean-up: Removal of DSCH (FDD)
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050309
	25.331
	2588
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050309
	25.331
	2589
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050310
	25.331
	2590
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050310
	25.331
	2591
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of dedicated pilot as sole phase reference
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050311
	25.331
	2592
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of DRAC
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050311
	25.331
	2593
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of DRAC
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050312
	25.331
	2594
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050312
	25.331
	2595
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of TX diversity closed loop mode 2
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050313
	25.331
	2596
	-
	5.12.1
	Rel-5
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	5.13.0
	TEI5
	R2

	RP-050313
	25.331
	2597
	-
	6.5.0
	Rel-6
	Feature Clean Up: Removal of Compressed mode by puncturing
	approved
	C
	6.6.0
	TEI5
	R2

	RP-050327
	25.331
	2598
	2
	6.5.0
	Rel-6
	Alignment of EUDCH RRC Stage-3 to Stage-2 status, including handling of 2 E-RNTIs
	approved
	F
	6.6.0
	EUDCH-L23
	R2

	RP-050336
	25.331
	2599
	-
	6.5.0
	Rel-6
	Radio link failure in F-DPCH
	approved
	F
	6.6.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-050323
	25.331
	2600
	1
	6.5.0
	Rel-6
	Setting up F-DPCH and E-DCH in RRC connection setup
	approved
	B
	6.6.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-050316
	25.331
	2601
	1
	6.5.0
	Rel-6
	Validity of PtM configurations
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050321
	25.331
	2602
	-
	6.5.0
	Rel-6
	CCCH message enhancements
	revised
	F
	6.6.0
	TEI6
	R2

	RP-050392
	25.331
	2602
	1
	6.5.0
	Rel-6
	CCCH message enhancements
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050320
	25.331
	2604
	-
	6.5.0
	Rel-6
	Quality measurement corrections
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050328
	25.331
	2605
	-
	6.5.0
	Rel-6
	Clean-up of R6 ASN.1 leftovers
	approved
	F
	6.6.0
	TEI5, NTShar-UTRANEnh, UMTS900, UMTS2600, EUDCH-L23, LCRTDD-L23, MBMS-RAN
	R2

	RP-050302
	25.331
	2606
	1
	5.12.1
	Rel-5
	UE behaviour for DCH SIR target setting for Downlink power control
	revised
	F
	
	TEI5
	R2

	RP-050346
	25.331
	2606
	2
	5.12.1
	Rel-5
	UE behaviour for DCH SIR target setting for Downlink power control
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050302
	25.331
	2607
	1
	6.5.0
	Rel-6
	UE behaviour for DCH SIR target setting for Downlink power control
	revised
	A
	
	TEI5
	R2

	RP-050346
	25.331
	2607
	2
	6.5.0
	Rel-6
	UE behaviour for DCH SIR target setting for Downlink power control
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050317
	25.331
	2608
	-
	6.5.0
	Rel-6
	RLC LI Optimization for VoiP
	approved
	B
	6.6.0
	TEI6
	R2

	RP-050316
	25.331
	2609
	2
	6.5.0
	Rel-6
	Introduction of an S-CCPCH power offset difference in order to improve cell selection for soft and selective combining
	approved
	C
	6.6.0
	MBMS-RAN
	R2

	RP-050320
	25.331
	2610
	-
	6.5.0
	Rel-6
	Erroneous implementation of CR#2501 in RRC specification v6.5.0.
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050329
	25.331
	2611
	-
	6.5.0
	Rel-6
	Correction to network sharing
	approved
	F
	6.6.0
	NTShar-UTRANEnh
	R2

	RP-050316
	25.331
	2613
	-
	6.5.0
	Rel-6
	MBMS asn1 issues
	approved
	B
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2614
	-
	6.5.0
	Rel-6
	SCCPCH timing offset information for FDD MBMS soft combining
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050316
	25.331
	2615
	-
	6.5.0
	Rel-6
	MBMS corrections on signalling optimization
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050314
	25.346
	0016
	-
	6.4.0
	Rel-6
	FLD scenario clarifications
	approved
	F
	6.5.0
	MBMS-RAN
	R2

	RP-050314
	25.346
	0018
	-
	6.4.0
	Rel-6
	Handling the validity of the MBMS session Id
	approved
	F
	6.5.0
	MBMS-RAN
	R2

	RP-050225
	25.401
	0096
	-
	5.9.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.10.0
	TEI5
	R3

	RP-050225
	25.401
	0097
	-
	6.5.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050222
	25.401
	0098
	-
	5.9.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.10.0
	TEI5
	R3

	RP-050222
	25.401
	0099
	-
	6.5.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050222
	25.402
	0047
	-
	5.3.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.4.0
	TEI5
	R3

	RP-050222
	25.402
	0048
	-
	6.2.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.3.0
	TEI5
	R3

	RP-050228
	25.402
	0050
	1
	6.2.0
	Rel-6
	Synchronisation for MBMS p-t-m Transmissions from Multiple Cells (Simulcast)
	approved
	C
	6.3.0
	MBMS-RAN
	R3

	RP-050234
	25.410
	0063
	-
	6.2.0
	Rel-6
	Correction of M3UA references
	approved
	F
	6.3.0
	TEI6
	R3

	RP-050234
	25.412
	0019
	-
	6.1.0
	Rel-6
	Correction of M3UA references
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050227
	25.413
	0741
	-
	6.5.0
	Rel-6
	MBMS Session Duration IE
	approved
	F
	6.6.0
	MBMS-RAN
	R3

	RP-050229
	25.413
	0742
	1
	6.5.0
	Rel-6
	Addition of E-DCH MAC-d Flow ID in transparent Container
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050233
	25.413
	0743
	1
	6.5.0
	Rel-6
	Correction to the RANAP in Iu-Flex Paging without TMSI.
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050227
	25.413
	0745
	2
	6.5.0
	Rel-6
	Enhancement for MBMS SESSION START message
	approved
	F
	6.6.0
	MBMS-RAN
	R3

	RP-050233
	25.413
	0747
	1
	6.5.0
	Rel-6
	Presence information for RAC in Target ID towards PS domain
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050217
	25.413
	0748
	-
	5.11.0
	Rel-5
	Correction of CR729
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050217
	25.413
	0749
	-
	6.5.0
	Rel-6
	Correction of CR729
	approved
	A
	6.6.0
	TEI5
	R3

	RP-050227
	25.413
	0750
	1
	6.5.0
	Rel-6
	Correction of MBMS figure title
	approved
	F
	6.6.0
	MBMS-RAN
	R3

	RP-050236
	25.413
	0752
	-
	6.5.0
	Rel-6
	Release after rerouting attempt
	approved
	F
	6.6.0
	NTShar-UTRANEnh
	R3

	RP-050236
	25.413
	0753
	-
	6.5.0
	Rel-6
	No Relocation during MOCN Rerouting
	approved
	F
	6.6.0
	NTShar-UTRANEnh
	R3

	RP-050217
	25.413
	0762
	-
	5.11.0
	Rel-5
	Correction of Cell Load Information Group
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050217
	25.413
	0763
	-
	6.5.0
	Rel-6
	Correction of Cell Load Information Group
	approved
	A
	6.6.0
	TEI5
	R3

	RP-050233
	25.413
	0768
	-
	6.5.0
	Rel-6
	Correction of queuing at relocation
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050232
	25.414
	0086
	-
	6.2.0
	Rel-6
	Coding of IP address in RANAP, RNSAP and NBAP messages
	approved
	F
	6.3.0
	ETRAN-iptrans
	R3

	RP-050234
	25.420
	0048
	1
	6.3.0
	Rel-6
	Correction to the initiation of release of the SCCP connection
	approved
	F
	6.4.0
	TEI6
	R3

	RP-050225
	25.420
	0049
	-
	5.2.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.3.0
	TEI5
	R3

	RP-050225
	25.420
	0050
	-
	6.3.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.4.0
	TEI5
	R3

	RP-050222
	25.420
	0053
	-
	5.2.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.3.0
	TEI5
	R3

	RP-050222
	25.420
	0054
	-
	6.3.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.4.0
	TEI5
	R3

	RP-050234
	25.422
	0016
	-
	6.0.0
	Rel-6
	Correction of M3UA references
	approved
	F
	6.1.0
	TEI6
	R3

	RP-050254
	25.423
	1042
	3
	6.5.0
	Rel-6
	Timing maintained hard HO
	approved
	C
	6.6.0
	TEI6
	R3

	RP-050217
	25.423
	1045
	1
	5.13.0
	Rel-5
	Correction to the RL Reconf for serving HS-DSCH cell change
	approved
	F
	5.14.0
	HSDPA-IubIur
	R3

	RP-050217
	25.423
	1046
	1
	6.5.0
	Rel-6
	Correction to the RL Reconf for serving HS-DSCH cell change
	approved
	A
	6.6.0
	HSDPA-IubIur
	R3

	RP-050233
	25.423
	1050
	-
	6.5.0
	Rel-6
	Proposed CR to 25.423 [Rel-6] on some IEs with SatID
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050233
	25.423
	1051
	-
	6.5.0
	Rel-6
	Correction to the on demand mesurement with no DPCH ID in the dedicated measurement procedure for TDD
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050236
	25.423
	1052
	3
	6.5.0
	Rel-6
	Revision to HARQ Preamble Mode support
	approved
	F
	6.6.0
	RANimp-RABSE-ACKNACK
	R3

	RP-050223
	25.423
	1056
	1
	5.13.0
	Rel-5
	Feature Cleanup: Removal of DRAC
	rejected
	C
	5.14.0
	TEI5
	R3

	RP-050223
	25.423
	1057
	1
	6.5.0
	Rel-6
	Feature Cleanup: Removal of DRAC
	rejected
	C
	6.6.0
	TEI5
	R3

	RP-050225
	25.423
	1058
	-
	5.13.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050225
	25.423
	1059
	-
	6.5.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050229
	25.423
	1060
	1
	6.5.0
	Rel-6
	E-DCH general corrections and improvements
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050224
	25.423
	1064
	1
	5.13.0
	Rel-5
	Feature clean-up: Removal of Compressed mode by puncturing
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050224
	25.423
	1065
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of Compressed mode by puncturing
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050221
	25.423
	1066
	1
	5.13.0
	Rel-5
	Feature clean-up: Removal of Tx diversity closed loop mode2
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050221
	25.423
	1067
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of Tx diversity closed loop mode2
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050222
	25.423
	1068
	1
	5.13.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050222
	25.423
	1069
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050218
	25.423
	1070
	1
	5.13.0
	Rel-5
	Feature Clean-up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050218
	25.423
	1071
	1
	6.5.0
	Rel-6
	Feature Clean-up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050220
	25.423
	1072
	-
	5.13.0
	Rel-5
	Feature Clean-up: Removal of Support of dedicated pilot as sole phase reference
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050220
	25.423
	1073
	-
	6.5.0
	Rel-6
	Feature Clean-up: Removal of Support of dedicated pilot as sole phase reference
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050219
	25.423
	1074
	1
	5.13.0
	Rel-5
	Feature Clean-up: Removal of SSDT
	approved
	C
	5.14.0
	TEI5
	R3

	RP-050219
	25.423
	1075
	1
	6.5.0
	Rel-6
	Feature Clean-up: Removal of SSDT
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050229
	25.423
	1076
	1
	6.5.0
	Rel-6
	Correction on E-RGCH Sequence Signature
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050230
	25.423
	1077
	1
	6.5.0
	Rel-6
	Introduction of Bundling Feature
	approved
	B
	6.6.0
	EDCH-IurIub
	R3

	RP-050229
	25.423
	1078
	1
	6.5.0
	Rel-6
	Alignment of RNSAP with latest status of EUDCH stage 2 (TS 25.309) and RRC (TS 25.331)
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050235
	25.423
	1080
	1
	6.5.0
	Rel-6
	Congestion control for HSDPA
	approved
	B
	6.6.0
	TEI6
	R3

	RP-050228
	25.423
	1081
	-
	6.5.0
	Rel-6
	Direct Information Transfer for MBMS purposes
	approved
	B
	6.6.0
	MBMS-RAN
	R3

	RP-050234
	25.424
	0029
	1
	6.1.0
	Rel-6
	Correction to the initiation of the release of an AAL2 connection
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050225
	25.424
	0030
	-
	5.4.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050225
	25.424
	0031
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050222
	25.424
	0032
	-
	5.4.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050222
	25.424
	0033
	-
	6.1.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050234
	25.425
	0093
	-
	6.1.0
	Rel-6
	Correction to the range of TDD parameter in RACH DATA FRAME
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050225
	25.425
	0094
	-
	5.7.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.8.0
	TEI5
	R3

	RP-050225
	25.425
	0095
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050222
	25.425
	0096
	-
	5.7.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.8.0
	TEI5
	R3

	RP-050222
	25.425
	0097
	-
	6.1.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050235
	25.425
	0098
	1
	6.1.0
	Rel-6
	Iub/Iur Enhancement for HS-DSCH Related to RLC Reset
	approved
	B
	6.2.0
	TEI6
	R3

	RP-050235
	25.425
	0099
	1
	6.1.0
	Rel-6
	Transport Network CongestionDetection and Control
	approved
	B
	6.2.0
	TEI6
	R3

	RP-050232
	25.426
	0046
	-
	6.3.0
	Rel-6
	Coding of IP address in RANAP, RNSAP and NBAP messages
	approved
	F
	6.4.0
	ETRAN-iptrans
	R3

	RP-050234
	25.426
	0048
	-
	6.3.0
	Rel-6
	Correction of M3UA references
	approved
	F
	6.4.0
	TEI6
	R3

	RP-050234
	25.427
	0103
	-
	6.2.0
	Rel-6
	Correction to the range of TDD parameter in RX TIMING DEVIATION [3.84Mcps TDD] FRAME
	approved
	F
	6.3.0
	TEI6
	R3

	RP-050229
	25.427
	0104
	1
	6.2.0
	Rel-6
	Support for HARQ Retransmission and Failure Indication
	approved
	F
	6.3.0
	EDCH-IurIub
	R3

	RP-050229
	25.427
	0105
	-
	6.2.0
	Rel-6
	Clarification of the use of CFN for Enhanced Uplink
	approved
	F
	6.3.0
	EDCH-IurIub
	R3

	RP-050229
	25.427
	0106
	-
	6.2.0
	Rel-6
	Removing the abbreviation SFN for Subframe Number
	approved
	F
	6.3.0
	EDCH-IurIub
	R3

	RP-050222
	25.427
	0107
	1
	5.4.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050222
	25.427
	0108
	1
	6.2.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.3.0
	TEI5
	R3

	RP-050229
	25.427
	0109
	1
	6.2.0
	Rel-6
	Transport Network CongestionDetection and Control
	approved
	F
	6.3.0
	EDCH-IurIub
	R3

	RP-050225
	25.430
	0060
	-
	5.4.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050225
	25.430
	0061
	-
	6.4.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.5.0
	TEI5
	R3

	RP-050222
	25.430
	0062
	-
	5.4.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050222
	25.430
	0063
	-
	6.4.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.5.0
	TEI5
	R3

	RP-050254
	25.433
	1088
	3
	6.5.0
	Rel-6
	Timing maintained hard HO
	approved
	C
	6.6.0
	TEI6
	R3

	RP-050236
	25.433
	1091
	-
	6.5.0
	Rel-6
	Addition of SIB5bis in IB Type
	approved
	F
	6.6.0
	RlnImp-UMTS1721
	R3

	RP-050233
	25.433
	1094
	-
	6.5.0
	Rel-6
	Proposed CR to 25.433 [Rel-6] on some IEs with SatID
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050233
	25.433
	1095
	-
	6.5.0
	Rel-6
	Correction to the on demand mesurement with no DPCH ID in the dedicated measurement procedure for TDD
	approved
	F
	6.6.0
	TEI6
	R3

	RP-050236
	25.433
	1096
	3
	6.5.0
	Rel-6
	Revision to HARQ Preamble Mode support
	approved
	F
	6.6.0
	RANimp-RABSE-ACKNACK
	R3

	RP-050225
	25.433
	1098
	2
	5.12.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050225
	25.433
	1099
	2
	6.5.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050229
	25.433
	1100
	1
	6.5.0
	Rel-6
	E-DCH general corrections and improvements
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050229
	25.433
	1103
	2
	6.5.0
	Rel-6
	E-DCH Capacity Consumption Law
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050229
	25.433
	1106
	2
	6.5.0
	Rel-6
	E-DCH diversity control
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050229
	25.433
	1107
	2
	6.5.0
	Rel-6
	E-DCH: Provided bit-rate per logical channel priority measurement 
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050229
	25.433
	1108
	1
	6.5.0
	Rel-6
	E-DCH Maximum Received Total Wide Band Power
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050224
	25.433
	1109
	1
	5.12.0
	Rel-5
	Feature clean-up: Removal of Compressed mode by puncturing
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050224
	25.433
	1110
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of Compressed mode by puncturing
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050221
	25.433
	1111
	1
	5.12.0
	Rel-5
	Feature clean-up: Removal of Tx diversity closed loop mode2
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050221
	25.433
	1112
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of Tx diversity closed loop mode2
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050222
	25.433
	1113
	1
	5.12.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050222
	25.433
	1114
	1
	6.5.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050218
	25.433
	1115
	1
	5.12.0
	Rel-5
	Feature Clean-up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050218
	25.433
	1116
	1
	6.5.0
	Rel-6
	Feature Clean-up: Removal of 80 ms TTI for DCH for all other cases but when the UE supports SF512
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050220
	25.433
	1117
	-
	5.12.0
	Rel-5
	Feature Clean-up: Removal of Support of dedicated pilot as sole phase reference
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050220
	25.433
	1118
	-
	6.5.0
	Rel-6
	Feature Clean-up: Removal of Support of dedicated pilot as sole phase reference
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050219
	25.433
	1119
	1
	5.12.0
	Rel-5
	Feature Clean-up: Removal of SSDT
	approved
	C
	5.13.0
	TEI5
	R3

	RP-050219
	25.433
	1120
	1
	6.5.0
	Rel-6
	Feature Clean-up: Removal of SSDT
	approved
	C
	6.6.0
	TEI5
	R3

	RP-050229
	25.433
	1121
	1
	6.5.0
	Rel-6
	Correction on E-RGCH Sequence Signature
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050230
	25.433
	1122
	1
	6.5.0
	Rel-6
	Introduction of Bundling Feature
	approved
	B
	6.6.0
	EDCH-IurIub
	R3

	RP-050228
	25.433
	1124
	1
	6.5.0
	Rel-6
	Synchronisation for MBMS p-t-m Transmissions from Multiple Cells (Simulcast)
	approved
	C
	6.6.0
	MBMS-RAN
	R3

	RP-050229
	25.433
	1125
	1
	6.5.0
	Rel-6
	Alignment of NBAP with latest status of EUDCH stage 2 (TS 25.309) and RRC (TS 25.331)
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-050225
	25.434
	0031
	-
	5.4.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050225
	25.434
	0032
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050232
	25.434
	0034
	-
	6.1.0
	Rel-6
	Coding of IP address in RANAP, RNSAP and NBAP messages
	approved
	F
	6.2.0
	ETRAN-iptrans
	R3

	RP-050222
	25.434
	0035
	-
	5.4.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.5.0
	TEI5
	R3

	RP-050222
	25.434
	0036
	-
	6.1.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050234
	25.435
	0136
	-
	6.1.0
	Rel-6
	Correction to the range of TDD parameter in RACH DATA FRAME
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050225
	25.435
	0137
	-
	5.7.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.8.0
	TEI5
	R3

	RP-050225
	25.435
	0138
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050222
	25.435
	0139
	1
	5.7.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.8.0
	TEI5
	R3

	RP-050222
	25.435
	0140
	1
	6.1.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050235
	25.435
	0141
	1
	6.1.0
	Rel-6
	Iub/Iur Enhancement for HS-DSCH Related to RLC Reset
	approved
	B
	6.2.0
	TEI6
	R3

	RP-050235
	25.435
	0142
	1
	6.1.0
	Rel-6
	Transport Network CongestionDetection and Control
	approved
	B
	6.2.0
	TEI6
	R3

	RP-050217
	25.450
	0004
	-
	5.1.0
	Rel-5
	Correction on use of SCCP connection for information exchange
	approved
	F
	5.2.0
	TEI5
	R3

	RP-050217
	25.450
	0005
	-
	6.0.0
	Rel-6
	Correction on use of SCCP connection for information exchange
	approved
	A
	6.1.0
	TEI5
	R3

	RP-050217
	25.453
	0081
	1
	5.10.0
	Rel-5
	Correction of deletion of Information Exchange Context
	approved
	F
	5.11.0
	TEI5
	R3

	RP-050217
	25.453
	0082
	2
	6.8.0
	Rel-6
	Correction of deletion of Information Exchange Context
	approved
	A
	6.9.0
	TEI5
	R3

	RP-050237
	25.461
	0013
	1
	6.2.0
	Rel-6
	DC power on sequence
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.461
	0015
	-
	6.2.0
	Rel-6
	BS Modem and RET Modem Filtering
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.461
	0016
	-
	6.2.0
	Rel-6
	BS Modem and RET modem spectrum emission mode
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.461
	0017
	-
	6.2.0
	Rel-6
	BS modem and RET modem return loss at modem frequency
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.461
	0018
	-
	6.2.0
	Rel-6
	Time delay clarification
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050226
	25.461
	0019
	-
	6.2.0
	Rel-7
	Introduction of UMTS2600 requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R3

	RP-050237
	25.463
	0031
	-
	6.2.0
	Rel-6
	Antenna Set Device Data
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0032
	-
	6.2.0
	Rel-6
	Editorial Corrections to 25.463
	approved
	D
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050226
	25.463
	0034
	-
	6.2.0
	Rel-7
	Introduction of UMTS 2.6 GHz frequency band definition
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R3

	RP-050237
	25.463
	0035
	-
	6.2.0
	Rel-6
	Clarification of Tilt
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0036
	-
	6.2.0
	Rel-6
	Definition of "empty string"
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0037
	-
	6.2.0
	Rel-6
	Improvement of Annex B
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050238
	25.463
	0038
	-
	6.2.0
	Rel-6
	Vendor specific procedure
	approved
	B
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0039
	2
	6.2.0
	Rel-6
	Set Tilt Correction
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0043
	3
	6.2.0
	Rel-6
	Parallel procedure handling
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050237
	25.463
	0048
	-
	6.2.0
	Rel-6
	Forward and backward compatibility clarification 
	approved
	F
	6.3.0
	RANimp-TiltAnt
	R3

	RP-050307
	25.922
	0032
	-
	6.0.1
	Rel-6
	Feature Clean Up: Removal of SSDT
	approved
	C
	6.1.0
	TEI5
	R2

	RP-050217
	25.931
	0026
	1
	5.1.0
	Rel-5
	HS-DSCH Mobility procedures
	approved
	F
	5.2.0
	TEI5
	R3

	RP-050217
	25.931
	0027
	1
	6.1.0
	Rel-6
	HS-DSCH Mobility procedures
	approved
	A
	6.2.0
	TEI5
	R3

	RP-050223
	25.931
	0028
	-
	5.1.0
	Rel-5
	Feature Cleanup: Removal of DRAC
	approved
	C
	5.2.0
	TEI5
	R3

	RP-050223
	25.931
	0029
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of DRAC
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050230
	25.931
	0030
	1
	6.1.0
	Rel-6
	Introduction of E-DCH scenarios
	approved
	B
	6.2.0
	EDCH-IurIub
	R3

	RP-050227
	25.931
	0031
	1
	6.1.0
	Rel-6
	Updates of MBMS scenarios
	approved
	F
	6.2.0
	MBMS-RAN
	R3

	RP-050219
	25.931
	0032
	-
	5.1.0
	Rel-5
	Feature Clean-up: Removal of SSDT
	approved
	C
	5.2.0
	TEI5
	R3

	RP-050219
	25.931
	0033
	-
	6.1.0
	Rel-6
	Feature Clean-up: Removal of SSDT
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050225
	25.931
	0035
	-
	5.1.0
	Rel-5
	Feature Cleanup: Removal of CPCH
	approved
	C
	5.2.0
	TEI5
	R3

	RP-050225
	25.931
	0036
	-
	6.1.0
	Rel-6
	Feature Cleanup: Removal of CPCH
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050222
	25.931
	0037
	-
	5.1.0
	Rel-5
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	5.2.0
	TEI5
	R3

	RP-050222
	25.931
	0038
	-
	6.1.0
	Rel-6
	Feature clean-up: Removal of DSCH (FDD mode)
	approved
	C
	6.2.0
	TEI5
	R3

	RP-050325
	25.993
	0038
	-
	6.9.0
	Rel-6
	Introduction of fixed DTX positions for I/B RAB combinations
	approved
	B
	6.10.0
	TEI
	R2

	RP-050325
	25.993
	0039
	-
	6.9.0
	Rel-6
	Inclusion of HSDPA RABs already defined in 34.108
	approved
	F
	6.10.0
	HSDPA-L23
	R2

	RP-050321
	25.993
	0040
	-
	6.9.0
	Rel-6
	CCCH message enhancements
	approved
	F
	6.10.0
	TEI6
	R2

	RP-050325
	25.993
	0041
	-
	6.9.0
	Rel-6
	Introduction of Streaming RABs over HSDPA
	approved
	F
	6.10.0
	HSDPA-L23
	R2

	SP-050247
	26.190
	0002
	-
	6.0.0
	Rel-6
	Correction to text and some equations
	approved
	F
	6.1.0
	AMR-WB
	S4

	SP-050248
	26.234
	0085
	-
	6.3.0
	Rel-6
	Correction to QoE metrics specification for PSS
	approved
	F
	6.4.0
	PSSrel6-Stage3
	S4

	SP-050249
	26.236
	0016
	1
	5.6.0
	Rel-5
	Clarification to the Introduction of AMR SDP parameters
	approved
	F
	5.7.0
	AMRWB-IWG
	S4

	SP-050249
	26.236
	0017
	1
	6.2.0
	Rel-6
	Clarification to the Introduction of AMR SDP parameters
	approved
	A
	6.3.0
	AMRWB-IWG
	S4

	SP-050252
	26.273
	0001
	-
	6.0.0
	Rel-6
	Prevent an access outside a buffer when simulating frames erasure
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0002
	1
	6.0.0
	Rel-6
	Remove unused code
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0003
	-
	6.0.0
	Rel-6
	Remove IF2 header in AMR-WB bitstream
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0004
	-
	6.0.0
	Rel-6
	Prevent an access outside a buffer in Reconst_spect function
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0005
	-
	6.0.0
	Rel-6
	Decoder synchronization after frame erasures
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0006
	-
	6.0.0
	Rel-6
	Correction of mode switching using configuration file
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0007
	-
	6.0.0
	Rel-6
	Prevent encoding end of wave file information
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.273
	0008
	-
	6.0.0
	Rel-6
	Correction of library function for 3GP file format
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-050252
	26.273
	0009
	-
	6.0.0
	Rel-6
	Support for input files with sampling frequency other than 48 kHz
	approved
	F
	6.1.0
	AMR-WB+
	S4

	SP-050252
	26.290
	0006
	-
	6.2.0
	Rel-6
	Correction of a value in Table 21
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0026
	-
	6.2.0
	Rel-6
	Correction of DTX handling in AMR-WB modes
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0027
	-
	6.2.0
	Rel-6
	Remove IF2 header in AMR-WB bitstream
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0028
	-
	6.2.0
	Rel-6
	Decoder synchronization after frame erasures
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0029
	-
	6.2.0
	Rel-6
	Correction for buffer reading in low complexity encoder
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0030
	-
	6.2.0
	Rel-6
	Correction to a wrong function call
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0031
	-
	6.2.0
	Rel-6
	Correction of mode switching using configuration file
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0032
	-
	6.2.0
	Rel-6
	Correction of information printed by decoder in DTX frames
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0033
	-
	6.2.0
	Rel-6
	Correction of library function for 3GP file format
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050252
	26.304
	0034
	-
	6.2.0
	Rel-6
	Support for input files with sampling frequency other than 48 kHz
	approved
	F
	6.3.0
	AMR-WB+
	S4

	SP-050250
	26.346
	0001
	1
	6.0.0
	Rel-6
	Corrections to QoE metrics specification for MBMS
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0002
	1
	6.0.0
	Rel-6
	Using two TMGIs
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0003
	-
	6.0.0
	Rel-6
	MBMS Service Descriptions over HTTP
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0004
	1
	6.0.0
	Rel-6
	Corrections to the specification of associated delivery procedures for MBMS
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0005
	2
	6.0.0
	Rel-6
	Usage of MBMS Session Identity
	approved
	B
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0010
	1
	6.0.0
	Rel-6
	MBMS user service announcement via point-to-point push bearers
	approved
	B
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0011
	-
	6.0.0
	Rel-6
	Removal of obsolete note
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0013
	-
	6.0.0
	Rel-6
	Specification of Raptor Forward Error Correction and Streaming User Service bundling
	revised
	C
	
	MBMS-TSMBMS
	S4

	SP-050397
	26.346
	0013
	1
	6.0.0
	Rel-6
	Specification of Raptor Forward Error Correction and Streaming User Service bundling (Combination of CR 6 rev1, CR 7 rev 1 and CR 12)
	revised
	C
	
	MBMS-TSMBMS
	S4

	SP-050399
	26.346
	0013
	2
	6.0.0
	Rel-6
	Specification of Raptor Forward Error Correction and Streaming User Service bundling (Combination of CR 6 rev1, CR 7 rev 1 and CR 12)
	approved
	C
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0015
	-
	6.0.0
	Rel-6
	Clarification of Associated Delivery Procedure
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0016
	-
	6.0.0
	Rel-6
	Corrections of FLUTE Support Requirements
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0017
	-
	6.0.0
	Rel-6
	Corrections of the reference list
	approved
	D
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0018
	-
	6.0.0
	Rel-6
	Definition of RTP Session
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0019
	-
	6.0.0
	Rel-6
	Corrections and editorial modifications to chapter 4
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0020
	-
	6.0.0
	Rel-6
	MBMS Repair
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050250
	26.346
	0021
	-
	6.0.0
	Rel-6
	MBMS Media Codec Support
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	SP-050251
	26.410
	0023
	-
	6.2.0
	Rel-6
	Correction to C-code: 10 kbit/s mono encoding with stereo input files failed
	approved
	F
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050251
	26.411
	0001
	-
	6.0.0
	Rel-6
	Correction to C-code: Corrections to ETSI operator usage
	approved
	F
	6.1.0
	PSSrel6-Stage3
	S4

	SP-050251
	26.411
	0002
	-
	6.0.0
	Rel-6
	Correction to C-code: Avoid reading of non-initialized variable
	approved
	F
	6.1.0
	PSSrel6-Stage3
	S4

	SP-050251
	26.411
	0003
	-
	6.0.0
	Rel-6
	Correction to C-code: fixes for error concealment
	approved
	F
	6.1.0
	PSSrel6-Stage3
	S4

	CP-050049
	27.001
	0110
	3
	6.0.0
	Rel-6
	Transparent data call request in dual mode case
	revised
	C
	
	TEI6
	C3

	CP-050209
	27.001
	0110
	4
	6.0.0
	Rel-6
	Transparent data call request in dual mode case
	approved
	C
	6.1.0
	TEI6
	C3

	CP-050032
	27.001
	0111
	1
	3.15.0
	R99
	Correction of NA value for Data Compression
	revised
	F
	
	
	C3

	CP-050211
	27.001
	0111
	2
	3.15.0
	R99
	Correction of NA value for Data Compression
	approved
	F
	3.16.0
	TEI
	C3

	CP-050032
	27.001
	0112
	1
	4.12.0
	Rel-4
	Alignment to R99 correction of NA value for Data Compression
	revised
	A
	
	
	C3

	CP-050251
	27.001
	0112
	2
	4.12.0
	Rel-4
	Alignment to R99 correction of NA value for Data Compression
	approved
	A
	4.13.0
	TEI4
	C3

	CP-050032
	27.001
	0113
	1
	5.8.0
	Rel-5
	Alignment to R99 correction of NA value for Data Compression
	revised
	A
	
	
	C3

	CP-050242
	27.001
	0113
	2
	5.8.0
	Rel-5
	Alignment to R99 correction of NA value for Data Compression
	approved
	A
	5.9.0
	TEI5
	C3

	CP-050032
	27.001
	0114
	2
	6.0.0
	Rel-6
	Alignment to R99 correction of NA value for Data Compression
	revised
	A
	
	
	C3

	CP-050243
	27.001
	0114
	3
	6.0.0
	Rel-6
	Alignment to R99 correction of NA value for Data Compression
	approved
	A
	6.1.0
	TEI6
	C3

	CP-050098
	29.002
	0751
	1
	6.9.0
	Rel-6
	Full RANAP support of network initiated SCUDIF
	WITHDRAWN
	F
	
	TEI6
	C4

	CP-050103
	29.002
	0765
	1
	6.9.0
	Rel-7
	Addition of CollectInformation procedure to OfferedCAMEL4Functionalities
	APPROVED
	B
	7.0.0
	CAMELR7
	C4

	CP-050100
	29.002
	0766
	2
	6.9.0
	Rel-6
	Clarification on the use of Access Restriction Data parameter
	APPROVED
	F
	6.10.0
	TEI6
	C4

	CP-050102
	29.002
	0769
	1
	6.9.0
	Rel-6
	Correction to Trace parameters to allow trace at the BM-SC
	APPROVED
	F
	6.10.0
	OEM-Trace
	C4

	CP-050099
	29.002
	0770
	-
	6.9.0
	Rel-6
	Full RANAP support of network initiated SCUDIF
	APPROVED
	F
	6.10.0
	TEI6
	C4

	CP-050099
	29.010
	0111
	2
	6.5.0
	Rel-6
	Full RANAP support of network initiated SCUDIF
	APPROVED
	F
	6.6.0
	TEI6
	C4

	CP-050092
	29.060
	0532
	2
	6.8.0
	Rel-6
	Correction to charging information for MBMS
	APPROVED
	F
	6.9.0
	MBMS
	C4

	CP-050102
	29.060
	0554
	3
	6.8.0
	Rel-6
	IE description to allow Signalling Activated Trace of the BM-SC
	APPROVED
	F
	6.9.0
	OEM-Trace
	C4

	CP-050096
	29.060
	0555
	1
	6.8.0
	Rel-6
	Reference update following incorrectly implemented CR537
	APPROVED
	F
	6.9.0
	TEI6
	C4

	CP-050092
	29.060
	0556
	-
	6.8.0
	Rel-6
	MBMS Session Duration
	APPROVED
	F
	6.9.0
	MBMS
	C4

	CP-050042
	29.061
	0159
	1
	6.4.0
	Rel-6
	Correction to MBMS-2G-3G-Indicator AVP
	revised
	F
	
	MBMS
	C3

	CP-050222
	29.061
	0159
	1
	6.4.0
	Rel-6
	Correction to MBMS-2G-3G-Indicator AVP
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050222
	29.061
	0160
	-
	6.4.0
	Rel-6
	Unnecessary IMSI information
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050042
	29.061
	0160
	-
	6.4.0
	Rel-6
	Unnecessary IMSI information
	revised
	F
	
	MBMS
	C3

	CP-050222
	29.061
	0161
	-
	6.4.0
	Rel-6
	MBMS-Session-Identity is optional
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050042
	29.061
	0161
	-
	6.4.0
	Rel-6
	MBMS-Session-Identity is optional
	revised
	F
	
	MBMS
	C3

	CP-050042
	29.061
	0162
	-
	6.4.0
	Rel-6
	Correction to charging information for MBMS
	revised
	F
	
	MBMS
	C3

	CP-050223
	29.061
	0162
	2
	6.4.0
	Rel-6
	Correction to charging information for MBMS
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050044
	29.061
	0163
	4
	6.4.0
	Rel-6
	Tracing information for MBMS
	approved
	F
	6.5.0
	OAM-Trace
	C3

	CP-050042
	29.061
	0165
	-
	6.4.0
	Rel-6
	Correction of MBMS-Session-Identity
	revised
	F
	
	MBMS
	C3

	CP-050224
	29.061
	0165
	1
	6.4.0
	Rel-6
	Correction of MBMS-Session-Identity
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050043
	29.061
	0166
	1
	6.4.0
	Rel-6
	Correction to the use of Auth-Application-Id in Gmb
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050222
	29.061
	0167
	-
	6.4.0
	Rel-6
	MBMS-Session-Duration is mandatory
	approved
	F
	6.5.0
	MBMS
	C3

	CP-050042
	29.061
	0167
	-
	6.4.0
	Rel-6
	MBMS-Session-Duration is mandatory
	revised
	F
	
	MBMS
	C3

	CP-050103
	29.078
	0392
	1
	6.4.0
	Rel-7
	Additions to CAP for trunk originated services
	APPROVED
	B
	7.0.0
	CAMELR7
	C4

	CP-050090
	29.109
	0015
	-
	6.2.0
	Rel-6
	XML extensibility
	APPROVED
	F
	6.3.0
	TEI6
	C4

	CP-050090
	29.109
	0016
	1
	6.2.0
	Rel-6
	Remove BSF from visited network
	APPROVED
	F
	6.3.0
	TEI6
	C4

	CP-050095
	29.140
	0001
	-
	6.0.0
	Rel-6
	Allocation of Diameter Command Codes and AVP Codes
	APPROVED
	F
	6.1.0
	TEI6
	C4

	CP-050041
	29.161
	0002
	2
	6.0.0
	Rel-6
	Pp Interface
	approved
	B
	6.1.0
	PRESNC
	C3

	CP-050037
	29.162
	0002
	2
	6.0.0
	Rel-6
	ALG transparency
	approved
	F
	6.1.0
	
	C3

	CP-050038
	29.163
	0064
	1
	6.6.0
	Rel-6
	Call Hold corrections
	approved
	F
	6.7.0
	
	C3

	CP-050244
	29.207
	0151
	-
	6.3.0
	Rel-6
	Corrections to Flow identifiers for Forking
	approved
	F
	6.4.0
	QoS1
	C3

	CP-050199
	29.207
	0151
	-
	6.3.0
	Rel-6
	Corrections to Flow identifiers for Forking
	revised
	F
	
	QoS1
	C3

	CP-050039
	29.207
	0151
	-
	6.3.0
	Rel-6
	Corrections to Flow identifiers for Forking
	withdrawn
	F
	
	
	C3

	CP-050245
	29.208
	0098
	2
	6.3.0
	Rel-6
	Various Corrections
	approved
	F
	6.4.0
	QoS1
	C3

	CP-050039
	29.208
	0098
	2
	6.2.0
	Rel-6
	Various Corrections
	revised
	F
	
	
	C3

	CP-050199
	29.208
	0098
	3
	6.3.0
	Rel-6
	Various Corrections
	revised
	F
	
	
	C3 Secreta

	CP-050034
	29.208
	0100
	1
	6.3.0
	Rel-6
	UE QoS Mapping
	approved
	F
	6.4.0
	
	C3

	CP-050244
	29.209
	0014
	3
	6.2.0
	Rel-6
	Various Corrections
	approved
	F
	6.3.0
	QoS1
	C3

	CP-050039
	29.209
	0014
	3
	6.2.0
	Rel-6
	Various Corrections
	withdrawn
	F
	
	
	C3

	CP-050199
	29.209
	0014
	3
	6.2.0
	Rel-6
	Various Corrections
	revised
	F
	
	QoS1
	C3

	CP-050039
	29.209
	0015
	-
	6.2.0
	Rel-6
	Correction to missing AVP code values
	withdrawn
	F
	
	
	C3

	CP-050199
	29.209
	0015
	-
	6.2.0
	Rel-6
	Correction to missing AVP code values
	revised
	F
	
	QoS1
	C3

	CP-050244
	29.209
	0015
	-
	6.2.0
	Rel-6
	Correction to missing AVP code values
	approved
	F
	6.3.0
	QoS1
	C3

	CP-050039
	29.209
	0016
	-
	6.2.0
	Rel-6
	Correction of references
	withdrawn
	F
	
	
	C3

	CP-050244
	29.209
	0016
	-
	6.2.0
	Rel-6
	Correction of references
	approved
	F
	6.3.0
	QoS1
	C3

	CP-050199
	29.209
	0016
	-
	6.2.0
	Rel-6
	Correction of references
	revised
	F
	
	QoS1
	C3

	CP-050040
	29.209
	0017
	1
	6.2.0
	Rel-6
	Gq Auth-Application-Id AVP use
	revised
	F
	
	
	C3

	CP-050225
	29.209
	0017
	3
	6.2.0
	Rel-6
	Gq Auth-Application-Id AVP use
	approved
	F
	6.3.0
	QoS1
	C3

	CP-050045
	29.210
	0010
	1
	6.1.0
	Rel-6
	Various Corrections
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050045
	29.210
	0011
	3
	6.1.0
	Rel-6
	Code allocation for Gx interface
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050045
	29.210
	0013
	1
	6.1.0
	Rel-6
	Flow AVP only needed when ICID present
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050045
	29.210
	0015
	2
	6.1.0
	Rel-6
	Removal of DCC sub-sessions
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050045
	29.210
	0016
	-
	6.1.0
	Rel-6
	Addition of the PLMN change value in the Event-Trigger AVP
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050045
	29.210
	0017
	-
	6.1.0
	Rel-6
	Correction of reference
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050046
	29.210
	0018
	1
	6.1.0
	Rel-6
	Gx Auth-Application-Id AVP use
	revised
	F
	
	CH-FBC
	C3

	CP-050228
	29.210
	0018
	3
	6.1.0
	Rel-6
	Gx Auth-Application-Id AVP use
	approved
	F
	6.2.0
	CH-FBC
	C3

	CP-050047
	29.211
	0002
	2
	6.0.0
	Rel-6
	Rx Abbreviations
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0003
	-
	6.0.0
	Rel-6
	Rx Packet Flows
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0004
	-
	6.0.0
	Rel-6
	Rx Reference Model
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0005
	3
	6.0.0
	Rel-6
	Rx Request of Charging Rule flow
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050048
	29.211
	0006
	1
	6.0.0
	Rel-6
	Rx Auth-Application-Id AVP use
	revised
	F
	
	CH-FBC
	C3

	CP-050233
	29.211
	0006
	3
	6.0.0
	Rel-6
	Rx Auth-Application-Id AVP use
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0007
	1
	6.0.0
	Rel-6
	Sending AAA after CR provisioning
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0008
	2
	6.0.0
	Rel-6
	Provision of Service Information at session establishment
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0009
	1
	6.0.0
	Rel-6
	Clarifications on Binding
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0010
	1
	6.0.0
	Rel-6
	Unnecessary AVPs in RAA
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050047
	29.211
	0011
	3
	6.0.0
	Rel-6
	Re-binding of IP Flows at Bearer Removal
	approved
	F
	6.1.0
	CH-FBC
	C3

	CP-050086
	29.228
	0181
	-
	6.6.1
	Rel-6
	TEL-URI reference correction
	APPROVED
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050086
	29.228
	0183
	-
	6.6.1
	Rel-6
	Clarification on Server Capabilities
	APPROVED
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050086
	29.228
	0185
	-
	6.6.1
	Rel-6
	Incorrect Implementation of CR172
	APPROVED
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050081
	29.228
	0188
	1
	6.6.1
	Rel-6
	Clarification of the content of SIP-Authetnication-Context
	APPROVED
	A
	6.7.0
	IMS-CCR
	C4

	CP-050081
	29.228
	0189
	1
	6.6.1
	Rel-6
	Clarification of the content of SIP-Authetnication-Context
	APPROVED
	F
	6.7.0
	IMS-CCR
	C4

	CP-050081
	29.228
	0190
	1
	5.11.0
	Rel-5
	Removal of the default handling in the service profile
	APPROVED
	F
	5.12.0
	IMS-CCR
	C4

	CP-050086
	29.228
	0192
	-
	6.6.1
	Rel-6
	Syntax correction for XML
	APPROVED
	F
	6.7.0
	IMS
	C4

	CP-050086
	29.229
	0087
	-
	6.4.0
	Rel-6
	Correction of reference
	APPROVED
	F
	6.5.0
	IMS2-CCR
	C4

	CP-050086
	29.229
	0088
	2
	6.4.0
	Rel-6
	Corrections to message parameters
	APPROVED
	F
	6.5.0
	IMS2-CCR
	C4

	CP-050086
	29.229
	0089
	1
	6.4.0
	Rel-6
	Editorial corrections
	APPROVED
	F
	6.5.0
	IMS2-CCR
	C4

	CP-050088
	29.230
	0050
	-
	6.3.0
	Rel-6
	Gx interface allocation correction
	APPROVED
	F
	6.4.0
	TEI6
	C4

	CP-050094
	29.230
	0051
	1
	6.3.0
	Rel-6
	Addition of Maximum-Number-Accesses AVP
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.230
	0051
	1
	6.3.0
	Rel-6
	Addition of Maximum-Number-Accesses AVP
	APPROVED
	F
	6.4.0
	WLAN
	C4

	CP-050027
	29.232
	0174
	3
	6.1.0
	Rel-6
	Codec encoding
	revised
	F
	
	TEI4
	C4

	CP-050129
	29.232
	0174
	4
	6.1.0
	Rel-6
	Codec encoding
	WITHDRAWN
	F
	
	TEI4
	C4

	CP-050236
	29.232
	0183
	1
	5.10.0
	Rel-5
	BNC Cut-Through Capability Package removed
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0184
	1
	6.1.0
	Rel-6
	BNC Cut-Through Capability Package Removed.
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050085
	29.232
	0184
	1
	6.1.0
	Rel-6
	BNC Cut-Through Capability Package removed
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050085
	29.232
	0185
	-
	5.10.0
	Rel-5
	Correction to Profile registration procedures
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050237
	29.232
	0185
	1
	5.10.0
	Rel-5
	Correction to Profile registration procedures
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0186
	1
	5.10.0
	Rel-5
	Format of IP address
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0186
	1
	5.10.0
	Rel-5
	Format Of IP Address
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0187
	1
	6.1.0
	Rel-6
	Format of IP address
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050085
	29.232
	0187
	1
	6.1.0
	Rel-6
	Format Of IP Address
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050101
	29.232
	0188
	2
	6.1.0
	Rel-6
	Profile Registration Mandatory/Negotiation clarification
	APPROVED
	F
	6.2.0
	TEI6
	C4

	CP-050085
	29.232
	0189
	-
	5.10.0
	Rel-5
	Clarification to Profile Registration Negotiation Procedures
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0189
	1
	5.10.0
	Rel-5
	Clarification to Profile Registration Negotiation Procedures
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0195
	1
	5.10.0
	Rel-5
	Clarification of maintenance procedures
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0195
	1
	5.10.0
	Rel-5
	Clarification of Maintenance Procedures
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0196
	1
	6.1.0
	Rel-6
	Clarification of maintenance procedures
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0196
	1
	6.1.0
	Rel-6
	Clarification of Maintenance Procedures
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0197
	1
	5.10.0
	Rel-5
	Clarification of Use Of Topology and Multiparty
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0197
	1
	5.10.0
	Rel-5
	Clarification of use of topology and mulitparty
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050236
	29.232
	0198
	1
	6.1.0
	Rel-6
	Clarification of Use Of Topology and Multiparty
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050085
	29.232
	0198
	1
	6.1.0
	Rel-6
	Clarification of use of topology and mulitparty
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0199
	-
	5.10.0
	Rel-5
	Removal of Option in Prepare Bearer that the MGW can chose the BNC Characteristics
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0199
	-
	5.10.0
	Rel-5
	Removal of Option in Prepare Bearer that the MGW can chose the BNC Characteristics
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0200
	-
	6.1.0
	Rel-6
	Removal of Option in Prepare Bearer that the MGW can chose the BNC Characteristics
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0200
	-
	6.1.0
	Rel-6
	Removal of Option in Prepare Bearer that the MGW can chose the BNC Characteristics
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0201
	1
	5.10.0
	Rel-5
	Clarification Of Use of Wildcarding
	approved
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0201
	1
	5.10.0
	Rel-5
	Clarification Of Use Of Wildcarding
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050085
	29.232
	0202
	1
	6.1.0
	Rel-6
	Clarification Of Use Of Wildcarding
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050236
	29.232
	0202
	1
	6.1.0
	Rel-6
	Clarification Of Use of Wildcarding
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050105
	29.232
	0206
	3
	4.11.0
	Rel-4
	Codec Encoding
	revised
	F
	
	OoBTC
	C4

	CP-050246
	29.232
	0206
	4
	4.11.0
	Rel-4
	Codec Encoding
	APPROVED
	F
	4.12.0
	OoBTC
	C4

	CP-050105
	29.232
	0207
	3
	5.10.0
	Rel-5
	Codec Encoding
	revised
	A
	
	OoBTC
	C4

	CP-050247
	29.232
	0207
	4
	5.10.0
	Rel-5
	Codec Encoding
	approved
	A
	5.11.0
	OoBTC
	C4

	CP-050105
	29.232
	0208
	3
	6.1.0
	Rel-6
	Codec Encoding
	revised
	A
	
	OoBTC
	C4

	CP-050210
	29.232
	0208
	4
	6.1.0
	Rel-6
	Codec Encoding
	revised
	A
	
	OoBTC
	C4

	CP-050258
	29.232
	0208
	6
	6.1.0
	Rel-6
	Codec IE and Codec List on the Mc interface
	approved
	F
	6.2.0
	TEI6 (OoBTC)
	C4

	CP-050080
	29.232
	0209
	2
	6.1.0
	Rel-6
	Text encoding of IPBCP for IP transport on Mc interface
	APPROVED
	A
	6.2.0
	TEI4
	C4

	CP-050080
	29.232
	0210
	1
	4.11.0
	Rel-4
	Definition of requirement for support of commands
	APPROVED
	F
	4.12.0
	TEI4
	C4

	CP-050080
	29.232
	0211
	1
	5.10.0
	Rel-5
	Definition of requirement for support of commands
	APPROVED
	F
	5.11.0
	TEI5
	C4

	CP-050080
	29.232
	0212
	1
	6.1.0
	Rel-6
	Definition of requirement for support of commands
	APPROVED
	F
	6.2.0
	TEI6
	C4

	CP-050085
	29.232
	0213
	-
	6.1.0
	Rel-6
	Correction to Profile registration procedures
	APPROVED
	A
	6.2.0
	TEI5
	C4

	CP-050238
	29.232
	0213
	1
	6.1.0
	Rel-6
	Correction to Profile registration procedures
	approved
	A
	6.2.0
	TEI5
	C4

	CP-050080
	29.232
	0214
	-
	4.11.0
	Rel-4
	Text encoding of IPBCP for IP transport on Mc interface
	APPROVED
	F
	4.12.0
	TEI4
	C4

	CP-050080
	29.232
	0215
	-
	5.10.0
	Rel-5
	Text encoding of IPBCP for IP transport on Mc interface
	APPROVED
	A
	5.11.0
	TEI4
	C4

	CP-050196
	29.234
	0049
	1
	6.2.0
	Rel-6
	Addition of missing functionality to Wa Interface RADIUS profile
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0049
	1
	6.2.0
	Rel-6
	Addition of missing functionality to Wa Interface RADIUS profile
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0050
	1
	6.2.0
	Rel-6
	Addition of missing functionality to Wa Interface Diameter profile
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0050
	1
	6.2.0
	Rel-6
	Addition of missing functionality to Wa Interface Diameter profile
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0051
	2
	6.2.0
	Rel-6
	Mandating RFC 3576 in WLAN-IW
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0051
	2
	6.2.0
	Rel-6
	Mandating RFC 3576 in WLAN-IW
	revised
	F
	
	WLAN
	C4

	CP-050094
	29.234
	0052
	-
	6.2.0
	Rel-6
	Removal of reference to User Data AVP on the Wm interface
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0052
	-
	6.2.0
	Rel-6
	Removal of reference to User Data AVP on the Wm interface
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050196
	29.234
	0053
	-
	6.2.0
	Rel-6
	Clean up of 29.234
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0053
	-
	6.2.0
	Rel-6
	Clean up of 29.234
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0054
	1
	6.2.0
	Rel-6
	Visited Network Identifier on the Wx interface
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0054
	1
	6.2.0
	Rel-6
	Visited Network Identifier on the Wx interface
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0055
	-
	6.2.0
	Rel-6
	Reference to W-APN definition in 23.003
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0055
	-
	6.2.0
	Rel-6
	Reference to W-APN definition in 23.003
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0056
	1
	6.2.0
	Rel-6
	Clarifications on Wa and Wd RADIUS profiles 
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0056
	1
	6.2.0
	Rel-6
	Clarifications on Wa and Wd RADIUS profiles 
	revised
	F
	
	WLAN
	C4

	CP-050196
	29.234
	0058
	2
	6.2.0
	Rel-6
	WAG address resolution on Wg interface
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0058
	2
	6.2.0
	Rel-6
	WAG address resolution on Wg interface
	revised
	F
	
	WLAN
	C4

	CP-050094
	29.234
	0060
	2
	6.2.0
	Rel-6
	Missing functionality on Wa, Wm interfaces
	revised
	B
	
	WLAN
	C4

	CP-050196
	29.234
	0060
	2
	6.2.0
	Rel-6
	Missing functionality on Wa, Wm interfaces
	APPROVED
	B
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0061
	2
	6.2.0
	Rel-6
	Pr Interface for Presence via I-WLAN
	revised
	B
	
	WLAN-IW
	C4

	CP-050196
	29.234
	0061
	2
	6.2.0
	Rel-6
	Pr Interface for Presence via I-WLAN
	APPROVED
	B
	6.3.0
	WLAN-IW
	C4

	CP-050196
	29.234
	0062
	2
	6.2.0
	Rel-6
	Limit on the number of sessions in WLAN 3GPP IP Access
	APPROVED
	F
	6.3.0
	WLAN
	C4

	CP-050094
	29.234
	0062
	2
	6.2.0
	Rel-6
	Limit on the number of sessions in WLAN 3GPP IP Access
	revised
	F
	
	WLAN
	C4

	CP-050091
	29.240
	0003
	1
	6.0.0
	Rel-6
	GUP HSS-IMS Component Definition
	APPROVED
	F
	6.1.0
	GUP
	C4

	CP-050091
	29.240
	0004
	-
	6.0.0
	Rel-6
	GUP Profile Structure
	APPROVED
	F
	6.1.0
	GUP
	C4

	CP-050091
	29.240
	0005
	-
	6.0.0
	Rel-6
	Security and Authentication
	APPROVED
	F
	6.1.0
	GUP
	C4

	CP-050091
	29.240
	0006
	1
	6.0.0
	Rel-6
	GUP SOAP Headres
	APPROVED
	F
	6.1.0
	GUP
	C4

	CP-050216
	29.328
	0126
	-
	5.9.0
	Rel-5
	Sh user-data correction
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050082
	29.328
	0126
	-
	5.9.0
	Rel-5
	Sh user-data correction
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0127
	-
	6.5.0
	Rel-6
	Sh user-data correction
	APPROVED
	A
	6.6.0
	IMS-CCR
	C4

	CP-050082
	29.328
	0127
	-
	6.5.0
	Rel-6
	Sh user-data correction
	revised
	A
	
	IMS-CCR
	C4

	CP-050087
	29.328
	0130
	1
	6.5.0
	Rel-6
	Sh procedures applicable to Public Service Identity
	APPROVED
	F
	6.6.0
	IMS2-CCR
	C4

	CP-050082
	29.328
	0131
	1
	5.9.0
	Rel-5
	Removal of the word " user " where it is misleading
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0131
	1
	5.9.0
	Rel-5
	Removal of the word " user " where it is misleading
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050082
	29.328
	0132
	1
	6.5.0
	Rel-6
	Removal of the word " user " where it is misleading
	WITHDRAWN
	F
	
	IMS2-CCR
	C4

	CP-050082
	29.328
	0134
	1
	6.5.0
	Rel-6
	Behavior of HSS when it accepts Sh-Subs-Notif message
	revised
	A
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0134
	1
	6.5.0
	Rel-6
	Behavior of HSS when it accepts Sh-Subs-Notif message
	APPROVED
	A
	6.6.0
	IMS-CCR
	C4

	CP-050087
	29.328
	0137
	1
	6.5.0
	Rel-6
	Editorial corrections
	APPROVED
	D
	6.6.0
	IMS2-CCR
	C4

	CP-050082
	29.328
	0138
	-
	5.9.0
	Rel-5
	XML correction for iFC
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0138
	-
	5.9.0
	Rel-5
	XML correction for iFC
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050082
	29.328
	0139
	-
	6.5.0
	Rel-6
	XML correction for iFC
	revised
	A
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0139
	-
	6.5.0
	Rel-6
	XML correction for iFC
	APPROVED
	A
	6.6.0
	IMS-CCR
	C4

	CP-050082
	29.328
	0140
	-
	5.9.0
	Rel-5
	Behavior of HSS when it accepts Sh-Subs-Notif message
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.328
	0140
	-
	5.9.0
	Rel-5
	Behavior of HSS when it accepts Sh-Subs-Notif message
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050082
	29.329
	0068
	-
	5.9.0
	Rel-5
	Sh UDR correction
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.329
	0068
	-
	5.9.0
	Rel-5
	Sh UDR correction
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050216
	29.329
	0069
	-
	6.4.0
	Rel-6
	Sh UDR correction
	APPROVED
	A
	6.5.0
	IMS-CCR
	C4

	CP-050082
	29.329
	0069
	-
	6.4.0
	Rel-6
	Sh UDR correction
	revised
	A
	
	IMS-CCR
	C4

	CP-050087
	29.329
	0070
	-
	6.4.0
	Rel-6
	Correction of references
	APPROVED
	F
	6.5.0
	IMS2-CCR
	C4

	CP-050087
	29.329
	0071
	1
	6.4.0
	Rel-6
	Corrections to message parameters
	APPROVED
	F
	6.5.0
	IMS2-CCR
	C4

	CP-050087
	29.329
	0072
	1
	6.4.0
	Rel-6
	Editorial corrections
	APPROVED
	D
	6.5.0
	IMS2-CCR
	C4

	CP-050082
	29.329
	0073
	-
	5.9.0
	Rel-5
	Correction to allow realm based routing
	revised
	F
	
	IMS-CCR
	C4

	CP-050216
	29.329
	0073
	-
	5.9.0
	Rel-5
	Correction to allow realm based routing
	APPROVED
	F
	5.10.0
	IMS-CCR
	C4

	CP-050082
	29.329
	0074
	-
	6.4.0
	Rel-6
	Correction to allow realm based routing
	revised
	A
	
	IMS-CCR
	C4

	CP-050216
	29.329
	0074
	-
	6.4.0
	Rel-6
	Correction to allow realm based routing
	APPROVED
	A
	6.5.0
	IMS-CCR
	C4

	CP-050093
	29.332
	0001
	4
	6.1.0
	Rel-6
	Introduction of formal profile template
	WITHDRAWN
	F
	
	IMS-CCR-Mn
	C4

	CP-050208
	29.332
	0001
	4
	6.1.0
	Rel-6
	Introduction of formal profile template
	APPROVED
	F
	6.2.0
	IMS-CCR-Mn
	C4

	CP-050201
	29.332
	0001
	4
	6.1.0
	Rel-6
	Introduction of formal profile template
	WITHDRAWN
	F
	
	IMS-CCR-Mn
	C4

	CP-050093
	29.332
	0005
	-
	6.1.0
	Rel-6
	Inclusion of Insert Digit Procedure at IMS termination 
	WITHDRAWN
	F
	
	IMS-CCR-Mn
	C4

	CP-050201
	29.332
	0005
	-
	6.1.0
	Rel-6
	Inclusion of Insert Digit Procedure at IMS termination 
	WITHDRAWN
	F
	
	IMS-CCR-Mn
	C4

	CP-050208
	29.332
	0005
	-
	6.1.0
	Rel-6
	Inclusion of Insert Digit Procedure at IMS termination 
	APPROVED
	F
	6.2.0
	IMS-CCR-Mn
	C4

	CP-050136
	31.101
	0022
	-
	6.4.1
	Rel-6
	ISO/IEC 7816-series revision
	Approved
	F
	6.5.0
	TEI6
	C6

	CP-050139
	31.102
	0269
	1
	6.9.0
	Rel-6
	Clarification on ADM access condition
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0271
	-
	6.9.0
	Rel-6
	Essential correction of the 'hidden key' coding
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0272
	-
	7.0.0
	Rel-7
	Essential correction of the 'hidden key' coding
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050136
	31.102
	0273
	-
	3.17.0
	R99
	ISO/IEC 7816-series revision
	Approved
	F
	3.18.0
	TEI
	C6

	CP-050136
	31.102
	0274
	-
	4.14.0
	Rel-4
	ISO/IEC 7816-series revision
	Approved
	A
	4.15.0
	TEI
	C6

	CP-050136
	31.102
	0275
	-
	5.12.0
	Rel-5
	ISO/IEC 7816-series revision
	Approved
	A
	5.13.0
	TEI
	C6

	CP-050136
	31.102
	0276
	-
	6.9.0
	Rel-6
	ISO/IEC 7816-series revision
	Approved
	A
	6.10.0
	TEI
	C6

	CP-050136
	31.102
	0277
	-
	7.0.0
	Rel-7
	ISO/IEC 7816-series revision
	Approved
	A
	7.1.0
	TEI
	C6

	CP-050140
	31.102
	0278
	-
	7.0.0
	Rel-7
	Correction to EF-HPLMN
	Approved
	F
	7.1.0
	TEI7
	C6

	CP-050139
	31.102
	0279
	-
	6.9.0
	Rel-6
	Modifications regarding WLAN
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0280
	-
	7.0.0
	Rel-7
	Modifications regarding WLAN
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.102
	0281
	-
	6.9.0
	Rel-6
	Alignment of MBMS procedures with TS 33.246
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0282
	-
	7.0.0
	Rel-7
	Alignment of MBMS procedures with TS 33.246
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.102
	0283
	-
	6.9.0
	Rel-6
	Clarification of the use of SPN
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0284
	-
	6.9.0
	Rel-6
	Added EF_ARR under DF_TELECOM
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0285
	-
	7.0.0
	Rel-7
	Added EF_ARR under DF_TELECOM
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.102
	0286
	-
	6.9.0
	Rel-6
	Number of stored MSKs
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0287
	-
	7.0.0
	Rel-7
	Number of stored MSKs
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.102
	0288
	-
	6.9.0
	Rel-6
	Essential correction of phonebook support
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0289
	-
	7.0.0
	Rel-7
	Essential correction of phonebook support
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.102
	0290
	-
	6.9.0
	Rel-6
	Corrections to eMLPP and AAeM
	Approved
	F
	6.10.0
	TEI6
	C6

	CP-050139
	31.102
	0291
	-
	7.0.0
	Rel-7
	Corrections to eMLPP and AAeM
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050136
	31.103
	0026
	-
	5.9.0
	Rel-5
	ISO/IEC 7816-series revision
	Approved
	F
	5.10.0
	TEI5
	C6

	CP-050136
	31.103
	0027
	-
	6.7.0
	Rel-6
	ISO/IEC 7816-series revision
	Approved
	A
	6.8.0
	TEI5
	C6

	CP-050139
	31.111
	0143
	-
	6.5.0
	Rel-6
	Correction to incomplete references
	Approved
	F
	6.6.0
	TEI6
	C6

	CP-050141
	31.111
	0144
	-
	6.6.0
	Rel-7
	Clarification on the coding of the DCS field for USSD data download
	Approved
	F
	7.0.0
	USSD
	C6

	CP-050139
	31.111
	0145
	-
	6.5.0
	Rel-6
	Addition of missing values in Proactive commands versus possible Terminal response
	Approved
	F
	6.6.0
	TEI6
	C6

	CP-050139
	31.111
	0146
	-
	6.5.0
	Rel-6
	Clarification for SMS PP Data Download
	Approved
	F
	6.6.0
	TEI6
	C6

	CP-050138
	31.111
	0147
	-
	4.14.0
	Rel-4
	Correction of OCI & OCT usage in conjunction with SETUP CALL
	Approved
	F
	4.15.0
	TEI4
	C6

	CP-050200
	31.111
	0148
	-
	6.5.0
	Rel-6
	Correction of OCI & OCT usage in conjunction with SETUP CALL
	Approved
	F
	6.6.0
	TEI6
	C6

	CP-050141
	31.115
	0005
	-
	6.5.0
	Rel-7
	Introduction of secured data download for USSD
	Approved
	B
	7.0.0
	USSD
	C6

	CP-050136
	31.115
	0006
	-
	6.4.0
	Rel-6
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	F
	6.5.0
	TEI6
	C6

	CP-050139
	31.116
	0010
	-
	6.7.0
	Rel-6
	Introduction of an explicit description of the ISIM RFM mechanism
	Approved
	B
	6.8.0
	TEI6
	C6

	CP-050136
	31.116
	0011
	-
	6.7.0
	Rel-6
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	F
	6.8.0
	TEI6
	C6

	CP-050136
	31.121
	0059
	-
	3.12.0
	R99
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	F
	3.13.0
	TEI
	C6

	CP-050136
	31.121
	0060
	-
	4.11.0
	Rel-4
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	A
	4.12.0
	TEI
	C6

	CP-050136
	31.121
	0061
	-
	5.1.0
	Rel-5
	Modifications due to revision of ISO/IEC 7816-series
	Approved
	A
	5.2.0
	TEI
	C6

	CP-050137
	31.121
	0062
	-
	3.12.0
	R99
	Correction of the content for Class 1 short messages in TC 8.2.1
	Approved
	F
	3.13.0
	TEI
	C6

	CP-050137
	31.121
	0063
	-
	4.11.0
	Rel-4
	Correction of the content for Class 1 short messages in TC 8.2.1
	Approved
	A
	4.12.0
	TEI
	C6

	CP-050137
	31.121
	0064
	-
	5.1.0
	Rel-5
	Correction of the content for Class 1 short messages in TC 8.2.1
	Approved
	A
	5.2.0
	TEI
	C6

	CP-050137
	31.121
	0065
	-
	3.12.0
	R99
	Essential correction of TC 8.1.2
	Approved
	F
	3.13.0
	TEI
	C6

	CP-050137
	31.121
	0066
	-
	4.11.0
	Rel-4
	Essential correction of TC 8.1.2
	Approved
	A
	4.12.0
	TEI
	C6

	CP-050137
	31.121
	0067
	-
	5.1.0
	Rel-5
	Essential correction of TC 8.1.2
	Approved
	A
	5.2.0
	TEI
	C6

	CP-050139
	31.121
	0068
	-
	5.2.0
	Rel-6
	Introduction of BCD number/ SSC content extension tests
	Approved
	B
	6.0.0
	TEI6
	C6

	CP-050137
	31.121
	0069
	-
	3.12.0
	R99
	Deletion of BDN tests
	Approved
	F
	3.13.0
	TEI
	C6

	CP-050137
	31.121
	0070
	-
	4.11.0
	Rel-4
	Deletion of BDN tests
	Approved
	A
	4.12.0
	TEI
	C6

	CP-050137
	31.121
	0071
	-
	5.1.0
	Rel-5
	Deletion of BDN tests
	Approved
	A
	5.2.0
	TEI
	C6

	CP-050139
	31.121
	0072
	-
	5.2.0
	Rel-6
	Introduction of ACL tests
	Approved
	B
	6.0.0
	TEI6
	C6

	CP-050139
	31.121
	0073
	-
	5.2.0
	Rel-6
	Introduction of SDN tests
	Approved
	B
	6.0.0
	TEI6
	C6

	CP-050139
	31.121
	0074
	-
	5.2.0
	Rel-6
	Introduction of phonebook selection/ local phonebook handling tests
	Approved
	B
	6.0.0
	TEI6
	C6

	CP-050136
	31.122
	0017
	-
	3.8.0
	R99
	Correction of ISO/IEC 7816 Series References
	Approved
	F
	3.9.0
	TEI
	C6

	CP-050136
	31.122
	0018
	-
	4.0.0
	Rel-4
	Correction of ISO/IEC 7816 Series References
	Approved
	A
	4.1.0
	TEI
	C6

	CP-050136
	31.122
	0019
	-
	3.8.0
	R99
	ISO/IEC 7811-Series Revision
	Approved
	F
	3.9.0
	TEI
	C6

	CP-050136
	31.122
	0020
	-
	4.0.0
	Rel-4
	ISO/IEC 7811-Series Revision
	Approved
	A
	4.1.0
	TEI
	C6

	CP-050144
	31.124
	0001
	-
	6.0.0
	Rel-6
	Correction of coding in MT Call Event
	Approved
	F
	6.1.0
	TEI6
	C6

	CP-050144
	31.124
	0002
	-
	6.0.0
	Rel-6
	Correction of applicability table
	Approved
	F
	6.1.0
	TEI6
	C6

	CP-050144
	31.124
	0003
	-
	6.0.0
	Rel-6
	Essential corrections
	Approved
	F
	6.1.0
	TEI6
	C6

	CP-050144
	31.124
	0004
	-
	6.0.0
	Rel-6
	Too many digits in PCS 1900 for the Called Party BCD number
	Approved
	F
	6.1.0
	TEI6
	C6

	CP-050144
	31.124
	0005
	-
	6.0.0
	Rel-6
	Removal of GET RESPONSE references.
	Approved
	F
	6.1.0
	TEI6
	C6

	CP-050139
	31.130
	0010
	-
	6.2.0
	Rel-6
	Align paragraph numbering between 31.130 and TS 102 241
	Approved
	F
	6.3.0
	TEI6
	C6

	CP-050139
	31.130
	0011
	-
	7.0.0
	Rel-7
	Align paragraph numbering between 31.130 and TS 102 241
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050139
	31.130
	0012
	-
	6.2.0
	Rel-6
	Delete version and author info from the Java source code
	Approved
	F
	6.3.0
	TEI6
	C6

	CP-050139
	31.130
	0013
	-
	7.0.0
	Rel-7
	Delete version and author info from the Java source code
	Approved
	A
	7.1.0
	TEI6
	C6

	CP-050141
	31.130
	0014
	-
	7.0.0
	Rel-7
	Addition of new events EVENT_FORMATTED_USSD and EVENT_UNFORMATTED_USSD
	Approved
	F
	7.1.0
	USSD
	C6

	SP-050283
	32.111-3
	0044
	-
	6.2.0
	Rel-6
	Correction of IDL syntax errors in AlarmIRP{ConstDefs
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050283
	32.111-4
	0032
	-
	5.9.0
	Rel-5
	Clarification for Parallel Alarm alignments
	approved
	F
	5.10.0
	OAM-NIM
	S5

	SP-050283
	32.111-4
	0033
	-
	6.4.0
	Rel-6
	Clarification for Parallel Alarm alignments
	approved
	A
	6.5.0
	OAM-NIM
	S5

	SP-050283
	32.111-5
	0001
	-
	6.0.0
	Rel-6
	Align with 32.335
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050329
	32.150
	0003
	-
	6.2.0
	Rel-6
	Change symbol used in IDL include statements
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050284
	32.152
	0003
	-
	6.2.0
	Rel-6
	Add the stereotype “Notification” to UML repertoire. Align with TS 32.412
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050284
	32.152
	0004
	-
	6.2.0
	Rel-6
	Correction of stereotype name capitalization and visibility qualifiers
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050269
	32.172
	0004
	-
	6.1.0
	Rel-6
	Add Rel-6 trace parameters to SuM - align with CT4's TS 23.008 (Organisation of subscriber data)
	approved
	F
	6.2.0
	SuM
	S5

	SP-050269
	32.175
	0001
	-
	6.0.0
	Rel-6
	Add Rel-6 trace parameters to SuM - - align with CT4's TS 23.008 (Organisation of subscriber data)
	approved
	F
	6.1.0
	SuM
	S5

	SP-050270
	32.215
	0038
	-
	4.8.0
	Rel-4
	Correction to legal values of the Charging Characteristics IE
	approved
	F
	4.9.0
	OAM-CH
	S5

	SP-050270
	32.215
	0039
	-
	5.8.0
	Rel-5
	Correction to legal values of the Charging Characteristics IE
	approved
	A
	5.9.0
	OAM-CH
	S5

	SP-050271
	32.240
	0005
	-
	6.1.0
	Rel-6
	Correction to scope
	approved
	F
	6.2.0
	CH
	S5

	SP-050271
	32.240
	0006
	-
	6.1.0
	Rel-6
	Correction to references
	approved
	F
	6.2.0
	CH
	S5

	SP-050275
	32.250
	0002
	-
	6.1.0
	Rel-6
	Correction on the use of ‘reference point’ and ‘interface’ – Align with TR 21.905
	approved
	F
	6.2.0
	CH
	S5

	SP-050275
	32.250
	0003
	-
	6.1.0
	Rel-6
	Correction to scope
	approved
	F
	6.2.0
	CH
	S5

	SP-050275
	32.250
	0004
	-
	6.1.0
	Rel-6
	Correction to references
	approved
	F
	6.2.0
	CH
	S5

	SP-050275
	32.251
	0010
	-
	6.2.0
	Rel-6
	Correction to scope
	approved
	F
	6.3.0
	CH
	S5

	SP-050275
	32.251
	0011
	-
	6.2.0
	Rel-6
	Correction to references
	approved
	F
	6.3.0
	CH
	S5

	SP-050276
	32.260
	0004
	-
	6.1.0
	Rel-6
	Correction to scope
	approved
	F
	6.2.0
	CH
	S5

	SP-050276
	32.260
	0005
	-
	6.1.0
	Rel-6
	Correction to references
	approved
	F
	6.2.0
	CH
	S5

	SP-050277
	32.270
	0008
	-
	6.2.0
	Rel-6
	Correction to scope
	approved
	F
	6.3.0
	CH
	S5

	SP-050277
	32.270
	0009
	-
	6.2.0
	Rel-6
	Correction to references
	approved
	F
	6.3.0
	CH
	S5

	SP-050277
	32.270
	0010
	-
	6.2.0
	Rel-6
	Corrections and alignments
	approved
	F
	6.3.0
	CH
	S5

	SP-050278
	32.271
	0001
	-
	6.0.0
	Rel-6
	Add peer GMLC Identification and network ID to LCS CDRs
	approved
	C
	6.1.0
	CH
	S5

	SP-050278
	32.271
	0002
	-
	6.0.0
	Rel-6
	Correction to scope
	approved
	F
	6.1.0
	CH
	S5

	SP-050278
	32.271
	0003
	-
	6.0.0
	Rel-6
	Correction to references
	approved
	F
	6.1.0
	CH
	S5

	SP-050275
	32.295
	0001
	-
	6.0.0
	Rel-6
	Correction to scope
	approved
	F
	6.1.0
	CH
	S5

	SP-050275
	32.295
	0002
	-
	6.0.0
	Rel-6
	Correction to references
	approved
	F
	6.1.0
	CH
	S5

	SP-050275
	32.295
	0003
	-
	6.0.0
	Rel-6
	Correction on the use of ‘reference point’ and ‘interface’ – Align with TR 21.905
	approved
	F
	6.1.0
	CH
	S5

	SP-050274
	32.296
	0001
	-
	6.0.0
	Rel-6
	Correction to scope
	approved
	F
	6.1.0
	CH
	S5

	SP-050274
	32.296
	0002
	-
	6.0.0
	Rel-6
	Correction to references
	approved
	F
	6.1.0
	CH
	S5

	SP-050274
	32.296
	0003
	-
	6.0.0
	Rel-6
	Enhance rating for several services in a single transaction
	approved
	C
	6.1.0
	CH
	S5

	SP-050272
	32.297
	0001
	-
	6.0.0
	Rel-6
	Complete remaining technical issues
	approved
	C
	6.1.0
	CH
	S5

	SP-050272
	32.297
	0001
	1
	6.0.0
	Rel-6
	Corrections, alignments and additions to complete remaining technical gaps
	approved
	C
	6.1.0
	CH
	S5

	SP-050276
	32.299
	0016
	-
	6.2.0
	Rel-6
	Correction to scope
	approved
	F
	6.3.0
	CH
	S5

	SP-050276
	32.299
	0017
	-
	6.2.0
	Rel-6
	Correction to references
	approved
	F
	6.3.0
	CH
	S5

	SP-050285
	32.300
	0005
	-
	6.1.0
	Rel-6
	Correct DN string representation formal definition to support wildcard character
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050286
	32.303
	0015
	-
	6.3.0
	Rel-6
	Add missing type for support of Structured Event non-filterable Name-Value pairs
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050329
	32.312
	0004
	-
	6.1.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050288
	32.313
	0001
	-
	6.0.0
	Rel-6
	Correction of IDL syntax errors in GenericIRPManagement{ConstDefs
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050289
	32.322
	0002
	-
	6.0.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050290
	32.332
	0001
	-
	6.0.0
	Rel-6
	Correct mapping info of currentOccupancyLevel and some editorial errors
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050329
	32.332
	0002
	-
	6.0.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050292
	32.342
	0001
	-
	6.0.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050293
	32.403
	0061
	-
	6.7.0
	Rel-6
	Correction of measurement type name to RAB.SuccRelPSNoQueuing
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0062
	-
	6.7.0
	Rel-6
	Add missing GSM SGSN measurements for subscribers state
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0063
	-
	6.7.0
	Rel-6
	Add missing SGSN measurements for GSM ciphering procedures
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0064
	-
	5.10.0
	Rel-5
	Correct inter-RAT handover measurement object class UtranRelation to GsmRelation
	approved
	F
	5.11.0
	OAM-PM
	S5

	SP-050293
	32.403
	0065
	-
	6.7.0
	Rel-6
	Correct inter-RAT handover measurement object class UtranRelation to GsmRelation
	approved
	A
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0066
	-
	6.7.0
	Rel-6
	Add missing UMTS/GSM SGSN measurements for IMEI checking
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0067
	-
	6.7.0
	Rel-6
	Add missing UMTS/GSM SGSN measurements for failed PS paging procedures
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0068
	-
	6.7.0
	Rel-6
	Add missing GSM SGSN measurements for LLC protocol and SNDCP protocol
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.403
	0069
	-
	6.7.0
	Rel-6
	Add missing SGSN/GGSN measurements for max number of subscribers
	approved
	F
	6.8.0
	OAM-PM
	S5

	SP-050293
	32.412
	0011
	-
	6.4.0
	Rel-6
	Correct the matching information of monitorId attribute
	approved
	F
	6.5.0
	OAM-PM
	S5

	SP-050293
	32.413
	0008
	-
	6.4.0
	Rel-6
	Add missing IDL constants in PMIRPConstDefs.idl
	approved
	F
	6.5.0
	OAM-PM
	S5

	SP-050294
	32.421
	0010
	-
	6.6.0
	Rel-6
	BM-SC Network Element and Gmb interface addition for MBMS tracing
	approved
	B
	6.7.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0007
	-
	6.2.0
	Rel-6
	Stage 2 modifications for MBMS tracing
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0008
	-
	6.2.0
	Rel-6
	Management based activation of a Trace Session for MBMS
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0009
	-
	6.2.0
	Rel-6
	Signalling based activation of a Trace Session for MBMS
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0010
	-
	6.2.0
	Rel-6
	Management deactivation of a Trace Session for MBMS
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0011
	-
	6.2.0
	Rel-6
	Signalling deactivation of a Trace Session for MBMS
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0012
	-
	6.2.0
	Rel-6
	PS Domain Trace Recording Session starting mechanisms – Management Based
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0013
	-
	6.2.0
	Rel-6
	PS Domain Trace Recording Session starting mechanisms – Signalling Based
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0014
	-
	6.2.0
	Rel-6
	PS Domain Trace Recording Session stopping mechanisms – Management Based
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0015
	-
	6.2.0
	Rel-6
	PS Domain Trace Recording Session stopping mechanisms – Signalling Based
	approved
	B
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0016
	-
	6.2.0
	Rel-6
	Correct figures titles
	approved
	F
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.422
	0017
	-
	6.2.0
	Rel-6
	Correcting Trace Session activation message names
	approved
	F
	6.3.0
	OAM-Trace
	S5

	SP-050294
	32.423
	0002
	-
	6.1.0
	Rel-6
	Stage 3 modifications for MBMS tracing
	approved
	B
	6.2.0
	OAM-Trace
	S5

	SP-050295
	32.612
	0016
	-
	5.3.1
	Rel-5
	Correction of ambiguous precondition statement related to fallback operation
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-050295
	32.612
	0017
	-
	6.2.0
	Rel-6
	Correction of ambiguous precondition statement related to fallback operation
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-050295
	32.615
	0021
	-
	5.5.1
	Rel-5
	Bulk CM SessionLog Schema correction for no error scenario
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-050295
	32.615
	0022
	-
	6.2.0
	Rel-6
	Bulk CM SessionLog Schema correction for no error scenario
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-050295
	32.615
	0023
	-
	6.2.0
	Rel-6
	Add Transport Network interface NRM IRP - Align with 32.612
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050296
	32.623
	0016
	-
	6.4.0
	Rel-6
	Correction of IDL syntax error in GenericNetworkResourcesNRMDefs.idl
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050296
	32.624
	0022
	-
	6.1.0
	Rel-6
	Add Link Object Class to CMIP Solution Set - Align with IS in TS 32.622
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050296
	32.625
	0019
	-
	6.4.0
	Rel-6
	Remove the xxxIRPs from the Schema - Align with the IS in TS 32.622
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050296
	32.625
	0020
	-
	6.4.0
	Rel-6
	Correction of inappropriate XML type for a list of Distinguished Names
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050296
	32.635
	0014
	-
	6.2.0
	Rel-6
	Correction of XML definitions for IOCs MscServerFunction and SgsnFunction
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050297
	32.643
	0024
	-
	6.4.0
	Rel-6
	Corrections to UTRAN CORBA SS for implementation
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050297
	32.644
	0017
	-
	6.1.0
	Rel-6
	Add ExternalRncFunction Object Class - Align with the IS in TS 32.622
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050297
	32.645
	0021
	-
	5.6.0
	Rel-5
	utranNrm Attribute Name Correction
	approved
	F
	5.7.0
	OAM-NIM
	S5

	SP-050297
	32.645
	0022
	-
	6.3.0
	Rel-6
	utranNrm Attribute Name Correction
	approved
	A
	6.4.0
	OAM-NIM
	S5

	SP-050297
	32.645
	0023
	-
	6.3.0
	Rel-6
	Corrections to XML schema definition
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050298
	32.652
	0019
	-
	6.0.1
	Rel-6
	Correction of System Context and Compliance rules
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050299
	32.662
	0007
	-
	6.3.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050329
	32.662
	0008
	-
	6.3.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050299
	32.663
	0013
	-
	6.4.0
	Rel-6
	Correct CORBA SS mapping of notification filterable/non-filterable IS parameters
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050300
	32.673
	0006
	-
	5.2.0
	Rel-5
	Align AlarmStatus with the IS in TS 32.672
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-050300
	32.673
	0007
	-
	6.2.0
	Rel-6
	Align AlarmStatus with the IS in TS 32.672
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-050301
	32.692
	0002
	-
	6.0.0
	Rel-6
	Remove obsolete compliance text in 4.2
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050297
	32.804
	0002
	-
	6.1.0
	Rel-6
	Incorporation of agreed revisions from RAN3 review published in R3-041655
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050273
	32.815
	0001
	-
	6.0.0
	Rel-6
	Correction on the use of “reference point” and “interface” – Align with TR 21.905
	approved
	F
	6.1.0
	CH
	S5

	SP-050257
	33.107
	0051
	1
	6.4.0
	Rel-7
	Clarifications for the usage of the notion of a service in distributed IP networks
	approved
	F
	7.0.0
	SEC1-LI
	S3

	SP-050256
	33.107
	0052
	-
	6.4.0
	Rel-6
	Correction on the use of identities for I-WLAN lawful interception
	approved
	F
	6.5.0
	SEC1-LI
	S3

	SP-050257
	33.107
	0053
	-
	6.4.0
	Rel-7
	Correlation for IMS intercption
	approved
	C
	7.0.0
	SEC1-LI
	S3

	SP-050259
	33.108
	0070
	1
	7.0.0
	Rel-7
	Clarifications to the timing issue
	approved
	B
	7.1.0
	SEC1-LI
	S3

	SP-050259
	33.108
	0071
	-
	7.0.0
	Rel-7
	Clarification pertaining to the filtering of SDP for IRI-only cases
	approved
	B
	7.1.0
	SEC1-LI
	S3

	SP-050258
	33.108
	0072
	-
	6.8.2
	Rel-6
	Correction on IMS correlation
	approved
	F
	6.9.0
	SEC1-LI
	S3

	SP-050383
	33.108
	0073
	1
	7.0.0
	Rel-7
	Correlation for IMS intercption
	approved
	C
	7.1.0
	SEC1-LI
	S3

	SP-050260
	33.108
	0074
	-
	6.8.2
	Rel-6
	Inconsistency in Annex B.5
	approved
	F
	6.9.0
	SEC1-LI
	S3

	SP-050260
	33.108
	0075
	-
	7.0.0
	Rel-7
	Inconsistency in Annex B.5
	approved
	A
	7.1.0
	SEC1-LI
	S3

	SP-050259
	33.108
	0076
	-
	7.0.0
	Rel-7
	Obsolete Import Statement in Annex B.6
	approved
	D
	7.1.0
	SEC1-LI
	S3

	SP-050261
	33.203
	0080
	1
	6.6.0
	Rel-6
	Description of 2xx Auth_Ok message
	approved
	F
	6.7.0
	IMS-ASEC
	S3

	SP-050262
	33.220
	0050
	1
	6.4.0
	Rel-6
	Usage of USS for local policy enforcement in BSF
	approved
	F
	6.5.0
	SEC1-SC
	S3

	SP-050262
	33.220
	0051
	1
	6.4.0
	Rel-6
	Correcting figure 4.4
	approved
	F
	6.5.0
	SEC1-SC
	S3

	SP-050263
	33.220
	0052
	-
	6.4.0
	Rel-7
	GBA User Security Settings (GUSS) transfer optimisation
	approved
	B
	7.0.0
	SEC1-SC
	S3

	SP-050264
	33.222
	0019
	-
	6.3.0
	Rel-6
	Removal of editor’s note
	approved
	F
	6.4.0
	SEC1-SC
	S3

	SP-050265
	33.234
	0064
	2
	6.4.0
	Rel-6
	Specify the number of the IPsec SAs under the same IKE SA in WLAN 3GPP IP access
	approved
	F
	6.5.0
	WLAN
	S3

	SP-050265
	33.234
	0065
	1
	6.4.0
	Rel-6
	Terminate WLAN session by AAA server
	approved
	F
	6.5.0
	WLAN
	S3

	SP-050265
	33.234
	0066
	-
	6.4.0
	Rel-6
	Correction to the definition of the Wn Reference Point
	approved
	F
	6.5.0
	WLAN
	S3

	SP-050266
	33.246
	0058
	1
	6.2.0
	Rel-6
	MKI and authentication tag length in User Service Description
	approved
	C
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0059
	1
	6.2.0
	Rel-6
	Clarification of Key domain ID in service announcement
	approved
	C
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0060
	1
	6.2.0
	Rel-6
	Key usage clarification
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0061
	1
	6.2.0
	Rel-6
	Omitted MTK Update Error Message
	approved
	C
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0062
	1
	6.2.0
	Rel-6
	Editorial corrections to TS 33.246
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0063
	1
	6.2.0
	Rel-6
	Clarifications on MBMS key management
	approved
	C
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0064
	1
	6.2.0
	Rel-6
	Use of IMPI in MBMS
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0065
	-
	6.2.0
	Rel-6
	Clarification on CSB ID and SP payload use
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0066
	-
	6.2.0
	Rel-6
	MIME type adjustments according to LS S3-050192
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050266
	33.246
	0067
	-
	6.2.0
	Rel-6
	Results of mapping the MBMS security requirements into security functions and mechanisms
	approved
	F
	6.3.0
	MBMS
	S3

	SP-050267
	33.978
	0001
	-
	6.0.1
	Rel-6
	Correction of use of 401 Unauthorized and 399 Warning headers
	approved
	F
	6.1.0
	SEC-IMS
	S3

	RP-050267
	34.108
	0399
	-
	5.4.0
	Rel-5
	Additional call setup procedures for inter RAT RRM testing
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0400
	-
	5.4.0
	Rel-5
	CR to 34.108: Correction to RADIO BEARER SETUP message for BTFD RMC
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0401
	-
	5.4.0
	Rel-5
	CR to 34.108: Correction to reference radio conditions for GSM
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0402
	-
	5.4.0
	Rel-5
	Addition of RADIO BEARER SETUP Messages for Auxiliary Measurement
	approved
	F
	5.5.0
	TEI
	R5

	RP-050349
	34.108
	0403
	-
	5.4.0
	Rel-5
	Addition of GPS scenario and assistance data for A-GPS performance tests in 34.108
	approved
	B
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0404
	-
	5.4.0
	Rel-5
	CR 34.108 Addition of specific message content to A-GPS performance test procedures in clause 7.5
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0405
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Clarification of generic setup procedures in section 7.3.4
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0406
	-
	5.4.0
	Rel-5
	Removal of TGPL2
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0407
	-
	5.4.0
	Rel-5
	Addition of compressed mode pattern for Inter Frequency FDD measurement & Inter RAT measurement GSM
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0408
	-
	5.4.0
	Rel-5
	Correction to MIB, PLMN and Cell Value Tag Value Definition to 34.108
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0409
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 11 (3.84 Mcps and 1.28 Mcps TDD) in section 6.1.0b
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0410
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Corrections to the usage of ‘Cell info’ IE in System Information Block type 11 in section 6.1.4 for TDD cell
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0411
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 5 (1.28 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0412
	-
	5.4.0
	Rel-5
	Update to clause 8 Test USIM Parameters
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0413
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Update of SIB3, SIB4, SIB11 and SIB12 for TDD in section 6.1.0b
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0414
	-
	5.4.0
	Rel-5
	CR to 34.108: Correction to TFCS
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0415
	-
	5.4.0
	Rel-5
	CR to TS34.108 Rel-5; Correction to the physical channel parameter
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0416
	-
	5.4.0
	Rel-5
	Correction to default SIB configurations
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0417
	-
	5.4.0
	Rel-5
	CR to 34.108: Missing Rel-5 IE’s in the default Radio Bearer Setup message at section 9.1.1.
	approved
	F
	5.5.0
	TEI
	R5

	RP-050267
	34.108
	0418
	-
	5.4.0
	Rel-5
	CR to TS34.108 Rel-5; Clarification of the reference TFCS for three RB multiplexing option (condition A9)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0419
	-
	5.4.0
	Rel-5
	Addition of new HSDPA Streaming RAB configurations
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0420
	-
	5.4.0
	Rel-5
	CR to 34.108 Rel-5: Content Correction of RRC CONNECTION SETUP message for LCR TDD in 9.1.2
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0421
	-
	5.4.0
	Rel-5
	Add Default RADIO BEARER RELEASE message (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0422
	-
	5.4.0
	Rel-5
	Add Default Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0423
	-
	5.4.0
	Rel-5
	Add Default Contents of RADIO BEARER RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0424
	-
	5.4.0
	Rel-5
	Add Default Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0425
	-
	5.4.0
	Rel-5
	Add Default Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0426
	-
	5.4.0
	Rel-5
	Add Default Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0427
	-
	5.4.0
	Rel-5
	Add Default Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0428
	-
	5.4.0
	Rel-5
	Add Default Contents of MEASUREMENT REPORT message: AM (intra/inter-frequency measurement (3.84 Mcps TDD)
	approved
	F
	5.5.0
	TEI
	R5

	RP-050350
	34.108
	0429
	-
	5.4.0
	Rel-5
	Corrections to section 10.7 and GPS data file for 34.108
	approved
	F
	5.5.0
	TEI
	R5

	RP-050268
	34.108
	0430
	-
	5.4.0
	Rel-5
	Correction to RADIO BEARER SETUP message for HSDPA RF testing
	approved
	F
	5.5.0
	TEI
	R5

	RP-050301
	34.109
	0035
	-
	5.4.0
	Rel-5
	Clarification of loopback behaviour for uni-directional radio bearers
	approved
	F
	5.5.0
	HSDPA-L23
	R2

	RP-050301
	34.109
	0036
	-
	6.0.0
	Rel-6
	Clarification of loopback behaviour for uni-directional radio bearers
	approved
	A
	6.1.0
	HSDPA-L23
	R2

	RP-050269
	34.121
	0525
	-
	6.0.0
	Rel-6
	CR to 34.121: Correction to operating conditions for TCs: 5.13.1, 5.13A.1 & 5.13.2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0526
	-
	6.0.0
	Rel-6
	Removal of TGPL2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0527
	-
	6.0.0
	Rel-6
	Clarification of the interfering signal in 6.5 Blocking Characteristics and 6.7 Intermodulation Characteristics
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0528
	-
	6.0.0
	Rel-6
	Addition of test tolerances to TC 7.11
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0529
	-
	6.0.0
	Rel-6
	Correction to 7.7.2 Combining of TPC commands from radio links of different radio link sets
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0530
	-
	6.0.0
	Rel-6
	Clarification of TS34.121 Closed Loop Transmit Diversity test cases
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0531
	-
	6.0.0
	Rel-6
	CR to 34.121: Clarification of Annex C.6 for BLER measurement configurations
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0532
	-
	6.0.0
	Rel-6
	Change of 34.121 test case 7.8.2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0533
	-
	6.0.0
	Rel-6
	Correction to TS34.121 TC 8.6.1.2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0534
	-
	6.0.0
	Rel-6
	Correction to TS34.121 TC 8.7.6.1
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0535
	-
	6.0.0
	Rel-6
	Corrections to test cases having power control ON.
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0536
	-
	6.0.0
	Rel-6
	Correction to TS34.121 TC 8.6.1.3
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0537
	-
	6.0.0
	Rel-6
	Modification of call setup procedure for inter-RAT connected state RRM tests
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0538
	-
	6.0.0
	Rel-6
	Addition of test tolerances and corrections for 8.6.2.2 Correct reporting of neighbours in fading propagation condition
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0539
	-
	6.0.0
	Rel-6
	CR to 34.121: GSM band corrections
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0540
	-
	6.0.0
	Rel-6
	Statistical approach for 8.7.3A GSM Carrier RSSI
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0541
	-
	6.0.0
	Rel-6
	CR to 34.121 Rel-6; Update of the MEASUREMENT REPORT message to RRC release 5
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0542
	-
	6.0.0
	Rel-6
	CR to 34.121: Corrections to Annex C and Annex E
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0543
	-
	6.0.0
	Rel-6
	CR to TC 5.9 Spectrum emission mask
	approved
	F
	6.1.0
	TEI
	R5

	RP-050269
	34.121
	0544
	-
	6.0.0
	Rel-6
	Clarifications of TS34.121 section 9.1
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0545
	-
	6.0.0
	Rel-6
	Editorial correction to TS34.121 TC 9.3.2
	approved
	D
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0546
	-
	6.0.0
	Rel-6
	CR to 34.121: Addition of a new annex section for uplink Reference Measurement Channel for testing of UE Transmitter Characteristics with HS-DPCCH.
	approved
	F
	6.1.0
	HSDPA
	R5

	RP-050270
	34.121
	0547
	-
	6.0.0
	Rel-6
	CR to 34.121: New test case for HS-DPCCH.
	approved
	F
	6.1.0
	HSDPA
	R5

	RP-050270
	34.121
	0548
	-
	6.0.0
	Rel-6
	Correction to 9.2.1 Single Link Performance in 9.2 Demodulation of HS-DSCH
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0549
	-
	6.0.0
	Rel-6
	Corrections to TC 7.12, detection of acquisition indicator (AI)
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0550
	-
	6.0.0
	Rel-6
	Corrections to test tolerances in TC 7.8.2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0551
	-
	6.0.0
	Rel-6
	OCNS for TX diversity
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0552
	-
	6.0.0
	Rel-6
	Correction to ”Read SFN indicator” in Measurement Control Messages in 8.3.2.2
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0553
	-
	6.0.0
	Rel-6
	Corrections to TC 5.4.1 and 5.5.2 due to too low S-CCPCH level
	approved
	F
	6.1.0
	TEI
	R5

	RP-050270
	34.121
	0554
	-
	6.0.0
	Rel-6
	Changes to 8.3.1 FDD/FDD Soft Handover.
	approved
	F
	6.1.0
	TEI
	R5

	RP-050271
	34.123-1
	1139
	-
	5.11.1
	Rel-5
	Correction to Package 2 IR_U test case 6.2.2.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1140
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Addition of test frequencies for Band V and VI for idle mode testing
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1141
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 Idle Mode Test Cases 6.1.1.7 and 6.1.2.8
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1142
	-
	5.11.1
	Rel-5
	FDD_Qmin values in cell reselection test cases 6.2.2.2 and 6.2.2.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1143
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5; New cell reselection test case on HCS inter-frequency cell reselection
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1144
	-
	5.11.1
	Rel-5
	Correction to Package 2 RRC test case 8.1.10.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1145
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.1.1.9 (GCF Work Item 12)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1146
	-
	5.11.1
	Rel-5
	Correcting initial conditions of Inter-RAT test cases 8.1.2.12 and 8.1.2.13
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1147
	-
	5.11.1
	Rel-5
	Corrections to P4 RRC test case 8.1.3.9
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1148
	-
	5.11.1
	Rel-5
	Correction to MIB, PLMN and Cell Value Tag Value Definition to 8.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1149
	-
	5.11.1
	Rel-5
	Addition of new Rel-5 RRC test cases to 34.123-1 for RRC Connection establishment using Default Radio Configurations
	approved
	B
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1150
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.1.1.10 (GCF Work Item 12)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1151
	-
	5.11.1
	Rel-5
	Correction to RRC Package 2 testcase 8.2.2.9
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1152
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5; Correction to SRNS relocation test case 8.2.2.43
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1153
	-
	5.11.1
	Rel-5
	Correction to P4 RRC test case 8.2.6.38
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1154
	-
	5.11.1
	Rel-5
	Correction to Package 4 RRC test case 8.2.6.12
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1155
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Cases 8.2.4.10
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1156
	-
	5.11.1
	Rel-5
	Removal of TGPL2 from section 8.2
	approved
	F
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1157
	-
	5.11.1
	Rel-5
	Correction of table number in Test 8.2.3.24
	approved
	D
	5.12.0
	TEI
	R5

	RP-050271
	34.123-1
	1158
	-
	5.11.1
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.21
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1159
	-
	5.11.1
	Rel-5
	Correction to Package 4 Inter system cell reselection test case 8.3.9.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1160
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Cases 8.3.1.3
	approved
	D
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1161
	-
	5.11.1
	Rel-5
	Updation of Table 8.3.7-1 in section 8.3.7
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1162
	-
	5.11.1
	Rel-5
	Correction to MIB, PLMN and Cell Value Tag Value Definition to 8.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1163
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.3.11.4 (WI-010)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1164
	-
	5.11.1
	Rel-5
	Correction to GCF WI-010 test cases 8.3.1.10 and 8.3.2.4
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1165
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-012 RRC test case 8.3.1.30.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1166
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.3.1.18 (WI-010)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1167
	-
	5.11.1
	Rel-5
	Correction to RRC test cases 8.3.4.1, 8.3.4.2 (P1), 8.3.4.8 (WI-12), 8.3.4.4, 8.3.4.5 (Low priority)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1168
	-
	5.11.1
	Rel-5
	Corrections to GCF WI-010 (P4) approved test case 8.3.7.5
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1169
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Cases 8.3.7.13
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1170
	-
	5.11.1
	Rel-5
	Removal of TGPL2 for section 8.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1171
	-
	5.11.1
	Rel-5
	Correction to RRC Package 4 testcase 8.3.1.18
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1172
	-
	5.11.1
	Rel-5
	Correction to Package 4 Inter-system handover test case 8.3.7.12
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1173
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 Inter-RAT Test Case 8.3.7.12
	approved
	D
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1174
	-
	5.11.1
	Rel-5
	Correction to Package 3 RRC test case 8.3.2.13
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1175
	-
	5.11.1
	Rel-5
	Addition of new Rel-5 RRC test cases to 34.123-1 for Inter-RAT Network Assisted Cell Change
	approved
	B
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1176
	-
	5.11.1
	Rel-5
	Addition of new Rel-5 test cases for CELL_FACH and CELL_PCH state specific handling of Treselection and Qhyst parameters in cell reselection to 34.123-1
	approved
	B
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1177
	-
	5.11.1
	Rel-5
	Correction to Package 3 RRC test case 8.3.1.23
	approved
	F
	5.12.0
	TEI
	R5

	RP-050272
	34.123-1
	1178
	-
	5.11.1
	Rel-5
	Correction to Package 3 RRC test case 8.3.1.24
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1179
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5: Addition of SIB 12 contents to section 8.3.9
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1180
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to WI-010 P4 IR_U test case 8.3.9.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1181
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to WI-010 P4 IR_U test case 8.3.9.5
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1182
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 IR_U Test Cases 8.3.7.12 (approved)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1183
	-
	5.11.1
	Rel-5
	Correction to MIB, PLMN and Cell Value Tag Value Definition to 8.4
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1184
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5; Removal of Release 5 test case 8.4.1.46
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1185
	-
	5.11.1
	Rel-5
	Corrections to GCF WI-010 (P2) approved test case 8.4.1.7
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1186
	-
	5.11.1
	Rel-5
	Correction to Package 4 RRC test case 8.4.1.41
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1187
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-012 RRC test case 8.4.1.6.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1188
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Cases 8.4.1.29
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1189
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Cases 8.4.1.25
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1190
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 Inter-RAT Test Cases 8.4.1.31, 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.40 (Revision of R5-050598)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1191
	-
	5.11.1
	Rel-5
	Removal of TGPL2 from section 8.4
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1192
	-
	5.11.1
	Rel-5
	Correction to Package 3 RRC test case 8.4.1.37
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1193
	-
	5.11.1
	Rel-5
	Clarification of Cell 3 CPICH level for “Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (FDD)”, Test 8.4.1.5
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1194
	-
	5.11.1
	Rel-5
	Correction to NAS MM test case 9.4.2.4 (GCF Work Item 12)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1195
	-
	5.11.1
	Rel-5
	Corrections to low priority MM test case 9.4.5.4.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1196
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 NAS Test Cases 9.2.2
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1197
	-
	5.11.1
	Rel-5
	Correction to GCF WI-12 MM Test Case 9.4.3.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050273
	34.123-1
	1198
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 NAS Test Case 9.4.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1199
	-
	5.11.1
	Rel-5
	Correction to NAS GMM test case 12.3.2.7 (GCF Work Item 12)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1200
	-
	5.11.1
	Rel-5
	Correction to NAS GMM test case 12.9.9 (GCF Work Item 12)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1201
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 RRC Test Case 12.2.2.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1202
	-
	5.11.1
	Rel-5
	CR to 34.123-1 : Correction to WI-012 GMM test case 12.3.2.8 Proc1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1203
	-
	5.11.1
	Rel-5
	Correction to Package 4 NAS test case 12.2.1.5d
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1204
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 NAS Test Cases 12.4.1.4d
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1205
	-
	5.11.1
	Rel-5
	Deletion of postamble of switch-off UE and detach in GMM test cases 12.3.x
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1206
	-
	5.11.1
	Rel-5
	CR to 34.123-1:Corrections to GCF WI-010 RAB TC 14.2.43.1 and GCF WI-012 RAB TC 14.2.43.2.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1207
	-
	5.11.1
	Rel-5
	CR to 34.123-1:Correction to GCF WI-010 P3 RAB TC 14.2.58a
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1208
	-
	5.11.1
	Rel-5
	Correction to test requirement of radio bearer test cases for multi radio bearer combinations (Section 14)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1209
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 SMS Test Cases 16.1.2, 16.1.9.1, 16.1.9.2 and 16.1.10
	approved
	D
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1210
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to WI-010 SMS test cases 16.1.2, 16.1.10, 16.2.2 and 16.2.10
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1211
	-
	5.11.1
	Rel-5
	CR 34.123-1 Correction to A-GPS test case 17.2.4.10
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1212
	-
	5.11.1
	Rel-5
	CR 34.123-1 Correction to initial UE conditions for A-GPS MT-LR test cases
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1213
	-
	5.11.1
	Rel-5
	Clarifications and editorial changes to A-GPS test cases
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1214
	-
	5.11.1
	Rel-5
	Corrections to HSDPA radio bearer test cases
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1215
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 RRC HSDPA test case 8.2.1.27
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1216
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 RRC HSDPA test case 8.2.1.31
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1217
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 RRC HSDPA test case 8.2.4.36
	approved
	F
	5.12.0
	TEI
	R5

	RP-050274
	34.123-1
	1218
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.2.6.39a.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1219
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.32.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1220
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.33.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1221
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.34.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1222
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.35.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1223
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.36.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1224
	-
	5.11.1
	Rel-5
	CR to 34.123-1: Correction to GCF WI-014 RRC HSDPA test case 8.3.1.37.
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1225
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 RRC HSDPA test case 8.2.1.28
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1226
	-
	5.11.1
	Rel-5
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.24
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1227
	-
	5.11.1
	Rel-5
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.25
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1228
	-
	5.11.1
	Rel-5
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.26
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1229
	-
	5.11.1
	Rel-5
	CR to 34.123-1Rel-5: To Delete Test Case 7.1.2.2.3 of LCR TDD
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1230
	-
	5.11.1
	Rel-5
	Correction of 8_4_1_2A for TDD
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1231
	-
	5.11.1
	Rel-5
	Correction to MAC test cases 7.1.3.2 to add HCR TDD
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1232
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.4.1.1A (TDD)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1233
	-
	5.11.1
	Rel-5
	Correction to RRC test case 8.4.1.5A (TDD)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1234
	-
	5.11.1
	Rel-5
	8.2.2.43 RRC test case on seamless SRNS relocation using Radio Bearer Reconfiguration add TDD content
	approved
	B
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1235
	-
	5.11.1
	Rel-5
	Correction to 8.1.8.3 to add TDD to step 2
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1236
	-
	5.11.1
	Rel-5
	Add TDD to RRC test case 8.3.11.4
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1237
	-
	5.11.1
	Rel-5
	Correction to RAB test case 18.2.2.34.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050275
	34.123-1
	1238
	-
	5.11.1
	Rel-5
	Correct RAB test case 18.2.5.2a Poll_SDU value (TDD)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1239
	-
	5.11.1
	Rel-5
	Tests for HCR TDD RAB combinations #38 thru #61
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1240
	-
	5.11.1
	Rel-5
	Add TDD to RRC test case 8.4.1.33
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1241
	-
	5.11.1
	Rel-5
	Correction to Package 4 RRC test case 8.4.1.26 to change TDD content
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1242
	-
	5.11.1
	Rel-5
	Correction RRC test case 8.4.1.7A (TDD)
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1243
	-
	5.11.1
	Rel-5
	Correction to Package 4 Inter system cell reselection test case 8.3.9.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1244
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 MAC-HS test case 7.1.5.1
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1245
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 MAC-HS test case 7.1.5.4
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1246
	-
	5.11.1
	Rel-5
	Correction to GCF WI-014 MAC-HS test case 7.1.5.5
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1247
	-
	5.11.1
	Rel-5
	Correction to GCF WI-10 NAS Test Cases 12.2.1.2, 12.2.1.5a Proc 1, 12.2.1.5a Proc 2, 12.3.2.7, 12.4.1.2 and 12.6.1.2
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1248
	-
	5.11.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to WI-012 RLC test case 7.2.3.28
	approved
	F
	5.12.0
	TEI
	R5

	RP-050276
	34.123-1
	1249
	-
	5.11.1
	Rel-5
	Corrections to WI-10 P4 approved GMM test case 12.2.1.5a Test Procedures 1 & 2
	approved
	F
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0198
	-
	5.11.0
	Rel-5
	CR 34.123-2 Correction to A-GPS test case 17.2.4.10 Applicability
	approved
	F
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0199
	-
	5.11.0
	Rel-5
	New PICS values
	approved
	F
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0200
	-
	5.11.0
	Rel-5
	CR to 34.123-2 Rel-5: To Delete the Test Case 7.1.2.2.3 of LCR TDD in Applicability Table
	approved
	F
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0201
	-
	5.11.0
	Rel-5
	Addition of new HCS cell reselection test case to the applicability table
	approved
	F
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0202
	-
	5.11.0
	Rel-5
	Applicability table for new Rel-5 RRC test cases for RRC Connection establishment using Default Radio Configurations.
	approved
	B
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0203
	-
	5.11.0
	Rel-5
	Applicability table for new Rel-5 test cases for Inter-RAT Network Assisted Cell Change.
	approved
	B
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0204
	-
	5.11.0
	Rel-5
	Applicability table for new Rel-5 test cases for CELL_FACH and CELL_PCH state specific handling of Treselection and Qhyst parameters in cell reselection
	approved
	B
	5.12.0
	TEI
	R5

	RP-050277
	34.123-2
	0205
	-
	5.11.0
	Rel-5
	Update to applicability table to the title of test case 8.3.9.3
	approved
	F
	5.12.0
	TEI
	R5

	RP-050280
	34.123-3
	1270
	-
	5.0.0
	Rel-5
	Addition of NAS WI 12 test case 12.3.2.7 to NAS ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1270
	-
	5.0.0
	Rel-5
	Addition of NAS WI 12 test case 12.3.2.7 to NAS ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1271
	-
	5.0.0
	Rel-5
	Addition of WI-012 NAS test case 12.9.7a to NAS ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1271
	-
	5.0.0
	Rel-5
	Addition of WI-012 NAS test case 12.9.7a to NAS ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1272
	-
	5.0.0
	Rel-5
	Addition of NAS WI 12 test case 12.9.9 to NAS ATS V3.8.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1272
	-
	5.0.0
	Rel-5
	Addition of NAS WI 12 test case 12.9.9 to NAS ATS V3.8.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050365
	34.123-3
	1273
	-
	5.0.0
	Rel-5
	Addition of WI-010 P3 RAB test case 14.2.43.1 to RAB ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1273
	-
	5.0.0
	Rel-5
	Addition of WI-010 P3 RAB test case 14.2.43.1 to RAB ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050280
	34.123-3
	1274
	-
	5.0.0
	Rel-5
	Addition of WI-012 RAB test case 14.2.43.2 to RAB ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1274
	-
	5.0.0
	Rel-5
	Addition of WI-012 RAB test case 14.2.43.2 to RAB ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1275
	-
	5.0.0
	Rel-5
	Addition of WI-012 RAB test case 14.2.58a to RAB ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1275
	-
	5.0.0
	Rel-5
	Addition of WI-012 RAB test case 14.2.58a to RAB ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050365
	34.123-3
	1276
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.28 to RLC ATS V3.8.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1276
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.28 to RLC ATS V3.8.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1277
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.32 to RLC ATS V3.8.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1277
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.32 to RLC ATS V3.8.0
	withdrawn
	B
	
	TEI
	R5

	RP-050280
	34.123-3
	1278
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.35 to RLC ATS V3.8.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1278
	-
	5.0.0
	Rel-5
	Addition of WI-012 RLC test case 7.2.3.35 to RLC ATS V3.8.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050365
	34.123-3
	1279
	-
	5.0.0
	Rel-5
	Addition of WI12 test case 8.1.1.9 to RRC ATS v5.0.0 (Revision of R5s050125)
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1279
	-
	5.0.0
	Rel-5
	Addition of WI12 test case 8.1.1.9 to RRC ATS v5.0.0 (Revision of R5s050125)
	withdrawn
	B
	
	TEI
	R5

	RP-050280
	34.123-3
	1280
	-
	5.0.0
	Rel-5
	Addition of WI12 test cases 8.1.2.11 to RRC ATS v3.8.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1280
	-
	5.0.0
	Rel-5
	Addition of WI12 test cases 8.1.2.11 to RRC ATS v3.8.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1281
	-
	5.0.0
	Rel-5
	Addition of RRC WI-012 test case 8.3.1.30 to RRC ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1281
	-
	5.0.0
	Rel-5
	Addition of RRC WI-012 test case 8.3.1.30 to RRC ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1282
	-
	5.0.0
	Rel-5
	Addition of WI-012 test case 8.3.7.16 to IR_U ATS 3.8.0.
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1282
	-
	5.0.0
	Rel-5
	Addition of WI-012 test case 8.3.7.16 to IR_U ATS 3.8.0.
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1283
	-
	5.0.0
	Rel-5
	Regression changes on TC 8.3.9.5 – WK09
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1283
	-
	5.0.0
	Rel-5
	Regression changes on TC 8.3.9.5 – WK09
	approved
	B
	5.1.0
	TEI
	R5

	RP-050365
	34.123-3
	1284
	-
	5.0.0
	Rel-5
	Addition of RRC WI-012 test case 8.4.1.6 to RRC ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1284
	-
	5.0.0
	Rel-5
	Addition of RRC WI-012 test case 8.4.1.6 to RRC ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1285
	-
	5.0.0
	Rel-5
	Addition of WI-012 NAS test case 9.4.5.4.6 to NAS ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1285
	-
	5.0.0
	Rel-5
	Addition of WI-012 NAS test case 9.4.5.4.6 to NAS ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1286
	-
	5.0.0
	Rel-5
	Addition of NAS P4 test case 12.4.1.4c Proc1 to NAS ATS V5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1286
	-
	5.0.0
	Rel-5
	Addition of NAS P4 test case 12.4.1.4c Proc1 to NAS ATS V5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1287
	-
	5.0.0
	Rel-5
	Revision and Addition of WI-10 (P2) test cases 6.2.2.2 to IR_U ATS v5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1287
	-
	5.0.0
	Rel-5
	Revision and Addition of WI-10 (P2) test cases 6.2.2.2 to IR_U ATS v5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050281
	34.123-3
	1289
	-
	5.0.0
	Rel-5
	Summary of regression errors for IR_U_r3_wk17.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1290
	-
	5.0.0
	Rel-5
	Correction to Approved RRC Package 4 TC 8.4.1.40
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1291
	-
	5.0.0
	Rel-5
	Correction of a missing LB entity in LB setup introduced in Rel-5 in the definition of CLOSE UE TEST LOOP
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1292
	-
	5.0.0
	Rel-5
	Correction to approved testcase 8.2.2.4 and 8.2.4.4
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1293
	-
	5.0.0
	Rel-5
	Summary of additional regression errors in the wk17 ATS.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1294
	-
	5.0.0
	Rel-5
	Correction to approved testcase 8.2.1.9
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1295
	-
	5.0.0
	Rel-5
	Correction in TTCN to support Band II UE for UE capability Information
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1296
	-
	5.0.0
	Rel-5
	Correction to value of periodic RA update timer IE in Attach Accept message
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1297
	-
	5.0.0
	Rel-5
	Correction to Order of AT commands used for initiation of PS call
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1298
	-
	5.0.0
	Rel-5
	Correction to approved testcase 8.1.7.1b
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1299
	-
	5.0.0
	Rel-5
	Regression Error Report based on wk17ATS
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1300
	-
	5.0.0
	Rel-5
	Correction in TTCN to enable ciphering for 3G to 2G handover.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1301
	-
	5.0.0
	Rel-5
	Correction to approved RRC testcases 8.1.3.3 and 8.1.3.4
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1302
	-
	5.0.0
	Rel-5
	Correction to GCF WI-10 test case 8.4.1.3
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1303
	-
	5.0.0
	Rel-5
	Corrections to WI-010 P3 RAB test cases 14.2.12, 14.2.16 & 14.2.17
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1304
	-
	5.0.0
	Rel-5
	Correction required for WI-010 P3 RAB Testcase 14.2.38c.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1305
	-
	5.0.0
	Rel-5
	Correction to GCF Package 3 RRC test case 8.3.1.24
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1306
	-
	5.0.0
	Rel-5
	Summary of additional regression errors in the wk09 ATS.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1307
	-
	5.0.0
	Rel-5
	Correction to approved RRC Package 4 TC 8.3.1.18
	approved
	F
	5.1.0
	TEI
	R5

	RP-050281
	34.123-3
	1308
	-
	5.0.0
	Rel-5
	Correction to WI-12 Test Case 8.3.7.16
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1309
	-
	5.0.0
	Rel-5
	Correction to RRC P3 TC 8.3.2.13
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1310
	-
	5.0.0
	Rel-5
	Regression Error Report based on wk09 ATS
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1311
	-
	5.0.0
	Rel-5
	Summary of regression errors for IR_U_wk09.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1312
	-
	5.0.0
	Rel-5
	Correction to RRC P2 TC 8.3.1.21
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1313
	-
	5.0.0
	Rel-5
	Correction to Approved NAS Package 4 TC 12.4.1.4a
	approved
	F
	5.1.0
	TEI
	R5

	RP-050283
	34.123-3
	1314
	-
	5.0.0
	Rel-5
	Summary of regression errors in the wk09 ATS.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1315
	-
	5.0.0
	Rel-5
	Correction for the MM test step “ts_GMM_RAU_AcceptEPLMN”
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1316
	-
	5.0.0
	Rel-5
	Correction to SMS Test Suite for AT Commands
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1317
	-
	5.0.0
	Rel-5
	Changes required to support Release 5
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1318
	-
	5.0.0
	Rel-5
	Correction to approved package WI-12 NAS Test case 9_5_7_2
	approved
	F
	5.1.0
	TEI
	R5

	RP-050283
	34.123-3
	1319
	-
	5.0.0
	Rel-5
	Correction to approved testcase 8.1.10.1
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1320
	-
	5.0.0
	Rel-5
	Handling of L2 Acknowledgement on GERAN side.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1321
	-
	5.0.0
	Rel-5
	Correction to Approved RRC Package 4 TC 8.3.1.18
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1322
	-
	5.0.0
	Rel-5
	Correction to IR_U P4 Approved test case 8.3.11.4
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1323
	-
	5.0.0
	Rel-5
	Summary of iWD_07 regression test errors
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1324
	-
	5.0.0
	Rel-5
	Corrections to section 16 SMS test cases to improve AT command handling
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1325
	-
	5.0.0
	Rel-5
	Correction to approved GCF P4 test cases 8.1.7.1c
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1326
	-
	5.0.0
	Rel-5
	Summary of regression errors in the wk07 ATS.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1327
	-
	5.0.0
	Rel-5
	Correction to approved NAS WI 12 test case 12.4.1.5.
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1328
	-
	5.0.0
	Rel-5
	Correction to approved GCF P4 test cases 8.1.7.1d
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1329
	-
	5.0.0
	Rel-5
	Correction to approved package 2 NAS Test case 9_5_2
	approved
	F
	5.1.0
	TEI
	R5

	RP-050282
	34.123-3
	1330
	-
	5.0.0
	Rel-5
	Correction to RRC P1 TC 8.4.1.1, 8.4.1.3 and P3 TC 8.4.1.29
	approved
	F
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1331
	-
	5.0.0
	Rel-5
	Revision of RRC WI-14 test case 8.2.3.30 to RRC ATS v5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050365
	34.123-3
	1331
	-
	5.0.0
	Rel-5
	Revision of RRC WI-14 test case 8.2.3.30 to RRC ATS v5.0.0
	approved
	B
	5.1.0
	TEI
	R5

	RP-050365
	34.123-3
	1332
	-
	5.0.0
	Rel-5
	Addition of RRC WI-014 test case 8.2.4.36 to RRC ATS V5.0.0 (Revision of R5s050161)
	approved
	B
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1332
	-
	5.0.0
	Rel-5
	Addition of RRC WI-014 test case 8.2.4.36 to RRC ATS V5.0.0 (Revision of R5s050161)
	withdrawn
	B
	
	TEI
	R5

	RP-050279
	34.123-3
	1333
	-
	5.0.0
	Rel-5
	Add new verified and e-mail approved TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	revised
	F
	
	TEI
	R5

	RP-050366
	34.123-3
	1333
	1
	5.0.0
	Rel-5
	Add new verified and e-mail approved TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	5.1.0
	TEI
	R5

	RP-050278
	34.123-3
	1334
	-
	5.0.0
	Rel-5
	Correction to specification version references
	approved
	F
	5.1.0
	TEI
	R5

	RP-050278
	34.123-3
	1335
	-
	5.0.0
	Rel-5
	Modifying AT Commands, ASPs, TSOs and PIXITs
	approved
	F
	5.1.0
	TEI
	R5

	RP-050278
	34.123-3
	1336
	-
	5.0.0
	Rel-5
	HSDPA ASP Modification
	approved
	F
	5.1.0
	TEI
	R5

	RP-050278
	34.123-3
	1337
	-
	5.0.0
	Rel-5
	Modifying G_L2_SYSINFO_REQ ASP
	approved
	F
	5.1.0
	TEI
	R5

	RP-050278
	34.123-3
	1338
	-
	5.0.0
	Rel-5
	CR to 34.123-3 Rel-5: Addition of a new ASP required for test case tc_8_1_7_1d
	approved
	F
	5.1.0
	TEI
	R5

	RP-050280
	34.123-3
	1339
	-
	5.0.0
	Rel-5
	Addition of RRC WI-014 test case 8.2.2.38 to RRC ATS V5.0.0 (Revision of R5s050157)
	withdrawn
	B
	
	TEI
	R5

	RP-050280
	34.123-3
	1340
	-
	5.0.0
	Rel-5
	Addition of RRC WI-14 test case 8.2.1.30 to RRC ATS v5.0.0
	withdrawn
	B
	
	TEI
	R5

	RP-050206
	34.124
	0016
	1
	6.0.0
	Rel-7
	Introduction of UMTS2600 requirements
	approved
	B
	7.0.0
	RInImp-UMTS2600
	R4

	RP-050208
	34.124
	0017
	-
	6.0.0
	Rel-6
	Correction of receiver exclusion bands
	approved
	F
	6.1.0
	TEI6
	R4

	RP-050284
	34.902
	0001
	-
	5.0.0
	Rel-5
	CR to 34.902: Addition of test system uncertainties for Test Case: 8.6.2.2 Correct reporting of neighbours in fading propagation condition
	approved
	F
	5.1.0
	TEI
	R5

	RP-050284
	34.902
	0002
	-
	5.0.0
	Rel-5
	Editorial change to clearly mark the examples
	approved
	D
	5.1.0
	TEI
	R5

	SP-050356
	41.101
	0013
	-
	6.1.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.2.0
	TEI6
	SP

	CP-050136
	42.019
	0001
	-
	4.0.0
	Rel-4
	ISO/IEC 7816-series revision
	Approved
	A
	4.1.0
	TEI
	C6

	CP-050136
	42.019
	0002
	-
	5.0.0
	Rel-5
	ISO/IEC 7816-series revision
	Approved
	A
	5.1.0
	TEI
	C6

	SP-050209
	42.068
	0009
	-
	4.1.0
	Rel-4
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	4.2.0
	ASCI
	S1

	SP-050209
	42.068
	0010
	-
	5.0.1
	Rel-5
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	5.1.0
	ASCI
	S1

	SP-050209
	42.068
	0011
	-
	6.0.0
	Rel-6
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	6.1.0
	ASCI
	S1

	SP-050209
	42.068
	0012
	-
	7.2.0
	Rel-7
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	7.3.0
	ASCI
	S1

	SP-050224
	42.068
	0013
	-
	7.2.0
	Rel-7
	Sending or receiving of short messages in parallel to an active group call
	approved
	B
	7.3.0
	EGCS
	S1

	SP-050224
	42.068
	0014
	-
	7.2.0
	Rel-7
	Support of the use of GPRS for individual VGCS subscribers in parallel to an active group call
	approved
	B
	7.3.0
	EGCS
	S1

	SP-050224
	42.068
	0015
	-
	7.2.0
	Rel-7
	Addressing SMS to a Group
	approved
	F
	7.3.0
	EGCS
	S1

	SP-050224
	42.068
	0016
	-
	7.2.0
	Rel-7
	Clarification on requirements for talker change
	approved
	F
	7.3.0
	EVGCS
	S1

	SP-050210
	42.069
	0003
	-
	4.1.0
	Rel-4
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	4.2.0
	ASCI
	S1

	SP-050210
	42.069
	0004
	-
	5.0.1
	Rel-5
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	5.1.0
	ASCI
	S1

	SP-050210
	42.069
	0005
	-
	6.0.0
	Rel-6
	Correction on the use of calling subscriber and destination subscriber
	approved
	A
	6.1.0
	ASCI
	S1

	CP-050073
	43.068
	0028
	3
	6.4.0
	Rel-7
	Support of talker priorities and talker identity presentation
	APPROVED
	B
	7.0.0
	EGCS
	C1

	CP-050057
	43.068
	0039
	-
	4.5.0
	Rel-4
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	4.6.0
	ASCI
	C1

	CP-050057
	43.068
	0040
	-
	5.5.0
	Rel-5
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	5.6.0
	ASCI
	C1

	CP-050057
	43.068
	0041
	-
	6.4.0
	Rel-6
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	6.5.0
	ASCI
	C1

	CP-050073
	43.068
	0043
	2
	6.4.0
	Rel-7
	VGCS Broadcast Point in the BSS
	APPROVED
	B
	7.0.0
	EGCS
	C1

	CP-050057
	43.069
	0024
	-
	4.4.0
	Rel-4
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	4.5.0
	ASCI
	C1

	CP-050057
	43.069
	0025
	-
	5.4.0
	Rel-5
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	5.5.0
	ASCI
	C1

	CP-050057
	43.069
	0026
	-
	6.2.0
	Rel-6
	Correction on the use of calling subscriber and destination subscriber
	APPROVED
	A
	6.3.0
	ASCI
	C1

	CP-050073
	43.069
	0027
	2
	6.2.0
	Rel-7
	VBS Broadcast Point in the BSS
	APPROVED
	B
	7.0.0
	EGCS
	C1

	CP-050127
	44.064
	0011
	-
	6.0.1
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050148
	44.064
	0012
	-
	6.0.1
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050062
	44.065
	0021
	2
	6.3.0
	Rel-6
	Pre-defined Protocol control information compression types for
	APPROVED
	B
	6.4.0
	MBMS
	C1

	CP-050128
	44.065
	0023
	-
	6.3.0
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050150
	44.065
	0024
	-
	6.3.0
	Rel-6
	Modifications for PS HO in A/Gb mode
	rejected
	B
	
	SCSAGB
	C1

	CP-050180
	49.008
	0003
	-
	6.0.0
	Rel-6
	Network-initiated SCUDIF on MAP/E-interface with BSSAP
	APPROVED
	F
	6.1.0
	TEI6
	C1

	CP-050136
	51.011
	0036
	-
	4.14.0
	Rel-4
	ISO/IEC 7816-series revision
	Approved
	A
	4.15.0
	TEI
	C6

	CP-050143
	51.013
	0017
	1
	5.3.0
	Rel-5
	Correction of TP-DCS used for uncompressed 8 bits data SMS envelope
	Approved
	F
	5.4.0
	TEI5
	C6

	CP-050143
	51.013
	0018
	1
	5.3.0
	Rel-5
	Correction of FWK_ERP_EFSE script file syntax
	Approved
	F
	5.4.0
	TEI5
	C6

	CP-050143
	51.013
	0019
	1
	5.3.0
	Rel-5
	Correction of security level in API_2_ENH_GSDL test
	Approved
	F
	5.4.0
	TEI5
	C6

	CP-050143
	51.013
	0020
	-
	5.3.0
	Rel-5
	Restore files content in API_1_SVW_UPDRSBS_BSS_1.clr file
	Approved
	F
	5.4.0
	TEI5
	C6

	CP-050212
	51.017
	0001
	-
	4.0.0
	Rel-4
	CR to 51.017: Corrections and update of references
	approved
	F
	4.1.0
	TEI4
	C6

	CP-050142
	51.017
	0001
	-
	4.0.0
	Rel-4
	Update of references
	withdrawn
	A
	
	TEI
	C6


F.1
Status of TSG GERAN CRs after TSG SA #28 Meeting (TSG GERAN Meeting #24)

	TSG Doc
	SPEC
	CR
	rev
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version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	GP-050840
	04.18
	A295
	1
	8.25.0
	R99
	Inconsistent coding of FORMAT ID in variable bitmap format of Cell Channel Description
	Approved
	F
	8.26.0
	TEI
	G2

	GP-050836
	04.31
	A122
	-
	7.18.0
	R98
	Restoration of deleted ellipsis notation in RRLP component
	Approved
	F
	7.19.0
	TEI
	G2

	GP-051054
	05.05
	A219
	-
	8.17.0
	R99
	Performance requirements for E-TCH/F32.0
	approved
	F
	8.18.0
	TEI
	G1

	GP-050819
	09.95
	A011
	-
	6.3.0
	R97
	Negotiation of SNDCP Compression Entities
	approved
	F
	6.4.0
	TEI
	G1

	GP-050820
	09.95
	A012
	-
	7.3.0
	R98
	Negotiation of SNDCP Compression Entities
	approved
	A
	7.4.0
	TEI
	G1

	GP-050821
	09.95
	A013
	-
	7.3.0
	R99
	Negotiation of SNDCP Compression Entities
	approved
	A
	8.0.0
	TEI
	G1

	GP-050772
	43.022
	0017
	-
	5.1.0
	Rel-5
	GSM 750 corrections
	approved
	A
	5.2.0
	GSM710
	G1

	GP-050773
	43.022
	0018
	-
	6.2.0
	Rel-6
	GSM 750 corrections
	approved
	A
	6.3.0
	GSM710
	G1

	GP-050774
	43.022
	0019
	-
	6.2.0
	Rel-7
	Introduction of GSM 710
	approved
	B
	7.0.0
	GSM710
	G1

	GP-050867
	43.022
	0020
	-
	4.5.0
	Rel-4
	GSM 750 corrections
	approved
	F
	4.6.0
	GSM710
	G1

	GP-050625
	43.055
	0031
	3
	6.8.0
	Rel-6
	Extension of DTM to higher multislot classes
	approved
	C
	6.9.0
	TEI6
	G1

	GP-050632
	43.055
	0036
	-
	6.8.0
	Rel-6
	Corrections due to removal of fixed allocation
	approved
	F
	6.9.0
	TEI6
	G1

	GP-050950
	43.055
	0037
	-
	6.8.0
	Rel-6
	Cell Update for DTM capable MS when moving from Packet Idle to Dedicated Mode
	approved
	F
	6.9.0
	TEI6
	G1

	GP-050766
	43.059
	0055
	-
	6.4.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.0.0
	LCS3-LBS
	G1

	GP-051131
	43.064
	0029
	2
	6.5.0
	Rel-6
	Extension of DTM to high multislot classes
	approved
	C
	6.6.0
	TEI6
	G1

	GP-050894
	43.129
	0009
	-
	6.1.0
	Rel-6
	Routing Area Update at every Inter-RAT PS Handover
	approved
	F
	6.2.0
	SCSAGB-Stage2
	G1

	GP-051136
	43.129
	0013
	2
	6.1.0
	Rel-6
	DL Data Transfer for optimised Intra-BSS PS Handover
	approved
	C
	6.2.0
	SCSAGB-PSH
	G1

	GP-050940
	43.129
	0015
	2
	6.1.0
	Rel-6
	Various Updates/Clarifications to TS 43.129
	approved
	F
	6.2.0
	SCSAGB-PSH
	G1

	GP-050985
	43.246
	0026
	1
	6.2.0
	Rel-6
	Clarification of usage of ARQ and block repetition
	approved
	F
	6.3.0
	MBMS
	G1

	GP-050634
	43.246
	0027
	-
	6.2.0
	Rel-6
	Removal of multiple MBMS radio bearers per MBMS service per cell
	approved
	F
	6.3.0
	MBMS
	G1

	GP-050988
	43.246
	0028
	1
	6.2.0
	Rel-6
	Align Resource Management Procedure with Stage 3
	approved
	F
	6.3.0
	MBMS
	G1

	GP-050891
	43.246
	0029
	-
	6.2.0
	Rel-6
	Clarification of PACKET POLLING REQUEST message in MBMS broadcast/multicast mode
	approved
	B
	6.3.0
	MBMS
	G1

	GP-051128
	43.246
	0030
	2
	6.2.0
	Rel-6
	MBMS notification for MSs in dedicated mode
	approved
	F
	6.3.0
	TEI6
	G1

	GP-050934
	43.318
	0001
	-
	6.0.0
	Rel-6
	Introduction of the support for Cell Broadcast in GA
	approved
	B
	6.1.0
	GAAI-Stage3
	G1

	GP-051019
	44.014
	0013
	1
	6.1.0
	Rel-6
	Reinstate Heading style in 44.014
	Approved
	F
	6.2.0
	TEI6
	G2

	GP-050857
	44.018
	0399
	2
	6.11.0
	Rel-6
	Access bursts on VGCS channel
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050841
	44.018
	0429
	2
	4.20.0
	Rel-4
	Inconsistent coding of FORMAT ID in variable bitmap format of Cell Channel Description
	Approved
	A
	4.21.0
	TEI
	G2

	GP-050842
	44.018
	0430
	2
	5.19.0
	Rel-5
	Inconsistent coding of FORMAT ID in variable bitmap format of Cell Channel Description
	Approved
	A
	5.20.0
	TEI
	G2

	GP-050858
	44.018
	0431
	1
	6.11.0
	Rel-6
	VGCS ciphering parameters not in Handover Command
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050859
	44.018
	0432
	1
	6.11.0
	Rel-6
	Miscellaneous VGCS corrections
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-051010
	44.018
	0433
	2
	6.11.0
	Rel-6
	Clarifications on segmented notifications
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050838
	44.018
	0435
	1
	6.11.0
	Rel-6
	MultiRateConfiguration IE in case of UTRAN to GSM HO
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050793
	44.018
	0437
	-
	6.11.0
	Rel-6
	Description of T3220
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050860
	44.018
	0438
	1
	6.11.0
	Rel-6
	Removal of length restrictions for some VGCS messages
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050843
	44.018
	0439
	-
	6.11.0
	Rel-6
	Correction of handling of Request Reference and Wait Indication IEs with DTM enhacements
	Approved
	F
	6.12.0
	PSintDTM-Reduct
	G2

	GP-050861
	44.018
	0440
	2
	6.11.0
	Rel-6
	Cell Update for DTM capable MS when moving from Packet Idle to Dedicated Mode whilst in GMM Ready and in case of DTM Handover Failure.
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050844
	44.018
	0441
	1
	6.11.0
	Rel-6
	Align naming to MBMS Session Identity
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-051153
	44.018
	0442
	3
	6.11.0
	Rel-6
	Inconsistency of Group Channel Description
	Approved
	
	6.12.0
	TEI6
	G2

	GP-050892
	44.018
	0444
	-
	6.11.0
	Rel-6
	Correction of Paging Request description for MBMS
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-051003
	44.018
	0445
	1
	6.11.0
	Rel-6
	DTM lower layer failure before ASSIGNMENT COMPLETE message is sent
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-051129
	44.018
	0446
	2
	6.11.0
	Rel-6
	MBMS notification for MSs in dedicated mode
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-050846
	44.018
	0451
	-
	6.11.0
	Rel-6
	Remove "Single Block MBMS Access" from EGPRS PACKET CHANNEL REQUEST
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-051159
	44.031
	0134
	4
	6.4.0
	Rel-7
	Enabling the Providing of Velocity
	Approved
	F
	7.0.0
	LCS-R7
	G2

	GP-050847
	44.060
	0611
	3
	6.11.1
	Rel-6
	Addition of reconfiguration of an MBMS radio bearer
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050986
	44.060
	0614
	5
	6.11.1
	Rel-6
	Addition of MBMS packet access procedure on MPRACH
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050839
	44.060
	0637
	1
	6.11.1
	Rel-6
	Correction to the rule of the SI1 presence depending on PSCD
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050794
	44.060
	0638
	-
	6.11.1
	Rel-6
	Description of T3220
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050848
	44.060
	0639
	1
	6.11.1
	Rel-6
	Allow MS to initiate MBMS packet access in any cell
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-051132
	44.060
	0640
	4
	6.11.1
	Rel-6
	Extension of DTM to high multislot classes
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050849
	44.060
	0641
	-
	6.11.1
	Rel-6
	Editorial correction of MBMS ptm channel description IE
	Approved
	D
	6.12.0
	MBMS
	G2

	GP-050984
	44.060
	0642
	3
	6.11.1
	Rel-6
	Reconfiguration of radio resources when RR connection is released
	Approved
	F
	6.12.0
	PSintDTM-Reduct
	G2

	GP-050845
	44.060
	0644
	1
	6.11.1
	Rel-6
	Align naming to MBMS Session Identity
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-050698
	44.060
	0645
	-
	6.11.1
	Rel-6
	Correction of table reference for section 9.1.8.2 (SSN calculation for EGPRS)
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-051018
	44.060
	0647
	1
	6.11.1
	Rel-6
	Editorial clean up of references in 44.060
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-051127
	44.060
	0648
	2
	6.11.1
	Rel-6
	Addition of suspension/resumption of the reception of an MBMS radio bearer
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050837
	44.060
	0649
	-
	6.11.1
	Rel-6
	Addition of PBCCH parameters to the MBMS Neighbouring Cell Information message
	Approved
	B
	6.12.0
	MBMS
	G2

	GP-050994
	44.060
	0651
	-
	6.11.1
	Rel-6
	Incorrect Length of Restriction Timer Field
	Approved
	F
	6.12.0
	MBMS
	G2

	GP-051135
	44.060
	0652
	1
	6.11.1
	Rel-6
	Clarification on mandatory support of Extended Dynamic Allocaion
	Approved
	F
	6.12.0
	TEI6
	G2

	GP-050788
	44.118
	0110
	-
	5.10.0
	Rel-5
	GSM 750 corrections
	Approved
	F
	5.11.0
	GSM710
	G2

	GP-050789
	44.118
	0111
	-
	6.3.0
	Rel-6
	GSM 750 corrections
	Approved
	A
	6.4.0
	GSM710
	G2

	GP-050790
	44.118
	0112
	-
	6.3.0
	Rel-7
	Introduction of GSM 710
	Approved
	B
	7.0.0
	TEI7
	G2

	GP-050775
	45.001
	0039
	-
	4.4.0
	Rel-4
	GSM 750 corrections
	approved
	F
	4.5.0
	GSM710
	G1

	GP-050776
	45.001
	0040
	-
	5.8.0
	Rel-5
	GSM 750 corrections
	approved
	A
	5.9.0
	GSM710
	G1

	GP-050777
	45.001
	0041
	-
	6.5.0
	Rel-6
	GSM 750 corrections
	approved
	A
	6.6.0
	GSM710
	G1

	GP-050778
	45.001
	0042
	-
	6.5.0
	Rel-7
	Introduction of GSM 710
	approved
	B
	7.0.0
	GSM710
	G1

	GP-051064
	45.002
	0097
	1
	6.8.0
	Rel-6
	Extension of DTM to high multislot classes
	approved
	C
	6.9.0
	TEI6
	G1

	GP-050709
	45.002
	0098
	-
	6.8.0
	Rel-6
	Clarification on non-contiguous assigned timeslots
	approved
	F
	6.9.0
	TEI6
	G1

	GP-050906
	45.005
	0102
	3
	6.8.0
	Rel-6
	Performance requirements for Repeated FACCH
	approved
	B
	6.9.0
	TEI6
	G1

	GP-051058
	45.005
	0103
	1
	4.15.0
	Rel-4
	GSM 750 corrections
	approved
	F
	4.16.0
	GSM710
	G1

	GP-051059
	45.005
	0104
	1
	5.11.0
	Rel-5
	GSM 750 corrections
	approved
	A
	5.12.0
	GSM710
	G1

	GP-051060
	45.005
	0105
	1
	6.8.0
	Rel-6
	GSM 750 corrections
	approved
	A
	6.9.0
	GSM710
	G1

	GP-051061
	45.005
	0106
	1
	6.8.0
	Rel-7
	Introduction of GSM 710
	approved
	B
	7.0.0
	GSM710
	G1

	GP-051053
	45.005
	0107
	1
	6.8.0
	Rel-6
	Performance requirements for E-TCH/F32.0
	approved
	A
	6.9.0
	TEI
	G1

	GP-050974
	45.005
	0108
	-
	6.8.0
	Rel-6
	Clarification on the wanted signal level for adjacent channel performance
	approved
	F
	6.9.0
	TEI6
	G1

	GP-051055
	45.005
	0109
	-
	4.15.0
	Rel-4
	Performance requirements for E-TCH/F32.0
	approved
	A
	4.16.0
	TEI
	G1

	GP-051056
	45.005
	0110
	-
	5.11.0
	Rel-5
	Performance requirements for E-TCH/F32.0
	approved
	A
	5.12.0
	TEI
	G1

	GP-050869
	45.008
	0263
	-
	6.11.0
	Rel-6
	2G-3G cell reselection without PBCCH
	approved
	F
	6.12.0
	TEI6
	G1

	GP-050862
	45.010
	0033
	-
	6.4.0
	Rel-6
	Clarification of MS requirements for synchronization
	approved
	F
	6.5.0
	EDGE-EGPRS
	G1

	GP-050855
	48.008
	0151
	3
	6.8.0
	Rel-6
	Correction of VGCS uplink seize description
	Approved
	F
	6.9.0
	TEI6
	G2

	GP-051011
	48.008
	0152
	3
	6.8.0
	Rel-6
	Removal of redundant VGCS parameters
	Approved
	F
	6.9.0
	TEI6
	G2

	GP-051122
	48.008
	0154
	2
	6.8.0
	Rel-7
	Enabling the Providing of Velocity
	Approved
	F
	7.0.0
	LCS-R7
	G2

	GP-050850
	48.016
	0022
	1
	6.2.0
	Rel-6
	Selection of remote IP endpoint for Point-to-Multipoint NS-SDUs
	Approved
	F
	6.3.0
	MBMS
	G2

	GP-050851
	48.018
	0113
	5
	6.7.0
	Rel-6
	SI3 RIM application
	Approved
	B
	6.8.0
	MBMS
	G2

	GP-050852
	48.018
	0114
	4
	6.7.0
	Rel-6
	MBMS Data Channel RIM application
	Approved
	B
	6.8.0
	MBMS
	G2

	GP-050853
	48.018
	0124
	3
	6.7.0
	Rel-6
	Intra-domain connection of RAN nodes to multiple CN nodes
	Approved
	B
	6.8.0
	MBMS
	G2

	GP-050854
	48.018
	0125
	1
	6.7.0
	Rel-6
	Wrong name and reference for MBMS Session Identifier IE
	Approved
	F
	6.8.0
	MBMS
	G2

	GP-051158
	48.018
	0131
	-
	6.7.0
	Rel-7
	Enabling the Providing of Velocity
	Approved
	F
	7.0.0
	LCS-R7
	G2

	GP-051157
	49.031
	0039
	3
	6.4.0
	Rel-7
	Enabling the Providing of Velocity
	Approved
	F
	7.0.0
	LCS-R7
	G2

	GP-050822
	49.995
	0001
	-
	7.3.0
	Rel-4
	Negotiation of SNDCP Compression Entities
	approved
	A
	4.0.0
	TEI
	G1

	GP-050823
	49.995
	0002
	-
	7.3.0
	Rel-5
	Negotiation of SNDCP Compression Entities
	approved
	A
	5.0.0
	TEI
	G1

	GP-050824
	49.995
	0003
	-
	7.3.0
	Rel-6
	Negotiation of SNDCP Compression Entities
	approved
	A
	6.0.0
	TEI
	G1

	GP-050615
	51.010-1
	2740
	-
	6.1.0
	Rel-6
	14.11.1.1 DARP Speech bearer tests / TCH/FS / DTS-1 (new test)
	approved
	F
	
	DARP
	G3new

	GP-050616
	51.010-1
	2741
	-
	6.1.0
	Rel-6
	14.4.1 TUHigh Not Applicable to DARP Capable MS
	approved
	F
	
	DARP
	G3new

	GP-050617
	51.010-1
	2742
	-
	6.1.0
	Rel-6
	21.3.1 Signal Quality under static conditions - TCH/FS (modified test)
	approved
	F
	
	DARP
	G3new

	GP-050618
	51.010-1
	2743
	-
	6.1.0
	Rel-6
	21.3.4 Signal Quality under static conditions - TCH/AHS DTX Off (modified test)
	approved
	F
	
	DARP
	G3new

	GP-050619
	51.010-1
	2744
	-
	6.1.0
	Rel-6
	21.3.6 Signal Quality under static conditions - TCH/AHS DTX On (new test)
	approved
	F
	
	DARP
	G3new

	GP-050635
	51.010-1
	2745
	-
	6.1.0
	Rel-6
	Correction to test case 27.21.2 to the "Maximum frequency of ACM updating" test
	approved
	F
	
	SIM
	G3new

	GP-050636
	51.010-1
	2746
	-
	6.1.0
	Rel-6
	Addition of PICS to test case 46.1.2.2.2.4
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050639
	51.010-1
	2747
	-
	6.1.0
	Rel-6
	Correction to test case 42.4.5.3
	approved
	F
	
	GPRS
	G3new

	GP-050640
	51.010-1
	2748
	-
	6.1.0
	Rel-6
	Correction to test case 46.2.2.1.4
	Revised
	F
	
	GPRS
	G3new

	GP-051045
	51.010-1
	2748
	1
	6.1.0
	Rel-6
	Correction to test case 46.2.2.1.4
	approved
	F
	
	GPRS
	G3new

	GP-050641
	51.010-1
	2749
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 14.18.5 Blocking and spurious response
	approved
	F
	
	EGPRS
	G3new

	GP-050642
	51.010-1
	2750
	-
	6.1.0
	Rel-6
	14.16 GPRS receiver tests - Number of RLC blocks depending on mumber of used slots under fading conditons.
	approved
	F
	
	GPRS
	G3new

	GP-050643
	51.010-1
	2751
	-
	6.1.0
	Rel-6
	14.16.2 GPRS co-channel rejection - correction of table reference
	approved
	F
	
	GPRS
	G3new

	GP-050644
	51.010-1
	2752
	-
	6.1.0
	Rel-6
	14.16.4.1 DARP GPRS tests - Synchronous single co-channel interferer (DTS-1)
	approved
	B
	
	DARP
	G3new

	GP-050645
	51.010-1
	2753
	-
	6.1.0
	Rel-6
	14.16.4.2 DARP GPRS tests - Synchronous multiple interferers (DTS-2 / DTS-3)
	approved
	B
	
	DARP
	G3new

	GP-050647
	51.010-1
	2755
	-
	6.1.0
	Rel-6
	22.3 GPRS Uplink Power Control - Use of ( and (CH parameters
	approved
	F
	
	GPRS
	G3new

	GP-050649
	51.010-1
	2756
	-
	6.1.0
	Rel-6
	CR 51.010-1 Annex A7.1 Statistical testing of receiver performance
	approved
	F
	
	EGPRS
	G3new

	GP-050650
	51.010-1
	2757
	-
	6.1.0
	Rel-6
	42.4.4.5 - New TC based on previuos 42.4.4.4
	approved
	F
	
	GPRS
	G3new

	GP-050651
	51.010-1
	2758
	-
	6.1.0
	Rel-6
	20.22.14 - Deletion of test case
	approved
	F
	
	GPRS
	G3new

	GP-050652
	51.010-1
	2759
	-
	6.1.0
	Rel-6
	42.4.5.3 - Modification of Power reselection parameters
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050656
	51.010-1
	2760
	-
	6.1.0
	Rel-6
	TC 34.2.5.2 Change in initial conditions
	approved
	F
	
	SMS
	G3new

	GP-050658
	51.010-1
	2761
	-
	6.1.0
	Rel-6
	New clause 42.9 added for Extended dynamic allocation test cases
	Revised
	F
	
	GPRS
	G3new

	GP-050957
	51.010-1
	2761
	1
	6.1.0
	Rel-6
	New clause 42.9 added for Extended dynamic allocation test cases
	Revised
	F
	
	GPRS
	G3new

	GP-051037
	51.010-1
	2761
	2
	6.1.0
	Rel-6
	New clause 42.9 added for Extended dynamic allocation test cases
	approved
	F
	
	GPRS
	G3new

	GP-050659
	51.010-1
	2762
	-
	6.1.0
	Rel-6
	New clause 52.9 added for Extended dynamic allocation test cases
	Revised
	F
	
	E-GPRS
	G3new

	GP-050958
	51.010-1
	2762
	1
	6.1.0
	Rel-6
	New clause 52.9 added for Extended dynamic allocation test cases
	Revised
	F
	
	E-GPRS
	G3new

	GP-051038
	51.010-1
	2762
	2
	6.1.0
	Rel-6
	New clause 52.9 added for Extended dynamic allocation test cases
	Revised
	F
	
	E-GPRS
	G3new

	GP-051101
	51.010-1
	2762
	3
	6.1.0
	Rel-6
	New clause 52.9 added for Extended dynamic allocation test cases
	approved
	F
	
	E-GPRS
	G3new

	GP-050662
	51.010-1
	2763
	-
	6.1.0
	Rel-6
	41.3.2.3 - Minor correction to test procedure and expected sequence
	approved
	F
	
	DTM
	G3new

	GP-050663
	51.010-1
	2764
	-
	6.1.0
	Rel-6
	41.3.6.9 - Revise testcase in accordance with revised Conformance Requirement
	approved
	F
	
	GPRS
	G3new

	GP-050664
	51.010-1
	2765
	-
	6.1.0
	Rel-6
	51.1.1.4: Correction to page mode in step 14
	approved
	F
	
	EDGE
	G3new

	GP-050665
	51.010-1
	2766
	-
	6.1.0
	Rel-6
	51.3.6.9 - Revise testcase in accordance with revised Conformance Requirement
	approved
	F
	
	EGPRS
	G3new

	GP-050666
	51.010-1
	2767
	-
	6.1.0
	Rel-6
	52.3.2.1.2: Corrections to step references and timings
	approved
	F
	
	EDGE
	G3new

	GP-050667
	51.010-1
	2768
	-
	6.1.0
	Rel-6
	26.7.4.5.4.3 - Correct start of VPLMN Search Timer
	Withdrawn
	F
	
	TEI
	G3new

	GP-050669
	51.010-1
	2769
	-
	6.1.0
	Rel-6
	42.1.2.1.2 - Allow for two phase access.
	approved
	F
	
	GPRS
	G3new

	GP-050670
	51.010-1
	2770
	-
	6.1.0
	Rel-6
	51.2.x - Allow for two phase access.
	Revised
	F
	
	EDGE
	G3new

	GP-051049
	51.010-1
	2770
	1
	6.1.0
	Rel-6
	51.2.x - Allow for two phase access.
	approved
	F
	
	EDGE
	G3new

	GP-050671
	51.010-1
	2771
	-
	6.1.0
	Rel-6
	52.1.2.1.2 - Allow for two phase access
	approved
	F
	
	EDGE
	G3new

	GP-050672
	51.010-1
	2772
	-
	6.1.0
	Rel-6
	70.8.4.1 - Incorrect missing IE
	approved
	F
	
	TEI
	G3new

	GP-050674
	51.010-1
	2773
	-
	6.1.0
	Rel-6
	CR 51.010-1-2773 42.3.1.2.2 - The amount of data triggered in step 1 is not sufficient
	Withdrawn
	F
	
	-
	G3new

	GP-050675
	51.010-1
	2774
	-
	6.1.0
	Rel-6
	42.3.3.1.1 - Handling of optional messages at step 6 and step 8.
	approved
	F
	
	GPRS
	G3new

	GP-050676
	51.010-1
	2775
	-
	6.1.0
	Rel-6
	42.4.1.2 - Update of T3158 is difficult to determine.
	approved
	F
	
	GPRS
	G3new

	GP-050677
	51.010-1
	2776
	-
	6.1.0
	Rel-6
	42.4.2.1.3 - Optional step to receive measurement report is required.
	Revised
	F
	
	GPRS
	G3new

	GP-051034
	51.010-1
	2776
	1
	6.1.0
	Rel-6
	42.4.2.1.3 - Optional step to receive measurement report is required.
	approved
	F
	
	GPRS
	G3new

	GP-050678
	51.010-1
	2777
	-
	6.1.0
	Rel-6
	42.4.2.1.4 - MS may transmit Packet Channel Request at step 8 and step 13 with the Cause Cell Update.
	approved
	F
	
	GPRS
	G3new

	GP-050680
	51.010-1
	2778
	-
	6.1.0
	Rel-6
	CR 51.010-1-2778 52.3.1.2.2 - The amount of data triggered in step 1 is not sufficient
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050681
	51.010-1
	2779
	-
	6.1.0
	Rel-6
	52.3.3.1.1 - Handling of optional messages at step 6 and step 8.
	approved
	F
	
	GPRS
	G3new

	GP-050682
	51.010-1
	2780
	-
	6.1.0
	Rel-6
	A5.2 New test signals for DARP tests.
	approved
	F
	
	DARP
	G3new

	GP-050683
	51.010-1
	2781
	-
	6.1.0
	Rel-6
	14.11.2.1 DARP Speech bearer tests / TCH/AFS / DTS-1
	approved
	F
	
	DARP
	G3new

	GP-050684
	51.010-1
	2782
	-
	6.1.0
	Rel-6
	14.11.2.2 DARP Speech bearer tests / TCH/AFS / DTS-4
	Revised
	F
	
	DARP
	G3new

	GP-051022
	51.010-1
	2782
	1
	6.1.0
	Rel-6
	14.11.2.2 DARP Speech bearer tests / TCH/AFS / DTS-4
	approved
	F
	
	DARP
	G3new

	GP-050685
	51.010-1
	2783
	-
	6.1.0
	Rel-6
	14.11.2.3 DARP Speech bearer tests / TCH/AFS / DTS-2/3/5
	Revised
	F
	
	DARP
	G3new

	GP-051023
	51.010-1
	2783
	1
	6.1.0
	Rel-6
	14.11.2.3 DARP Speech bearer tests / TCH/AFS / DTS-2/3/5
	approved
	F
	
	DARP
	G3new

	GP-050686
	51.010-1
	2784
	-
	6.1.0
	Rel-6
	14.11.3.1 DARP Speech bearer tests / TCH/AHS / DTS-1
	Revised
	F
	
	DARP
	G3new

	GP-051024
	51.010-1
	2784
	1
	6.1.0
	Rel-6
	14.11.3.1 DARP Speech bearer tests / TCH/AHS / DTS-1
	approved
	F
	
	DARP
	G3new

	GP-050687
	51.010-1
	2785
	-
	6.1.0
	Rel-6
	14.11.3.3 DARP Speech bearer tests / TCH/AHS / DTS-2/3
	approved
	F
	
	DARP
	G3new

	GP-050690
	51.010-1
	2786
	-
	6.1.0
	Rel-6
	14.1.5, 14.1.6 BFI - clarification of test conditions
	approved
	F
	
	AMR
	G3new

	GP-050691
	51.010-1
	2787
	-
	6.1.0
	Rel-6
	14.2.19, 14.2.20, 14.4.17, 14.4.18 Inband FER - clarification of test procedure
	Revised
	F
	
	AMR
	G3new

	GP-051099
	51.010-1
	2787
	1
	6.1.0
	Rel-6
	14.2.19, 14.2.20, 14.4.17, 14.4.18 Inband FER - clarification of test procedure
	Revised
	F
	
	AMR
	G3new

	GP-051108
	51.010-1
	2787
	2
	6.1.0
	Rel-6
	14.2.19, 14.2.20, 14.4.17, 14.4.18 Inband FER - clarification of test procedure
	approved
	F
	
	AMR
	G3new

	GP-050693
	51.010-1
	2788
	-
	6.1.0
	Rel-6
	14.4.8 Co-channel rejection - TCH/AFS - corrections and addition of DARP applicability
	approved
	F
	
	DARP
	G3new

	GP-050694
	51.010-1
	2789
	-
	6.1.0
	Rel-6
	14.4.16 Co-channel rejection - TCH/AHS - clarifications and addition of DARP applicability
	approved
	F
	
	DARP
	G3new

	GP-050696
	51.010-1
	2790
	-
	6.1.0
	Rel-6
	21.3.3 Signal quality under static conditions - TCH/AFS - DTX off
	approved
	F
	
	AMR
	G3new

	GP-050697
	51.010-1
	2791
	-
	6.1.0
	Rel-6
	Section 14 AMR tests - clarification of expected test duration
	approved
	F
	
	AMR
	G3new

	GP-050700
	51.010-1
	2792
	-
	6.1.0
	Rel-6
	CR 51.010-1-2792 26.6.11.3 - Correction to CLASSMARK CHANGE response time requirement
	Withdrawn
	F
	
	-
	G3new

	GP-050710
	51.010-1
	2793
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 28.4 Behaviour of the MS when its list of blacklisted numbers is full
	approved
	F
	
	GSM
	G3new

	GP-050714
	51.010-1
	2794
	-
	6.1.0
	Rel-6
	13.17.2 Frequency error under multipath and interference conditions
	approved
	F
	
	EDGE
	G3new

	GP-050715
	51.010-1
	2795
	-
	6.1.0
	Rel-6
	13.17.4 Output RF spectrum in EGPRS configuration
	approved
	F
	
	Edge
	G3new

	GP-050716
	51.010-1
	2796
	-
	6.1.0
	Rel-6
	14.18 EGPRS receiver tests
	approved
	F
	
	EDGE
	G3new

	GP-050717
	51.010-1
	2797
	-
	6.1.0
	Rel-6
	42.4.1.2 Network Control measurement reporting / Idle mode / New cell reselection
	Revised
	F
	
	GPRS
	G3new

	GP-051067
	51.010-1
	2797
	1
	6.1.0
	Rel-6
	42.4.1.2 Network Control measurement reporting / Idle mode / New cell reselection
	Revised
	F
	
	GPRS
	G3new

	GP-051085
	51.010-1
	2797
	2
	6.1.0
	Rel-6
	42.4.1.2 Network Control measurement reporting / Idle mode / New cell reselection
	approved
	F
	
	GPRS
	G3new

	GP-050718
	51.010-1
	2798
	-
	6.1.0
	Rel-6
	42.4.2.1.4 Cell change order procedure / Uplink transfer / Failure cases / Contention resolution failure
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050743
	51.010-1
	2799
	-
	6.1.0
	Rel-6
	Corrections to step numbering in 70.8.5.1
	approved
	F
	
	TEI
	G3new

	GP-050744
	51.010-1
	2800
	-
	6.1.0
	Rel-6
	Corrections and changes to section 10.9 and A-GPS data file
	approved
	F
	
	TEI
	G3new

	GP-050745
	51.010-1
	2801
	-
	6.1.0
	Rel-6
	CR 051.010-1 section 40 PACKET UL/DL ASSIGNMENT and PACKET TIMESLOT RECONFIGURE should not have frequency parameters present in case MS is in DTM mode.
	approved
	F
	
	GPRS
	G3new

	GP-050746
	51.010-1
	2802
	-
	6.1.0
	Rel-6
	CR 051.010-1 Section 47.3.2.1 Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release
	approved
	F
	
	DTM
	G3new

	GP-050749
	51.010-1
	2803
	-
	6.1.0
	Rel-6
	CR 51.010-1 GPRS_RESELECT_OFFSET of cell B changed in 42.3.1.2.2 and 42.3.1.2.3 changed
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050750
	51.010-1
	2804
	-
	6.1.0
	Rel-6
	CR 51.010-1 GPRS_RESELECT_OFFSET of cell B changed in 52.3.1.2.2 and 52.3.1.2.3 changed
	Withdrawn
	F
	
	EDGE
	G3new

	GP-050751
	51.010-1
	2805
	-
	6.1.0
	Rel-6
	CR 051.010-1- 26.10.2.4.2 E-GSM or R-GSM signalling / RR / Handover / layer 1 failure
	approved
	F
	
	GSMSIG
	G3new

	GP-050752
	51.010-1
	2806
	-
	6.1.0
	Rel-6
	CR 051.010-1- 26.10.3.2 E-GSM or R-GSM signalling / Structured procedures / emergency call
	approved
	F
	
	GSMSIG
	G3new

	GP-050753
	51.010-1
	2807
	-
	6.1.0
	Rel-6
	CR 051.010-1 26.11.3.1.2 Location updating / periodic
	Withdrawn
	F
	
	signalling
	G3new

	GP-050754
	51.010-1
	2808
	-
	6.1.0
	Rel-6
	CR 051.010 section 50 PACKET UL/DL ASSIGNMENT and PACKET TIMESLOT RECONFIGURE should not have frequency parameters present in case MS is DTM mode.
	approved
	F
	
	EDGE
	G3new

	GP-050747
	51.010-1
	2809
	-
	6.1.0
	Rel-6
	CR 051.010-1 Section 47.4.1 PDP Context Activation / Performed on main DCCH and TBFs
	Withdrawn
	F
	
	DTM
	G3new

	GP-050796
	51.010-1
	2810
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 26.16.9.10 - Inversion of the phase of the CMI/CMR - Step number corrected
	approved
	D
	
	GSM
	G3new

	GP-050797
	51.010-1
	2811
	-
	6.1.0
	Rel-6
	CR 51.010-1-2811 Section 41.3.2.3 TBF release / Uplink / Normal / Network initiated / Whilst in DTM – Step renumbering
	Withdrawn
	F
	
	-
	G3new

	GP-050798
	51.010-1
	2812
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.3.6.10 TBF Release / Extended Uplink / Change of RLC mode / Abnormal release - Used Context corrected
	Revised
	F
	
	GPRS
	G3new

	GP-051028
	51.010-1
	2812
	1
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.3.6.10 TBF Release / Extended Uplink / Change of RLC mode / Abnormal release - Used Context corrected
	approved
	F
	
	GPRS
	G3new

	GP-050799
	51.010-1
	2813
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.3.6.9 TBF Release / Extended Uplink / Change of RLC mode / Normal release - Used contexts corrected
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050801
	51.010-1
	2814
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.5.1.1.2.3.5 - Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / Incorrect Allocation - Cause Value corrected
	Revised
	F
	
	GPRS
	G3new

	GP-051068
	51.010-1
	2814
	1
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.5.1.1.2.3.5 - Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / Incorrect Allocation - Cause Value corrected
	approved
	F
	
	GPRS
	G3new

	GP-050802
	51.010-1
	2815
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section - 41.5.2.2 MT CS establishment whilst in packet transfer mode with a uplink TBF established - Authentication and Ciphering added
	approved
	F
	
	GPRS
	G3new

	GP-050803
	51.010-1
	2816
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 41.5.2.3 - MO CS establishment whilst in packet transfer mode with uplink and downlink TBFs established - sequenced swapped
	approved
	F
	
	GPRS
	G3new

	GP-050804
	51.010-1
	2817
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.1.2.2.3 - Packet Downlink Assignmnt / Frequency Parameters - CA length modified for PCN and PCS bands
	approved
	F
	
	GPRS
	G3new

	GP-050805
	51.010-1
	2818
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.1.2.2.5.1 - Packet Downlink Assignment / Abnormal cases Incorrect PDCH assignment - Align with Mirror test
	approved
	F
	
	GPRS
	G3new

	GP-050806
	51.010-1
	2819
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.4.6.1 Clarification of Specific Message Contents
	approved
	F
	
	GPRS
	G3new

	GP-050807
	51.010-1
	2820
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.4.8.3.4 Correction of Expected Sequence
	Revised
	F
	
	GPRS
	G3new

	GP-051035
	51.010-1
	2820
	1
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.4.8.3.4 Correction of Expected Sequence
	approved
	F
	
	GPRS
	G3new

	GP-050808
	51.010-1
	2821
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.4.8.4.3 Correction of Initial Conditions and Specific message contents
	approved
	F
	
	GPRS
	G3new

	GP-050809
	51.010-1
	2822
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 44.2.3.1.4 - Routing area updating / rejected / location area not allowed - Detach Accept added
	approved
	F
	
	GPRS
	G3new

	GP-050810
	51.010-1
	2823
	-
	6.1.0
	Rel-6
	CR 51.010-1-2823 Section 44.2.3.1.4 - Routing area updating / rejected / location area not allowed – SIM removal considered
	Withdrawn
	F
	
	-
	G3new

	GP-050811
	51.010-1
	2824
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 46.1.2.5.4 Frame reject condition during establishment of ABM - Removal of Superfluous information
	approved
	D
	
	GPRS
	G3new

	GP-050812
	51.010-1
	2825
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 46.1.2.7.6 Negotiation initiated by the SS (during ABM, for Reset) - Reducing test time
	approved
	F
	
	GPRS
	G3new

	GP-050813
	51.010-1
	2826
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 46.2.2.4.1 Response from MS on receiving XID request from the SS - adding new header compression algorithms
	approved
	F
	
	GPRS
	G3new

	GP-050814
	51.010-1
	2827
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 47.4.1 - PDP Context Activation / Performed on main DCCH and TBFs - Change to TCH/F
	approved
	F
	
	GPRS
	G3new

	GP-050815
	51.010-1
	2828
	-
	6.1.0
	Rel-6
	CR 51.010-1 section 51.3.6.10 - TBF Release / Extended Uplink / Change of RLC mode / Abnormal release - Used Context corrected
	Revised
	F
	
	GPRS
	G3new

	GP-051027
	51.010-1
	2828
	1
	6.1.0
	Rel-6
	CR 51.010-1 section 51.3.6.10 - TBF Release / Extended Uplink / Change of RLC mode / Abnormal release - Used Context corrected
	approved
	F
	
	GPRS
	G3new

	GP-050816
	51.010-1
	2829
	-
	6.1.0
	Rel-6
	CR 51.010-1 section 51.3.6.9 - TBF Release / Extended Uplink / Change of RLC mode / Normal release - Used contexts corrected
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050817
	51.010-1
	2830
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 52.1.2.1.8.1.6, 52.1.2.1.8.1.7, 52.1.2.1.8.1.8 Handling of MS requesting one phase access.
	approved
	F
	
	GPRS
	G3new

	GP-050829
	51.010-1
	2831
	-
	6.1.0
	Rel-6
	CR 51.010-1 Addition of missing Supplementary Services message content to MO-LR A-GPS test cases, and correction of MO-LR transfer to 3rd Party
	Revised
	F
	
	TEI
	G3new

	GP-050818
	51.010-1
	2831
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 53.1.1.13 - Acknowledged Mode/ Uplink TBF/ Calculation of BSN2 - aligning the test procedure
	Withdrawn
	F
	
	GPRS
	G3new

	GP-051047
	51.010-1
	2831
	1
	6.1.0
	Rel-6
	CR 51.010-1 Addition of missing Supplementary Services message content to MO-LR A-GPS test cases, and correction of MO-LR transfer to 3rd Party
	approved
	F
	
	TEI
	G3new

	GP-050830
	51.010-1
	2832
	-
	6.1.0
	Rel-6
	CR 51.010-1 Completion of A-GPS MT-LR test cases.
	Withdrawn
	F
	
	TEI
	G3new

	GP-050832
	51.010-1
	2833
	-
	6.1.0
	Rel-6
	CR 51.010-1 Removal of A-GPS NI-LR test cases on SDCCH
	approved
	F
	
	TEI
	G3new

	GP-050834
	51.010-1
	2834
	-
	6.1.0
	Rel-6
	CR 51.010-1 New A-GPS NI-LR emergency call test cases without SIM inserted.
	approved
	F
	
	TEI
	G3new

	GP-050870
	51.010-1
	2835
	-
	6.1.0
	Rel-6
	51010-1: Editorial Modifications in the section 20.22 defaults.
	approved
	F
	
	GPRS
	G3new

	GP-050871
	51.010-1
	2836
	-
	6.1.0
	Rel-6
	51010-1: Changes in the timing requirement of the testcases 20.22.4.
	approved
	F
	
	GPRS
	G3new

	GP-050872
	51.010-1
	2837
	-
	6.1.0
	Rel-6
	51010-1: Changes in the timing requirement of the testcases 20.22.5.
	Revised
	F
	
	GPRS
	G3new

	GP-051077
	51.010-1
	2837
	1
	6.1.0
	Rel-6
	51010-1: Changes in the timing requirement of the testcases 20.22.5.
	approved
	F
	
	GPRS
	G3new

	GP-050873
	51.010-1
	2838
	-
	6.1.0
	Rel-6
	51010-1: Changes in the timing requirement of the testcases 20.22.7.
	Revised
	F
	
	GPRS
	G3new

	GP-051046
	51.010-1
	2838
	1
	6.1.0
	Rel-6
	51010-1: Changes in the timing requirement of the testcases 20.22.7.
	approved
	F
	
	GPRS
	G3new

	GP-050875
	51.010-1
	2839
	-
	6.1.0
	Rel-6
	51010-1: Changes in the initial condition of the testcase 41.2.2.3
	approved
	F
	
	GPRS
	G3new

	GP-050876
	51.010-1
	2840
	-
	6.1.0
	Rel-6
	51010-1: Changes in the ACCESS_TYPE used in the PACKET RESOURCE REQUEST, other corrections in the expeted sequence in the testcase 42.3.1.2.3
	approved
	F
	
	GPRS
	G3new

	GP-050877
	51.010-1
	2841
	-
	6.1.0
	Rel-6
	51010-1: Changes in the specific message content of the testcase 47.3.2.1.
	approved
	F
	
	DTM
	G3new

	GP-050878
	51.010-1
	2842
	-
	6.1.0
	Rel-6
	51010-1: Changes in the testcase 47.3.2.2.
	approved
	F
	
	DTM
	G3new

	GP-050879
	51.010-1
	2843
	-
	6.1.0
	Rel-6
	51010-1: Changes in the testcase 47.3.3.1.2.
	approved
	F
	
	DTM
	G3new

	GP-050880
	51.010-1
	2844
	-
	6.1.0
	Rel-6
	51010-1: Changes in the ACCESS_TYPE used in the PACKET RESOURCE REQUEST, and other changes in the expected sequence in the testcase 52.3.1.2.3
	approved
	F
	
	EGPRS
	G3new

	GP-050881
	51.010-1
	2845
	-
	6.1.0
	Rel-6
	51010-1: Changes in the testcases 44.2.3.2.7, 44.2.3.2.3.3.2, 44.2.1.2.2.3.2
	approved
	F
	
	GPRS
	G3new

	GP-050874
	51.010-1
	2846
	-
	6.1.0
	Rel-6
	51010-1: Changes in the initial conditions of the testcases 20.25.4.
	-
	F
	
	GPRS
	G3new

	GP-050883
	51.010-1
	2847
	-
	6.1.0
	Rel-6
	51010-1: Corrections to specific message content of step 1 in 42.4.8.3.6
	approved
	F
	
	GPRS
	G3new

	GP-050884
	51.010-1
	2848
	-
	6.1.0
	Rel-6
	51010-1: Correction to step 7 of 42.4.2.3.7
	approved
	D
	
	GPRS
	G3new

	GP-050885
	51.010-1
	2849
	-
	6.1.0
	Rel-6
	51010-1: Changes in the expeted test sequence in the testcase 42.3.1.2.2
	Revised
	F
	
	GPRS
	G3new

	GP-051043
	51.010-1
	2849
	1
	6.1.0
	Rel-6
	51010-1: Changes in the expeted test sequence in the testcase 42.3.1.2.2
	approved
	F
	
	GPRS
	G3new

	GP-050886
	51.010-1
	2850
	-
	6.1.0
	Rel-6
	51010-1: Changes in the expeted sequence in the testcase 52.3.1.2.2
	Revised
	F
	
	EGPRS
	G3new

	GP-051044
	51.010-1
	2850
	1
	6.1.0
	Rel-6
	51010-1: Changes in the expeted sequence in the testcase 52.3.1.2.2
	approved
	F
	
	EGPRS
	G3new

	GP-050908
	51.010-1
	2851
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 20.22.14 - Cell Reselection in case Cell reselection occurred in the previous 15 s
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050909
	51.010-1
	2852
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 26.6.5.3 - Handover / successful / active call / finely synchronized
	approved
	F
	
	GSM
	G3new

	GP-050655
	51.010-1
	2853
	-
	6.1.0
	Rel-6
	42.4.8.1.x -Correction of Page Mode in Non-DRX test set.
	Revised
	F
	
	GPRS
	G3new

	GP-051080
	51.010-1
	2853
	1
	6.1.0
	Rel-6
	42.4.8.1.x -Correction of Page Mode in Non-DRX test set.
	Revised
	F
	
	GPRS
	G3new

	GP-051104
	51.010-1
	2853
	2
	6.1.0
	Rel-6
	42.4.8.1.x -Correction of Page Mode in Non-DRX test set.
	approved
	F
	
	GPRS
	G3new

	GP-050914
	51.010-1
	2854
	-
	6.1.0
	Rel-6
	CR 51.010-1 Section 42.1.2.1.8.1.6 - Handling of MS requesting one phase access.
	approved
	F
	
	GPRS
	G3new

	GP-050967
	51.010-1
	2855
	-
	6.1.0
	Rel-6
	Corrections to Inter-system cell reselection test case (idle mode)
	approved
	F
	
	TEI
	G3new

	GP-050968
	51.010-1
	2856
	-
	6.1.0
	Rel-6
	51.010 -1 Section 42.4.1.1 - NC_REPORTING_PERIOD_T value is too less
	Revised
	F
	
	
	G3new

	GP-051036
	51.010-1
	2856
	1
	6.1.0
	Rel-6
	51.010 -1 Section 42.4.1.1 - NC_REPORTING_PERIOD_T value is too less
	approved
	F
	
	
	G3new

	GP-050972
	51.010-1
	2857
	1
	6.1.0
	Rel-6
	Correction to Handover to UTRAN Command for 60.1
	approved
	F
	
	Inter system handover
	G3new

	GP-050970
	51.010-1
	2858
	-
	6.1.0
	Rel-6
	CR 051.010-1 Section 42.4.5.9 Network Assisted Cell Change / NC mode change / Packet Neighbour Cell Data
	approved
	F
	
	GPRS
	G3new

	GP-050976
	51.010-1
	2859
	1
	6.1.0
	Rel-6
	CR 51.010-1 Section 53.1.1.13 - Acknowledged Mode/ Uplink TBF/ Calculation of BSN2 - aligning the test procedure
	approved
	F
	
	GPRS
	G3new

	GP-051025
	51.010-1
	2860
	-
	6.1.0
	Rel-6
	CR 051.010-1 Section 42.4.8.3.6 Network Control measurement reporting / Dedicated connection / Assignment Reject/
	Revised
	F
	
	GPRS
	G3new

	GP-051048
	51.010-1
	2860
	1
	6.1.0
	Rel-6
	CR 051.010-1 Section 42.4.8.3.6 Network Control measurement reporting / Dedicated connection / Assignment Reject/
	approved
	F
	
	GPRS
	G3new

	GP-051021
	51.010-1
	2861
	-
	6.1.0
	Rel-6
	Sections 13.7.5, 13.16.2.5, 13.17.3 Transmitter output power reduction in case of multislot uplink configuration
	approved
	F
	
	TEI-6
	G3new

	GP-051030
	51.010-1
	2862
	-
	6.1.0
	Rel-6
	14.11.4 DARP Speech bearer tests / FACCH (new test)
	Revised
	F
	
	DARP
	G3new

	GP-051081
	51.010-1
	2862
	1
	6.1.0
	Rel-6
	14.11.4 DARP Speech bearer tests / FACCH (new test)
	approved
	F
	
	DARP
	G3new

	GP-051031
	51.010-1
	2863
	-
	6.1.0
	Rel-6
	MS Radio Access Capability Interrogation (new test)
	Revised
	F
	
	DARP
	G3new

	GP-051083
	51.010-1
	2863
	1
	6.1.0
	Rel-6
	MS Radio Access Capability Interrogation (new test)
	approved
	F
	
	DARP
	G3new

	GP-051110
	51.010-1
	2864
	-
	6.1.0
	Rel-6
	Section 42.3.1.2.2 and 42.3.1.2.3 clarification
	approved
	F
	
	
	G3new

	GP-051111
	51.010-1
	2865
	-
	6.1.0
	Rel-6
	Section 52.3.1.2.2 and 52.3.1.2.3 clarification
	approved
	F
	
	
	G3new

	GP-050614
	51.010-2
	0229
	-
	6.1.0
	Rel-6
	Annex B, Table B.1: Applicability for 46.1.2.7.2 corrected
	approved
	F
	
	GPRS
	G3new

	GP-050620
	51.010-2
	0230
	-
	6.1.0
	Rel-6
	14.11.1.1 DARP Speech bearer tests / TCH/FS / DTS-1 (new test)
	Revised
	F
	
	DARP
	G3new

	GP-051069
	51.010-2
	0230
	1
	6.1.0
	Rel-6
	14.11.1.1 DARP Speech bearer tests / TCH/FS / DTS-1 (new test)
	approved
	F
	
	DARP
	G3new

	GP-050621
	51.010-2
	0231
	-
	6.1.0
	Rel-6
	21.3.6 Signal Quality under static conditions - TCH/AHS DTX On (new test)
	Revised
	F
	
	DARP
	G3new

	GP-051070
	51.010-2
	0231
	1
	6.1.0
	Rel-6
	21.3.6 Signal Quality under static conditions - TCH/AHS DTX On (new test)
	approved
	F
	
	DARP
	G3new

	GP-050637
	51.010-2
	0232
	-
	6.1.0
	Rel-6
	Addition of PICS value for test case 46.1.2.2.2.4
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050638
	51.010-2
	0233
	-
	6.1.0
	Rel-6
	Test case 47.3.1.1 missing
	approved
	F
	
	DTM
	G3new

	GP-050648
	51.010-2
	0234
	-
	6.1.0
	Rel-6
	Addition of new GPRS DARP test cases
	Revised
	B
	
	DARP
	G3new

	GP-050949
	51.010-2
	0234
	1
	6.1.0
	Rel-6
	Addition of new GPRS DARP test cases
	Revised
	B
	
	DARP
	G3new

	GP-051076
	51.010-2
	0234
	2
	6.1.0
	Rel-6
	Addition of new GPRS DARP test cases
	approved
	B
	
	DARP
	G3new

	GP-050653
	51.010-2
	0235
	-
	6.1.0
	Rel-6
	20.22.14 - Cell Reselection in case Cell reselection occurred in the previous 15 s
	approved
	F
	
	GPRS
	G3new

	GP-050654
	51.010-2
	0236
	-
	6.1.0
	Rel-6
	42.4.4.5 - New TC for Rel-6
	approved
	F
	
	GPRS
	G3new

	GP-050657
	51.010-2
	0238
	-
	6.1.0
	Rel-6
	Reinsert applicability for TC 47.3.1.1 in table B.1
	Withdrawn
	F
	
	DTM
	G3new

	GP-050660
	51.010-2
	0239
	-
	6.1.0
	Rel-6
	Additions in table A1 A2 and B1 for Extended dynamic allocation
	Revised
	F
	
	GPRS
	G3new

	GP-051073
	51.010-2
	0239
	1
	6.1.0
	Rel-6
	Additions in table A1 A2 and B1 for Extended dynamic allocation
	Revised
	F
	
	GPRS
	G3new

	GP-051102
	51.010-2
	0239
	2
	6.1.0
	Rel-6
	Additions in table A1 A2 and B1 for Extended dynamic allocation
	Revised
	F
	
	GPRS
	G3new

	GP-051105
	51.010-2
	0239
	3
	6.1.0
	Rel-6
	Additions in table A1 A2 and B1 for Extended dynamic allocation
	approved
	F
	
	GPRS
	G3new

	GP-050668
	51.010-2
	0240
	-
	6.1.0
	Rel-6
	51.010-2 - Miscellaneous inconsistencies wrt 51.010-1
	approved
	F
	
	TEI
	G3new

	GP-050679
	51.010-2
	0241
	-
	6.1.0
	Rel-6
	51.010 -2 Corrections to the Test case Applicability Table.
	Revised
	F
	
	GPRS
	

	GP-051082
	51.010-2
	0241
	1
	6.1.0
	Rel-6
	51.010 -2 Corrections to the Test case Applicability Table.
	approved
	F
	
	GPRS
	G3new

	GP-050688
	51.010-2
	0242
	-
	6.1.0
	Rel-6
	A4.8, Annex B DARP release applicability
	approved
	F
	
	DARP
	G3new

	GP-050689
	51.010-2
	0243
	-
	6.1.0
	Rel-6
	Annex B new DARP tests TCH/AFS and TCH/AHS
	Revised
	F
	
	DARP
	G3new

	GP-051071
	51.010-2
	0243
	1
	6.1.0
	Rel-6
	Annex B new DARP tests TCH/AFS and TCH/AHS
	Revised
	F
	
	DARP
	G3new

	GP-051084
	51.010-2
	0243
	2
	6.1.0
	Rel-6
	Annex B new DARP tests TCH/AFS and TCH/AHS
	approved
	F
	
	DARP
	G3new

	GP-050695
	51.010-2
	0244
	-
	6.1.0
	Rel-6
	Annex B 14.4.16 change applicability due to new DARP tests
	Revised
	F
	
	DARP
	G3new

	GP-051072
	51.010-2
	0244
	1
	6.1.0
	Rel-6
	Annex B 14.4.16 change applicability due to new DARP tests
	approved
	F
	
	DARP
	G3new

	GP-050711
	51.010-2
	0245
	-
	6.1.0
	Rel-6
	CR 51.010-2 Correction in Table A.26.4 Display Text
	approved
	F
	
	GSM
	G3new

	GP-050712
	51.010-2
	0246
	-
	6.1.0
	Rel-6
	CR 51.010-2 Annex B Applicability of the individual test
	approved
	F
	
	GSM
	G3new

	GP-050748
	51.010-2
	0247
	-
	6.1.0
	Rel-6
	CR 051.010-2 Applicability table Annex B changed for 41.5.1.1.2.3.4 and 42.6.1.
	Revised
	F
	
	GPRS
	G3new

	GP-051078
	51.010-2
	0247
	1
	6.1.0
	Rel-6
	CR 051.010-2 Applicability table Annex B changed for 41.5.1.1.2.3.4 and 42.6.1.
	approved
	F
	
	GPRS
	G3new

	GP-050800
	51.010-2
	0248
	-
	6.1.0
	Rel-6
	CR 51.010-2-248 Section 41.5.1.1.2.3.4 - Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / Singleslot allocation – Applicability changed
	Withdrawn
	F
	
	-
	G3new

	GP-050833
	51.010-2
	0249
	-
	6.1.0
	Rel-6
	CR 51.010-2 Removal of A-GPS NI-LR test cases on SDCCH
	approved
	F
	
	TEI
	G3new

	GP-050835
	51.010-2
	0250
	-
	6.1.0
	Rel-6
	CR 51.010-2 New A-GPS NI-LR emergency call test cases without SIM inserted.
	approved
	F
	
	TEI
	G3new

	GP-050910
	51.010-2
	0251
	-
	6.1.0
	Rel-6
	CR 51.010-2 Table B.1: Applicability of tests The Mnemonic A.25/26 (TSPC_Addinfo_CCprotocol_oneBC) is wrongly named in twelve clauses of Table B.1
	approved
	F
	
	GPRS
	G3new

	GP-050882
	51.010-2
	0252
	-
	6.1.0
	Rel-6
	51010-2: Changes in the condition of the testcase 47.1.4
	Revised
	F
	
	GPRS
	G3new

	GP-051079
	51.010-2
	0252
	1
	6.1.0
	Rel-6
	51010-2: Changes in the condition of the testcase 47.1.4
	approved
	F
	
	GPRS
	G3new

	GP-051040
	51.010-2
	0253
	-
	6.1.0
	Rel-6
	Table B.1: Correction of applicability for a mobile terminal supporting card application
	Revised
	F
	
	GERAN
	G3new

	GP-051096
	51.010-2
	0253
	1
	6.1.0
	Rel-6
	Table B.1: Correction of applicability for a mobile terminal supporting card application
	approved
	F
	
	GERAN
	G3new

	GP-051074
	51.010-2
	0254
	1
	6.1.0
	Rel-6
	CR 51.010-2-254 rev 1 Annex B 14.11.4 Change to “Applicability of individual test” due to a new DARP test case
	approved
	F
	
	DARP
	G3new

	GP-051075
	51.010-2
	0255
	-
	6.1.0
	Rel-6
	CR 51.010-2-255 Annex B 14.11.4 Change to Application
	approved
	F
	
	DARP
	G3new

	GP-051032
	51.010-2
	2864
	-
	6.1.0
	Rel-6
	Annex B 14.11.4 Change to “Applicability of individual test” due to a new DARP test case
	Revised
	F
	
	DARP
	G3new

	GP-050673
	51.010-3
	0048
	-
	6.1.0
	Rel-6
	26.6.5.9 - Cell B commanded power level should be different from Cell A.
	approved
	F
	
	GSM
	G3new

	GP-050757
	51.010-5
	0000
	-
	6.1.0
	-
	TTCN CRs approved on the email reflector
	approved
	-
	
	-
	G3new

	GP-050758
	51.010-5
	0002
	-
	6.1.0
	R99
	Summary of regression errors for IR_G_wk09.
	approved
	F
	
	N/A
	G3new

	GP-050759
	51.010-5
	0003
	-
	6.1.0
	R99
	Corrections to approved IR_G test cases 26.6.11.3 and 26.6.11.4.
	approved
	F
	
	N/A
	G3new

	GP-050760
	51.010-5
	0004
	-
	6.1.0
	R99
	Corrections to approved IR_G test case 60.1 to handle the path for Handover To UTRAN for MS supporting GSM HR speech call.
	approved
	F
	
	N/A
	G3new

	GP-050761
	51.010-5
	0005
	-
	6.1.0
	R99
	Addition of GCF P4 test cases 60.4 to IR_G ATS.
	approved
	B
	
	N/A
	G3new

	GP-050762
	51.010-5
	0006
	-
	6.1.0
	R99
	Addition of WI-12 test case 60.10 to IR_G ATS.
	approved
	B
	
	N/A
	G3new

	GP-050763
	51.010-5
	0007
	-
	6.1.0
	R99
	Addition of WI-12 test case 20.25.3 to IR_G ATS.
	approved
	B
	
	N/A
	G3new

	GP-050764
	51.010-5
	0008
	-
	6.1.0
	R99
	Addition of WI-12 test cases 20.25.4 to IR_G ATS.
	approved
	B
	
	N/A
	G3new

	GP-050888
	51.010-5
	0009
	-
	6.1.0
	Rel-6
	Add new verified TTCN test cases in Annex A
	approved
	F
	
	ALTERE/Inter-RAT
	G3new
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