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The following CRs, agreed at the TSG-SA WG4 meeting #36, are presented to TSG SA #29 for approval.

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Vers
	WG
	Meeting
	S4 doc

	26.402
	0001
	
	Rel-6
	Correction of written specification: AAC concealment fade out factor
	F
	6.0.0
	S4
	TSG-SA WG4#36
	S4-050484

	26.410
	0024
	
	Rel-6
	Correction to C-Code: Enable 44.1 kHz input material encoding (floating-point code)
	F
	6.3.0
	S4
	TSG-SA WG4#36
	S4-050485

	26.410
	0025
	
	Rel-6
	Correction of C-Code: removal of obsolete table (floating-point code)
	F
	6.3.0
	S4
	TSG-SA WG4#36
	S4-050486

	26.411
	0004
	
	Rel-6
	Correction to C-code: enable 44.1 kHz input material encoding (fixed-point code)
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050487

	26.411
	0005
	
	Rel-6
	Correction to C-Code: Bitrate dependancy of AAC block switching threshold
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050488

	26.411
	0006
	
	Rel-6
	Correction to C-Code: prevent overflow in parameter estimation of Parametric Stereo IID value
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050489

	26.411
	0007
	
	Rel-6
	Correction to C-Code: smoothing of SBR noise values
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050490

	26.411
	0008
	
	Rel-6
	Correction to C-Code: removal of obsolete table (fixed-point code)
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050491

	26.411
	0009
	
	Rel-6
	Correction to C-Code: rounding in TNS parcor coefficient calculation
	F
	6.1.0
	S4
	TSG-SA WG4#36
	S4-050492


