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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".


[3]
3GPP TS 32.302: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)".
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Change in clause 6.5

6.5
Interface CSIRPNotifications (M)
6.5.1
Notification notifyHeartbeat (M)

6.5.1.1
Definition

The subscribed IRPManager instances are notified that the resources supporting the communication path between the Notification IRPAgent and the notification receiving IRPManager are working.

6.5.1.2
Input parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	CSIRP.objectClass.
	Notification header - see [3].  It shall carry the CSIRP class name.

	objectInstance
	M, Y
	CSIRP.objectInstance.
	Notification header - see [3].  It shall carry the DN of the CSIRP.

	eventTime
	M, Y
	--
	Notification header - see [3].

	notificationId
	O, N
	--
	Notification header - see [3].

	systemDN
	C, Y
	--
	Notification header - see [3].  

	notificationType
	M, Y
	"notifyHeartbeat"
	Notification header - see [3].

	heartbeatPeriod
	M, N
	CSIRP.heartbeatPeriod
	

	locator
	M, N
	--
	This parameter, together with the knowledge of Notification IRPAgent system internal configuration, can determine the communication path used by this notification.  (See Annex B for more information.)

IRPAgent assigns its value.  

	triggerFlag
	M, N
	ENUM {IRPManager, IRPAgent}
	If this notification is triggered by NM positively by invoking "triggerHeartbeat" operation, the value of this parameter shall be "IRPManager", otherwise, it shall be "IRPAgent".

	managerIdentifier
	M, N
	String
	If the value of triggerFlag is "IRPManager", this field is the same as the value of input parameter "managerIdentifier" of  "triggerHeartbeat" operation;

If the value of triggerFlag is "IRPAgent", this field is null.
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