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Change in Clause 3.1
3.1
Definitions

For the purposes of the present document, the following definitions apply:

...
IRP (Integration Reference Point): an architectural concept that is described by a set of specifications for definition of a certain aspect of a management interface, comprising a Requirements specification, an IRP Information Service specification, and one or more IRP Solution Set specifications.

IRP Information Model: a technology/protocol independent model (information objects and/or interactions) of an IRP Information Service.

IRP Information Service (IS): an Information Service describes the information related to the entities (either network resources or support objects) to be managed and the way that the information may be managed for a certain functional area (e.g. the Alarm IRP Information Service in the fault management area). Information Services are defined for all IRPs.

IRP Solution Set (SS): contains a mapping of the IRP Information Service (IS) to one of several technologies. An IS can be mapped to several different Solution Sets. Different technology selections may be made for different IRP Information Services. The functionality and information specified in a Solution Set is constrained by the functionality and information specified in the associated Information Service.

...
End of Change in Clause 3.1

Change in Clause 3.2

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

...
LDAP 
Lightweight Directory Access Protocol

LDUP
LDAP Duplication/Replication/Update Protocols 

LLA
Logical Layered Architecture

MAP
Mobile Application Part

MExE
Mobile Execution Environment
MIB
Management Information Base

MMI
Man-Machine Interface
NE
Network Element
NM
Network Manager

NMS
Network Management System

NRM
Network Resource Model

OAM&P
Operations, Administration, Maintenance and Provisioning

OS
Operations System

OSI
Open Systems Interconnection

...
End of Change in Clause 3.2

Change in Clause 5.1.1

5.1.1
Overview

Figure 1 illustrates the Management Reference Model. It shows the Operation System interfacing with other systems.

The present document (and the rest of the 3GPP Management detailed specifications) addresses the Operations System (function and architecture wise) and the interfaces to the other systems (information and protocol wise).

The present document does not address the definition of any of the systems, which the Operations System may interface to. The rest of the 3GPP specifications regarding Management will not cover them either.

It is not the approach (nor it is possible) to re-define the complete management of all the technologies that might be used in the provision of a PLMN. However, it is the intention to identify and define what will be needed from the perspective of management.

A number of management interfaces in a PLMN are identified in figure 1, namely:

1)
between the Network Elements (NEs) and the Element Manager (EM) of a single PLMN Organisation;

2)
between the Element Manager (EM) and the Network Manager (NM) of a single PLMN Organisation;

NOTE:
In certain cases the Element Manager functionality may reside in the NE in which case this interface is directly from NE to Network Manager). These management interfaces are given the reference name Itf-N and are the primary target for standardization.

3)
between the Network Managers and the Enterprise Systems of a single PLMN Organisation;

4)
between the Network Managers (NMs) of a single PLMN Organisation;

5)
between Enterprise Systems & Network Managers of different PLMN Organisations;

6)
between Network Elements (NEs).
IRPs may be implemented at interfaces 2 to 5.
The present document focuses primarily on management interfaces of Type 2 and to a lesser extent on management interfaces of Type 1 from the above list, while interfaces of Types 3 & 5 will be identified in the present document. Detailed specification of these interfaces is For Further Study (FFS). Interfaces of type 4 & 6 are beyond the scope of standardisation.
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Figure 1: Management Interactions

End of Change in Clause 5.1.1

Change in Clause 5.2.1

5.2.1
Overview

The management interfaces are studied here from five different perspectives or levels:

1)
Logical (information model and flows used in the relationship manager-agent, or equivalent);

2)
Solution Set (SS) Level;

3)
Application protocol (end-to-end, upper layers protocol running between manager-agent, or equivalent);

4)
Networking protocol (lower layer protocols carrying the information in/out the manager and agent, or equivalents);

5)
Physical (mapping of the manager and agent, or equivalents, roles into physical entities).

End of Change in Clause 5.2.1

Change in Clause 6.2

6.2
Customer Care Processes

These processes involve direct interaction with a customer to provide, maintain, report on service, and bill for services. The customer is the ultimate buyer of a communications service with many end users in their organization that utilize the 
Service Provider's services. The Service Provider must interact at many interfaces to support its customer and end users.

End of Change in Clause 6.2

End of document
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