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1
Scope

This Technical Specification (TS) describes the Service Principles for PLMNs specified by 3GPP.  Principles and requirements for interworking with WLAN are covered in TS22.234 [35].

 3GPP specifications provide integrated personal communications services. The system will support different applications ranging from narrow-band to wide-band communications capability with integrated personal and terminal mobility to meet the user and service requirements of the 21st century.

3GPP specifications allow the realisation of a new generation of mobile communications technology for a world in which personal communications services should allow person-to-person calling, independent of location, the terminal used, the means of transmission (wired or wireless) and the choice of technology. Personal communication services should be based on a combination of fixed and wireless/mobile services to form a seamless end-to-end service for the user.

3GPP specifications should be in compliance with the following objectives:

a)
to provide a single integrated system in which the user can access services in an easy to use and uniform way in all environments;

b)
to allow differentiation between service offerings of various serving networks and home environments;

c)
to provide a wide range of telecommunications services including those provided by fixed networks and requiring user bit rates of up to 100 Mbits/s as well as services special to mobile communications. These services should be supported in residential, public and office environments and in areas of diverse population densities. These services are provided with a quality comparable with that provided by fixed networks such as ISDN and fixed broadband Internet access;

d)
to provide services via hand held, portable, vehicular mounted, movable and fixed terminals (including those which normally operate connected to fixed networks), in all environments (in different service environments - residential, private domestic and different radio environments) provided that the terminal has the necessary capabilities;

e)
to provide support of roaming users by enabling users to access services provided by their home environment in the same way even when roaming.

f)
to provide audio, data, video and particularly multimedia services;

g)
to provide for the flexible introduction of telecommunication services;

h)
to provide within the residential environment the capability to enable a pedestrian user to access all services normally provided by fixed networks;

i)
to provide within the office environment the capability to enable a pedestrian user to access all services normally provided by PBXs and LANs;

j)
to provide a substitute for fixed networks in areas of diverse population densities, under conditions approved by the appropriate national or regional regulatory authority.

k)
to provide support for interfaces which allow the use of terminals normally connected to fixed networks.
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.105 “Services and Service Capabilities”

[2]
Void

[3]
3GPP TS 22.038: "SIM application toolkit, stage 1"

[4]
3GPP TS 22.001: " Principles of Circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[5]
3GPP TS 22.004: General on supplementary services"

[6]
3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)"

[7]
3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"

[8]
3GPP TS 22.079: " Support of Optimal Routing; Stage 1"

[9]
3GPP TS 22.129: "Handover Requirements between UTRAN and GERAN or other Radio Systems"

[10]
3GPP TS 33.102: "Security Architecture"

[11]
3GPP TS 22.011: "Service Accessibility"

[12]
3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)"

[13]
3GPP TS 24.008: " Mobile Radio Interface Layer 3 Specification"

[14]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)"

[15]
3GPP TS 21.133: "Security Threats and Requirements" 

[16]
3GPP TS 33.120: "Security Principles"

[17]
3GPP TS 22.042: "Network Identity and Time Zone, Service Description, Stage 1"

[18]
3GPP TS 42.009: " Security Aspects"

[19] 
3GPP TS 31.102: "USIM Application Characteristics"

[20]
3GPP TS 23.221 “Architectural Requirements”

[21]
3GPP TS 22.002: “Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)”

[22]
3GPP TS 22.060: “General Packet Radio Service (GPRS)”

[23]
3GPP TS 29.002: “Mobile Application Part (MAP) specification ”

[24]
3GPP TR 23.972: "Circuit Switched Multimedia Telephony".

[25]
3GPP TS 22.140: "Multimedia messaging service; Stage 1".

[26]
3GPP TS 22.226: “Global Text Telephony, Stage 1.”

[27]
3GPP TS 22.228: "IP multimedia (IM) CN subsystem, stage 1"

[28]
RFC 3261: "SIP: Session Initiation Protocol"

[29]
3GPP TR 21.905: “ Vocabulary for 3GPP Specifications”

[30]     
3GPP TS 26.233: "Packet Switched Streaming Service (PSS) ; General Description"

[31]     
3GPP TS 26.234: "Packet Switched Streaming Service (PSS) ; Protocols and Codecs"

[32]
3GPP TR 22.934: "Feasibility study on 3GPP system to Wireless LAN interworking"

[33]
RFC 2486: "The Network Access Identifier"

[34]
TS
51.011: "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface", Release 4

[35]
TS22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking"

[36]
3GPP TS 31.101: "UICC-terminal interface; Physical and logical characteristics"

[37]
OMA Device Management V1.2 specifications

[38]
OMA Client Provisioning V1.1 specifications 

[x]
3GPP TS 22.258: "Service Requirements for the All-IP Network (AIPN); Stage 1"
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4
General

4.1
Aims of 3GPP specifications

It shall be capable of delivering audio, text, video and graphics direct to people and provide them with access to the next generation of information based services. It moves mobile and personal communications forward from existing systems, delivering massmarket low-cost digital telecommunication and IP-based multimedia services.

The aims are:

-
to enable users to access a wide range of telecommunications services, including many that are today undefined as well as multi-media and high data rates.

-
to facilitate the provision of a high quality of service (particularly speech quality) similar to that provided by fixed networks;

-
to facilitate the provision of small, easy to use, low cost terminals with long talk time and long standby operation;

-
to provide an efficient means of using network resources (particularly radio spectrum).

4.2
Standardisation of Service Capabilities

Existing systems have traditionally standardised the complete sets of teleservices, applications and supplementary services which they provide. As a consequence, substantial  efforts are often required to introduce new services or simply to modify the existing one (customisation). This makes it more difficult for operators to differentiate their services. At the same time however, this may reduce the complexity of providing a service across different operators’ networks.

3GPP shall therefore preferentially standardise service capabilities. In circumstances where the service is meant to be used across different operators’ networks, hence a common specification set is of paramount importance, the service should be standardised to a level of detail sufficient to ensure interoperability and interworking across different operators’ networks. Service capabilities consist of bearers defined by QoS parameters and the mechanisms needed to realise services. These mechanisms include the functionality provided by various network elements, the communication between them and the storage of associated data. This TS provides a conceptual description of a service architecture and architecture requirements which aim to provide service capabilities. It is intended that these standardised capabilities should provide a defined platform which will enable the support of speech, video, multi-media, messaging, data, teleservices, user applications and supplementary services and enable the market for services to be determined by users and home environments.

4.3
Efficient Use of Network Resources

Service capabilities shall take account of the discontinuous and asymmetric nature of most teleservices, multimedia services and user applications in order to make efficient use of network resources (particularly radio resources). 

Service capabilities shall be provided in a wide range of radio operating environments (where a radio environment is characterised in terms of propagation environment, mobile equipment relative speeds and traffic characteristics). Although 3GPP aims to minimise the number of radio interfaces and to maximise commonality between them, it may utilise several radio interfaces, each optimised for different environments. Each radio interface may provide differing service capabilities. 3GPP specifications include UTRA(N) radio interface supporting two modes (TDD and FDD), an Evolved UTRA(N) radio interface and GERAN radio interface. Additionally, it may be possible to connect to the 3GPP system using radio interfaces and fixed access technologies specified outside of 3GPP.
3GPP specifications shall provide a mechanism which will enable a piece of user equipment (UE) to adapt to different radio interfaces as necessary and to determine the service capabilities available. The specifications shall also provide a mechanism which will enable a UE to select radio interfaces capable of providing appropriate service capabilities and support mobility between multiple radio interfaces.
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4.7
PLMN Architecture

The network is logically divided into a radio access network and a core network, connected via an open interface. From a functional point of view the core network is divided into a Packet Switched CN Domain, IP Multimedia (IM) CN subsystem [27] and a Circuit Switched CN Domain. IM CN subsystem utilises PS CN domain bearer services. 
CS CN domain supports bearer independent transport. There is no difference in service offering or UE functionality due to different transport.

A PS only 3GPP core network is possible as defined within the specifications for the All-IP Network (AIPN) [x].
For further information see 3GPP TS 23.221 [20].

4.8
Interworking Between PLMN and Wireless LANs

Aspects related to interworking between PLMN and WLAN are captured in TS 22.234 [35].

4.9
Network Sharing

Network sharing shall be transparent to the user. 

The specifications shall support both the sharing of:

(i)
radio access network only;

(ii)
radio access network and core network entities connected to radio access network

NOTE:
In a normal deployment scenario only one or the other option will be implemented. 

It shall be possible to support different mobility management rules, service capabilities and access rights as a function of the home PLMN of the subscribers.

4.x
The All-IP Network

A packet switched only realisation of the 3GPP system incorporating the IM CN subsystem, the (evolved) PS CN Domain, and Evolved UTRA(N) and other access systems shall be possible as defined by the service requirements for the All-IP Network (AIPN) in 3GPP TS 22.258[x]. The AIPN shall be optimised for the provision of IP services across multiple heterogeneous access systems including those specified outside of 3GPP.
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6
Classification of services

In the CS CN domain, the basic services are divided into circuit teleservices (3GPP TS 22.003 [14]) and bearer services (3GPP TS 22.002 [21]) and they can utilise standardised supplementary services (3GPP TS 22.004 [5]). 

The PS CN Domain provides IP bearer services. SMS, USSD and UUS can also be considered as bearer services for some applications.

IP multimedia services are the IP based session related services, including voice communications. IP multimedia sessions use IP bearer services provided by the PS CN Domain.

Value added non-call related services include a large variety of different operator specific services/applications. They are usually not specified by 3GPP. The services can be based on fully proprietary protocols or standardised protocols outside 3GPP.

In order to create or modify the above services (both call and non-call related services) operators may utilise toolkits standardised by 3GPP (such as CAMEL or LCS) or external solutions (e.g. Internet mechanisms). Pre-paid is an example of an application created with toolkits that may apply to all of the above services categories.
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Figure 1: Service classification
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8
Service architecture

In order to provide standardisation of service capabilities a service architecture shown by Figure 2 is envisaged
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Figure 2: Service Architecture

A number of bearers shall be provided that can differ in flexibility and offer different capabilities. Bearers may be characterised by parameters such as “throughput”, “delay tolerance”, “maximum bit error rate”, “symmetry” etc. These bearers enable information to be transferred appropriate to the provision of teleservices, multimedia services and end user applications generally, via subnetworks which typically provide different specified qualities of service. 

The assignment and release of bearers is provided by the bearer control function. Provision should be made for several bearers to be associated with a call and for bearers to be added to a call and/or to be released from a call following call establishment. The bearers should be independent of radio environments, radio interface technology and fixed wire transmission systems.

Adaptation/Interworking functions are required in order to take account of the differences between the bearers used for the provision of a teleservice/multimedia service/application in the fixed network and the bearers. Adaptation/Interworking functions are required which take account of the discontinuous and/or asymmetrical nature of most teleservices/multimedia services/applications.

The service platform shall provide interfaces (to serving networks and home environments) appropriate to the support, creation and control of supplementary services, teleservices, multimedia services and user applications. The service platform will also provide interfaces enabling subscribers to control supplementary services, teleservices, multimedia services and user applications.

Supplementary service provision and control will be independent of radio operating environment, radio interface technology and fixed wire transmission systems.

As far as possible, the service platform is required to enable new supplementary services, teleservices, multimedia services and/or end user applications to be supported at minimum cost, with minimum disruption of service and within the shortest possible time.

9
Quality of Service (QoS)

The Quality of Service (QoS) parameters should be identified together with appropriate parameter values which set targets to be reached when designing 3GPP specifications, and which also will serve as guidelines for network design and service provision.

The QoS for call set-up time, as an example, can be defined in terms of a mean value and as a percentage of cases which should not exceed a certain time limit. Further information can be found in 3GPP TS 22.105[1].

The performance requirements for the All-IP Network can be found in 3GPP TS 22.258 [x].
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11
Numbering principles

The following network addressing schemes listed below shall be supported at the relevant domains:

-
E.164, 

-
E.168, 

-
E.212, 

-
X.121

-
Internet (including e.g. IP address, SIP URI). 

11.1
Number portability

11.1.1
Requirements for CS CN domain 

Some numbering schemes shall be fully independent of the supporting serving network and the home environment, allowing users to transfer this number to another home environment. For further information see 3GPP TS 22.066 [7].

An MSISDN shall be allocated to each new user at the start of a subscription. This number may be allocated from one of several numbering domains. For example:

-
home / serving environment numbering scheme;

-
national numbering scheme;

-
regional numbering scheme;

-
global numbering scheme.

A user shall be able to move subscription from one home environment to another without changing the MSISDN provided that the new home environment offers service in the same geographic domain. It is envisaged that home environment s will be able to allocate MSISDNs from each of these domains as required.

11.1.2
Requirements for PS CN domain

None identified. 

11.1.3
Requirements for IM CN subsystem

It shall be possible to offer number portability for  E.164 numbers within IM CN subsystem. For further information see 3GPP TS 22.066 [7].

11.2
Evolution path

Since 3GPP specifications aim to be aligned with IMT-2000, a primary goal in numbering is the provision of global user numbering in line with steps taken by the ITU - SG2.

The numbering scheme and network implementation chosen shall allow for international/global evolution.

11.3
Void

11.4
Void

11.5
Void

11.6
Private numbering

A user may wish to use private numbers for the purposes of calling frequent numbers. Therefore there is a requirement for the use, by the user, of Private Numbering Plans (PNPs). These schemes may belong to the user himself, to a home environment or a third party.

11.7
Numbering schemes

11.7.1
Multiple numbering scheme

The standards shall support the possiblity of allowing the bearer service associated with an MT call to be implicitly defined by the destination MSISDN, for example to use a different MSISDN to establish voice, fax or data . It will be possible for multiple MSISDNs to be associated with a single subscription.

11.7.2
Single numbering scheme

The standards shall support the possibility of allowing MT calls of different bearer types (eg voice, fax, data) to be routed to a single MSISDN. It is recognised that the implementation of this may depend on the availability of bearer information associated with an incoming call from the adjoining transit network. In particular the standards will support this possibility in the case of an adjoining ISDN transit network.

11.8
Optimal routing 
The implementation of the numbering scheme used shall allow for optimal routing; i.e. routing shall not take place simply on the number dialled. 

See 3GPP TS 22.079 [8] for some scenarios for the CS CN domain. Optimal routing for IP services is supported by the All-IP Network [x].
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12
Human Factors and user procedures

The User Interface (MMI) from the end-user’s point of view should be as flexible as possible while still meeting the general service requirements. In addition it should be capable of being updated so as to meet new services which are still to be envisaged.

In general the following principles should be encompassed:

-
activation of services should be as simple as possible with minimum input expected from the user;

-
feedback, to the user from the various services, should be meaningful;

-
any error recovery procedures provided should be simple to understand and execute.

-
input from the user and information to the user should be provided in alternative selectable modes in order to match user capabilities, preferences and situation.

However, a detailed specification for the User Interface shall not be defined. In particular given the global nature of the third generation systems, for different regions of the world, different criteria will determine the implementation of the User Interface. Also it is unlikely that there will be a single common handset which will meet all the service requirements and therefore a common User Interface would be impractical.

Given the flexibility of the services, there should be a wide range of User Interface possibilities. These possibilities include simple terminals with a single on/off button through to complex terminals providing support to hearing/visually impaired users.

Control of CS CN Domain supplementary services (3GPP TS 22.004 [5]), may use MMI procedures specified in 3GPP TS 22.030 [6] and existing MMI related UE features (Annex A) may also be used.  In particular the following features are highly desirable for uniform UE implementation where appropriate:

-
Mapping of numeric keys to European alphabetic keys to ensure compatible mnemonic dialing as defined in 3GPP TS 22.030 [6], 

-
“+” key function to enable one key international access as defined in Annex A

-
Structure of the MMI as described in 3GPP TS 22.030 [6]

-
Presentation of IMEI (International Mobile Equipment Identity) as defined in 3GPP TS 22.030 [6]
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13
UICC, USIM and Terminal

This clause defines the functional characteristics and requirements of the User Service Identity Module (USIM) and ISIM (IM Services Identity Module). The USIM/ISIM are applications residing on a UICC. 

13.1
The USIM/ISIM and User Profiles

13.1.1
The USIM

Every USIM shall have a unique identity and shall be associated with one and only one home environment. 

It shall be possible for a home environment to uniquely identify a user by the USIM. 

The USIM shall be used to provide security features. 

For access to services, provided by PS or CS CN domains, a valid USIM shall be required. Optionally, SIM according to GSM phase 2, GSM phase 2+, 3GPP release 99, 3GPP release 4 specifications may be supported.  

The USIM shall be able to support SIM Application Toolkit as specified in 3GPP TS 22.038 [3]. 

The USIM shall reside on a UICC. USIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update USIM specific information via the air interface, in a secure manner. 

Access to the IMS services shall be possible using the USIM application in the event of no ISIM being present on the UICC. If an ISIM is present on the UICC it shall be used to access the IMS.

It shall be possible to store provisioning parameters on the USIM according to DM specifications [37]. 

It should be possible to store provisioning parameters on the USIM according to CP specifications [38]. 

 It shall be possible for the network operator to configure the USIM to indicate (through personalisation and OTA) whether provisioning parameters according to DM specifications or provisioning parameters according to CP specifications shall be used. 

NOTE: 
To avoid misoperation of the UE in a mixed provisioning environment e.g. during a transition phase when both CP and DM clients are present in the UE, the CP parameters on the USIM can be read first. If DMinformation is present (provisioned OTA in the CP parameters.), then use DM, otherwise use CP. 

Annex A describes a number of features that may optionally be supported by the UE and thus USIM.  

13.1.2
User Profiles

It shall be possible for a user to be associated with one or a number of user profiles, which the user can select and activate on a per call basis. The user profile contains information which may be used to personalise services for the user. 

It shall be possible for one or more user profiles associated with the same user to be active simultaneously so that the user may make or receive calls associated with different profiles simultaneously. Activation of  profiles shall be done in a secure manner, for example with the use of a PIN. 

For terminating calls the correct profile shall be indicated by the user address used (e.g. MSISDN, SIP URI), each profile will have at least one unique user address associated with it. For originating calls the user shall be able to choose from the available profiles, the appropriate one for the call. A profile identity will need to be associated with the call for accounting and billing purposes. User profile identities need not be standardised but a standardised means is required for indicating that a particular profile is being used.

Simultaneous use of the same user profile on multiple terminals for the same type of service shall not be allowed. 

User profiles associated with different home environments shall not share the same user address.

13.1.3
UICC usage in GERAN only Terminals

In Release 5 and later, terminals supporting only GERAN shall support USIM.

Note: 
It is strongly recommended that manufacturers implement SIM support on GERAN only terminals until the population of SIMs in the market is reduced to a low level.

13.1.4
Multiple USIMs per UICC

The standard shall support more than one USIM per UICC even when those USIMs are associated with different home environments. Only one of the USIMs or the SIM shall be active at a given time. While the UE is in idle mode, it shall be possible for the user to select/reselect one USIM application amongst those available on the UICC. At switch on, the Last Active USIM shall be automatically selected. The Last Active USIM shall be stored on the UICC. By default if there is no Last Active USIM defined in the UICC, the user shall be able to select the active USIM amongst those available on the UICC.

The standard must not prevent the coexistence of USIM applications, each associated with different home environments on the same UICC, so long as the security problems which arise from such a coexistence are solved.

13.1.5 
The ISIM

Access to the IMS services shall be possible using an ISIM application. 

The ISIM shall be sufficient for providing the necessary security features for the IMS and IMS only.

The ISIM shall reside on a UICC. ISIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update ISIM specific information via the air interface, in a secure manner.

Note: 
When accessing IMS over GERAN/UTRAN/EUTRAN or I-WLAN using ISIM, a USIM needs also be present to access the rest of the 3GPP system. Alternatively USIM could be used to access IMS.
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14
Types of features of UEs

3GPP specifications should support a wide variety of user equipment, i.e. setting any limitations on terminals should be avoided as much as possible. For example user equipment like hand-portable phones, personal digital assistants and laptop computers can clearly be seen as likely terminals.

In order not to limit the possible types of user equipment they are not standardised. The UE types could be categorised by their service capabilities rather than by their physical characteristics. Typical examples are speech only UE, narrowband data UE, wideband data UE, data and speech UE, etc..

In order to enhance functionality split and modularity inside the user equipment the interfaces of UE should be identified. Interfaces like UICC-interface, PCMCIA-interface and other PC-interfaces, including software interfaces, should be covered by references to the applicable interface standards.

UEs have to be capable of supporting a wide variety of teleservices, multimedia services and applications provided in PLMN environment. Limitations may exist on UEs capability to support all possible teleservices, multimedia services and information types (speech, narrowband data, wideband data, video, etc.) and therefore functionality to indicate capabilities of a UE shall be specified. 

The basic mandatory UE requirements are:

-
Support  for USIM. Optional support of GSM phase 2, 2+, 3GPP Release 99 and Release 4 SIM cards [34]. Phase 1, 5V SIM cards shall not be supported. Support for the SIM is optional for the UE, however, if it is supported, the mandatory requirements for SIM shall be supported in the UE;

Note 1: 
There is no Release 5 specification for the SIM, and therefore references to "SIM" apply to earlier releases.

Note 2:
It is strongly recommended that manufacturers implement SIM support on terminals supporting GERAN until the population of SIMs in the market is reduced to a low level.

-
Home environment and serving network registration and deregistration;

-
Location update;

-
Originating or receiving a connection oriented or a connectionless service;

-
An unalterable equipment identification; IMEI, see 3GPP TS 22.016 [12];

-
Basic identification of the terminal capabilities related to services such as; the support for software downloading, application execution environment/interface, MExE terminal class, supported bearer services.

-
Terminals capable for emergency calls shall support emergency call without a SIM/USIM.

-
Support for the execution of algorithms required for encryption, for CS and PS services. Support for non encrypted mode is required;

-
Support for the method of handling automatic calling repeat attempt restrictions as specified in 3GPP TS 22.001 [4];

-
At least one capability type shall be standardised for mobile terminals supporting the GERAN and UTRAN radio interfaces.

-
Under emergency situations, it may be desirable for the operator to prevent UE users from making access attempts (including emergency call attempts) or responding to pages in specified areas of a network, see 3GPP TS 22.011 [11];

-
Ciphering Indicator for terminals with a suitable display;

-
The ciphering indicator feature allows the UE to detect that ciphering is not switched on and to indicate this to the user. The ciphering indicator feature may be disabled by the home network operator setting data in the SIM/USIM.  If this feature is not disabled by the SIM/USIM, then whenever a connection is in place, which is, or becomes unenciphered, an indication shall be given to the user. Ciphering itself is unaffected by this feature, and the user can choose how to proceed;

-
Support for PLMN selection.

-
Support for handling of interactions between toolkits concerning the access to UE MMI input/output capabilities;

-
Whenever an application (e.g. a SAT/MExE/WAP application) requires the access to the UE MMI input/output capabilities (e.g.  display, keyboard,… ), the UE shall grant this access subject to the capabilities of the UE. This shall not cause the termination of any other applications (e.g. WAP browser or MExE/SAT application) which were previously using these UE resources. The UE shall give the user the ability to accept or reject the new application. In the case that the application request is rejected, the access to the UE MMI input/output capabilities is returned to the applications which were previously using these UE resources.  If the user decides to continue with the new application, then when this new application is terminated, the access to the UE MMI input/output capabilities shall be returned to the UE to be re-allocated to applications (e.g. the preceding application which was interrupted). Subject to the capabilities of the UE, the user shall have the ability to switch the MMI input/output capabilities between applications.

Note:
Rejecting a request to access the UE MMI input/output capabilities  by an application does not necessarily mean that it is terminated, but only that the access to the UE MMI input/output capabilities  are not granted to this application. Handling of rejection (termination, put on hold,…) is the responsibility of the application.

Annex A describes a number of features which may optionally be supported by the UE.  
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15
Relationship between subscription and service delivery

15.1
Subscription

A subscription describes the commercial relationship between the subscriber and the service provider. 
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Figure 4: Subscriber, subscription and services relationship

A subscription to a network operator may provide the user with access to one or more domains. A Subscription shall identify the set of services, within particular domains, to which the user has access (see figure 3); each subscription may specify a different set of services. These services may be provided by the CS CN Domain and/or a PS CN Domain and/or an IM CN subsystem. Subscriptions relate to services such as Basic Services (e.g. Teleservices, Bearer services), PS services and IM-Services (IP-based multimedia services), which are typically provided by network operators, and to value added services which typically are provided by network operators and/or other entities that provide services to a subscriber 

The subscription identifies:

· the services and related services information that are made available to the subscriber by the service provider ;

In addition a subscription to a network operator may identify:

· the domains to which the user has been granted access by the network operator. In particular, the PS service profile and information on the allowed QoS parameter ranges shall be contained in the subscription.

· the identity of the subscriber within these domains. 
Note: The identity of a subscriber in the CS CN domain and PS CN domain (e.g. her IMSI) may potentially be different to her identity in the IM CN subsystem

· the radio access systems over which the subscriber may access their services e.g. UTRAN, GERAN, EUTRAN, I-WLAN.

15.2
Other concepts associated with services

Provision of services:
An action to make a service available to a subscriber. The provision may be:

general:
where the service is made available to all subscribers (subject to compatibility restrictions enforced) without prior arrangements being made with the service provider;

pre‑arranged: 
where the service is made available to an individual subscriber only after the necessary arrangements have been made with the service provider.

Withdrawal:
An action taken by the service provider to remove an available service from a subscriber's access. The withdrawal may be:

general:
where the service is removed from all subscribers provided with the service;

specific:
where the service is removed on an individual basis from subscribers provided with the service.

NOTE:
Access to the IM subsystem requires IP connectivity provided, for example, through provision of the PS CN domain.

15.3
Requirements concerning service delivery

In general it is a requirement to allow the use of independent services simultaneously (i.e. Basic, PS, IP multimedia and operator specific).  

· The network usage shall be based on the services identified within the subscription, the terminal capabilities and, where applicable, roaming agreements between operators.  

· The Home environment shall be able to decide on the service delivery in a roaming scenario. I.e. it shall control how services are delivered in line with the subscription.

· If an offered or required service (e.g. voice) could be provided with different technologies within the serving network, the decision on service delivery shall be based on preferences identified in the user profile and serving network capabilities and conditions (e.g. load). 

· If the user profile does not allow an alternative service delivery method and the requested delivery method is not available in the serving network the service shall not be provided to the subscriber. This applies also to data bearer services with defined QoS parameters (or parameter ranges).

Examples:

-
A terminating voice call for a subscriber with a dual/multi mode terminal (e.g.UTRAN/GERAN) could be delivered in a hybrid network as IM service or CS voice call (TS11). The delivery decision is based on the preferences of service delivery within the user profile and the network conditions. If there is no preference information of the Home environment available the decision is made only on the network conditions from the serving network.  

-
A terminating data service (e.g. PS with QoS for real time audio) where the network cannot provide the QoS at call setup. Both the originating and terminating application shall be informed about the possible QoS configuration for that call. The further handling (setup continuation, termination) depends on the decisions of the applications.

	End of modifications
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Figure 2: Service Architecture
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