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5.2.2.1
CS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.250 [10].

...
IncGatewayRecord

::= SET

{


recordType



[0] CallEventRecordType,


callingNumber


[1] CallingNumber OPTIONAL,


calledNumber


[2] CalledNumber,


recordingEntity


[3] RecordingEntity,


mscIncomingTKGP


[4] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[5] TrunkGroup OPTIONAL,


seizureTime



[6] TimeStamp OPTIONAL,


answerTime



[7] TimeStamp OPTIONAL,


releaseTime



[8] TimeStamp OPTIONAL,


callDuration


[9] CallDuration,


dataVolume



[10] DataVolume OPTIONAL,


causeForTerm


[11] CauseForTerm,


diagnostics



[12] Diagnostics OPTIONAL,


callReference


[13] CallReference,


sequenceNumber


[14] INTEGER OPTIONAL,


recordExtensions

[15] ManagementExtensions OPTIONAL,


locationRoutNum


[16] LocationRoutingNumber OPTIONAL,


lrnSoInd



[17] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[18] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[19] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[20] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[21] JurisdictionInformationParameterQueryStatus OPTIONAL,


reasonForServiceChange
[22] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator
[23] BOOLEAN OPTIONAL
}

OutGatewayRecord

::= SET

{


recordType



[0] CallEventRecordType,


callingNumber


[1] CallingNumber OPTIONAL,




calledNumber


[2] CalledNumber,




recordingEntity


[3] RecordingEntity,


mscIncomingTKGP


[4] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[5] TrunkGroup OPTIONAL,


seizureTime



[6] TimeStamp OPTIONAL,


answerTime



[7] TimeStamp OPTIONAL,


releaseTime



[8] TimeStamp OPTIONAL,


callDuration


[9] CallDuration,


dataVolume



[10] DataVolume OPTIONAL,


causeForTerm


[11] CauseForTerm,


diagnostics



[12] Diagnostics OPTIONAL,


callReference


[13] CallReference,


sequenceNumber


[14] INTEGER OPTIONAL,


recordExtensions

[15] ManagementExtensions OPTIONAL,


locationRoutNum


[16] LocationRoutingNumber OPTIONAL,


lrnSoInd



[17] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[18] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[19] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[20] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[21] JurisdictionInformationParameterQueryStatus OPTIONAL,


reasonForServiceChange
[22] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator
[23] BOOLEAN OPTIONAL
}

…
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