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5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

...

------------------------------------------------------------------------------

--
--  IMS RECORDS

--

------------------------------------------------------------------------------

IMSCallEventRecord ::= CHOICE 

--

-- Record values 31..37 are IMS specific

-- 


s-CSCFRecord

[31] S-CSCFRecord,


p-CSCFRecord

[32] P-CSCFRecord,


i-CSCFRecord

[33] I-CSCFRecord,


mRFCRecord


[34] MRFCRecord,


mGCFRecord


[35] MGCFRecord,


bGCFRecord


[36] BGCFRecord,


aSRecord


[37] ASRecord

S-CSCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

applicationServersInformation
[40] SEQUENCE OF ApplicationServersInformation OPTIONAL,

requested-Party-Address


[41] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [42] ListOfInvolvedParties OPTIONAL

...
Editor’s note:  the constructs below are imported from the generic module
ListOfInvolvedParties ::= SEQUENCE OF InvolvedParty
Media-Components-List ::= SEQUENCE 

{


sIP-Request-Timestamp 
[0] TimeStamp OPTIONAL,


sIP-Response-Timestamp
[1] TimeStamp OPTIONAL,


sDP-Media-Components
[2] SEQUENCE OF SDP-Media-Component OPTIONAL,


mediaInitiatorFlag

[3] NULL OPTIONAL,


sDP-Session-Description
[4] SEQUENCE OF GraphicString OPTIONAL

}
MessageBody ::= SEQUENCE 

{


content-Type


[0] GraphicString,


content-Disposition

[1] GraphicString OPTIONAL,


content-Length


[2] INTEGER,


originator



[3] InvolvedParty OPTIONAL

}

Editor’s note: alignment of the syntax below with other domains / generic module required.
...
	Next Modified Section


5.2.4.3
PoC CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.272 [32].

...
SIP-Method, NodeAddress, Session-Id, Incomplete-CDR-Indication, InvolvedParty, InterOperatorIdentifiers, IMS-Charging-Identifier, NodeAddress, MessageBody, Media-Components-List

FROM IMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) imsChargingDataTypes (4) asn1Module (0) version1 (0)}

...
	End of modifications
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