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*** First Modification ***
4.2
Reference Architecture Model
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Note 1:
network entities and reference points solely used by the MBMS user service (e.g. for service announcement as described in section 4.4.1.2) are not shown in this figure.

Note 2:
Gp applies only when SGSN and GGSN are in different PLMNs.

Figure 1: Reference architecture to support the MBMS bearer service
*** Next Modification ***
4.3
MBMS Specific Reference points

4.3.1
Gmb

Signalling between GGSN and BM-SC is exchanged at Gmb reference point. This represents the network side boundary of the MBMS Bearer Service from a control plane perspective. This includes user specific Gmb signalling and MBMS bearer service specific signalling.

MBMS bearer service specific Gmb signalling:

-
The GGSN establishes the MBMS bearer context and registers at BM-SC.

-
The GGSN or the BM-SC releases the MBMS bearer context and de-registers the GGSN from the BM-SC.

-
The BM-SC indicates session start and stop to the GGSN including session attributes like QoS and MBMS service area.

User specific Gmb signalling:

-
The BM-SC authorises the user specific MBMS multicast service activation (join) at the GGSN.

-
The GGSN reports to the BM-SC the successful user specific MBMS multicast activation (join) to allow the BM-SC to synchronise the BM-SC MBMS UE context with the MBMS UE contexts in the SGSN and GGSN.

-
The GGSN reports to the BM-SC when a user specific MBMS multicast service is released or deactivated (e.g. at implicit detach). The GGSN makes this report in order to synchronise the BM-SC MBMS UE context with the MBMS UE contexts in the SGSN and GGSN.

The BM-SC initiates the deactivation of a user specific MBMS bearer service when the MBMS user service is terminated.

BM-SC functions for different MBMS bearer services may be provided by different physical network elements. Further, MBMS bearer service specific and user specific signalling for the same MBMS bearer service may also be provided by different physical network elements. To allow this distribution of BM-SC functions, the Gmb protocol must support the use of proxies to correctly route the different signalling interactions in a manner which is transparent to the GGSN.
4.3.X
Mz

Mz is the roaming variant of the Gmb reference point with the same functionality as described under Gmb, i.e. with MBMS bearer and User specific signalling
MBMS bearer and User specific Mz signallings are used between a BM-SC in the visited PLMN and a BM-SC in the home PLMN when MBMS services from the home PLMN are offered by the visited PLMN.

Only user specific signalling is used between a BM-SC in the visited PLMN and a BM-SC in the home PLMN when the visited PLMN offers MBMS user services to roaming users. This user specific Mz signalling provides home PLMN authorisation for MBMS user services that are provided by the visited PLMN. This mechanism supports only MBMS user service classes that are offered by the visited and by the home PLMN.

Mz may use proxying capabilities as described for Gmb, e.g. to proxy signalling between BM-SCs.

*** Next Modification ***
11
Roaming Support for MBMS user services

There are three specific scenarios to provide MBMS user services to roaming users.
One uses a GGSN in the HPLMN, the other two are enabled by use of the Mz interface and are further described below:
A visited PLMN may offer to roaming users MBMS user services from their home PLMN. For this case, the authorization is done in the BM-SC in visited PLMN with the authorization information retrieved from the BM-SC in home PLMN. Then the MBMS user traffic is provided by the BM-SC in home PLMN and proxyed from the BM-SC in home PLMN to the BM-SC in visited PLMN. Some Gi related functions are employed for this scenario. 
Or, a visited PLMN may offer its own MBMS user services to roaming users when visited and home PLMN support the same classes of MBMS user services. For this case, the authorization is done in the BM-SC in visited PLMN with the authorization information retrieved from the BM-SC in home PLMN. Then the MBMS user traffic is provided by the BM-SC in vistited PLMN.
Editors’ note: it is FFS how to deal with the services in the BM-SC in visited network which are not the same service class as supported by the BM-SC in home network.
The usage of any of the scenarios and the offered MBMS user services are subject to the roaming agreement between visited and home PLMN operators.
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