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First Modified Section

6.1.1.1
Charging Data-Request Message

The following table illustrates the basic structure of a Diameter Charging Data-Request message as used for IMS offline charging.

Table 6.1.1.1: Charging Data Request Message Contents
	Field
	Category
	Description

	Session Identifier
	M
	Described in 32.299 [50]

	Originator Host
	M
	Described in 32.299 [50]

	Originator Domain
	M
	Described in 32.299 [50]

	Destination Domain
	M
	Described in 32.299 [50]

	Operation Type 
	M
	Described in 32.299 [50]

	Operation Number 
	M
	Described in 32.299 [50]

	Operation Identifier
	OM
	The field corresponds to the unique operation identification.

	User Name
	OC
	Described in 32.299 [50]

	Operation Interval
	OC
	TBD

	Origination State
	OC
	TBD

	Origination Timestamp
	OC
	This field contains the time when the operation is requested.

	Proxy Information
	OC
	This field contains the parameter of the proxy.

	Route Information
	OC
	This field contains the parameter of the route.

	Service Information
	OM
	This field holds the 3GPP specific IMS parameter, described in 6.3.


Next Modified Section

6.1.3.3
S-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.3: Charging Data of S-CSCF CDR

	Field
	Category
	Description

	...
	
	

	Private User ID
	OM
	Holds the used private user identity of the served party according to RFC2486 [405]. 

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	Service Request Time Stamp
	OM
	This field contains the time stamp, which indicates the time at which the service was requested. 

	...
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6.1.3.4
P-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.4: Charging Data of P-CSCF CDR

	Field
	Category
	Description

	...
	
	

	Served Party IP Address
	OM
	This field contains the IP address of either the calling or called party, depending on whether the P-CSCF is in touch with the calling or called network. 

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	Service Request Time Stamp
	OM
	This field contains the time stamp, which indicates the time at which the service was requested. 

	...
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6.1.3.6
MRFC CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.6: Charging Data of MRFC CDR

	Field
	Category
	Description

	...
	
	

	List of Called Asserted Identity
	OC
	The address or addresses of the final asserted identities. Present if the final asserted identities are available in the SIP 2xx response.

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	Service Request Time Stamp
	OM
	This field contains the time stamp which indicates the time at which the service was requested. This parameter corresponds to SIP Request Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	...
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6.1.3.9
SIP AS CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.9: Charging Data of AS CDR

	Field
	Category
	Description

	...
	
	

	Requested Party Address 
	OC
	For SIP transactions this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction was originally posted. 

This field is only present if different from the Called Party Address parameter.

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	List of Called Asserted Identity
	Oc
	The address or addresses of the final asserted identities. Present if the final asserted identities are available in the SIP 2xx response.

	...
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6.3.1.1
IMS charging information assignment for Service Information

The components in the Service Information that are use for IMS charging can be found in Table 6.3.1.1. 

Table 6.3.1.1: Service Information used for IMS Charging

	Field
	Category
	Description
	Provided 

by IMS NE

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For IMS Charging the IMS Information is used.
	All

	
Subscription-Id
	OM
	Described in TS 32.299 [50] and contains the Private User Identity and / or Public User Identity/Identities
	All

	
IMS Information
	OM
	This is a structured field and holds the IMS specific parameters. The details are defined in clause 6.3.1.2.
	All

	
PS Information
	OC
	This is a structured field and holds PS specific parameters. The complete structure is defined in TS 32.251 [11].
	Not in

I-CSCF

	GGSN Address
	OC
	This field holds the IP-address of the GGSN that generated the GPRS Charging ID, as described in [1]. 
	Not in

I-CSCF, MGCF,

BGCF


Next Modified Section

6.3.2
Detailed Message Format for offline charging

...
Table 6.3.2.1 illustrates the basic structure of the supported fields in the Charging Data Request message for IMS offline charging.

Table 6.3.2.1 : Supported fields in Charging Data Request Message

	Field
	Node Type
	S-CSCF
	P-CSCF
	I-CSCF
	MRFC
	MGCF
	BGCF
	AS

	
	Supported Operation Types
	S/I/S/E
	S/I/S/E
	E
	S/I/S
	S/I/S/E
	S/I/S/E
	S/I/S/E

	...
	
	
	
	
	
	
	

	Origination Timestamp
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Proxy Information
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Route Information
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Subscriber Identifier
	SISE
	SISE
	-
	SIS
	-
	-
	SISE

	Service Information with PS and IMS Information

	Event Type
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Role of Node
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Node Functionality
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE


...
End of Modifications
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