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First Modified Section

6.1.1.1
Charging Data-Request Message

The following table illustrates the basic structure of a Diameter Charging Data-Request message as used for IMS offline charging.

Table 6.1.1.1: Charging Data Request Message Contents
	Field
	Category
	Description

	Session Identifier
	M
	Described in 32.299 [50]

	Originator Host
	M
	Described in 32.299 [50]

	Originator Domain
	M
	Described in 32.299 [50]

	Destination Domain
	M
	Described in 32.299 [50]

	Operation Type 
	M
	Described in 32.299 [50]

	Operation Number 
	M
	Described in 32.299 [50]

	Operation Identifier
	OM
	The field corresponds to the unique operation identification.

	User Name
	OC
	The field contains the Private User Identity [201].

	Operation Interval
	OC
	TBD

	Origination State
	OC
	TBD

	Origination Timestamp
	OC
	This field contains the time when the operation is requested.

	Proxy Information
	OC
	This field contains the parameter of the proxy.

	Route Information
	OC
	This field contains the parameter of the route.

	Operation Token
	OM
	This field identifies the domain, subsystem, or service and release.

	Service Information
	OM
	This field holds the 3GPP specific IMS parameter, described in 6.3.


Next Modified Section

6.1.3.3
S-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.3: Charging Data of S-CSCF CDR

	Field
	Category
	Description

	...
	
	

	
Originator
	OC
	This sub-field of the "List of Message Bodies" indicates the originating party of the message body. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.4
P-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.4: Charging Data of P-CSCF CDR

	Field
	Category
	Description

	...
	
	

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.5
I-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.5: Charging Data of I-CSCF CDR

	Field
	Category
	Description

	...
	
	

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case,

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.6
MRFC CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.6: Charging Data of MRFC CDR

	Field
	Category
	Description

	...
	
	

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case,

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.7
MGCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.7: Charging Data of MGCF CDR

	Field
	Category
	Description

	...
	
	

	Trunk Group ID Incoming/Outgoing
	OM
	Contains the outgoing trunk group ID for an outgoing session/call or the incoming trunk group ID for an incoming session/call. 

	Bearer Service
	OM
	Holds the used bearer service for the PSTN leg. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.8
BGCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.8: Charging Data of BGCF CDR

	Field
	Category
	Description

	...
	
	

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case,

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.1.3.9
SIP AS CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.9: Charging Data of AS CDR

	Field
	Category
	Description

	...
	
	

	
Originator
	OC
	This sub-field of the "List of Message Bodies" indicates the originating party of the message body. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


Next Modified Section

6.3.2
Detailed Message Format for offline charging

...
Table 6.3.2.1 illustrates the basic structure of the supported fields in the Charging Data Request message for IMS offline charging.

Table 6.3.2.1 : Supported fields in Charging Data Request Message

	Field
	Node Type
	S-CSCF
	P-CSCF
	I-CSCF
	MRFC
	MGCF
	BGCF
	AS

	
	Supported Operation Types
	S/I/S/E
	S/I/S/E
	E
	S/I/S
	S/I/S/E
	S/I/S/E
	S/I/S/E

	

	Session Identifier
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Originator Node
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Originator Domain
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Destination Domain
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Operation Type 
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Operation Number 
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Operation Identifier
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	User Name
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Operation Interval
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Origination State
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Origination Timestamp
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Proxy Information
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Route Information
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Operation Token
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	Service Information with PS and IMS Information

	Event Type
	SISE
	SISE
	E
	SIS
	SISE
	SISE
	SISE

	...
	
	
	
	
	
	
	


...
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