Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management) 
Tdoc (
 S5-061496
S5-061496 Meeting #50, Fairfax, VA, USA, 30 Oct - 3 Nov 2006
	CR-Form-v9.1

	CHANGE REQUEST

	

	(

	32.631
	CR
	0002
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Move IMS part to new IMS NRM (32.731)

	
	

	Source to WG:
(

	Ericsson (thomas.tovinger@ericsson.com )

	Source to TSG:
(

	SA5

	
	

	Work item code:
(

	OAM7-NIM
	
	Date: (

	03/11/2006

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	1. The CN Network Resource Model (NRM) has become very large, complex and difficult to maintain.

2. The IMS model needs to be reused by other bodies such as 3GPP2 and TISPAN.

	
	

	Summary of change:
(

	Remove the IMS-specific parts of this NRM (which then shall be placed in a new TS).

	
	

	Consequences if 
(

not approved:
	Very difficult to maintain the CN NRM (especially when there are several parallel changes to be made, as all of them have to be based on the latest TS version), and very difficult for other bodies to reuse the IMS part, which they have to.

	
	

	Clauses affected:
(

	1, 3.3, 4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	x
	
	 O&M Specifications
	32.632

	
	

	Other comments:
(

	


	1st Modified Section


1
Scope

The present document defines, in addition to the requirements defined in [1], [2] and [3], the requirements for the present IRP: Core Network Resources IRP.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

...
[4]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic Configuration Management Integration Reference Point (IRP): Information Service (IS)".
[5]
3GPP TS 32.731: "IP Multimedia Subsystem (IMS) Network Resource Model (NRM) Integration Reference Point (IRP): Requirements".
	Next Modified Section


3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CM
Configuration Management

CMIP
Common Management Information Protocol
CN
Core Network
CORBA
Common Object Request Broker Architecture

EM
Element Manager

FM
Fault Management

GSM
Global System for Mobile communication
IMS
IP Multimedia Subsystem
IOC
Information Object Class
IRP
Integration Reference Point

IS
Information Service (see [1])

ITU-T
International Telecommunication Union, Telecommunication Standardisation Sector 

MIB
Management Information Base

MIM
Management Information Model

...
4
Requirements

The following general and high-level requirements apply for the present IRP:

A. IRP-related requirements in 3GPP TS 32.101 [1].

B. IRP-related requirements in 3GPP TS 32.102 [2].

C. IRP-related requirements in 3GPP TS 32.600 [3].

In addition to the above, the following more specific requirements apply:

1. The Network Resource Model defined by this IRP shall contain CN specific IOCs  and related definitions, supporting Core Network entities in the current 3GPP Release, except for the IMS parts of CN (for the IMS parts, refer to the IMS NRM IRP Requirements in 3GPP TS 32.731 [5]).
2. The Network Resource Model defined by this IRP shall provide support for enabling consistency between UTRAN/GERAN and CN parameters, e.g. by defining relevant attributes.
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