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	Feature / Item:
	VCC (Voice call continuity)

	Affects:
	UE/MS:Yes
	CN: Yes
	UTRAN:No
	GERAN:No

	Expected Completion Date:
	June 2007

	Service(s) impacted:
	

	Specification(s) affected:
	24.206, 24.216

	Task(s) within work which are not complete:
	For 3GPP TS 24.206: There are certain parts of the operation where the DTF acts as an initiating B2BUA rather than a routeing B2BUA. This requires more specification that for the routeing B2BUA and there is no guarantee that this is currently complete. In particular the P-Asserted-Identity does need to be fully specified.

For 3GPP TS 24.206: There has been considerable discussion of the support of supplementary services at stage 2. A full solution for this has been definitely postoned to release 8. Some text reflecting stage 2 requirements from release 7 has been included in the protocol description. There is a need to analyse and ensure this work is complete for release 7.

For 3GPP TS 24.206: Some text is needed explaining which public user identities the UE should register for VCC operation.

For 3GPP TS 24.206: There appear to be a small number of cases where it would be appropriate to specify exception conditions on error handling that are not yet covered. One potential example is the receipt of a BYE or DISCONNECT from the VCC UE while a domain transfer is in progress for that UE.

For 3GPP TS 24.206: There is a need to complete Annex A.5 flows with the decomposition of the VCC application into the stage 2 functional entities. This has been performed for the remainder of the document but still needs to be done for these few flows.

For 3GPP TS 24.216: A Management Object Identifier is needed. This has been requested from OMA DM in tdoc C1-070620.
For 3GPP TS 24.216: The discussion of provisioning operator specific policy for VCC and other communication continuity capabilities is currently ongoing on stage 2 level. It is believed that from the current state of discussion in Rel-7, the TS 24.216 is complete.
For 3GPP TS 22.216: The boostrap aspects and the use of TNDS need to be investigated.

	Consequences if not included in Release 7:
	None of the above issues impact the technical solution, or normal operation. Implementation is still possible without these, but better clarity and understanding would be given to the implementor with these changes.


Abstract of document:

.
Contentious Issues:

None of the above issues are regarded as contentious.
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